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YOU ARE HEREBY NOTIFIED

OF THE FOLLOWING CHANGESCHANGE
TO THE DRAWINGSDRAWING AND SPECIFICATIONSSPECIFICATION

FOR THE ABOVE NAMED PROJECT
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SPECIAL PROVISIONSPROVISION

ADD THE FOLLOWING SECTION

SECTION 12 AWARD OF CONTRACT

FOR THE PURPOSE OF DETERMINING THE LOWEST BIDDER KING COUNTY RESERVESRESERVE THE

RIGHT TO AWARD ON THE BASISBASI OF THE BASE BID ONLY OR COMBINATION OF BASE

BID AND ANY ALTERNATE BID

TECHNICAL SPECIFICATIONSSPECIFICATION

SECTION 921 AGGREGATE

ADD THE FOLLOWING PARAGRAPH

6 ALTERNATE AGGREGATESAGGREGATE THE CONTRACTOR MAY USE AGGREGATE WHICH CONFORMSCONFORM

TO THE GRADING REQUIREMENTSREQUIREMENT OF SECTION 9038 OF THE STANDARD SPECIFI
CATIONSCATION FOR CLASSCLAS ASPHALT CONCRETE IN LIEU OF THE AGGREGATE GRADING

SPECIFIED IN TABLE 9323 ALL OTHER AGGREGATE REQUIREMENTSREQUIREMENT SPECIFIED

HEREIN SHALL REMAIN APPLICABLE

SECTION 9412 ACCEPTANCE SAMPLING AND TESTING OF BITUMINOUSBITUMINOU MIXTURE DENSITY

DELETE PARAGRAPH AND SUBSTITUTE THE FOLLOWING

1 DENSITY MEASUREMENTSMEASUREMENT WILL BE MADE EVERY 200 FT ON EACH STRIP FOR AC
CEPTANCE OF DENSITY FURTHER TESTING DURING PAVING FOR CONTROL PURPOSESPURPOSE

ONLY MAY BE MADE AT THE DISCRETION OF THE ENGINEER TO ASSURE THAT THE

TARGET DENSITY IS MET

DELETE PARAGRAPH AND SUBSTITUTE THE FOLLOWING

3 PAVEMENT DENSITY THE AVERAGE PERCENT COMPACTION TARGET OF ALL

DENSITY TESTSTEST TAKEN EVERY 200 FT OF EACH STRIP OF INPLACE PAVEMENT

SHALL BE 98 OF THE AVERAGE DENSITY OF THE LABORATORYPREPARED SPECIMENS

NO INDIVIDUAL COMPACTION TEST SHALL FALL BELOW 967 ANY PORTION OF

THE PAVEMENT FALLING BELOW 967 SHALL BE SUBJECT TO REMOVAL AND REPLACED

AT THE CONTRACTORSCONTRACTOR EXPENSES THE PAVEMENT DENSITY SHALL BE DETERMINED

BY DIVIDING THE NUCLEAR DENSITY OF EACH TEST BY THE AVERAGE DENSITY OF

THE LABORATORY SPECIMENS

DELETE PARAGRAPH AND SUBSTITUTE THE FOLLOWING

4 ACCEPTANCE CRITERIA ACCEPTANCE OF EACH LOT IE 1000 TONSTON OF BITUMI

NOUSNOU SURFACE COURSE OR ONE DAYSDAY TONNAGE WHICHEVER IS LESSLES SHALL BE

BASED ON THE PERCENTAGE OF MATERIAL WITHIN SPECIFICATION LIMITSLIMIT PWL
THE PWL IS DETERMINED USING STANDARD STATISTICAL TECHNIQUESTECHNIQUE AND INVOLVESINVOLVE

THE NUMBER OF TESTSTEST IN EACH 1T AND THE QUALITY INDEX Q FIVE

TESTSTEST EXCLUSIVE OF TESTSTEST DESCRIBED IN PARAGRAPH OF THISTHI SECTION

SHALL BE TAKEN TO DETERMINE ACCEPTANCE CRITERIA FOR PAYMENT FOR EACH

ADDENDUM NO
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LOT ACCEPTANCE FOR DENSITY SHALL MEET THE CRITERIA OF BOTH PARAGRAPHSPARAGRAPH
AND OF THISTHI SECTION THE QUALITY INDEX IS CALCULATED FROM THE FOLLOWING
FORMULA

X
WHERE

QUALITY INDEX

AVERAGE OF PAVEMENT DENSITITESDENSITITE PERCENT COMPACTION

LOWER SPECIFICATION LIMIT 967
RANGE DIFFERENCE BETWEEN HIGHEST AND LOWEST PAVEMENT
DENSITIESDENSITIE PERCENT COMPACTION

THE PWL SHALL BE DETERMINED FROM TABLE 94121 USING THE NUMBER OF

TESTSTEST AND THE QUALITY INDEX Q
EACH LOT OF BITUMINOUSBITUMINOU MIX SHALL BE ACCEPTED FOR DENSITY WHEN THE PWL

EQUALSEQUAL OR EXCEEDSEXCEED 90 EACH LOT NOT MEETING THE 90 PWL REQUIREMENT
WILL BE ACCEPTED AT AN ADJUSTED CONTRACT UNIT PRICE IN ACCORDANCE WITH

TABLE 94 122

ADDENDUM NO
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KING COUNTY PURCHASING AGENCY

620 KING COUNTY ADMINISTRATION BUILDING

SEATTLE WASHINGTON 98104

CONTRACT NO C09630C

INVITATION TO BID

SEALED PROPOSALSPROPOSAL WILL BE RECEIVED ONLY AT THE OFFICE OF THE KING COUNTY

PURCHASING AGENCY 620 KING COUNTY ADMINISTRATION BUILDING SEATTLE

WASHINGTON 98104 UNTIL 200 PM 25 JUNE 1985 WHICH IS THE BID OPENING

DATE FOR THE FURNISHING OF ALL NECESSARY LABOR MATERIALSMATERIAL AND EQUIPMENT

AND PERFORMING ALL WORK REQUIRED FOR PROJECT ENTITLED

RUNWAY 13R31L REHABILITATION

BOEING FIELDKING COUNTY INTERNATIONAL AIRPORT

SEATTLE WASHINGTON

THE PROJECT INVOLVESINVOLVE REPAIR OF THE EXISTING RUNWAY INCLUDING 4608 LINEAR

FT OF SPALL REPAIRSREPAIR 50 SQ YD OF ASPHALT REPAIRSREPAIR FABRIC TREATMENT OF

105486 LINEAR FT OF JOINTSJOINT AND CRACKSCRACK REPLACEMENT OF 336 SQ YD OF DAMAGED

PORTLAND CEMENT CONCRETE PCC 967 SQ YD OF SLABSSLAB ASPHALT CONCRETE

PAVEMENT REMOVAL 3074 LINEAR FT OF AC CRACK REPAIRSREPAIR AND 1001 LINEAR FT

OF INTERFACE REPAIRSREPAIR BETWEEN PCCAC PAVEMENTSPAVEMENT 42800 TONSTON OF ASPHALT CON
CRETE PAVEMENT OVERLAY OF THE EXISTING RUNWAY PAVEMENT MARKINGSMARKING AND SURFACE

TREATMENT GROOVING OR POROUSPOROU FRICTION COURSE OF THE NEW SURFACE TO MINIMIZE

HYDROPLANI NG

FEDERAL STATEMENTSSTATEMENT

THE PROPOSED CONTRACT IS UNDER AND SUBJECT TO EXECUTIVE ORDER 11246 OF

24 SEPTEMBER 1965 AND TO THE EQUAL EMPLOYMENT OPPORTUNITY EEO AND FEDERAL

LABOR PROVISIONS

ALL LABOR ON THE PROJECT SHALL BE PAID NO LESSLES THAN THE MINIMUM WAGE RATESRATE
ESTABLISHED BY THE US SECRETARY OF LABOR

EACH BIDDER MUST SUPPLY ALL THE INFORMATION REQUIRED BY THE BID DOCUMENTSDOCUMENT
AND SPECIFICATIONS

THE EEO REQUIREMENTSREQUIREMENT LABOR PROVISIONSPROVISION AND WAGE RATESRATE ARE INCLUDED IN THE

SPECIFICATIONSSPECIFICATION AND BID DOCUMENTSDOCUMENT AND ARE AVAILABLE FOR INSPECTION AT THE

ADMINISTRATION OFFICE KING COUNTY INTERNATIONAL AIRPORT 7211 PERIMETER

ROAD SEATTLE WASHINGTON 98108

INVITATION TO BID
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EACH BIDDER MUST COMPLETE SIGN AND FURNISH WITH HIS BID CERTIFICATION

OF NONSEGREGATED FACILITIESFACILITIE AND STATEMENT ENTITLED BIDDERSBIDDER STATEMENT ON

PREVIOUSPREVIOU CONTRACTSCONTRACT SUBJECT TO EEO CLAUSE AS CONTAINED IN THE BID PROPOSAL

CONTRACTOR HAVING 50 OR MORE EMPLOYEESEMPLOYEE AND HIS SUBCONTRACTORSSUBCONTRACTOR HAVING 50 OR

MORE EMPLOYEESEMPLOYEE AND WHO MAY BE AWARDED SUBCONTRACT OF 50000 OR MORE WILL

BE REQUIRED TO MAINTAIN AN AFFIRMATIVE ACTION PROGRAM THE STANDARDSSTANDARD FOR

WHICH ARE CONTAINED IN THE SPECIFICATIONS

TO BE ELIGIBLE FOR AWARD EACH BIDDER MUST COMPLY WITH THE AFFIRMATIVE

ACTION REQUIREMENTSREQUIREMENT WHICH ARE CONTAINED IN THE SPECIFICATIONS

MINORITY BUSINESSBUSINES ENTERPRISESENTERPRISE WILL BE AFFORDED FULL OPPORTUNITY TO SUBMIT

BIDSBID IN RESPONSE TO THISTHI INVITATION AND WILL NOT BE DISCRIMINATED AGAINST ON

THE GROUNDSGROUND OF RACE COLOR OR NATIONAL ORIGIN IN CONSIDERATION FOR AN AWARD

OF ANY CONTRACT ENTERED INTO PURSUANT TO THISTHI ADVERTISEMENT

THISTHI CONTRACT WILL BE FUNDED IN PART BY GRANT FROM THE FEDERAL AVIATION

ADMINISTRATION IN ACCORDANCE WITH FEDERAL REQUIREMENTSREQUIREMENT KING COUNTY HAS

DETERMINED THAT THISTHI CONTRACT HAS SUBCONTRACTING POSSIBILITIESPOSSIBILITIE AND HAS
THEREFORE ESTABLISHED GOALSGOAL ON THISTHI CONTRACT OF MINORITY BUSINESSBUSINES PARTICI

PATION 15 AND WOMENSWOMEN BUSINESSBUSINES PARTICIPATION 7 FOR THE USE OF FIRMSFIRM OWNED

AND CONTROLLED BY MINORITIESMINORITIE AND WOMEN ALL PROSPECTIVE BIDDERSBIDDER ARE DIRECTED

TO THE INSTRUCTIONSINSTRUCTION FOR BIDDERSBIDDER WITH REGARD TO THE PROCEDURESPROCEDURE KING COUNTY

WILL UTILIZE TO ACHIEVE THESE GOALS

WOMEN WILL BE AFFORDED EQUAL OPPORTUNITY IN ALL AREASAREA OF EMPLOYMENT HOWEVER
THE EMPLOYMENT OF WOMEN SHALL NOT DIMINISH THE STANDARDSSTANDARD OR REQUIREMENTSREQUIREMENT FOR

THE EMPLOYMENT OF MINORITIES

COUNTY STATEMENTSSTATEMENT

ALL BIDSBID RECEIVED WILL BE OPENED IN PUBLIC AT THE TIME AND PLACE HEREIN

SPECIFIED AND ALL BIDDERSBIDDER AND OTHER PERSONSPERSON WHO MAY BE INTERESTED IN ANY

BID OR THE SUBJECT MATTER FOR WHICH THE BIDSBID ARE CALLED ARE HEREBY INVITED

TO BE PRESENT AT THE OPENING OF SUCH BIDS

100 PERFORMANCE BOND AND 100 PAYMENT BOND WILL BE REQUIRED OF THE

SUCCESSFUL BIDDER

ALL BIDSBID MUST BE ACCOMPANIED BY BID DEPOSIT IN THE FORM OF SURETY BOND

POSTAL MONEY ORDER CASH CASHIERSCASHIER CHECK OR CERTIFIED CHECK IN THE AMOUNT

EQUAL TO 5 OF THE AMOUNT OF THE BID PROPOSED UPON FAILURE OF THE SUCCESSSUCCES
FUL BIDDER TO ENTER INTO THE CONTRACT AND TO FURNISH CONTRACTORSCONTRACTOR BOND

WITHIN 10 DAYSDAY AFTER NOTICE OF AWARD OF BID EXCLUSIVE OF THE DAY OF NOTICE
THE AMOUNT OF THE BID DEPOSIT WILL BE FORFEITED TO KING COUNTY

KING COUNTY RESERVESRESERVE THE RIGHT TO REJECT ANY OR ALL BIDSBID AND TO WAIVE

FORMALITIES

NO BIDSBID WILL BE ACCEPTED AFTER THE TIME AND DATE SHOWN ABOVE

INVITATION TO BID
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COPIESCOPIE OF THE BID DOCUMENTSDOCUMENT MAY BE OBTAINED AT THE KING COUNTY PURCHASING

AGENCY 620 KING COUNTY ADMINISTRATION BUILDING SEATTLE WASHINGTON 98104

UPON MAKING REFUNDABLE PAYMENT OF 2500 FOR EACH SET

KING COUNTY PURCFIASING AGENCY

TELEPHONE 2063444210

L DEPARTMENT PUBLIC WORKSWORK AIRPORT DIVISION

L

L

INVITATION TO BID
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INSTRUCTIONSINSTRUCTION TO BIDDERSBIDDER

A EXAMINATION OF SITE AND CONDITIONSCONDITION

THE BIDDER IS REQUIRED TO EXAMINE CAREFULLY THE SITE OF THE PROPOSED

WORK THE PROPOSAL PLANSPLAN AND SPECIFICATIONSSPECIFICATION AND CONTRACT FORMSFORM BEFORE

SUBMITTING PROPOSAL IT IS MUTUALLY AGREED THAT SUBMISSION OF BIG SHALL

BE CONSIDERED PRIMA FACIE EVIDENCE THAT THE BIDDER HAS MADE SUCH EXAMINATON

AND IS SATISFIED AS TO THE CONDITIONSCONDITION TO BE ENCOUNTERED IN PERFORMING THE

WORK AS SCHEDULED OR AS AT ANY TIME ALTERED WITHOUT RESULTING IN INCREASESINCREASE

OR DECREASESDECREASE OF MORE THAN THE PERCENTAGE LIMITSLIMIT STIPULATED IN THE HEREINAFTER

MENTIONED STANDARD SPECIFICATIONSSPECIFICATION AND AS THE CHARACTER QUALITY AND

QUANTITIESQUANTITIE OF WORK TO BE PERFORMED AND MATERIAL TO BE FURNISHED INCLUDING

SAID INCREASESINCREASE AND DECREASESDECREASE AND AS TO THE REQUIREMENTSREQUIREMENT OF THE PLANSPLAN
GENERAL CONDITIONSCONDITION SPECIAL PROVISIONSPROVISION TECHNICAL SPECIFICATIONSSPECIFICATION AND

CONTRACT

PREBID CONFERENCE WILL BE HELD 20 JUNE 1985 AT 200 PJP PDT AT THE

ADMINTSTRATION OFFICE JJ COUNTY INTERNT6NAL AIRPORT 7211 PERIMETER

ROAD SEATTLE WASHINGTON

NO STATEMENT MADE BY ANY OFFICER AGENT OR EMPLOYEE OF KING COUNTY IN

RELATION TO THE PHYSICAL CONDITIONSCONDITION PERTAINING TO THE SITE OF THE WORK WILL

BE BINDING ON KING COUNTY

B QUANTITIESQUANTITIE

BIDSBID SHALL BE SUBMITTED ON THE BASISBASI OF UNIT PRICES THE ESTIMATE OF

QUANTITIESQUANTITIE AS SHOWN ON THE PLANSPLAN ANDOR SPECIFICATIONSSPECIFICATION SHALL BE USED ONLY

FOR COMPARING BIDSBID AND DETERMINING THE AMOUNT OF THE CONTRACT THE BASISBASI OF

PAYMENT OF THISTHI CONTRACT WILL BE THE ACTUAL QUANTITIESQUANTITIE OF WORK PERFORMED IN

ACCORDANCE WITH THE PLANSPLAN AND SPECIFICATIONSSPECIFICATION AND AS SPECIFIED THEREIN FOR

PAYMENT AND IF UPON THE COMPLETION OF THE IMPROVEMENT SAID ACTUAL QUANTITIESQUANTITIE
SHOULD SHOW EITHER INCREASE OR DECREASE FROM THE QUANTITIESQUANTITIE SHOWN ON THE

PLANSPLAN OR SPECIFICATIONSSPECIFICATION THE UNIT BID PRICESPRICE IN THE PROPOSAL SHALL STILL

PREVAIL EXCEPT AS OTHERWISE PROVIDED

C LAWSLAW AND REGULATIONSREGULATION

THE BIDDER IS ASSUMED TO BE FAMILIAR WITH ALL FEDERAL STATE AND

COUNTY LAWSLAW AND REGULATIONSREGULATION WHICH IN ANY MANNER AFFECT THOSE ENGAGED OR

EMPLOYED IN THE WORK OR THE MATERIALSMATERIAL OR EQUIPMENT USED IN THE PROPOSED

CONSTRUCTION OR WHICH IN ANY WAY AFFECT THE CONDUCT OF THE WORK AND NO

PLEASPLEA OF MISUNDERSTANDING WILL BE CONSIDERED ON ACCOUNT OF IGNORANCE THEREOF
IF THE BIDDER OR CONTRACTOR SHALL DISCOVER ANY PROVISION IN THE PLANSPLAN
SPECIFICATIONSSPECIFICATION OR CONTRACT WHICH IS CONTRARY TO OR INCONSISTENT WITH ANY

INSTRUCTIONSINSTRUCTION TO BIDDERSBIDDER
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LAW OR REGULATIONSREGULATION HE SHALL FORTHWITH REPORT IT TO THE MANAGER OF THE

PURCHASING AGENCY IN WRITING

D BID AND PERFORMANCE GUARANTEE

CERTIFIED CHECK BID BOND OR CASH FOR SUM NOT LESSLES THAN 5 OF THE

PROPOSAL SHALL ACCOMPANY EACH BID AS EVIDENCE OF GOOD FAITH AND AS

GUARANTEE THAT IF AWARDED THE CONTRACT THE BIDDER WILL EXECUTE THE CONTRACT

AND FURNISH 100 PERFORMANCE BOND AND 100 PAYMENT BOND SAID PERFORMANCE

BOND AND PAYMENT BOND TO BE FURNISHED BY SURETY COMPANY ACCEPTABLE TO KING

COUNTY NOTE THAT 200 PUBLIC WORKSWORK TYPE BOND WOULD BE AN ACCEPTABLE

SUBSTITUTE FOR THE TWO SEPARATE BONDS

E FILLING IN PROPOSAL FORMSFORM

THE BIDDER SHALL SUBMIT HIS PROPOSAL ON THE FORMSFORM FURNISHED BY KING

COUNTY ALL BLANK SPACESSPACE IN THE PROPOSAL FORM SHALL BE PROPERLY FILLED IN
IF THE PROPOSAL IS MADE BY PARTNERSHIP IT SHALL CONTAIN THE NAMESNAME OF EACH

PARTNER AND SHALL BE SIGNED IN THE FIRM NAME FOLLOWED BY THE SIGNATURE OF

THE PERSON SIGNING IF THE PROPOSAL IS MADE BY CORPORATION IT SHALL BE

SIGNED BY THE NAME OF THE CORPORATION FOLLOWED BY THE WRITTEN SIGNATURE OF

THE OFFICER SIGNING AND THE PRINTED OR TYPEWRITTEN DESIGNATION OF THE

OFFICE HE HOLDSHOLD IN THE CORPORATION THE ADDRESSADDRES OF THE BIDDER SHALL BE

TYPED OR PRINTED ON THE PROPOSAL

F SUBMISSION OF PROPOSAL

THE PROPOSAL SHEETSSHEET WITH APPROPRIATE FORMSFORM AS PROVIDED LOOSE LEAF

BEHIND THE COVER SHEET IN THESE SPECIFICATIONSSPECIFICATION SHALL BE COMPLETELY SEALED

IN PACKAGE PROPERLY ADDRESSED TO THE OFFICE OF THE KING COUNTY PURCHASING

AGENCY 620 KING COUNTY ADMINISTRATION BUILDING SEATTLE WASHINGTON 98104
WITH THE NAME OF THE BIDDER THE BID NUMBER AND THE NAME OF THE PROJECT

WRITTEN ON THE OUTSIDE OF THE PACKAGE

BIDSBID WILL BE RECEIVED AT THE TIME AND PLACE STATED IN THE INVITATION TO

BID THE INVITATION TO BID PROVIDESPROVIDE THAT FEE OR DEPOSIT FOR PLANSPLAN AND

SPECIFICATIONSSPECIFICATION WILL BE REQUIRED FROM EACH BIDDER

KING COUNTY RESERVESRESERVE THE RIGHT TO REJECT ANY OR ALL BIDSBID AND TO WAIVE

FORMALITIES

G PROHIBITION OF ALTERATIONSALTERATION

EXCEPT AS OTHERWISE PROVIDED HEREIN PROPOSALSPROPOSAL WHICH ARE INCOMPLETE OR
WHICH ARE CONDITIONED IN ANY WAY OR WHICH CONTAIN ERASURESERASURE ALTERATIONSALTERATION OR
ITEMSITEM NOT CALLED FOR IN THE PROPOSAL OR WHICH ARE NOT IN CONFORMITY TO THE

LAW MAY BE REJECTED AS INFORMAL

INSTRUCTIONSINSTRUCTION TO BIDDERSBIDDER
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THE PROPOSAL FORM INVITESINVITE BIDSBID ON DEFINITE PLANSPLAN AND SPECIFICATIONS

ONLY THE AMOUNTSAMOUNT AND INFORMATION ASKED FOR ON THE PROPOSAL FORM FURNISHED

WILL BE CONSIDERED AS THE BID EACH BIDDER SHALL BID UPON THE WORK EXACTLY

AS SPECIFIED AND AS PROVIDED IN THE PROPOSAL FORM

NO ORAL OR TELEPHONIC PROPOSALSPROPOSAL OR MODIFICATIONSMODIFICATION WILL BE CONSIDERED

MODIFICATION OF PROPOSALSPROPOSAL ALREADY RECEIVED WILL BE CONSIDERED ONLY IF

THE REQUEST AND MODIFICATION IS MADE PRIOR TO THE SCHEDULED CLOSING TIME FOR

THE RECEIPT OF THE PROPOSALS ALL MODIFICATIONSMODIFICATION MUST BE MADE IN WRITING
OVER THE SIGNATURE OF THE BIDDER

H WITHDRAWAL OF PROPOSAL

AT ANY TIME PRIOR TO THE SCHEDULED CLOSING TIME FOR RECEIPT OF PROPOSALSPROPOSAL

ANY BIDDER MAY WITHDRAW HIS PROPOSAL EITHER PERSONALLY OR BY TELEGRAPHIC OR

WRITTEN REQUEST AFTER THE SCHEDULED CLOSING TIME FOR THE RECEIPT OF PROPOSALSPROPOSAL
OR BEFORE AWARD OF CONTRACT NO BIDDER WILL BE PERMITTED TO WITHDRAW HIS

PROPOSAL UNLESSUNLES SAID AWARD IS DELAYED FOR PERIOD EXCEEDING 60 DAYS

I OPENING OF PROPOSAL

AT THE TIME AND PLACE SET FOR THE OPENING AND READING OF PROPOSALSPROPOSAL
EACH AND EVERY PROPOSAL EXCEPT THOSE WHICH MAY HAVE BEEN WITHDRAWN IN

ACCORDANCE WITH THE ABOVE WITHDRAWAL OF PROPOSAL RECEIVED PRIOR TO THE

SCHEDULED CLOSING TIME FOR RECEIPT OF PROPOSALSPROPOSAL WILL BE PUBLICLY OPENED AND

READ ALOUD IRRESPECTIVE OF ANY IRREGULARITIESIRREGULARITIE OR INFORMALITIESINFORMALITIE IN SUCH

PROPOSALS

J EXECUTION OF CONTRACT

THE SUCCESSFUL BIDDER WILL BE REQUIRED WITHIN 10 DAYSDAY AFTER RECEIVING

FROM KING COUNTY PROPERLY PREPARED CONTRACT DOCUMENTSDOCUMENT TO EXECUTE SAID

CONTRACT AND TO FURNISH PERFORMANCE AND OTHER REQUIRED BONDSBOND SATISFACTORY TO

KING COUNTY BEFORE COMMENCING WORK THE CONTRACTOR WILL BE REQUIRED TO

FURNISH CERTIFICATE SHOWING SATISFACTORY PROOF OF CARRIAGE OF THE REQUIRED

INSURANCE

K RCW 82

BEFORE PAYMENT BY THE CONTRACTOR OF ANY TAXESTAXE TO THE DEPARTMENT OF

REVENUE FOR OR ON ACCOUNT OF ANY MATERIALSMATERIAL OR WORK INVOLVED IN THISTHI CONTRACT
THE PARTIESPARTIE SHALL DETERMINE THE AMOUNT WHICH MAY BE CLAIMED DUE UNDER THE

PROVISIONSPROVISION OF RCW 82 AND SUCH SUM SHALL BE WITHHELD BY THE COUNTY FROM THE

CONTRACT PRICE TO BE PAID AND BE PAID BY THE COUNTY DIRECTLY TO SAID DEPART
MENT IF FOUND TO BE DUE BY FINAL DETERMINATION OF THE COURTSCOURT OF THE STATE OF

WASHI NGTON

INSTRUCTIONSINSTRUCTION TO BIDDERSBIDDER

KCSIIP4 37106



L INSTRUCTIONSINSTRUCTION FOR CONSTRUCTION BID

CONDITIONSCONDITION AFFIRMATIVE ACTION REQUIREMENTSREQUIREMENT

ALL BIDSBID WILL BE OPENED AT THE SPECIFIED TIME BY THE PURCHASING MANAGER
OF KING COUNTY OR HIS DESIGNEE THE APPARENT SUCCESSFUL OFFEROR WILL BE

CONTACTED BY THE KING COUNTY CONTRACT COMPLIANCE OFFICER AS TO ACTIONSACTION THAT

MUST BE TAKEN TO RECEIVE APPROVAL OF AN AFFIRMATIVE ACTION PROGRAM THISTHI
APPROVAL WILL BE NECESSARY BEFORE THE CONTRACT WILL BE SIGNED

M COMPLETENESSCOMPLETENES OF DOCUMENTSDOCUMENT

THE BIDDER SHALL VERIFY THAT ALL DOCUMENTSDOCUMENT SUPPLIED BY THE OWNER AND

UPON WHICH THE BIDDER IS BASING HIS BID ARE FULL AND COMPLETE WITH NO

MISSING PAGESPAGE SHEETSSHEET OR UNINTENTIONAL BLANK SPACES SUBMITTAL OF BID

INDICATESINDICATE THE BIDDER HAS VERIFIED HE HAS OBTAINED ALL OWNERSUPPLIED BIDDING
DOCUMENTS NO CLAIM FOR ADDITIONAL WORK DUE TO MISSING BID INFORMATION WILL

BE ALLOWED

N TERMINATION PRIOR TO CONTRACT SIGNING

THE BIDDERSBIDDER ARE ADVISED THAT THE COUNTY RESERVESRESERVE THE RIGHT TO CHOOSE

NOT TO AWARD THE CONTRACT UP TO THE TIME THE COUNTY SIGNSSIGN THE CONTRACT

DOCUMENT INCLUDING AFTER THE NOTICE OF SELECTION HAS BEEN ISSUED SUCH

TERMINATION SHALL OCCUR IF IN THE BEST INTERESTSINTEREST OF THE COUNTY INCLUDING
BUT NOT LIMITED TO THE CONTINUATION OF OR COMMENCEMENT OF LEGAL ACTION WITH

RESPECT TO ANY APPLICABLE PERMITSPERMIT FOR THISTHI PROJECT IN SUBMITTING THE BID
THE BIDDER AGREESAGREE SUCH TERMINATION WILL NOT RESULT IN ANY CLAIMSCLAIM OR CAUSESCAUSE
OF ACTION FOR COSTSCOST OR DAMAGESDAMAGE BY THE BIDDERSBIDDER AGAINST THE COUNTY

0 PREQUALIFICATION OF SUCCESSFUL OFFEROR

IF REQUESTED BY THE ENGINEER THE SUCCESSFUL OFFEROR SHALL PROVIDE
PRIOR TO THE AWARD OF THE CONTRACT EVIDENCE OF HIS QUALIFICATIONSQUALIFICATION TO DO THE

TYPESTYPE OF CONSTRUCTION WORK IN THISTHI PROJECT THISTHI INFORMATION MAY INCLUDE

PAST AND CURRENT PROJECTSPROJECT INVOLVING SIMILAR WORK AND EQUIPMENT AND PERSONNEL
AVAILABLE TO DO THISTHI PROJECT

P NECESSARY FORMSFORM PERTAINING TO AFFIRMATIVE ACTION FOR

EMPLOYMENT AND MINORITY AND WOMENSWOMEN BUSINESSBUSINES PARTICIPATION

KING COUNTY HAS BOTH AN AFFIRMATIVE ACTION PROGRAM RELATING TO EMPLOY
MENT KING COUNTY ORDINANCE NO 4528 AND MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES

PARTICIPATION POLICY RELATING TO SUBCONTRACTORSSUBCONTRACTOR AND SUPPLIERSSUPPLIER KING COUNTY
ORDINANCE NO 5983 MORE DETAILED INSTRUCTIONSINSTRUCTION AS TO THE POLICIESPOLICIE AND THE

ACTIONSACTION REQUIRED UNDER BOTH ORDINANCESORDINANCE ARE BOUND IN THESE SPECIFICATIONSSPECIFICATION AS

PART OF BIDDING INSTRUCTIONS IT IS EACH BIDDERSBIDDER OBLIGATION TO REVIEW THISTHI
INFORMATION BEFORE SUBMITTING BID FOR THISTHI PROJECT

INSTRUCTIONSINSTRUCTION TO BIDDERSBIDDER
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THE FOLLOWING FORMSFORM MUST BE COMPLETED IN CONJUNCTION WITH THE PROPOSAL

ITSELF

1 MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES REGISTRATION FORM THISTHI IS ATTACHED TO

THE PROPOSAL IT MUST BE COMPLETED AND SUBMITTED WITH THE PROPOSAL IF THE

BUSINESSBUSINES IS MINORITY OR WOMENOWNED

2 CONTRACTORSCONTRACTOR DECLARATION OF MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES MWB
SUBCONTRACTING THISTHI FORM IS ALSO ATTACHED TO THE PROPOSAL AND IT MUST BE

COMPLETED IT MAY BE SUBMITTED WITH THE PROPOSAL BUT MUST IN ANY CASE BE

DELIVERED TO THE KING COUNTY PURCHASING AGENCY NO LATER THAN THE CLO
BUSINESSBUSINES ON THE FOLLOWING THE BID OPENING

THE FOLLOWING FORMSFORM WHILE NOT PART OF THE PROPOSAL MUST BE SUBMITTED

AFTER THE BID OPENING AND PRIOR TO AWARD OF CONTRACT SAMPLE FORMSFORM ARE

BOUND FOLLOWING ORDINANCE NO 4528 SHEET

1 PERSONNEL INVENTORY REPORT TO BE COMPLETED AND SIGNED

2 AFFIDAVIT AND CERTIFICATE OF COMPLIANCE TO BE COMPLETED SIGNED
AND NOTARIZED

3 SWORN STATEMENT OF COMPLIANCE UNION FORM IF YOU HAVE UNION

EMPLOYEESEMPLOYEE TO BE COMPLETED SIGNED BY UNION OFFICER AND NOTARIZED

Q FEDERAL REQUIREMENTSREQUIREMENT

THE FOLLOWING FEDERAL REQUIREMENTSREQUIREMENT MUST BE COMPLIED WITH BY THE BIDDER
WHERE THE FEDERAL REQUIREMENTSREQUIREMENT ARE IN CONFLICT WITH COUNTY REQUIREMENTSREQUIREMENT THE

MORE STRINGENT REQUIREMENTSREQUIREMENT SHALL BE MET

1 REQUIRED NOTICE FOR ALL CONTRACTSCONTRACT

A THE BIDDER PROPOSER MUST SUPPLY ALL THE INFORMATION REQUIRED

BY THE PROPOSAL FORMSFORM AND SPECIFICATIONS

B KING COUNTY IN ACCORDANCE WITH TITLE VI OF THE CIVIL RIGHTSRIGHT
ACTSACT OF 1964 HEREBY NOTIFIESNOTIFIE ALL BIDDERSBIDDER THAT THEY BIDDERSBIDDER MUST AFFIRMA

TIVELY ENSURE THAT IN ANY CONTRACT ENTERED INTO PURSUANT TO THISTHI ADVERTISE

MENT MINORITY BUSINESSBUSINES ENTERPRISESENTERPRISE WILL BE AFFORDED FULL OPPORTUNITY TO

SUBMIT BIDSBID IN RESPONSE TO THISTHI INVITATION AND WILL NOT BE DISCRIMINATED

AGAINST ON THE GROUNDSGROUND OF RACE COLOR OR NATIONAL ORIGIN IN CONSIDERATION

FOR AWARD

C ALL LABOR ON THE PROJECT SHALL BE PAID NO LESSLES THAN THE

MINIMUM WAGE RATESRATE ESTABLISHED BY THE US SECRETARY OF LABOR

2 REQUIRED NOTICESNOTICE FOR CONTRACTSCONTRACT OVER 10000

A EACH BIDDER WILL BE REQUIRED TO COMPLY WITH THE AFFIRMATIVE

ACTION PLAN FOR EQUAL EMPLOYMENT OPPORTUNITY PRESCRIBED BY THE OFFICE OF

CONTRACT COMPLIANCE OFCC UNITED STATESSTATE DEPARTMENT OF LABOR REGULATIONSREGULATION

INSTRUCTIONSINSTRUCTION TO BIDDERSBIDDER
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OF THE SECRETARY OF LABOR 41 CRF 60 OR BY OTHER DESIGNATED TRADESTRADE USED IN

THE PERFORMANCE OF THE CONTRACT AND OTHER NONFEDERALLY INVOLVED CONTRACTSCONTRACT IN

THE AREA GEOGRAPHICALLY DEFINED IN THE PLAN

B THE PROPOSED CONTRACT IS UNDER AND SUBJECT TO EXECUTIVE

ORDER 11246 OF 24 SEPTEMBER 1965 AS AMENDED AND TO THE EQUAL OPPORTUNITY

CLAUSE

C EACH BIDDER MUST SUBMIT WITH HIS BID CERTIFICATION OF

NONSEGREGATED FACILITIESFACILITIE AND STATEMENT ENTITLED BIDDERSBIDDER STATEMENT PREVOUSPREVOU
CONTRACTSCONTRACT SUBJECT TO EEO CLAUSE AS CONTAINED IN THE BID PROPOSAL TN

ADDITION

CONTRACTORSCONTRACTOR RECEIVING FEDERALLY ASSISTED CONSTRUCTION

CONTRACT AWARDSAWARD WHICH ARE NOT EXEMPT FROM THE PROVISIONSPROVISION OF THE EQUAL

OPPORTUNITY CLAUSE WILL BE REQUIRED TO PROVIDE FOR THE FORWARDING OF THISTHI
NOTICE TO PROSPECTIVE SUBCONTRACTORSSUBCONTRACTOR FOR SUPPLIESSUPPLIE AND CONSTRUCTION CONTRACTSCONTRACT

WHERE THE SUBCONTRACTSSUBCONTRACT EXCEED 10000 AND ARE NOT EXEMPT FROM THE PROVISIONSPROVISION
OF THE EQUAL OPPORTUNITY CLAUSE CERTIFICATION OF NONSEGREGATED FACILITIESFACILITIE

MUST BE SUBMITTED PRIOR TO AWARD OF ANY SUCH SUBCONTRACT EXCEEDING 10000

CONTRACTORSCONTRACTOR RECEIVING SUBCONTRACT AWARDSAWARD EXCEEDING

10000 WHICH ARE NOT EXEMPT FROM THE PROVISIONSPROVISION OF THE EQUAL OPPORTUNITY

CLAUSE WILL BE REQUIRED TO PROVIDE FOR THE FORWARDING OF THISTHI NOTICE TO

PROSPECTIVE SUBCONTRACTORSSUBCONTRACTOR FOR SUPPLIESSUPPLIE AND CONSTRUCTION CONTRACTSCONTRACT WHERE THE

SUBCONTRACTSSUBCONTRACT EXCEED 10000 AND ARE NOT EXEMPT FROM THE PROVISIONSPROVISION OF THE

EQUAL OPPORTUNITY CLAUSE

NOTE THE PENALTY FOR MAKING FALSE STATEMENTSSTATEMENT IN OFFERSOFFER
IS PRESCRIBED IN 18 USC 1001

D WHEN DETERMINATION HAS BEEN MADE TO AWARD CONTRACT OR

SUBCONTRACT TO SPECIFIC CONTRACTOR SUCH CONTRACTOR IS REQUIRED PRIOR TO

THE AWARD OR AFTER THE AWARD OR BOTH TO FURNISH SUCH OTHER INFORMATION AS

THE FAA THE SPONSOR OR THE DIRECTOR OF OFCC REQUESTS

E EQUAL EMPLOYMENT OPPORTUNITY EEO AND LABOR PROVISIONSPROVISION WHEN

APPLICABLE ARE INCLUDED IN THE BIDDING DOCUMENTSDOCUMENT AND ARE AVAILABLE FOR

INSPECTION AT THE ADMINISTRATION OFFICE KING COUNTY RNTERNATIONAL AIRPORT
7211 PERIMETER ROAD SEATTLE WASHINGTON 98108

F CONTRACTORSCONTRACTOR AND SUBCONTRACTORSSUBCONTRACTOR MAY SATISFY EEO REQUIREMENTSREQUIREMENT
OF PARAGRAPH OF THE EEO CONTRACT CLAUSE BY STATING IN ALL SOLICITATIONSSOLICITATION OR

ADVERTISEMENTSADVERTISEMENT FOR EMPLOYEESEMPLOYEE THAT

ALL QUALIFIED APPLICANTSAPPLICANT WILL RECEIVE CONSIDERATION FOR

EMPLOYMENT WITHOUT REGARD TO RACE COLOR RELIGION SEX OR

NATIONAL ORIGIN

OR BY USING SINGLE ADVERTISEMENT IN WHICH APPEARSAPPEAR IN CLEARLY DISTINGUISHED

TYPE THE PHRASE

AN EQUAL OPPORTUNITY EMPLOYER

INSTRUCTIONSINSTRUCTION TO BIDDERSBIDDER

KCSIIP4 37109



G THE GOALSGOAL AND TIMETABLESTIMETABLE FOR MINORITY AND FEMALE PARTICIPATION

EXPRESSED IN PERCENTAGE TERMSTERM FOR THE CONTRACTORSCONTRACTOR AGGREGATE WORKFORCE IN

EACH TRADE ON ALL CONSTRUCTION WORK IN THE COVERED AREASAREA ARE AS FOLLOWSFOLLOW

GOALSGOAL AND TIMETABLESTIMETABLE

GOALSGOAL FOR WOMEN 69

GOALSGOAL FOR MINORITIESMINORITIE 72

H BY OPERATION OF THE ORDER THE NOTICE OF REQUIREMENT FOR

AFFIRMATIVE ACTION TO INSURE EQUAL EMPLOYMENT OPPORTUNITY EXECUTIVE ORDER

11246 AND THE STANDARD FEDERAL EQUAL EMPLOYMENT OPPORTUNITY CONSTRUCTION

CONTRACT SPECIFICATIONSSPECIFICATION EXECUTIVE ORDER 11246 SHALL BE DEEMED TO BE PART

OF THISTHI SOLICITATION AND OF EVERY CONTRACT AND SUBCONTRACT AS APPROPRIATE
REQUIRED BY THE ORDER AND REGULATIONS

3 REQUIRED NOTICE FOR CONTRACTORSCONTRACTOR WITH 50 OR MORE

EMPLOYEESEMPLOYEE AND CONTRACT OF 50000 OR MORE

A CONTRACTOR HAVING 50 OR MORE EMPLOYEESEMPLOYEE AND FIRST TIER SUB
CONTRACTORSCONTRACTOR HAVING 50 OR MORE EMPLOYEESEMPLOYEE AND WHO MAY BE AWARDED SUBCONTRACT

OF 50000 OR MORE WILL WITHIN 120 DAYSDAY FROM CONTRACT COMMENCEMENT BE

REQUIRED TO DEVELOP WRITTEN AFFIRMATIVE ACTION COMPLIANCE PROGRAM FOR EACH

OF ITS ESTABLISHMENTS STATE AND LOCAL GOVERNMENTSGOVERNMENT ARE EXEMPT

B WITHIN 30 DAYSDAY AFTER AWARD OF THISTHI CONTRACT THE CONTRACTOR

SHALL FILE COMPLIANCE REPORT SF 100 IF THE CONTRACTOR HAS NOT SUBMITTED

COMPLETE COMPLIANCE REPORT WITHIN 12 MONTHSMONTH PRECEDING THE DATE OF AWARD

C STATE AND LOCAL GOVERNMENTSGOVERNMENT ARE EXEMPT FROM THE REQUIREMENTSREQUIREMENT
OF FILING THE ANNUAL COMPLIANCE REPORT SF 100

D THE CONTRACTOR SHALL REQUIRE THE SUBCONTRACTOR ON ANY FIRST

TIER SUBCONTRACTSSUBCONTRACT IRRESPECTIVE OF DOLLAR AMOUNT TO FILE AN SF 100 WITHIN

30 DAYSDAY AFTER AWARD OF THE SUBCONTRACT IF THE ABOVE THREE CONDITIONSCONDITION APPLY
AN SF 100 WILL BE FURNISHED UPON REQUEST THE SF 100 IS NORMALLY FURNISHED

ANNUALLY TO CONTRACTORSCONTRACTOR BASED ON MAILING LIST CURRENTLY MAINTAINED BY THE

JOINT REPORTING COMMITTEE

IN THE EVENT CONTRACTOR HAS NOT RECEIVED THE FORM HE MAY
OBTAIN IT BY WRITING TO THE FOLLOWING ADDRESSADDRES

JOINT REPORTING COMMITTEE

1800 STREET

WASHINGTON DC 20506

4 THISTHI CONTRACT WILL BE FUNDED IN PART BY GRANT FROM THE US
DEPARTMENT OF TRANSPORTATION FEDERAL AVIATION ADMINISTRATION REGULATIONSREGULATION

PROMULGATED BY THE US DEPARTMENT OF TRANSPORTATION 49 CFR PART 23 45 FED

REG 21172 31 MARCH 1980 ESTABLISH CERTAIN REQUIREMENTSREQUIREMENT WITH REGARD TO

INSTRUCTIONSINSTRUCTION TO BIDDERSBIDDER
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PARTICIPATION BY MINORITY BUSINESSBUSINES ENTERPRISE MBE ON USDEPARTMENTOF
TRANSPORTATIONASSIS CONTRACTS IN ORDER TO COMPLY WITH THESE FEDERAL

REQUIREMENTSREQUIREMENT KING COUNTY AND ALL BIDDERSBIDDER ON THISTHI CONTRACT WILL UTILIZE THE

FOLLOWING PROCEDURESPROCEDURE

A FOR THE PURPOSE OF THESE REQUIREMENTSREQUIREMENT MBE MEANSMEAN SMALL

BUSINESSBUSINES CONCERN AS DEFINED PURSUANT TO SECTION OF THE SMALL BUSINESSBUSINES ACT

AND IMPLEMENTING REGULATIONSREGULATION WHICH IS OWNED AND CONTROLLED BY ONE OR MORE

MINORITIESMINORITIE OR WOMEN FOR THE PURPOSE OF THESE REQUIREMENTSREQUIREMENT OWNED AND

CONTROLLED MEANSMEAN BUSINESSBUSINES

WHICH IS AT LEAST 51 OWNED BY ONE OR MORE MINORITIESMINORITIE

WOMEN OR IN THE CASE OF PUBLICLY OWNED BUSINESSBUSINES AT LEAST 51 OF THE STOCK

OF WHICH IS OWNED BY ONE OR MORE MINORITIESMINORITIE OR WOMEN AND

WHOSE MANAGEMENT AND DAILY BUSINESSBUSINES OPERATIONSOPERATION ARE

CONTROLLED BY ONE OR MORE SUCH INDIVIDUALS

B KING COUNTY HAS DETERMINED THAT THISTHI CONTRACT HAS SUBCONTRACT

ING POSSIBILITIESPOSSIBILITIE AND THEREFORE PROVIDESPROVIDE OPPORTUNITIESOPPORTUNITIE FOR MBE PARTICIPATION
KING COUNTY HAS ESTABLISHED THE FOLLOWING GOALSGOAL FOR MBE PARTICIPATION ON

THISTHI CONTRACT

MINORITY BUSINESSBUSINES PARTICIPATION

WOMENSWOMEN BUSINESSBUSINES PARTICIPATION

EACH BIDDER SHALL COMPLETE THAT PORTION OF THE BID FORM

INDICATING HIS ABILITY TO COMPLY WITH THE ABOVE GOALSGOAL OF MBE UTILIZATION FOR

THISTHI PROJECT SHOULD THE BIDDER BE UNABLE TO MEET THESE GOALSGOAL DOCUMEN
TATION MUST ACCOMPANY THE BID WHICH CLEARLY SHOWSSHOW THE GOODFAITH EFFORTSEFFORT
TAKEN TO MEET THESE GOALS COPY OF THE DEPARTMENT OF TRANSPORTATION

REGULATIONSREGULATION IS AVAILABLE AT THE ADMINISTRATION OFFICE KING COUNTY INTER
NATIONAL AIRPORT 7211 PERIMETER ROAD SEATTLE WASHINGTON FOR YOUR REVIEW

INSTRUCTIONSINSTRUCTION TO BIDDERSBIDDER
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BID NO C09630C

UNIT PRICE BID

PLACE ROOM 620 KING COUNTY

ADMINISTRATION BUILDING

DATE

PROPOSAL OF

HEREINAFTER CALLED BIDDER CORPORATION ORGANIZED AND EXISTING UNDER

THE LAWSLAW OF THE STATE OF PARTNERSHIP OR AN INDIVIDUAL

DOING BUSINESSBUSINES AS

TO KING COUNTY BID BOARD

KING COUNTY WASHINGTON

GENTLEMEN

HAVING CAREFULLY EXAMINED THE PLANSPLAN SPECIFICATIONSSPECIFICATION AND CONTRACT DOCUMENTSDOCUMENT
FOR THE PROJECT ENTITLED

RUNWAY 13R31L REHABILITATION

BOEING FIELDKING COUNTY INTERNATIONAL AIRPORT

SEATTLE WASHINGTON

AS PREPARED BY ABAM ENGINEERSENGINEER INC AS WELL AS THE SITE OF THE PROPOSED

WORK AND BEING FAMILIAR WITH ALL OF THE CONDITIONSCONDITION SURROUNDING THE CONSTRUC
TION OF THE PROPOSED PROJECT INCLUDING THE AVAILABILITY OF MATERIALSMATERIAL AND

LABOR THE UNDERSIGNED HEREBY PROPOSESPROPOSE TO FURNISH ALL LABOR MATERIALSMATERIAL AND

SUPPLIESSUPPLIE AND TO CONSTRUCT THE PROJECT IN ACCORDANCE WITH CONTRACT DOCUMENTSDOCUMENT
WITHIN THE TIME SET FORTH THEREIN AND AT THE PRICESPRICE STATED BELOW THESE

PRICESPRICE ARE TO COVER ALL EXPENSESEXPENSE INCURRED IN PERFORMING THE WORK REQUIRED

UNDER THE CONTRACT DOCUMENTSDOCUMENT OF WHICH THISTHI PROPOSAL IS PART

A BASE PROPOSAL

THE UNDERSIGNED BIDDER UNDERSTANDSUNDERSTAND THAT THE QUANTITIESQUANTITIE OF WORK AS SHOWN

HEREIN ARE APPROXIMATE ONLY AND SUBJECT TO INCREASE OR DECREASE AND OFFERSOFFER

TO DO THE WORK WHETHER THE QUANTITIESQUANTITIE ARE INCREASED OR DECREASED AT THE

UNIT PRICESPRICE STATED AS FOLLOWSFOLLOW

NOTE SHOW UNIT PRICESPRICE FOR ALL ITEMSITEM ALL EXTENSIONSEXTENSION AND THE TOTAL

AMOUNT OF BID SHOW UNIT PRICESPRICE BOTH IN WRITING AND IN FIGURES IN CASE OF

DISCREPANCY THE AMOUNT SHOWN IN WRITING WILL GOVERN

LEGAL NAME OF PERSON FIRM OR

CORPORATION SUBMITTING BID

FORM OF BID
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BID NO C09630C

UNIT PRICESPRICE TO BE WRITTEN IN WORDSWORD AND FIGURESFIGURE

AMOUNT

NO APPROX QTY DESCRIPTION AND UNIT PRICE DOLLARSCENTSDOLLARSCENT

PER LUMP SUM

MAJOR SPALL REPAIR 4IN WIDTH
PER LINEAR FT

PER LINEAR FT

MAJOR SPALL REPAIR 8IN WIDTH
PER LINEAR FT

PER LINEAR FT

4608 LF MINOR SPALL REPAIR PER LINEAR FT

3074 LF

PER LINEAR FT

ASPHALT REPAIR PER SQ YD

PERSQYD

CRACK SEALING PER LINEAR FT

PER LINEAR FT

105486 LF FABRIC JOINT TREATMENT PER LINEAR FT

FORM OF BID

PER LINEAR FT

LEGAL NAME OF PERSON FIRM OR

CORPORATION SUBMITTING BID

LUMP SUM MOBILIZATION

29LF

244LF

5OSY
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BID NO C09630C

UNIT PRICESPRICE TO BE WRITTEN IN WORDSWORD AND FIGURESFIGURE

AMOUNT

NO APPROX QTY DESCRIPTION AND UNIT PRICE DOLLARSCENTSDOLLARSCENT

336 SY PORTLAND CEMENT CONCRETE SLAB

REPLACEMENT PER SQ YD

PER SQYD

967 SY ASPHALT PAVEMENT REMOVAL AND

REPLACEMENT PER SQ YD

PER SQYD

10 55 LF ASPHALT CRACK REPAIR PER LINEAR FT

PER LINEAR FT

11 1001 JOINT INTERFACE REPAIR PER LINEAR FT

PER LINEAR FT

12 28000 GAL TACK COAT PER GALLON

PER GALLON

13 42800 TONSTON ASPHALT CONCRETE PAVEMENT PER TON

PER TON

14 LUMP SUM PAVEMENT MARKINGSMARKING

PER LUMP SUM

TOTAL BASE BID AMOUNT ITEMSITEM THROUGH 14

FORM OF BID

LEGAL NAME OF PERSON FIRM OR

CORPORATION SUBMITTING BID
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BID NO C09630C

B ALTERNATE BIDSBID

TO PROVIDE SURFACE FRICTION TREATMENT

AS SHOWN ON THE PLANSPLAN AND AS SPECIFIED

ITEMSITEM AND UNIT PRICESPRICE WHETHER THE

THISTHI WORK SHALL BE COMPLETED WITHIN

THE UNDERSIGNED BIDDER PROPOSESPROPOSE
TO THE NEW ASPHALT CONCRETE PAVEMENT

HEREIN BASED ON THE FOLLOWING WORK

QUANTITIESQUANTITIE ARE INCREASED OR DECREASED

THE CONTRACT TIME LIMITSLIMIT AS DEFINED IN THESE CONTRACT DOCUMENTS UNDERSIGNED

AGREESAGREE THE OWNER HAS THE RIGHT TO REINSTATE AT BID PRICESPRICE AN ALTERNATE BID

NOT INCORPORATED INTO THE CONTRACT IF THE OWNER SO NOTIFIESNOTIFIE HIM WITHIN FIVE

CONSECUTIVE CALENDAR DAYSDAY AFTER THE NOTICE TO PROCEED BID ITEM NUMBERSNUMBER FOR

THE ALTERNATE BID ITEMSITEM HAVE BEEN IDENTIFIED WITH AN NOTATION ONLY ONE

OF THE ITEMSITEM 15A OR 16A WILL BE SELECTED BY KING COUNTY NOT BOTH

UNIT PRICESPRICE TO BE WRITTEN IN WORDSWORD AND FIGURESFIGURE

AMOUNT

NO APPROX QTY DESCRIPTION AND UNIT PRICE DOLLARSCENTSDOLLARSCENT

15A 104200 SY PAVEMENT GROOVING PER SQ YD

PER SQYD

16A 158300 SY POROUSPOROU FRICTION COURSE PER SQ YD

PERSQYD

C SUBCONTRACTORSSUBCONTRACTOR

THE UNDERSIGNED AGREESAGREE THAT THISTHI BID INCLUDESINCLUDE BOTH MINORITY AND WOMENSWOMEN
BUSINESSBUSINES PARTICIPATION AS REQUIRED BY KING COUNTY ORDINANCE NO 5983 THISTHI
WILL BE DOCUMENTED BY THE SUBMITTAL OF THE ATTACHED CONTRACTORSCONTRACTOR DECLARATION

OF MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES MWB SUBCONTRACTING FORM THISTHI FORM MAY BE

SUBMITTED WITH THE PROPOSAL BUT IN ANY CASE MUST BE RECEIVED BY THE KING

COUNTY PURCHASING AGENCY NO LATER THAN THE CLOSE OF BUSINESSBUSINES ON THE

FOLLOWING THE BID OPENING

THE UNDERSIGNED FURTHER AGREESAGREE THAT BASED ON THE TOTAL DOLLAR AMOUNT

OF THE BID SUBMITTAL THE FOLLOWING MINIMUM SETASIDE PERCENTAGESPERCENTAGE FOR MINORITY
AND WOMENSWOMEN BUSINESSBUSINES PARTICIPATION WILL BE MET

FORM OF BID

LEGAL NAME OF PERSON FIRM OR

CORPORATION SUBMITTING BID
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BID NO C09630C

MINORITY BUSINESSBUSINES ENTERPRISESENTERPRISE 15
WOMENSWOMEN BUSINESSBUSINES PARTICIPATION 7

IN THE ABSENCE OF WAIVER ANY BID WHICH FAILSFAIL TO MEET THE ABOVE

SETASIDE REQUIREMENTSREQUIREMENT SHALL BE DEEMED NONRESPONSIVE

0 MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES REGISTRATION

BIDDING GENERAL CONTRACTORSCONTRACTOR WHICH ARE MINORITYWOMENSMINORITYWOMEN BUSINESSESBUSINESSE SHALL

COMPLETE THE ATTACHED MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES REGISTRATION FORM AND INCLUDE

IT WITH THISTHI PROPOSAL

E QUANTITIESQUANTITIE

PAYMENT WILL BE MADE ON THE BASISBASI OF ACTUAL QUANTITIESQUANTITIE OF WORK AUTHO

RIZED AND COMPLETED AND AT THE UNIT PRICESPRICE QUOTED IN THE PROPOSAL

F SALESSALE TAX

THE UNDERSIGNED AGREESAGREE THAT THE FOREGOING BASE BID AND ALTERNATE BIDSBID
DO NOT INCLUDE KING COUNTYSCOUNTY OBLIGATION FOR WASHINGTON STATE OR LOCAL SALESSALE
TAXES KING COUNTY WILL PAY THE WASHINGTON STATE SALESSALE TAX ONLY ON THE

TOTAL CONTRACT PRICE

G ADDENDUM RECEIPT

RECEIPT OF THE FOLLOWING ADDENDA TO THE CONTRACT DOCUMENTSDOCUMENT IS HEREBY

ACKNOWLEDGED

ADDENDUM NO DATE

ADDENDUM NO DATE

H FEDERAL STATEMENTSSTATEMENT

1 BIDDERSBIDDER STATEMENT ON PREVIOUSPREVIOU CONTRACTORSCONTRACTOR

SUBJECT TO EEO CLAUSE

THE BIDDER PROPOSER HAS HAS NOT PARTICIPATED IN

PREVIOUSPREVIOU CONTRACT SUBJECT TO THE NONDISCRIMINATION CLAUSE PRESCRIBED BY

SECTION 202 OF EXECUTIVE ORDER NO 11246 DATED SEPTEMBER 24 1965

THE BIDDER PROPOSER HAS HAS NOT SUBMITTED COMPLIANCE

REPORTSREPORT IN CONNECTION WITH ANY SUCH CONTRACT AS REQUIRED BY APPLICABLE

INSTRUCTIONS

LEGAL NAME OF PERSON FIRM OR

CORPORATION SUBMITTING BID

FORMOFBID5
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BID NO C09630C

IF THE BIDDER PROPOSER HAS PARTICIPATED IN PREVIOUSPREVIOU CONTRACT

SUBJECT TO THE NONDISCRIMINATION CLAUSE AND HAS NOT SUBMITTED COMPLIANCE

REPORTSREPORT AS REQUIRED BY APPLICABLE INSTRUCTIONSINSTRUCTION THE BIDDER PROPOSER SHALL

SUBMIT STANDARD FORM 100 FOR FEDERAL CONSTRUCTION CONTRACTSCONTRACT WITH THE BID

OR PROPOSAL INDICATING CURRENT COMPLIANCE

2 CERTIFICATION OF NONSEGRATED FACILITIESFACILITIE

THE FEDERALLY ASSISTED CONSTRUCTION CONTRACTOR CERTIFIESCERTIFIE THAT HE

DOESDOE NOT MAINTAIN OR PROVIDE FOR HIS EMPLOYEESEMPLOYEE ANY SEGREGATED FACILITIESFACILITIE AT

ANY OF HIS ESTABLISHMENTSESTABLISHMENT AND THAT HE DOESDOE NOT PERMIT HIS EMPLOYEESEMPLOYEE TO

PERFORM THEIR SERVICESSERVICE AT ANY LOCATION UNDER HIS CONTROL WHERE SEGREGATED

FACILITIESFACILITIE ARE MAINTAINED THE FEDERALLY ASSISTED CONSTRUCTION CONTRACTOR

CERTIFIESCERTIFIE FURTHER THAT HE WILL NOT MAINTAIN OR PROVIDE FOR HIS EMPLOYEESEMPLOYEE
SEGREGATED FACILITIESFACILITIE AT ANY OF HIS ESTABLISHMENTSESTABLISHMENT AND THAT HE WILL NOT

PERMIT HIS EMPLOYEESEMPLOYEE TO PERFORM THEIR SERVICESSERVICE AT ANY LOCATION UNDER HIS

CONTROL WHERE SEGREGATED FACILITIESFACILITIE ARE MAINTAINED THE FEDERALLY ASSISTED

CONSTRUCTION CONTRACTOR AGREESAGREE THAT BREACH OF THISTHI CERTIFICATION IS

VIOLATION OF THE EQUAL OPPORTUNITY CLAUSE IN THISTHI CONTRACT

AS USED IN THISTHI CERTIFICATION THE TERM SEGREGATED FACILITIESFACILITIE
MEANSMEAN ANY WAITING ROOMSROOM WORK AREASAREA RESTROOMSRESTROOM AND WASHROOMSWASHROOM RESTAURANTSRESTAURANT
AND OTHER EATING AREASAREA TIME CLOCKSCLOCK LOCKER ROOMSROOM AND OTHER STORAGE OR

DRESSING AREASAREA PARKING LOTSLOT DRINKING FOUNTAINSFOUNTAIN RECREATION OR ENTERTAINMENT

AREASAREA TRANSPORTATION AND HOUSING FACILITIESFACILITIE PROVIDED FOR EMPLOYEESEMPLOYEE WHICH

ARE SEGREGATED BY EXPLICIT DIRECTIVE OR ARE IN FACT SEGREGATED ON THE BASISBASI
OF RACE COLOR RELIGION SEX OR NATIONAL ORIGIN BECAUSE OF HABIT LOCAL

CUSTOM OR ANY OTHER REASON THE FEDERALLY ASSISTED CONSTRUCTION CONTRACTOR

AGREESAGREE THAT EXCEPT WHERE OBTAINED IDENTICAL CERTIFICATION FROM PROPOSED
SUBCONTRACTORSSUBCONTRACTOR FOR SPECIFIC TIME PERIODSPERIOD HE WILL OBTAIN IDENTICAL CERTIFI
CATIONSCATION FROM PROPOSED SUBCONTRACTORSSUBCONTRACTOR PRIOR TO THE AWARD OF SUBCONTRACTSSUBCONTRACT

EXCEEDING 10000 WHICH ARE NOT EXEMPT FROM THE PROVISIONSPROVISION OF THE EQUAL

OPPORTUNITY CLAUSE AND THAT HE WILL RETAIN SUCH CERTIFICATION III HIS FILES

CERTIFICATION THE INFORMATION ABOVE IS TRUE AND COMPLETE TO THE BEST

OF MY KNOWLEDGE AND BELIEF

NAME AND TITLE OF SIGNER PLEASE TYPE

SIGNATURE

DATE

NOTE THE PENALTY FOR MAKING FALSE STATEMENTSSTATEMENT IN OFFERSOFFER IS PRESCRIBED

IN 18 USC 1001

FORMOF BID 6
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BID NO C09630C

I CONTRACT AND BONDSBOND

IF WRITTEN NOTICE OF ACCEPTANCE OF THISTHI BID IS MAILED TELEPHONED OR

DELIVERED TO THE UNDERSIGNED WITHIN SIXTY 60 DAYSDAY AFTER THE DATE OF OPENING

THE BIDSBID OR AT ANY TIME PRIOR TO THE BID BEING WITHDRAWN BY THE OFFEROR
THE UNDERSIGNED AGREESAGREE THAT HE WILL EXECUTE AND DELIVER CONTRACT IN THE

FORM REQUIRED BY THE CONTRACT DOCUMENTSDOCUMENT IN ACCORDANCE WITH THE BID AS

ACCEPTED AND THAT HE WILL GIVE PERFORMANCE BOND AS SPECIFIED WITH GOOD AND

SUFFICIENT SURETY OR SURETIESSURETIE ACCEPTABLE TO THE OWNER WITHIN TEN 10 DAYSDAY
AFTER THE NOTICE OF AWARD EXCLUSIVE OF THE DAY OF NOTICE

UNDERSIGNED FURTHER AGREESAGREE THAT BID DEPOSIT IN THE AMOUNT OF 5 OF BASE

BID PLUSPLU ADDITIVE ALTERNATESALTERNATE ACCOMPANYING THISTHI BID IS LEFT IN ESCROW WITH

THE OWNER AND THAT IF UNDERSIGNED FAILSFAIL TO DELIVER SAID DOCUMENTSDOCUMENT WITHIN

TEN 10 DAYSDAY AFTER WRITTEN NOTICE OF AWARD OF CONTRACT TO HIM SHALL BE

FORFEITED THE BID DEPOSIT SHALL BE RETURNED AFTER THE CONTRACT DOCUMENTSDOCUMENT
HAVE BEEN ACCEPTED BY THE OWNER

J BID WITHDRAWAL

THISTHI BID MAY BE WITHDRAWN AT ANY TIME PRIOR TO THE SCHEDULED TIME FOR

THE OPENING OF BIDSBID OR ANY AUTHORIZED POSTPONEMENT THEREOF

K OWNERSOWNER RIGHT TO REJECT BIDSBID

BIDDER UNDERSTANDSUNDERSTAND THAT THE OWNER RESERVESRESERVE THE RIGHT TO REJECT ANY OR

ALL BIDSBID AND TO WAIVE ANY INFORMALITIESINFORMALITIE IN THE BIDDING

RESPECTFULLY SUBMITTED

NAME OF FIRM

BY

TITLE

ADDRESSADDRES

TELEPHONE

STATE OF WASHINGTON

CONTRACTOR NUMBER

IRS EMPLOYER

IDENTIFICATION NUMBER

FORMOF BID 7
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BID NO COYG3OC

NOTE IF BIDDER IS CORPORATION WRITE STATE OF INCORPORATION AND IF

PARTNERSHIP GIVE FULL NAME AND ADDRESSADDRES OF ALL PARTNERSPARTNER BELOW

CAUTION DO NOT INCLUDE ANY BIDSBID FOR OTHER WORK IN THE ENVELOPE

FORM OF BID
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FULL LEGAL NAME OF BUSINESSBUSINES

MINORITY BUSINESSBUSINES ENTERPRISE REGISTRATION FORMSFORM

STREET ADDRESSADDRES PO BOX NO

CITY STATE ZIP TELEPHONE NO

TYPE OF ORGANIZATION CHECK ONE

INDIVIDUAL OWNER PARTNERSHIP ILOW LONG

IN SUSIRIESSSUSIRIES

JOINT VENTURE CORPORATION INCORPORATED UNDER THE LAWSLAW OF THE STATE OF

NAMESNAME OF OFFICERSOFFICER OWNERSOWNER OR PARTNERSPARTNER

MINORITY CATEGORY

CATEGORY PERCENTAGE OF OWNERSHIP MALE FEMAL

ALACK

ASIAN

HISPANIC

NATIVE AMERICAN

ESKIMO

ATEUT

WHITE FEMALE

GIVE BRIEF SUMMARY OF THE NATURE OF YOUR BUSINESSBUSINES

NUMBER OF EMPLOYEESEMPLOYEE FULLTIME

INDICATE AMOUNT OF GROSSGROS RECEIPTSRECEIPT DURING THE PAST YEAR

PARTTIME

UNDER 50000

100000 150000

50000 100000

OVER 150000

CONTRACTORSCONTRACTOR WASHINGTON STATE LICENSE NUMBER
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CONTRACTORSCONTRACTOR DECLARATION OF

MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES MI WB SUBCONTRACTINGPURSUANT TO ORDINANCE NO 5983 THE SUBCONTRACTORSSUPPLSUBCONTRACTORSSUPPL OR SUBSTITUTE MINORITYWOMENSMINORITYWOMEN BUSINESSESBUSINESSE LISTED ON

THISTHI FORWILL BE USED ON

THISTHI CONTRACT

TO COMPLY WITH KING COUNTY ORDINANCE NO 5983 THISTHI FORM MUST BE SUBMITTED WITH THE BID EXCEPT FOR CONSTRUCTION CONTRACTSCONTRACTWHEN THE FORM MUST BE SUBMITTED NO

LATER THAN THE CLOSE OF THE FIRST KING COUNTY BUSINESSBUSINES DAY AFTER THE BID OPENING

FIRM NAME TELEPHONE DATEADDRESSADDRESCONTRACT AMOUNT BID NO

OWNERSHIP TYPETLWB SUBCONTRACTORSSUPPLSUBCONTRACTORSSUPPL MINORIT WOMENNAME ADDRESSADDRES PHONE NUMBER

TYPE OF WORK AMOUNT OF BID

THE PURPOSESPURPOSE OF THISTHI REPORT MINORITY OR

WOMENSWOMEN BUSINESSBUSINES MEANSMEAN BUSINESSBUSINES EITHER INCORPORATED OR

UNINCORPORATED INWHICH MINORITY GROUP MEMBER OR WOMAN OR

WOMEN OWNSOWN

AT LEAST 51 INTEREST AND HAS COMMENSURATE CONTROL OVER MANAGEMENTINTEREST IN CAPITAL AND PROFIT OR

LOSS



PERFORNANCE BOND

KNOW ALL MEN BY THESE PRESENTSPRESENT

COMPANY NAME

THAT WE

AND

RI CIPA

SURETY

CORPORATION LEGALLY DOING BUSINESSBUSINES IN THE STATE OF WASHINGTON ARE HELD
AND FIRMLY BOUND AND OBLIGATED UNTO THE STATE OF WASHINGTON AND KING
COUNTY IN THE SUM OF

DOLLARSDOLLAR FOR THE PAYMENT OF WHICH SUM WE DO BIND OURSELVESOURSELVE AND EACH OF
OUR HEIRSHEIR EXECUTORSEXECUTOR AND ADMINISTRATORSADMINISTRATOR SUCCESSORSSUCCESSOR AND ASSIGNSASSIGN JOINTLY
AND SEVERALLY FIRMLY BY THESE PRESENTS

THISTHI BOND IS EXECUTED IN PURSUANCE OF CHAPTER 3908 REVISED CODE OF

WASHINGTON

THE CONDITIONSCONDITION OF THISTHI OBLIGATION ARE SUCH THAT WHEREASWHEREA THE PRINCIPAL
ENTERED INTO CERTAIN CONTRACT WITH KING COUNTY DATED THE DAY OF19 FOR

WHICH CONTRACT AND SPECIFICATIONSSPECIFICATION ARE INCORPORATED HEREIN BY THISTHI
EFERENCE

NOW THEREFORE IF THE PRINCIPAL SHALL FAITHFULLY PERFORM ALL EHE PRO
VISIONSVISION OF SUCH CONTRACT AND PAY ALL LABORERSLABORER MECHANICSMECHANIC AND SUBCONTRAC
TORSTOR AND MATERILMEN AND ALL PERSONSPERSON WHO SHALL SUPPLY SUCH PERSON OR

PERSONSPERSON OR SUBCONTRACTORSSUBCONTRACTOR WITH PROVISIONSPROVISION AND SUPPLIESSUPPLIE FOR THE CARRYING
ON OF SUCH WORK THEN THISTHI OBLIGATION IS VOID OTHERWISE TO REMAIN IN FULL
FORCE AND EFFECT

PROVIDED HOWEVER THAT THE CONDITIONSCONDITION OF THISTHI OBLIGATION SHALL NOT APPLY
TO ANY MONEY LOANED OR ADVANCED TO THE PRINCIPAL OR TO ANY SUBCONTRACTOR
OR OTHER PERSON IN THE PERFORMANCE OF ANY SUCH WORK

SIGNED AND SEALED THISTHI DAY OF 19

PRINCIPAL SURETY

BY
NAME

TITLE

BY

ATTORNEYINFACT

APPROVED AS TO FORM

DEPUTY PROSECUTING ATTORNEY

384
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PAYIIENT BOND

1UOW ALL MEN BY THESE PRESENTSPRESENT

THAT WE

COMPIUY NAME

AS PRINCIPAL AND

CORPORATION ORGANIZED AND EXISTING UNDER AND BY VIRTURE OF THE LAWSLAW OF THE

STATE OF AND LEGALLY DOING BUSINESSBUSINES IN THE STATE OF

WASHINGTON AS SURETY ARE HELD AND FIRMLY BOUND AND OBLIGATED UNTO THE STATE

OF WASHINGTON IN THE FULL AND JUST AWN OF

DOLLARSDOLLAR
LAWFUL MONEY OF THE UNITED STATESSTATE FOR THE PAYMENT OF WHICH SUM WELL AN1 TRILY

TO BE MADE WE DO BIND OURSELVESOURSELVE OUR AND EACH OF OUR HEIRSHEIR EXECUTORSEXECUTOR AND

ADMINISTRATORSADMINISTRATOR SUCCESSORSSUCCESSOR AND ASSIGNSASSIGN JOINTLY AND SEVERALLY FIRMLY BY THESE

PRESENTS

THE CONDITIONSCONDITION OF THISTHI OBLIGATION ARE SUCH THAT WHEREASWHEREA THE PRINCIPAL ENTERED

INTO CERTAIN CONTRACT WITH

DATED THE DAY OF 19 FOR

NOW THEREFORE IF THE PRINCIPAL SHALL FAITHFULLY PAY ALL DEBTSDEBT INCURRED WHILE

PERFORMING THE CCNDITIONSCCNDITION OF SUCH CONTRACT FOR MATERIALSMATERIAL SUPPLIESSUPPLIE LABOR
SERVICESSERVICE AND RENTALSRENTAL THEN THISTHI OBLIGATION IS VOID OTHERWISE TO REMAIN IN FULL

FORCE AND EFFECT

IN NO WAY SHALL THE OWNER KING COUNTY BE HELD RESPONSIBLE FOR ANY OBLIGATIONSOBLIGATION
OF THE PRINCIPAL FOR DEBTSDEBT INCURRED THROUGH SUCH CONTRACT

SIGNED AND SEALED THISTHI DAY OF 19

COUNT ERSIGNED

APPROVED AS TO FORM

PRINCIPAL

SURETY

SEAL

SEAL

BY

BY

BY

ATTORNEYINFACT

KCSIIP4 37123



CERTIFICATE OF INSURANCE

THISTHI IS TO CERTIFY TO THE COUNTY OF KING SEATTLE WASHINGTON THAT THE

FOLLOWING POLICIESPOLICIE ARE IN FORCE FOR
NAME OF INSURED
ADDRESSADDRES

TO BE RETURNED TO KING COUNTY PURCHASING AGENCY 620 KING COUNTY ADININ

BLDG SEATTLE WA 98104 TELEPHONE 3444210

CONTRACT TITLE ANDOR DESCRIPTION OF JOB
CONTRACT NO

COMPREHENSIVE LIABILITY

INCLUDING GENERAL LIABILITY

AND AUTOMOBILE LIABILITY

KING COUNTY ITS OFFICIALSOFFICIAL AND EMPLOYEESEMPLOYEE ARE NAMED AS ADDITIONAL

INSUREDSINSURED FOR THISTHI PROJECT ONLY

THE FOLLOWING SPECIAL COVERGESCOVERGE ARE INCLUDED

BROAD FORM PROPERTY DAMAGE INCLUDING CARE
CUSTODY AND CONTROL COVERAGE

BLANKET BROAD FORM CONTRACTUAL

PRODUCTSPRODUCT COMPLETED OPERATIONSOPERATION YES XX

STOPGAP EMPLOYERSEMPLOYER CONTINGENT LIABILITY YESXX NO
EXPLOSION COLLAPSE UNDERGROUND DAMAGE YES XX NO
CONTRACTORSCONTRACTOR PROTECTIVE

NONOWNED AND HIRED CAR COVERAGE

IN THE EVENT OF CANCELLATION OF OR MATERIAL CHANGE IN THE COVERAGE

PROVIDED THIRTY 30 DAYSDAY WRITTEN NOTICE WILL BE FURNISHED THE COUNTY
OF KING PRIOR TO DATE OF CANCELLATION OR CHANGE

POLICY NO

NAME OF AGENCYI
ATORIZED REPRESENTATIVE

ADDRESSADDRES TEL
WORUNANSWORUNAN COMPENSATION STATE OF WASHLNGLON ACCOUNT NO

THE UNDERSIGRIEDTHEREBY CERTIFIESCERTIFIE THAT HIS OPERATIONSOPERATION ARE VEREC1 BY

WASHINGTON STATE COMPENSATION FUND

REVICED

SIGNATURE OF CONTRACTOR

100000000 COMBINED SINGLE LIMIT

YES XX NO
YESXX

INSURANCE COMPANYIESCOMPANYIE

YES XX

YES XX

EFFECTIVE EXPIRESEXPIRE
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IIP1L
CONTRACT NO

THISTHI AGREEMENT MADE AND ENTERED INTO THIS DAY OF 19

BETWEEN KING COUNTY STATE OF WASHINGTON LIEREINAFTER CALLED THE COUNTY UNER
THE AUTHORITY OF TITLE 36 REVISED CODE OF WASHINGTON AND PARTICULARLY RCW CH
3680 AND TITLE 39 REVISED CODE OF WASHINGTON AND

FOR ITSELF ITS HEIRSHEIR EXECUTORSEXECUTOR ADMINISTRATORSADMINISTRATOR SUCCESSORSSUCCESSOR AND ASSIGNSASSIGN
HEREINAFTER CALLED THE CONTRACTOR

WITNESSETH

THAT IN CONSIDERATION OF PAYMENTSPAYMENT COVENANTSCOVENANT AND AGREEMENTSAGREEMENT HEREINAFTER NIN

TIONED TO BE MADE AND PERFORMED BY THE PARTIESPARTIE HERETO THE PARTIESPARTIE HERETO COVE
NANT AND AGREE AS FOLLOWSFOLLOW

DESCRIPTION OF WORK

1 THE CONTRACTOR SHALL DO ALL WORK AND FURNISH ALL TOOLSTOOL MATERIALSMATERIAL AND EQUIP
MENT NECESSARY TO COMPLETE WORK CONSISTING OF THE BASE BID FOR

CONTRACT AMOUNT

WASHINGTON STATE SALESSALE TAX

TFAL CONTRACT WITH SALESSALE TAX

IN ACCORDANCE WITH AND AS DESCRIBED IN THE ATTACHED PLANSPLAN AND SPECIFICATIONSSPECIFICATION OF

BID NO AND IN FULL COMPLIANCE WITH THE TERMSTERM CONDITIONSCONDITION AND STIPULA
TIONSTION HEREIN SET FORTH AND ATTACHED NOW REFERRED TO AND BY SUCH REFERENCE INCOR

PORATED HEREIN AND MADE PART THEREOF AS FULLY FOR ALL PURPOSESPURPOSE AS IF HERE SET

FORTH AT LENGTH AND SHALL PERFORM ANY ALTERATIONSALTERATION IN OR ADDITIONSADDITION TO THE WORK

COVERED BY THISTHI CONTRACT AND EVERY PART THEREOF

THE CONTRACTOR SHALL PROVIDE AND BE RESPONSIBLE FOR THE EXPENSE OF ALL

MATERIALSMATERIAL LABOR CARTAGE TOOLSTOOL IMPLEMENTSIMPLEMENT AND CONVENIENCESCONVENIENCE AND THINGSTHING OF

EVERY DESCRIPTION THAT MAY BE REQUISITE FOR THE TRANSFER OF MATERIALSMATERIAL AND FOR

CONSTRUCTION AND COMPLETING THE WORK PROVIDED FOR IN THISTHI CONTRACT AND EVERY

PART THEREOF

2 THE COUNTY HEREBY PROMISESPROMISE AND AGREESAGREE WITH THE CONTRACTOR TO EMPLOY AND

DOESDOE EMPLOY THE CONTRACTOR TO PROVIDE THE MATERIALSMATERIAL AND TO DO AND CAUSE TO BE

DONE THE ABOVEDESCRIBED WORK AND TO COMPLETE AND FINISH SAME ACCORDING TO THE
ATTACHED PLANSPLAN AND SPECIFICATIONSSPECIFICATION AND THE TERMSTERM AND CONDITIONSCONDITION HEREIN CONTAINED
AND HEREBY CONTRACTSCONTRACT TO PAY FOR THE SAME ACCORDING TO THE ATTACHED SPECIFIC
TIONSTION AND PROPOSAL HERETO ATTACHED AT THE TIME AND IN THE MANNER AND UPON THE
CONTHTIONSCONTHTION PROVIDED FOR IN THISTHI CONTRACT AND EVERY PART THEREOF

THE COUNTY FURTHER AGREESAGREE TO EMPLOY THE CONTRACTOR TO PERFORM ANY ALTERATIONSALTERATION OR
ADDITIONSADDITION TO THE WORK COVERED BY THISTHI CONTRACT AND EVERY PART THEREOF AND ANY
FORCE ACCOUNT WORK THAT MAY BE ORDERED AND TO PAY FOR THE SAME UNDER THE TERISTERI
OF THISTHI CONTRACT AND THE ATTACHED PLANSPLAN AND SPECIFICATIONS

3NJF
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IFTLJ

FOR HIS HEIRSHEIR EXECUTORSEXECUTOR ADMINISTRATORSADMINISTRATOR

AGREE TO THE FUFL PERFORMANCE OF AU THE

PART OF THE CONTRACTOR

CONTRACTOR

REGISTRATION NO

KING LOUNTY XECUTIVE

APPROVED ON

FRESI DENT

APPROVED AS TO FORM

BY

DATE

CRETARY

FOREGOING CONTRACT APPROVED AND
RATIFIED

19

SURETY

BY

FORM 00277100

REVISED 4477

ATRNEYI NFACT

3 THE CONTRACTOR AGREESAGREE TO PROTECT AND SAVE KING COUNTY ITS ELECTED AND

APPOINTED OFFICIALSOFFICIAL AND EMPLOYEESEMPLOYEE INCLUDING THE KING COUNTY DESIGN CONIIISSIOR
HARMLESSHARMLES FROM AND AGAINST ALL CLAIMSCLAIM DEMANDSDEMAND AND CAUSESCAUSE OF ACTION OF ANY KIN
OR CHARACTER INCLUDING THE COST OF DEFENSE THEREOF ARISING IN FAVOR OF THE

CONTRACTORSCONTRACTOR EMPLOYEESEMPLOYEE OR THIRD PARTIESPARTIE IN CONNECTION WITH CONTRACTORSCONTRACTOR ACTIVI
TIESTIE ON THISTHI PROJECT EXCEPT WHEN SUCH FAULT IS SOLELY AND ENTIRELY THE FAULT OF

KING COUNTY OR ITS ABOVENAMED OFFICIALSOFFICIAL AND EMPLOYEES

4 THE CONTRACTOR FOR HIMSELF AND

SUCCESSORSSUCCESSOR AND ASSIGNSASSIGN DOESDOE HEREBY
COVENANTSCOVENANT HEREIN CONTAINED UPON THE

5 CANCELLATION OF CONTRACT FOR VIOLATION OF STATE POLICY
THISTHI CONTRACT PURSUANT TO RCW 4Y28O5O AND 4928060 MAY BE CANCELLED BY THE

OFFICERSOFFICER OR AGENTSAGENT OF THE OWNER AUTHORIZED TO CONTRACT FOR OR SUPERVISE THE
EXECUTION OF SUCH WORK IN CASE SUCH WORK IS NOT PERFORMED IN ACCORDANCE WITH
THE POLICY OF THE STATE OF WASHINGTON RELATING TO SUCH WORK

6 IT IS FURTHER PROVIDED THAT NO LIABILITY SHALL ATTACH TO THE COUNTY BY
REASON OF ENTERING INTO THISTHI CONTRACT EXCEPT AS EXPRESSLY PROVIDED HEREIN

IN WITNESSWITNES WHEREOF THE PARTIESPARTIE HERETO HAVE CAUSED THISTHI AGREEMENT TO BE EXECUTED
THE DAY AND YEAR FIRST HEREINABOVE WRITTEN
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CNC7T OF COFLCE

FINAL PAYMENT SHALL BE MADE UNTIL THE CONTRACTOR SHALL FILE
WITH ING COUNTY PRIOR TO ACCEPTANCE OF THE WORK CERTIFICATION
OF COMPLIANCE IN FORM SUBSTANTIALLY AS FOLLOWSFOLLOW

WE HEREBY CERTIFY THAT ALL WORK HAS BEEN PERFORMED AND

RATERIELSRATERIEL SUPPLIED IN ACCORDANCE WITH THE PLANSPLAN SPECIFICATIONSSPECIFICATION
AND CONTRACT DOCUMENTSDOCUMENT FOR NAME OFPROJECT AND THAT

NOT LESSLES THAN THE PREVAILING RATESRATE OF WAGESWAGE AS ASCERTAINED

BY THE GOVERNING BODY OF THE CONTRACTING AGENCY HA BEEN

PAID TO LABORERSLABORER WORKMEN AND MECHANICSMECHANIC EMPLOYED THISTHI
WORK

THERE HAVE BEEN NO UNAUTHORIZED SUBSTITUTIONSSUBSTITUTION
CONTRACTORSCONTRACTOR NOR HAVE ANY SUBCONTRACTSSUBCONTRACT BEEN ENTEE
WATNOUT TNE NAMESNAME OF THE SUBCONTRACTO HAVING BEN
MITTED TO TAE ARCHITECT PRIOR TO THE OF SCH
CONTRACTED WORK

CC NO SUBCONTRACT WAS ASSIGNED ERFORIRED BY
ANY SUBCONTRACTOR OTHER THAN RIIRAL S CONTRACTOR
WITHOUT PRIOR NOTICE HAVI EE SU RNITTED TO THE LTRCHITECT
TOGETHER WITH THE NAMESNAME AL STA CC TRACTORSTRACTOR

CD ALL CLAIMSCLAIM FOR MATERIA AND BO OTHER SERVICESSERVICE ER
FONIED IN CONNECTI IT NRACT DOCUMENTSDOCUMENT HAVE BEEN

CE LLNORESYE ACCIOENTFUNE
SLAE RUSL RUNC NE SC
DEARO5PEVE HSPITAL ASSOCIATIONSASSOCIATION ANDOR OTHERSOTHER
HAVE D4N PA

OF ALL OFFSHORE ITEMSITEM IN EXCESSEXCES OF

YHOUSAR FIVE IUNDRED DOLLARSDOLLAR 250000 UTILIZED IN
OF THISTHI PROJECT HAVE BEEN REORTED

OVIONSOVION OF NONDISCRIMINATION AS CALLED FOR IN THE
COREC DOCUMENTSDOCUMENT HAVE BEEN COMPLIED WITH

CONTRACTOR
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MINORITY AND WOMENSWOMEN BUSIESSBUSIES PARTICIPATION
AND AFFIRMATIVE ACTION FOR EJPLOYNENT

SET ASIDE

IT IS THE POLICY OF KING COUNTY TO PROVIDE EQUAL EMPLOYMENT

OPPORTUNITIESOPPORTUNITIE FOR MINORITY GROUP MEMBERSMEMBER AND AN EQUAL OPPORTUNITY
FOR MINORITYOWNED BUSINESSESBUSINESSE AND WOMENOWNED BUSINESSESBUSINESSE TO

PARTICIPATE IN PROVIDING GOODSGOOD AND SERVICESSERVICE TO KING COUNTY
FOLLOWING IS SUMMARY OF THE COUNTYSCOUNTY AFFIRMATIVE ACTION ARID

L MINORITY AND WOMENSWOMEN BUSINESSBUSINES PARTICIPATION REQUIREMENTS NORE
DETAILED INFORMATION AND FORMSFORM FOLLOW THISTHI SUMMARY

I GENERAL REAUIREMENTSREAUIREMENT

KING COUNTY HAS BOTH AN AFFIRMATIVE ACTION PROGRAM RELATING TO

EMPLOYMENT AND MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES PARTICIPATION POLICY
RELATING TO SUBCONTRACTORSSUBCONTRACTOR AND SUPPLIERS BY SUBMITTINQ THISTHI BID
THE CONTRACTOR AGREESAGREE TO COMPLY WITH THE REAUIREMENTSREAUIREMENT OF KINA

COUNTY ORDINANCE NO 4528 RELATING TO DISCRIMINATION AND
AFFIRMATIVE ACTION IN EMPLOYMENT AND ORDINANCE NO 5983 RELATING

TO THE PROCUREMENT OF GOODSGOOD AND SERVICESSERVICE FROM MINORITY AND WOMENSWOMEN
BUSINESSES KING COUNTY ORDINANCE NO 5983 AND KING COUNTY
ORDINANCE NO 4528 ARE INCORPORATED INTO THISTHI CONTRACT BY
REFERENCE AND COPY OF ORDINANCE NO 4528 IS INCLUDED IN THESE
BID SPECIFICATIONS SUMMARIZATION OF THE RECUIREMENTSRECUIREMENT OF THE

ABOE ORDINANCESORDINANCE IN THESE SPECIFICATIONSSPECIFICATION DOESDOE NOT RELIEVE THE
CONTRACTOR OF THE OBLIGATION TO MEET ALL OF THE REQUIREMENTSREQUIREMENT OF
THESE ORDINANCES FAILURE TO COMPLY WITH ANY OF THE PROVISIONSPROVISION OR

REQUIREMENTSREQUIREMENT OF THE ABOVE ORDINANCESORDINANCE MAY BE CONSIDERED BREACH OF

CONTRACT

11 MINORITY AND WOMEN OWNED BUSINESSESBUSINESSE SUBCONTRACTORSSUBCONTRACTOR AND SUPPLIERSSUPPLIER

REQUIREMENTSREQUIREMENT INSTRUCTIONSINSTRUCTION AND SUBMITTALSSUBMITTAL OR ORDINANCE NO
5983

A SET ASIDE REQUIREMENTSREQUIREMENT

ORDINANCE NO 5983 REQUIRESREQUIRE THAT FOR CONSTRUCTION
CONTRACTSCONTRACT IICH EXCEED TEN THOUSAND DOLLARSDOLLAR CONTRACTORSCONTRACTOR
MUST MEET THE FOLLOWING SUBCONTRACTING PERCENTAGE SET
ASIDE REQUIREMENTSREQUIREMENT

1 MINORITY BUSINESSBUSINES PARTICIPATION 15

2 WOINNSWOINN BUSINESSBUSINES PARTICIPATION 7
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BID SUBMITTAL WHICH FAILSFAIL TO MEET THE ABOVE SET ASIDE
RECUIRENIENTSRECUIRENIENT FOR THE BASE BID WILL BE DEEMED

NONRESPONSIVE

WHERE THE PRIME CONTRACTOR SUBMITTING BIDSBID FOR THISTHI
PROJECT IS MINORITY OR WOMENSWOMEN BUSINESSBUSINES THE PERCENTAGE
SET ASIDE REOUIREMENTSREOUIREMENT DO NOT APPLY

B CONTRACTORSCONTRACTOR DECLARATION OF MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES
SUBCORITRACTIRAC

ALL BIDDERSBIDDER FOR CONTRACTSCONTRACT VALUED AT TEN THOUSAND DOLLARSDOLLAR
OR MORE MUST SUBMIT THE ATTACHED CONTRACTORSCONTRACTOR DECLARATION

OF MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES SUBCONTRACTING FORM WHICH
IDENTIFIESIDENTIFIE MINORITY ANDOR WOMENSWOMEN BUSINESSESBUSINESSE WHICH ARE
TO BE USED IN THISTHI CONTRACT AND THE ANOUNTSANOUNT OF THE
SUBCONTRACTSSUBCONTRACT INVOLVED

THISTHI FORM NOTIFIESNOTIFIE KING COUNTY OF HOW THE BIDDER PLANSPLAN TO

COMPLY WITH ORDINANCE NO 5963 THE FORM MUST BE
SUBMITTED TO THE KING COUNTY PURCHASING AGENCY ROOM 620

KING COUNTY ADMINISTRATION BUILDING NO LATER THAN THE
CLOSE OF THE BUSINESSBUSINES DAY FOLLOWING THE BID OPENING BUT

MAY BE SUBMITTED WITH THE BID IF FAILURE OF BIDDERSBIDDER TO
SUBMIT THE REAUIRED CONTRACTORSCONTRACTOR DECLARATION OF

INORITYWOMENSINORITYWOMEN BUSINESSBUSINES SUBCONTRACTING FORM PREVENTSPREVENT
KING COUNTY FROM AWARDING THISTHI CONTRACT TO THE LOWEST

RESPONSIBLE BIDDER SUCH FAILURE SHALL CONSTITUTE GROUNDSGROUND
FOR FORFEITURE OF THE BID DEPOSIT TO KING COUNTY

C OTHER REAUIRERNENTSREAUIRERNENT OF ORDINANCE 5993

DURING THE TERM OF THISTHI CONTRACT1 THE CONTRACTOR MUST

COMPLY WITH AS TO TO TASKSTASK AND DOLLAR AMOUNTSAMOUNT ALL

COMMITMENTSCOMMITMENT MADE IN ITS SUBMITTALSSUBMITTAL FOR THE USE OF

MINORITYWOMENSMINORITYWOMEN BUSINESSES IN THE ABSENCE OF WAIVER
MINORITYWOMENSMINORITYWOMEN BUSINESSESBUSINESSE WHICH FOR ANY REASON NO

LONGER REMAIN ASSOCIATED WITH THE CONTRACT OR THE

CONTRACTOR SHALL BE REPLACED WITH OTHER CERTIFIED

MINORITYWOMENSMINORITYWOMEN BUSINESSES

THISTHI CONTRACT PROHIBITSPROHIBIT ANY AGREEMENTSAGREEMENT BETWEEN
CONTRACTOR AND MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES IN WHICH THE

MINORITYWOMENSMINORITYWOMEN BUSINESSBUSINES PROMISESPROMISE NOT TO PROVIDE
SUBCONTRACTING QUOTATIONSQUOTATION TO OTHER CONTRACTORSCONTRACTOR OR

POTENTIAL CONTRACTORS
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COPIESCOPIE OF ORDINANCE 5983 ARE AVAFLABLE FROM THE KING

COUNTY PURCHASING AGENCY ROOM 20 KING COUNTY
ADMINISTRATION BUILDING

III EMTDLOYTNERT RECUIREMENTSRECUIREMENT INSTRUCTIONSINSTRUCTION AND SUBMITTASSUBMITTA FOR

ORDINANCE NO 4528 SEE ATTACHED COMPLETE COPY OF ORDINANCE

NO 4528

A GENERAL

THISTHI ORDINANCE REOUIRESREOUIRE THAT CERTAIN AFFLIMATIVE ACTION

STEPSSTEP BE TAKEN AND THAT REPORTING BE DONE KING

COUNTYSCOUNTY GOALSGOAL FOR THE TOTAL HOURSHOUR OF MINORITY AND

WOMENSWOMEN EMPLOYMENT IN CONSTRUCTION CONTRACTSCONTRACT INCLUDE THE

FOLLOWING

1 HOURSHOUR WORKED BY MIIORITY ERSONSERSON 15

2 POURSPOUR WORKED BY WOMEN 69
B WORK FORCE DATA

ALL CONTRACTORSCONTRACTOR ENTERING INTO CONTRACTSCONTRACT WITH KING COUNTY

VALUED AT ONE THOUSAND DOLLARSDOLLAR OR MORE SHALL SUBMIT THE

ATTACHED PERSONNEL INVENTORY REPORT WHICHPROFILESWHICHPROFILE THE

FIRMSFIRM MINORITY AND FEMALE EMPLOYMENT DATA

C COMDLINCE AFFIDAVITSAFFIDAVIT AND UNION STITEMENTE

ALL CONTRACTORSCONTRACTOR ENTERING INTO CONTRACTSCONTRACT WITH KING COUNTY
OF MORE THAN TEN TNOSAND DOLLARSDOLLAR EHALL SUBMIT THE
ATTACHED 1FIDAIT AA CERTIFICATE OF CONPLIANCEA TETN

COMMITMENT TO THE REGUIREMENTSREGUIREMENT OF ORDINANCE NO 4526

ALL CONTRACTORSCONTRACTOR ENTERJNC INTO CONTRACTSCONTRACT WITH KING COUNTY

OF MORE THAN TEN THOUSAND DOLLARSDOLLAR SHALL SUBMIT THE

ATTACHED SWORN STATEMENT OF COMPLIANCE WITH ORDINANCE NO
528 EVIDENCING UNION COMPLIANCE WITH THAT ORDINANCE

ALSO ATTACHED IS SAMPLE COVER LETTER TO BE SENT BY THE

CONTRACTOR TO APPROPRIATE UNION OR EPLOYEE REFERRAL

AGENCY

TNE ABOVE DOCAMENTSDOCAMENT NEED NOT BE SUDMITTED WITH THE BID
BUT MUST BE SUBMITTED PRIOR TO ENTERING INTO CONTRACT

WITH KING COUNTY
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IV SUMMARY OF ANDAT SUHITTA1SSUHITTA1 AN PROCEDURESPROCEDURE FOR

AFFIRMATIVE ACTION AND INORITV AND WOMENSWOMEN EUSINESSEUSINES
PARTICIPATION

A TO BE ELIGIBLE TO BE CONSIDERED FOR THE AWARD OF THISTHI
CONTRACT BIDDERSBIDDER MUST RETURN THE FOLLOWING FORM NO LATER

THAN THE CLOSE OF THE FIRST KING COUNTY BUSINESSBUSINES DAY
AFTER THE BID OPENING

CONTRACTORSCONTRACTOR DECLARATION OF MINORITYWOMENSMINORITYWOMEN
USINESSUSINES SUBCONTRACTING

B TO BE ELIGIBLE TO BE CONSIDERED FOR THE AWARD OF THISTHI
CONTRACT THE SUCCESSFUL BIDDER MUST ALSO SUBMIT ALL OF
THE FOLLOWING BIDDERSBIDDER MAY RETURN THE FOLLOWING THREE

SUBMITTALSSUBMITTAL WITYI THE BID BUT MUST SUBMIT THEM PRIOR TO

ENTERING INTO CONTRACT WITH KING COUNTY FOR PERFORMANCE
OF THE WORK

1 PERSONNEL INVENTORY REPORT FORM

2 AFFIDAVIT AND CERTIFICATE OF COMPLIANCE

3 SWORN STATEMENT OF COMPLIANCE WITH ORDINANCE NO
4528 UNION STATEMENT

C TN APPAR2NT SUCCESSFUL BIDDER WILL BE CONTACTED BY THE

KING COUNTY CONTRACT COMPLIANCE OFFICER AS TO ACTIONSACTION
THAT MUST BE TAKEN TO RECEIVE APPROVAL OF AN AFFIRMATIVE
ACTION PROGRAM AND AS TO REPORTING FUNCTIONSFUNCTION THAT MUST BE
UNDERTAKEN FOR THISTHI CONSTRUCTION PROJECT

FL THE ATTACHED LIST OF CONTRACT AGENCIESAGENCIE IS OFFERED BY KING
COUNTY AS MEANSMEAN OF ASSISTING BIDDERSBIDDER IN CONTACTING
MINORITYWOMEN SUBCONTRACTORSSUBCONTRACTOR AND SUPPLIERS
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KUG COUIFL ORDINANCE 42

NOCEDURESNOCEDURE

IN ACCORDANCE WITH KING COUNTY ORCIINANCE 4528 THE APPARENT SUCCESSFUL OFFEROR
WILL BE CONTACTED BY THE KING COUNTY CONTRACT COMPLIANCE OFFICE TO SCHEDULE AN

APPOINTMENT SO THAT YOUR TOTAL MFIRMATIVE ACTION PROGRAM CAN BE REVIEWED IN

CCORANCE WITH THE ABOVE MENTIONED ORDINANEE APPROVAL OF YOUR AFFIRMATIVE

ACTION PROGRAM WILL BE NEEDED BEFORE CONTRACT AWARD YOUR REVIEW SHALL

INCLUDE BUT NOT BE LIMITED TO THE FOLLOWING AREASAREA

PERSONNEL POLICIESPOLICIE AND PROCEDURESPROCEDURE

ECRUITING OF MINORITIESMINORITIE ANDOR FEMALESFEMALE

ADVERTISING

MFILIATE OWNERSHIP

PROMOTION STANDARDE

IPLOVRNENT APPLICATION CRITERIA AS IT RELATESRELATE TO THE RULESRULE ADOPTED BY

THE WASHINGTON STATE 1UMAN RIAHTSRIAHT COMMISSION

AINING PROGRAMSPROGRAM

CONTACT AND KNOWLEDGE OF MINORITY COMMUNITY AGENCIESAGENCIE PROVIDING SUPPORTIVE
INFORMATION AND REFERRAL SERVICESSERVICE

XNOWLEDAE OF EXECUTIVE ORDER 11246

COLLECTIVE BARGAINING AGREEMENTSAGREEMENT

IN ADDITION THE SUCCESSFUL OFFEROR MUST SUBMIT THE FOLLOWING FORMSFORM PRIOR TC

THE CONTRACT AWARD

1 PERSONNEL INRENTORY REPORT TO BE COMPLETED AND SICOED

2 AFFIDAVIT CERTIFICATE OF COMPLIANCE TO BE COMPETED SIGNED AND

NOTARIZED

3 SWORN STATEMENT OF COMPLIANCE UNION FORM IF YOU HAVE UNION EMDLOYEESEMDLOYEE
TO BE COMPLETED SIGNED BY UNION OFFICER AND NOTARIZED

FOR FURTHER INFORMATION CALL OR CONTACT

FACE OF KING COUNTY CONTRACT COMPLIANCE

260 KINO COUNTY COURTHOUSE

EATTLE WA 9804
TEEPHONE 206 32592
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ORDINANCE NO 4528

AN ORDINANCE RELATING TO DISCRIMINATION AND AFFIRMATIVE ACTION IN

EMPLOYMENT BY COUNTY CONTRACTORSCONTRACTOR SUBCONTRACTORSSUBCONTRACTOR OR VENDORSVENDOR ESTABLISHING

POLICIESPOLICIE PRESCRIBING PROCEDURESPROCEDURE OBLIGATIONSOBLIGATION AND REQUIREMENTSREQUIREMENT PRE

SCRIBING PENALTIESPENALTIE FOR NONCOMPLIANCE AND REPEATING ORDINANCE 198

SECTIONSSECTION THROUGH 13 AND KCC1216O10 THROUGH KCC 1216160

BE IT ORDAINED BY THE COUNCIL OF KING COUNTY

SECTION 1 DEFINITIONSDEFINITION
A AFFIRMATIVE ACTION SHALL MEAN POLICIESPOLICIE PROCEDURESPROCEDURE AND PROGRAMSPROGRAM

DESIGNED TO INCREASE THE REPRESENTATION OF MINORITIESMINORITIE AND WOMEN IN

EMPLOYMENT APPLICATIONSAPPLICATION FOR EMPLOYMENT AND EMPLOYMENTRELATED TRAIN

ING PROGRAMSPROGRAM OF MINORITIESMINORITIE AND WOMEN
B CONTRACTOR SHALL MEAN ANY PERSON FIRM BUSINESSBUSINES ORGANIZATION

COMPANY PARTNERSHIP OR CORPORATION CONTRACTING TO DO BUSINESSBUSINES WITH KING

COUNTY INCLUDING BUT NOT LIMITED TO CONSTRUCTION CONTRACTORSCONTRACTOR CONSULTANT

CONTRACTORSCONTRACTOR PROVIDERSPROVIDER OF PROFESSIONAL SERVICESSERVICE SERVICE AGENCIESAGENCIE AND

VENDORSVENDOR BUT NOT INCLUDING GOVERNMENTAL AGENCIES

C DISCRIMINATION SHALL MEAN DIFFERENTIAL TREATMENT OF OR PURSUIT OF

POLICIESPOLICIE OR PRACTICESPRACTICE THAT HAVE DISPROPORTIONATE IMPACT UPON PERSONSPERSON DUE

TO THEIR CREED RACE COLOR SEX AGE MARITAL STATUSSTATU NATIONAL ORIGIN OR THE

PRESENCE OF ANY SENSORY MENTAL OR PHYSICAL HANDICAP UNLESSUNLES SUCH POLICIESPOLICIE

OR PRACTICESPRACTICE ARE NECESSARY FOR THE PERFORMANCE OF THE JOB AND NO LESSLES

DISCRIMINATORY ALTERNATIVESALTERNATIVE ARE POSSIBLE

D EMPLOYMENT SHALL MEAN ANY AND ALL TERMSTERM AND CONDITIONSCONDITION AND

POLICIESPOLICIE AND PRACTICESPRACTICE OF EMPLOYMENT INCLUDING BUT NOT LIMITED TO HIRING

FIRING UPGRADING DEMOTION RECRUITING TRANSFER LAYOFF TERMINATION PAY

RATESRATE AND ADVERTISEMENT HOURSHOUR ARID CONDITIONSCONDITION OF WORK

E MINORITY SHALL INCLUDE BLACKSBLACK ASIANSASIAN PACIFIC ISLANDERSISLANDER AMERICAN

INDIANSINDIAN ALASKA NATIVESNATIVE HISPANICSHISPANIC AND MEXICANAMERICANS

F UNDERREPRESENTATION SHALL MEAN PRESENCE IN CONTRACTORSCONTRACTOR WORK

FORCE OF MINORITIESMINORITIE AND WOMEN IN PROPORTIONATE NUMBERSNUMBER LOWER THAN THE

GOALSGOAL ESTABLISHED FOR THE CONTRACTORSCONTRACTOR BUSINESSBUSINES UNDER THISTHI ORDINANCE

G VENDORSVENDOR SHALL MEAN ANY CONTRACTOR SELLING OR SUPPLYING MATERIALSMATERIAL

EQUIPMENT AND SUPPLIESSUPPLIE TO THE COUNTY

SECTION 2 NONDISCRIMINATION

NO CONTRACTOR SUBCONTRACTOR OR UNION DOING BUSINESSBUSINES WITH THE COUNTY OR

FURNISHING WORKERSWORKER OR SERVICESSERVICE IN CONNECTION THEREWITH SHALL DISCRIMINATE

AGAINST ANY PERSON ON THE BASISBASI OF RACE COLOR CREED SEX AGE NATIONALITY

MARITAL STATUSSTATU OR THE PRESENCE OF ANY SENSORY MENTAL OR PHYSICAL HANDICAP

PROVIDED THAT SUCH HANDICAP DOESDOE NOT HINDER THE PERFORMANCE OF THE JOB

IN EMPLOYMENT AND NO SUCH CONTRACTOR SUBCONTRACTOR OR UNION SHALL

VIOLATE ANY OF THE TERMSTERM OF CHAPTER 4960 OF THE REVISED CODE OF WASHING
TON TITLE VII OF THE CIVIL RIGHTSRIGHT ACT OF 1964 OR ANY OTHER APPLICABLE FEDER

AL STATE OR LOCAL LAW OR REGULATION REGARDING NONDISCRIMINATION IN EMPLOY
MENT

SECTION 3 GOALSGOAL AND TIMETABLESTIMETABLE AFFIRMATIVE ACTION
REQUIRED

A GOALS THE EXECUTIVE SHALL ANNUALLY SET GOALSGOAL AND TIMETABLESTIMETABLE FOR

MINORITY AND FEMALE EMPLOYMENT BY CONTRACTORSCONTRACTOR DOING BUSINESSBUSINES WITH KING

COUNTY WHICH GOALSGOAL SHALL BE BASED ON APPROPRIATE WORK FORCE DEMO

GRAPHIC OR OTHER RELEVANT DATA THESE GOALSGOAL SHALL BE SET FORTH IN THE

COUNTYSCOUNTY AFFIRMATIVE ACTION PLAN WHERE DUE TO THE NATURE OF THE BUSI

NESSNES THE GOALSGOAL ESTABLISHED FOR EMPLOYMENT WITH KING COUNTY IN THE

COUNTYSCOUNTY AFFIRMATIVE ACTION PLAN ARE SIMILARLY APPROPRIATE AND RELEVANT

FOR COUNTY CONTRACTORSCONTRACTOR THOSE GOATSGOAT SHALL BE ADOPTED FOR COMPLIANCE WITH

THISTHI SECTION THE SETTING MONITORING AND EVALUATING OF CONTRACTORSCONTRACTOR

PERFORMANCE IN ATTEMPTING TO MEET GOALSGOAL SHALL BE BASED ON TOTAL HOURSHOUR OF

EMPLOYMENT AND TRAINING OF MINORITIESMINORITIE AND WOMEN AT THE CONTRACTORSCONTRACTOR

LOCATIONSLOCATION AND ESTABLISHMENTSESTABLISHMENT IN KING COUNTY OR AT THE CONTRACTORSCONTRACTOR LOCA

LIONSLION AND ESTABLISHMENTSESTABLISHMENT WHERE WORK UNDER CONTRACT WITH KING COUNTY IS

BEING PERFORMED AND CONTRACTED FOR WHEN SUCH OCCURSOCCUR OUTSIDE KING COUNTY

B GUIDELINES GUIDELINESGUIDELINE FOR THE DETERMINATION OF UNDERREPRESENTATION

AND EMPLOYMENT GOALSGOAL WILT INCLUDE BUT NOT BE LIMITED TO

MINORITIESMINORITIE AND WOMEN IN THE LOCAL LABOR MARKET

MINORITIESMINORITIE AND WOMEN PRESENTLY
IN THE TRADE OR JOB CATEGORY

MINORITIESMINORITIE AND WOMAN SEEKING EMPLOYMENT IN OR WITH THE REQUISITE

SKILLSSKILL FOR THE TRADE OR JOB CATEGORY

MINORITIESMINORITIE AND WOMEN PRESENTLY
IN APPRENTICESHIP OR OTHER

PROGRAMSPROGRAM IN THE TRADE OR JOB CATEGORY

MINORITIESMINORITIE AND WOMEN SEEKING ADMISSION TO APPRENTICESHIP OR OTHER

TRAINING PROGRAMSPROGRAM IN THE TRADE OF JOB CATEGORYL C AFFIRMATIVE ACTION REQUIREMENT WHERE CONTRACTORSCONTRACTOR EMPLOYMENT
STATIST CS DEMONSTRATE THAT MINORITIESMINORITIE AND FOR WOMEN ARE UNDERREPRESANTED

IN ITS WORK FORCE IN RELATIONSHIP TO THE GOALSGOAL ESTABLISHED BY THE EXECUTIVE

CONTRACTORSCONTRACTOR SUBCONTRACTORSSUBCONTRACTOR AND UNIONSUNION DOING BUSINESSBUSINES WITH THE COUNTY OR

PROVIDING WORKERSWORKER OR SERVICESSERVICE IN CONNECTION THEREWITH SHALL TAKE AFT IRMA

TIVE ACTION MEASURESMEASURE AS STIPULATED IN THISTHI ORDINANCE TO INCREASE THE

REPRESENTATION OF MINORITIESMINORITIE AND WOMEN AT LOCATIONSLOCATION AND ESTABLISHMENTSESTABLISHMENT

WHERE PROJECTSPROJECT AND WORK ARE BEING DONE UNDER CONTRACT WITH KING COUNTY

AFFIRMATIVE ACTION STEPSSTEP SHALL BE BASED ON WHAT I REASONABLY REQUIRED TO

ACHIEVE EMPLOYMENT GOALSGOAL WHICH WILL CURE UNDERREPREEFLTATION UNDER

REPRESENTATION OF MINORITIESMINORITIE AND WOMEN WILL NOT ITSELF BE DEEMED VIOLA

TION OF THISTHI ORDINANCE WHERE REASONABLE AFFIRMATIVE ACTION MEASURESMEASURE ARE

ADOPTED AND ARE BEING IMPLEMENTED IN GOOD FAITH

SECTION MINIMUM AFFIRMATIVE ACTION MEASURESMEASURE
THE EVALUATION OF CONTRACTORSCONTRACTOR COMPLIANCE WITH THISTHI ORDINANCE SHALL BE

BASED UPON THE CONTRACTORSCONTRACTOR EFF DRT TO ACHIEVE MAXIMUM RESULTSRESULT FROM ITS

AFFIRMATIVE ACTION PROGRAM THE CONTRACTOR SHALL DOCUMENT THESE EFFORTSEFFORT

AND SHALL IMPLEMENT AFT IRMALIVE ACTION STEPSSTEP AT LEAST AS EXTENSIVE AS THE

FOLLOWING

A REPORTING PERIODIC REPORTING OF EMPLOYMENT STATISTICSSTATISTIC AND AFFIRMA

TIVE ACTION POLICIESPOLICIE AND PROCEDURESPROCEDURE AS MAY BE REQUESTED BY THE KING

COUNTY EXECUTIVE OR HIS DESIGNEE

B GJJCY DISSEMINATION INTERNAL AND EXTERNAL DISSEMINATION OF THE

CONTRACTORSCONTRACTOR EQUAL EMPLOYMENT OPPORTUNITY POLICY POSTING AT NONDISCRIMI

NATION POLICIESPOLICIE AND OF THE REQUIREMENTSREQUIREMENT OF THISTHI ORDINANCE ON BULLETIN BOARDSBOARD

CLEARLY VISIBLE TO ALL EMPLOYEESEMPLOYEE NOTIFICATION TO EACH SUBCONTRACTOR LABOR

UNION OR REPRESENTATIVE OF WORKERSWORKER WITH WHICH THERE IS COLLECTIVE BARGAIN

ING AGREEMENT OR OTHER CONTRACT SUBCONTRACT OR UNDERSTANDING OF THE

CONTRACTORSCONTRACTOR COMMITMENTSCOMMITMENT UNDER THISTHI ORDINANCE INCLU5ION OF THE EQUAL

OPPORTUNITY POLICY IN ADVERTISING IN THE NEWSNEW MEDIA AND ELSEWHERE

RECRUITING ADOPTION OF RECRUITMENT PROCEDURESPROCEDURE DESIGNED TO INCREASE

THE REPRESENTATION OF WOMEN AND MINORITIESMINORITIE IN THE POOL OF APPLICANTSAPPLICANT FOR

EMPLOYMENT INCLUDING BUT NOT LIMITED TO ESTABLISHING AND MAINTAINING

CURRENT LIST OF MINORITY
AND FEMALE RECRUITMENT SOURCESSOURCE PROVIDING THESE

SOURCESSOURCE WRITTEN NOTIFICATION OF EMPLOYMENT OPPORTUNITIESOPPORTUNITIE AND SOLICITATION

OF BIDSBID FOR SUBCONTRACT FROM FIRMSFIRM WHOSE EMPLOYMENT PROFILE MEETSMEET THE

AFFIRMATIVE ACTION GOALSGOAL ESTABLISHED UNDER THISTHI ORDINANCE

D SELFASSESSMENT AND TEST VALIDATION REVIEW OF ALL EMPLOYMENT

POLICIESPOLICIE AND PROCEDURESPROCEDURE INCLUDING REVIEW OF TESTSTEST HIRING AND TRAINING

PRACTICESPRACTICE AND POLICIESPOLICIE PERFORMANCE EVALUATIONSEVALUATION SENIORITY POLICIESPOLICIE AND

PRACTICESPRACTICE JOB CLASSIFICATIONSCLASSIFICATION AND JOB ASSIGNMENTS TO ASSURE THAT
THEY

DO

NOT DISCRIMINATE AGAINST OR HAVE DISCRIMINATORY IMPACT ON MINORITIESMINORITIE

AND WOMEN AND VALIDATION OF ALL TESTSTEST AND OTHER SELECTION REQUIREMENTSREQUIREMENT

WHERE THERE IS AN OBLIGATION TO DO SOUNDER STATE OR FEDERAL LAW

E RECORD REFERRALS MAINTAIN CURRENT FILE OF APPLICATIONSAPPLICATION OF EACH

MINORITY AND FEMALE APPLICANT OR REFERRAL FOR EMPLOYMENT INDICATING
WHAT

ACTION WAS TAKEN WITH RESPECT TO EACH SUCH INDIVIDUAL AND THE REASONSREASON

THEREFOR CONTACT THESE PEOPLE WHEN AN OPENING EXISTSEXIST FOR WHICH THEY MAY
BE QUALIFIED NAMESNAME MAY BE REMOVED FROM THE FILE AFTER THREE YEARSYEAR HAVE

ELAPSED FROM THEIR LAST APPLICATION OR REFERRAL

F NOTICE OF UNION NONCOOPERATION PROVIDE IMMEDIATE WRITTEN NOTIFICA

TION TO THE EXECUTIVE WHEN THE UNION OR UNIONSUNION WITH WHICH THE CONTRACTOR

HAS COLLECTIVE BARGAINING AGREEMENT CONTRACT OR UNDERSTANDING HAS NOT

REFERRED TO THE CONTRACTOR MINORITY PERSON OR WOMAN SENT BY THE CONTRAC

TOR OR WHEN THE CONTRACTOR HAS OTHER INFORMATION THAT THE UNION REFERRAL

PROCESSPROCES HA IMPEDED THE CONTRACTORSCONTRACTOR EFFORTSEFFORT TO MEET ITS
OBLIGATIONSOBLIGATION UNDER

THISTHI ORDINANCE

G SUPERVISORS ENSURE THAT ALL SUPERVISORY PERSONNEL UNDERSTAND AND

ARE DIRECTED TO ADHERE TO AND IMPLEMENT THE NONDISCRIMINATION ARID AFFIRM

ATIVE ACTION OBLIGATIONSOBLIGATION OF THE CONTRACTOR UNDER THISTHI ORDINANCE SUCH

DIRECTION SHALL INCLUDE BUT NOT BE LIMITED TO ADHERENCE TO AND ACHIEVE

MENL OF

AFFIRMATIVE



WHICH IN THE AGGREGATE RESULT IN YEARLY SALESSALE TO KING COUNTY OF MORE THAN

TEN THOUSAND DOLLARSDOLLAR SHALL SUBMIT AN AFFIDAVIT OF COMPLIANCE IN THE FORM

PROVIDED BY THE COUNTY DEMONSTRATING THEIR COMMITMENT TO COMPLY WITH

THE PROVISIONSPROVISION OF THISTHI ORDINANCE AND SHALL FURTHER SUBMIT SIGNED STATE

MENT OF COMPLIANCE FROM UNION OR EMPLOYEE REFERRAL AGENCY THE AFFIDAVIT

OF COMPLIANCE SHALL SET FORTH HE CONTRACTORSCONTRACTOR SPECIFIC EMPLOYMENT GOALS

MINIMUM AFFIRMATIVE ACTION REQUIREMENTSREQUIREMENT REPORTING REQUIREMENTSREQUIREMENT AND

OTHER SUCH PROVISIONSPROVISION AS THE EXECUTIVE DEEMSDEEM NECESSARY AND APPROPRIATE

FOR COMPLIANCE WITH AND ENFORCEMENT OF THISTHI ORDINANCE PROVIDED THAT

THE AFFIDAVIT OF COMPLIANCE SHALL NAT REQUIRE ACTIONSACTION OR GOALSGOAL INCONSISTENT

WITH THE STANDARDSSTANDARD GUIDELINESGUIDELINE AND AFFIRMATIVE ACTION MEASURESMEASURE SET FORTH IN

THISTHI ORDINANCE PROVIDED FURTHER THAT IN LIEU OF THE AFFIDAVIT THE

EXECUTIVE MAY ACCEPT STATEMENT PLEDGING ADHERENCE TO AN EXISTING

CONTRACTOR AFFIRMATIVE ACTION PLAN WHERE THE PROVISIONSPROVISION OF THE PLAN ARE

FOUND BY THE EXECUTIVE TO SUBSTANTIALLY FULFILL THE REQUIREMENTSREQUIREMENT OF THISTHI

ORDINANCE

C VENDORSJY RENEWALS VENDORSVENDOR WHO BECAME QUALIFIED UNDER

PARAGRAPHSPARAGRAPH AND OF THISTHI SECTION SHALL REMAIN SO QUALLLIED UNTIL OCTOBER

31 OF THE YEAR IN WHICH THEY WERE QUALIFIED
AND SHALL BE ENTITLED TO BID AND

BE CONSIDERED FOR THE SALE OF MATERIALSMATERIAL SUPPLIESSUPPLIE AND EQUIPMENT AT ANY TIME

DURING THAT YEAR WITHOUT REQUALIFICATION FURTHER UPON SUBMITTAL OF AN

UPDATED EMPLOYMENT PROFILE SUCH VENDORSVENDOR QUALIFICATION SHALL BE EXTENDED

FROM YEAR TO YEAR

DURING SUCH TIME AS VENDOR REMAINSREMAIN CONTINUOUSLY QUALIFIED UNDER THISTHI

ORDINANCE TO DO BUSINESSBUSINES WITH KING COUNTY THE AFFIDAVIT OF COMPLIANCE

INITIALLY SUBMITTED TO GAIN QUALIFICATION SHALL BE DEEMED TO BE EFFECTIVE AND

IN FORCE WITHOUT FURTHER RENEWAL OR RESUBMISSION SHOULD QUALIFICATION

LAPSE OR BE TERMINATED AT ANY TIME DUE TO FAILURE TO SUBMIT AN ANNUAL

EMPLOYMENT PROFILE OR UPON FINDING OF VIOLATION OF THISTHI ORDINANCE THE

COUNTY HAVING PREVIOUSLY COMPLIED WITH NOTICE OF HEARING PROVISIONSPROVISION NEW

AFFIDAVIT OF COMPLIANCE AND EMPLOYMENT PROFILE SHALL BE REQUIRED PRIOR TO

VENDORSVENDOR BEING REQUALIF IED

SECTION 7 STATEMENTSSTATEMENT FROM UNIONSUNION
CONTRACTORSCONTRACTOR REQUIRED TO SUBMIT COMPLIANCE AFFIDAVITSAFFIDAVIT TO INCLUDE UNION

STATEMENT FROM UNION OR WORKER REFERRAL AGENCY SHALL DO SO ON FORMSFORM

PROVIDED BY THE EXECUTIVE THE STATEMENT SHALL BE IN WRITING SIGNED BY THE

AUTHORIZED OFFICERSOFFICER OR AGENTSAGENT OF ALL LABOR UNIONSUNION OR AGENCIESAGENCIE REFERRING

WORKERSWORKER OR PROVIDING OR SUPERVISING APPRENTICESHIP OR OTHER TRAINING PRO

GRAMSGRAM FROM WHOM THE CONTRACTOR OBTAINSOBTAIN EMPLOYEES THE STATEMENT SHALL

AFFIRM THAT THE SIGNERSSSIGNERS ORGANIZATION
HAS NO PRACTICESPRACTICE AND POLICIESPOLICIE WHICH

DISCRIMINATE ON THE BASISBASI OF RACE COLOR CREED SEX AGE MARITAL STATUSSTATU THE

PRESENCE OF ANY PHYSICAL MENTAL OR SENSORY HANDICAP OR NATIONAL ORIGIN

THAT THE SIGNERSSSIGNERS ORGANIZATION WILL AFFIRMATIVELY COOPERATE IN THE IMPLE

MENTATION OF THE POLICIESPOLICIE AND PROVISIONSPROVISION OF THISTHI ORDINANCE AND THAT THE

ORGANIZATION CONSENTSCONSENT AND AGREESAGREE THAT RECRUITMENT EMPLOYMENT AND THE

TERMSTERM AND CONDITIONSCONDITION OF EMPLOYMENT UNDER ALL CONTRACTSCONTRACT WITH THE COUNTY

SHALL BE IN ACCORDANCE WITH THE PURPOSESPURPOSE AND PROVISIONSPROVISION OF THISTHI ORDINANCE

SECTIONS SUBCONTRACTORSSUBCONTRACTOR
FOR PROJECTSPROJECT AND CONTRACTSCONTRACT OVER ONE HUNDRED THOUSAND DOLLARSDOLLAR THE PRIME

CONTRACTOR SHALL BE REQUIRED TO SUBMIT TO KING COUNTY ALONG WITH ITS

QUALIFYING DOCUMENTSDOCUMENT UNDER THISTHI ORDINANCE EMPLOYMENT PROFILESPROFILE AFFIDA

VITSVIT OF COMPLIANCE REPORTSREPORT AND UNION STATEMENTSSTATEMENT FROM ITS SUBCONTRACTORSSUBCONTRACTOR

IN THE SAME MANNER AS THESE ARE REQUIRED OF THE PRIME CONTRACTOR REPORT

ING REQUIREMENTSREQUIREMENT OF THE PRIME CONTRACTOR DURING THE CONTRACT PERIOD WILL

APPLY EQUALLY TO ALL SUBCONTRACTORS AS CONDITION OF THEIR CONTRACT PRIME

CONTRACTORSCONTRACTOR SHALL BE RESPONSIBLE FOR BOTH THE SUBMISSION OF AFFIDAVITSAFFIDAVIT AND

REPORTSREPORT AND FOR REQUIRING THEIR SUBCONTRACTORSSUBCONTRACTOR AND VENDORSVENDOR TO EMPLOY

RACIAL MINORITIESMINORITIE AND WOMEN ANY VIOLATION OF THISTHI ORDINANCE OR THE REQUIRE

MENTSMENT OF THE AFFIDAVIT OF COMPLIANCE BY THE SUBCONTRACTOR WILL BE DEEMED

VIOLATION BY THE PRIME CONTRACTOR AND SUBJECT TO THE SANCTIONSSANCTION AND PENALTIESPENALTIE

SET OUT JFL THE CONTRACT AND IN THISTHI ORDINANCE

SECTION 9 COMPLIANCE MONITORING
THE COUNTY EXECUTIVE IS AUTHORIZED TO CONTRACT WITH AN APPROPRIATE

AGENCY TO MONITOR COMPLIANCE WITH THISTHI ORDINANCE AND TO CONDUCT SUCH

INVESTIGATIONSINVESTIGATION AS MAY BE NECESSARY TO DETERMINE COMPLIANCE ON THE PART OF

ANY FIRM OR ORGANIZATION WITH THE REQUIREMENTSREQUIREMENT OF THISTHI ORDINANCE II SHALL BE

THE DUTY OF EACH DEPARTMENT RESPONSIBLE FOR AND INITIATING CONTRACTSCONTRACT SUBJECT

TO THISTHI ORDINANCE TO ASSURE THAT CONTRACTORSCONTRACTOR ARE NOTIFIED OF THEIR OBLIGATIONSOBLIGATION

HEREUNDER THE COUNTY ADMINISTRATIVE OFFICER OR HIS DESIGNEE SHALL HAVE

THE DIRECT RESPONSIBILITY AND AUTHORITY TO INSURE THAT CONTRACTORSCONTRACTOR ARE PROPER

LY MONITORED AND THAT EACH COUNTY DEPARTMENT IS IN FULL COMPLIANCE WITH THE

PROVISIONSPROVISION OF THISTHI ORDINANCE

SECTION 10 REPORTING REOUI REMENTSREMENT
THE CONTRACTOR WILL UPON REQUEST FURNISH ALL INFORMATION AND REPORTSREPORT AS

REASONABLY REQUIRED BY THE EXECUTIVE AND BY ANY APPROPRIATE AGENCY

AUTHORIZED UNDER SECTION TO DETERMINE COMPLIANCE WITH THISTHI ORDINANCE

AND THE AFFIDAVIT OF COMPLIANCE AND WILL PERMIT ACCESSACCES TO ITS BOOKSBOOK RECORDSRECORD

AND ACCOUNTSACCOUNT FOR PURPOSESPURPOSE OF INVESTIGATION TO ASCERTAIN COMPLIANCE WITH THE

NONDISCRIMINATION AND AFFIRMATIVE ACTION REQUIREMENTSREQUIREMENT OF THISTHI ORDINANCE

UNLESSUNLES OTHERWISE REQUIRED BY LAW ALL INFORMATION DATA OR RECORDSRECORD OBTAINED

PURSUANT TO THE MONITORING AND INVESTIGATION ACTIVITIESACTIVITIE AUTHORIZED HERE

UNDER SHALL BE KEPT CONFIDENTIAL BY THE COUNTY OR AUTHORIZED AGENCY EXCEPT

THAT THE COUNTY MAY RELEASE SUCH INFORMATION WHEN REQUESTED TO DO SO IN

COOPERATION WITH STATE AND FEDERAT AGENCIESAGENCIE ADMINISTERING AND ENFORCING

STATE AND FEDERAL LAWSLAW AGAINST DISCRIMINATION

SECTION 11 NOTICE AND HEARING

UPON RECEIPT OF AN ALLEGATION THAT ANY CONTRACTOR OR VENDOR HAS VIOLATED

ANY PROVISION OF THL ORDINANCE OR IT VIOLATION IS DISCOVERED FROM INFORMA

TION GAINED THROUGH COMPLIANCE MONITORING THE COUNTY EXECUTIVE OR

AUTHORIZED AGENCY WILL CONDUCT AN INVESTIGALION IF IT APPEARSAPPEAR THAT VIOLA

TION HAS OCCURRED THE COUNTY EXECUTIVE OR HIS DESIGNEE WILL UPON TEN

DAYSDAY WRITTEN NOTICE TO THE CONTRACTOR CONDUCT HEARING TO DETERMINE

WHETHER VIOLATION HAS OCCURRED THE NOTICE SHALL CONTAIN BRIEF STATEMENT

OF THE ALLEGATIONSALLEGATION AND THE REASONSREASON THAT VIOLATION IS BELIEVED TO HAVE

OCCURRED THE HEARING SHALL BE RECORDED AND EACH PARTY SHALL HAVE THE RIGHT

TO CELL AND EXAMINE WITNESSESWITNESSE TO PRODUCE DOCUMENTARY AND PHYSICAL

EVIDENCE TO CROSSEXAMINE WITNESSESWITNESSE AND TO BE REPRESENTED BY ANYONE OF

HIS CHOICE LAWFULLY PERMITTED TO DO SO THE PARTIESPARTIE SHALL INCLUDE THE COM

PLAINANT IF ANY THE CONTRACTOR OR VENDOR AND REPRESENTATIVE OF THE

EXECUTIVE OR THE AGENCY CONDUCTING THE INVESTIGATION THE EXECUTIVE MAY

SUSPEND PROGRESSPROGRES PAYMENTSPAYMENT ON CONTRACT OR CONTRACTSCONTRACT PENDING THE OUTCOME

OF THE HEARING UNLESSUNLES OTHERWISE AGREED TO BY ALT PARTIESPARTIE THE HEARING SHALL

BE COMMENCED NO LATER THAN TWENTYONE DAYSDAY AFTER SERVICE OF NOTICE OL

VIOLATION

SECTION 12 SANCTIONSSANCTION
AFTER THE HEARING THE EXECUTIVE OR HEARING EXAMINER SHALL MAKE WRITTEN

FINDINGSFINDING AND CONCLUSIONSCONCLUSION AND MAY UNDERTAKE ONE OF THE FOLLOWING

A DISMISSAL OF THE COMPLAINT WHEN VIOLATION IS FOUND NOT TO HAVE

OCCURRED

B SUSPENSION OR CANCELLATION OF THE CONTRACT IN PART OR IN WHOLE

C DISQUALIFICATION OF THE CONTRACTOR

D EXCLUSION FROM FUTURE CONTRACTSCONTRACT OR VENDING UNTIL DEMONSTRATION OF

COMPLIANCE

E LIQUIDATED DAMAGESDAMAGE OF UP TO TEN PERCENT OF THE CONTRACT AMOUNT

F ENFORCEMENT OF ANY PROVISIONSPROVISION OF THE CONTRACT PROVIDING OTHER REME

DIESDIE SUCH AS PENALTIESPENALTIE OR LIQUIDATED DAMAGESDAMAGE FOR VIOLATION OF CONTRACTUAL

PROVISIONSPROVISION OR ENFORCEMENT OF ANY OTHER REMEDY AVAILABLE AT LAW TO THE

COUNTY

SECTION 13 ADDITIONAL SANCTIONSSANCTION

ANY PERSON FIRM CORPORATION BUSINESSBUSINES UNION OR ORGANIZATION THAT

PREVENTSPREVENT OR INTERTERESINTERTERE WITH CONTRACTORSCONTRACTOR EFFORTSEFFORT TO COMPLY WITH THE RE

QUIREMENTSQUIREMENT OF THISTHI ORDINANCE SHALL BE SUBJECT TO CIVIL PENALTY OF FIVE

HUNDRED DOLLARSDOLLAR FOR EACH OCCURRENCE THE COUNTY HAVING PREVIOUSLY COM

PLIED WITH THE NOTICE AND HEARING PROVISIONSPROVISION OF THISTHI ORDINANCE

SECTION 14 ADMINISTRATIVE RULESRULE OF PRACTICE AND PRO
CEDURE

ADMINISTRATIVE PRACTICESPRACTICE AND PROCEDURESPROCEDURE REQUIRED TO FULLY IMPLAMENT THE

PROVISIONSPROVISION OF THISTHI ORDINANCE SHALL BE PROMULGATED AND FILED WITH THE CLERK

OF THE COUNCIL IN THE MANNER PRESCRIBED IN KCC 298

SECTION 15 SEVERABILITY

SHOULD ANY SECTION SUBSECTION PARAGRAPH SENTENCE CLAUSE OR PHRASE

OF THISTHI ORDINANCE BE DECLARED UNCONSTITUTIONAL OR INVALID FOR ANY REASON

SUCH DECISION SHALL NOT AFFECT THE VALIDITY OF THE



KING COUNTY PWCHASING AGENCY
620 KING COUNLY A4MINSTMIIAN BUILDING

500 FOURTH AVSNU
SUSTHE WASHINGTON 96104

NAME OF BUSINESSBUSINES

ALSO DOING BUSINESSBUSINES AS DBA

CONSTRUCTION

PERSONNEL INVENTORY REPORT

TELEPTIONE NO

IF YOU EXPECT TO DO IE THAN 510000 WORTH OF BUSLNSSBUSLNS WITH KING COUNTY THS UNIONSUNION OR SIOY R4IRREI GNCLSGNCL
THUSTHU SUBMIT STATMNT OF COMPLIANCE

DO YOU HAVE ANY DPLOYEESDPLOYEE YES NO IF YES LIST ON THE EMPLOYMENT DATA CHART BELOW THE TOTAL NUMBER OF

MOLOYSESMOLOYSE FOR ALL BUSINESSESBUSINESSE LOCATED IN KING COUNTY IT NON LIST TTT TOTAL NUMBER OF MEPIOYSMEPIOY FOR ALL BUSI

NSSSNSS LOCATED IN WASHINGTON STAT IF NON LIST THE TOTAL NUMBER OF UUPLOYSUUPLOY FOR ALL BUSINESSESBUSINESSE LOCATED IN

1II UNITED STATES INDICATE WHICH LOCAL REPORT COVERSCOVER

NATIVE MINORITY

EI4PLOYMENT DATA WHITESWHITE BLACKSBLACK ASIANSASIAN AMERICANSAMERICAN HISPANICSHISPANIC SUBTOTAL

JOB CATEGORIESCATEGORIE F

PRESSTONAL

TEHNIAL

CLERICAL

SALESSALE

SERVICE

LABOR

TRAINEESTRAINEE

APPRENTICE

SKILLEDCRAFT

SUBTOTAL

JOURNY WORKER LIST BY CLASSIFICATION ON REVERSREVER EG CARPENTER PLUMBER SIC

TOTAL NLM8ER OF ELLOYEESELLOYEE REPORTED ABOVE IT NO EMPLOY WRITSWRIT WOW THISTHI
LOCATIONSLOCATION IN KING COUNTY WASHINGTON STATE OTHER STATES
MONTH DAY YEAR IRS EIFLOYER IDENTIFICATION NIER
SUBMITTED BY

NAME PRINT OR TYPE

1062

DO NOT WRITE BELOW THISTHI LINE

CERLIF LED STAMP CS SM SF PSI ICC 1VF

FPST

ADDRESSADDRES CITY ZIP

ARE YOU UN ON IZED OR DO YOU USE AN 9LOYEE REFERRAL AGEPCY YES NO IF YES LIST THE UNIONSUNION OR UP OY
REFERRAL AGENCIESAGENCIE WITH WHOM YOU DO BUSINESSBUSINES

STATE

VS

TITLE

VNDOR

REPORT COVERSCOVER BUSINESSBUSINES

FOR THE PAYROLL PER ICC

DATE

KCSIIP4 37135



PERSONNEL INVENTORY REPORT

STPLEMENTAL FORM

NATIVE MINORITY

4PLONENT DATA WH TES BLACKSBLACK AS ANS AMERICANSAMERICAN SPAN ICS SUBTOTAL

JOB CATEGORIESCATEGORIE II

ATTOCH SUPPLMNTSL FORMSFORM IS NCSSERY 10 RPORP 1HS LOLAL WORK FORO

SUBMITTED BY

NAME TITLE

LO2

KCSIIP4 37136



AFFIDAVIT AND CERFLFICALE OF COMPUANCE

WIM KING COUNTY AFFIRMATIVE ACTION ORDINANCE NO 4528

DESIGNATED CONTRACTOR

COMPANY NAME

STATEOFWASHINGTON
SS

CCUNTYCFKING

THE UNDERSIGNED BEING FIRST DULY SWORN ON OATH STATESSTATE ON BEHALF OF THE CONTRACTOR AS FOLLOWSFOLLOW

DEFINITIONSDEFINITION CONTRACTOR SHALL MEAN ANY CONTRACTOR VENDOR OR CONSULTANT WHO SUPPLIESSUPPLIE GOODSGOOD ANDLOR SERVICESSERVICE CONTRACT SHALL MEAN
ANY CONTRACT PURCHASE ORDER OR AGREEMENT WITH KING COUNTY GOVERNMENT HEREINAFTER CALLED ME COUNTY

A CONTRACTOR RECOGNIZESRECOGNIZE THAT DISCRIMINATION IN EMPLOYMENT IS PROHIBITED BY FEDERAL STATE AND LOCAL LAWS CONTRACTOR RECOGNIZESRECOGNIZE THAT IN

ADOITION TO REFRAINING FROM DISCRIMINATION AFFIRMATIV ACTION IS REQUIRED TO PROVIDE EQUAL EMPLOYMENT OPPORTUNITY CONTRACTOR FURTHER

RECOGNIZESRECOGNIZE THAT THISTHI AFFISVIT ESTABLISHESESTABLISHE MINIMUM REQUIREMENTSREQUIREMENT FOR AFFIRMATIVE ACTION AND FAIR EMPLOYMENT PRACTICESPRACTICE AND INOLSMENTSINOLSMENT THE

BASIC NONDISCRIMINATION PROVISIONSPROVISION OF THE GENERAL CONTRACT SPECIFICATIONSSPECIFICATION AS APPLIED TO SERVICE CONSULTANT VENDOR OR CONSIRUCTON CON
TRACTSTRACT EXCEEDING 510000 CONTRACTOR HEREIN AGREESAGREE THAT THISTHI AFFIDAVIT IS INCORPORATED AS AN ADDENDUM TO ITS GENERSI CONTRACT AND
RECOGNIZESRECOGNIZE THAT FAILURE TO COMOLY WITH THESE REQUIREMENTSREQUIREMENT MAY CONSTITUTE GROUNDSGROUND FOR APPLICATION OF CONTRACT DEFAULT REMEDIESREMEDIE AS SET FORTH

IN THE GENERAL SPECIFICATIONSSPECIFICATION KING COUNTY ORDINANCE 4528 AND THISTHI AFFIDAVIT PROVIDED FURTHER THAT IN LIEU OF THE AFFIDAVIT THE EI
ECUTIVE MAY ACCEPT STATEMENT PLEDGING ADHERENCE TO AN EXISTING CONTRACTOR AFFIRMATIVE ACTION PLAN WHERE TH PROVISIONSPROVISION OF TILE PLAN ARE

FOUND BY THE XECAJTLVSXECAJTLV IO SUBSTANTIALLY FULFILL LIII REQUIREMENTSREQUIREMENT OF MIS ORDINANCE

B CONTRACTOR SHALL GIVE NOTICE TO THEIR SUPERVISORSSUPERVISOR AND EMPLOYEESEMPLOYEE OF THE REQUIREMENTSREQUIREMENT FOR AFFIRMATIVE ACTION TO BE UNDERTAKEN PNOR TO

THE COMMENCEMENT OF WORK

C TH FOLIOWINGMED PERSON HAS BEEN DESIGNATED TO REPRESENT THE CONTRACTOR AND TO BE RESPONSIBLE FOR SECURING COMPLIANCE WITH AND
FOR REPORTING ON TNE AFFIRMATIVE ACTIONSACTION TAKEN

AFFIRMATIVE ACTION PEPRE5ENTA11VE

NAME

0 CONTRACTOR WILL COOPERATE FULLY WITH THE KING COUNTY CONTRACT COMPLIANCE OFFICE AND APPROPRIATE COUNTY AGENTSAGENT WHILE MAKING EVERY
REASONEOLE GOOD FAITH EFFORT TO COMPLY WITH THE AFFIRMATIVE ACTION AND NONDISCNMINATION REQUIREMNTSREQUIREMNT SAT FORTH IN THISTHI SWORN STATEMENT
AND IN ORDINANCE 4528

E REPTILE CORURACTOR AGREESAGREE TO COMPLETE AND SUBMIT WITH THISTHI AFFIDAVIT SUCH ADDITIONAL REPORTSREPORT ARID RECORDSRECORD THAT MAY BE NECESSARY
10 DETERMINE COMPLIANCE WITH IHC AFFIDAVIT AND TO CONFER WITH THE COUNTY COMPLIANCE OFFICER AT SUCH TIMESTIME AS THE COUNTY SHALL DEEM
NECESSARY THE INFORMATION REQUIRED BY ORDINANCE A528 INCLUDESINCLUDE BUT IS NOT LIMITED TO THE FOLLOWING REPORTSREPORT AND RECORDSRECORD

1 PERSONNEL INVENTORY REPORT THISTHI REPORT SHALL INCLUDE BREAKDOWN OF THE EMPLOYER WORK FORCE SHOWING RACE SEA ETHNIC AND
OTHER MINORITY DATA

2 MONTHLY UTILIZATION REPORT THISTHI REPORT REQUIRED FOR EVERY CONSTRUCTION CONTRACT SHALL PROVIDE THE NUMBER OF HOURSHOUR OF

EMPLOYMENT FOR MINORITY AND FEMALE EMPLOYEESEMPLOYEE BY CRAFT AND CATEGORY

3 STATEMENT FROM UNION OR WORKER REFERRAL AGENCR THISTHI STATEMENT AFFIRMSAFFIRM THAT THE SIGNE SIS ORGANIZATION HAS NO PRACTICESPRACTICE
AND POLICIESPOLICIE WHICH DISCRIMINATE ON THE BASISBASI OF RACE COLOR CREED SX AGE MARITAL STATUSSTATU ETC

4 CERTIFIED WEEKLY PAYROLL THISTHI REPORT IS REQUIRED FROM EVERY CONSTRUCTION CONTRACTOR SUBCONTRACTOR AND ANY LOWER TIER SUB
CONTRACTOR FOR EACH WORK WEEK FROM TNS TIME WORK STARTSSTART ON THE PROJECT UNTIL COMPLETION

THE INFORMATION REQUIRED IN THISTHI SECTION SHALL BE SUBMITTED ON FORMSFORM PROVIDED BY THE COUNTY UNI ASS OTHERWISE SPECIFIED

F SUBCONTRCTORSSUBCONTRCTOR FOR PROFECTSPROFECT AND CONTRACTSCONTRACT OVER ONE HUNDRED THOUSAND DOLLARSDOLLAR 810000000 THE PRIMECONTRACTOR SHALL BE REQUIRED TO
SUBMIT 10 THE COUNTY ALONG WITH IS QUALIFYING DOCUMENTSDOCUMENT UNDER THISTHI ORDINANCE SMPLOYMENT PROF LIESLIE AFFIDAVITSAFFIDAVIT OF COMPLIANCE REPORTSREPORT
AN UNION STATEMENTSSTATEMENT FROM ITS SUBCONTRACTORSSUBCONTRACTOR IN THE SAME MANNER AS THESE ARE REQUIRED OF THE PRIMECONTRACTOR REPORTING REQUIREMENTSREQUIREMENT
OF THE PRIMECONTRACTOR DURING TNE CONTRACT PERIOD WILL APPLY EQUALLY TO ALL SUBCONTRACTORS

G EMPLOYMENT GOALSGOAL THE CONTRACTOR WILL ENSURE THAT EQUAL OPPORLUNITY OF EMPLOYMENT FOR MINORITIESMINORITIE AND WOMEN RESULTSRESULT DURING THE
TERM OF TNISTNI CONTRACT AND TAKE EVERY REASONABLE MEASURE TO ACHIEVE AND MAINTAIN AT ALL LEVELSLEVEL OF WORKTORCE AND MANAGEMENT INCLUDING
SUDCONTRACTORSSUDCONTRACTOR EMPLOYMENT GOATSGOAT AS OUTLINED IN THU SECTION

THE EVALUATION OF CONSTRUCTION CONTRACTOR SUBCONTRACTOR OR LOWER TIER SUBCONTRACTORSSUBCONTRACTOR PERFORMANCE IN ATTEMPTING TO MEET GOALSGOAL SHALL BE
BASED ON TOTAL HOURSHOUR OF EMPLOYMENT AND TRAINING OF MINORITIESMINORITIE AND WOMEN AT THE CONTRACTORSCONTRACTOR LOCATION AND ESTABLISHMENTSESTABLISHMENT IN KIN COUNTY
OR AT THE CONTRACTORSCONTRACTOR LOCATIONSLOCATION AND ESTABLISHMENTSESTABLISHMENT WHERE WORK UNDER CONTRACT WITH THE COUNTY IS BEING PERFORMED AND CONTRACTED FOR
WHEN SUCH OCCURSOCCUR OUTSIDE KING COUNTY THE EVALUATION OF SERVICU VENDOR OR CONSULTANT CONTRACTORSCONTRACTOR PERFORMANCE SHALL BE BASED ON PER
SONNEL PROFILES

1 THQ GOALSGOAL FOR MINORITIESMINORITIE AN WOMEN ARE AAFOLLOWSAAFOLLOW

MINCRITIESMINCRITIE WOMEN

CONSTRUCTION CONTRACTORSCONTRACTOR 15 6 9
11 35

MINORITY IS DEFINED AS BLACKSBLACK ASIANSASIAN OR PAIFIP ISLARDER AMERICAN INDIAN OR ALASKAN NATIVESNATIVE AND HISPANICS

FTUNDERRELNTATLCN IF MINORITIESMINORITIE AND WOMEIR URTDERIEPRESENTATION OF MINORITIESMINORITIE AND WOMEN WILL NOT BE DEEMED PER SI VIOLATION OFNRCQC CRT1QTAQRR MONACREA CFA TTTFTTGFT ANOC WOILTIFT UI CIRTALREPESERRCECX ASWORKFORCE IN REIATIONSNP TO THE GOALSGOAL SET FORTH IN PARAGRAPH G 1 THE BURDEN WILL BE ON THE CONTRACTOR TO SHOW THAT THE MINIMUM ATHR
BEW HAVE TAERI MET AND THAT REASON TE OCD FAITH AFFIRMATIVE ACTION PLAN IN COMPLIANCE WITH OR
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I MINIMUM AFFIRMATIVE ACTION RECUIREMENTSRECUIREMENT CNTRACTOR AGREESAGREE TRIAL FAILURE TO RNPIERNENT ANDJOR MAINTAIN REASONABLE GOOD FAITH EF

LORT TO ACNIEVE IRISIRI SET CNN IN PARAGRAON G 1 WILL CONSTITUTE BREACH CI THISTHI AGREEMENT LIT EVALUATION OF CCNRATOR3 CCI

PLIANCE WITH TRITE ORCIRANCE SNAIL BE BASEO UPON THE CONTRACLCR EFFORT TO ACHIEVE M5XLRNURI RESULTSRESULT FROM ITS AFFIRMATIVE ACTION PROGRAIMTH CONTRACTOR SNAIL COCUMENI TRIES EF LORT3 AND SNAIL IMPLEMENT AFFIRMATIVE ACTION STEPSSTEP AT LEAST AS EXTENSIVE AS THE FOLLOWING

1 PEPCRIG PERIODIC REPORTING OF ERNPTOYMENT STATISTICSSTATISTIC AND AFFIRMATIVE ACTION POLICIESPOLICIE ARID PROCEDURESPROCEDURE MAY BS RQUST
BY TRIE ICING COUNTY EIECIATIVE OR CESIGRIEE

2 POTICY DISSEMINATION INTERNAL AND EXTERNAL DISSEMINATION OF THE CONTRACTORSCONTRACTOR ECUAL EMPLOYMENT OPPORT UNITY POLICY POSTIN
OF NONDSSCRMNALION POILCIESPOILCIE AND OF THE REGUIREMUNTSREGUIREMUNT OF THISTHI ORDINANCE ORI BULLETIN BOARDSBOARD CLEARLY VISIBLE TO ALL MPIOYEESMPIOYEE
NOTIFICATION TO CACTI SUBCONTRACTOR LABOR UNION OR REVRESENTTIVE OF WORICERL WITH WHICH THER IS COLLECTIVE BARGAINING AGREE
MERIT OR OTHER CONTRACT SUBCONTRACT OR UNOERSLANDING OF THE CONTRACTORSCONTRACTOR COMMITMENTSCOMMITMENT UNBAR THISTHI ORDIRIANCO INCLUSION OF TRIS

EQUAL OPPORTUNITY POLICY IN ADVERTISING IN THE NEWSNEW MEDIA ARID ELSEWHERE

3 RECRUITING ADOPTION OF RECRUITMENT PROCEDURESPROCEDURE DESIGNED TO INCREASE TH REPRESENTATION OF WOMEN AND MINORITIESMINORITIE IN THE POO
OF APPLICANTSAPPLICANT BR EMPLOYMENT INCLUDING BUT RIOT LIMITED TO ESTABLISHING AND MAINTAINING CURRENT LIST OF MINORITY AND FEMALT

RECRUITMENT SOURCES PROVIDING THISSTHIS SOURCESSOURCE WRITTEN NOTIFICATION OF EMPLOYMENT OPPORTUNITIESOPPORTUNITIE AND SOLICITATION OF BIDSBID FOR SUD
CONTRACTSCONTRACT FROM FIRMSFIRM WHOSE EMPLOYMENT PROFILE MEETSMEET THE AFFIRMATIVE ACTION GOALSGOAL ESTAOIISRLSD UNDER THS ORBINANC

4 SELFASESSRNERIT AND LEST VALIDATIONSVALIDATION REVIEW OF ALT EMPLOYMENT POLICIESPOLICIE ANC PROCEDURES INCLUDING REVIEW OF TESTS HINN
ARID TRAINING PRACTICESPRACTICE ARID POLICIESPOLICIE PERFORMING EVAFUATIONSEVAFUATION SENIORITY POLICLISPOLICLI AND PRACTICESPRACTICE JOB CLASSIFICATIONSCLASSIFICATION AND CT
ASSIGNMENTS TO ASSURE THAT THEY DO NOT DISCRIMINATE AGAINST OR HAVE DISCRIMINATORY IMPACT ON MINORITIESMINORITIE AND WOMEN ANC
VALIDATION OF AFL TESTSTEST AND OTHER SELECTION REQUIREMENTSREQUIREMENT WHERE THERE II AN OBLIGATION TO DO SOUNDER STATE OR FEDERAL LAW

5 RECORD FERRALSFERRAL MAINTAIN CTNRENT FILE OF APPLICATIONSAPPLICATION OF EACH MINORITY AND FEMALE AOPLICANL OR REFERRAL OR MPFOYMENL ITT

DICATIRIG WHAT ACTION WAS TASEN WITH RESPECT TO EACH SUCH INDIVIDUAL AND THE REASONSREASON THERETOR CONTACT THESE PEOPLE WNEN AR

OPENING EXISTSEXIST FOR WHICH THEY MAY BE QUALIFIED NAMESNAME MAY BE REMOVED FROM THE IL AFTER THREE YEARSYEAR HAVE ELAPSESELAPSE FROM THEII
LAST ACOLICATION OR REFERRAL

9 NOTICE OF UNION NONC000ERATION PROVIDE IMMEDIATE WRITTEN NOTIFICATION TO THE EXECUTIVE WHEN THE UNION OR UNIONSUNION WITH

WHICH THE CONTRACTOR NAS COLLECTIVE BARGAINING AGREEMENT CONTRACT OR UNDERSTANDING HAS NOT REFERRED TO THE CONTRACTOR

MINORITY PERSON OR WOMAN SENT BY THE CONTRACTOR OR WHEN THE CONTRACTOR HAS OTHER INFORMATION TRIAL UNION REFERRAL PROCESSPROCES

HAS IMPECEC THE CONTRACTORSCONTRACTOR EFFORTSEFFORT TO MIST ITS OBLIGATIONSOBLIGATION UNDER THISTHI ORDINANCE

SUPERVISORSSUPERVISOR ENSURE THAT ALL SUPERVISORY PERSONNEL UNDERSTAND AND ARE DIRECTED TO ADRIERE TO AND IMPLEMENT THE NON
DLSCYRMIRTALION AND ALFIRMATIVE ACTION OBLIGATIONSOBLIGATION OF LIE CONTRACTOR UNDER THISTHI ORDINANCE SUCH DIRECTION SHALL INCLUDE BUT RIOT BE

LIMITED TO ADHERENCE 10 ARIC ACHIEVEMENT OF ALFIRMATIVE ACTION POLICICSPOLICIC IN PERLORMANCA APPRAISALSAPPRAISAL OF SUPERVISORY PERSONNEL

3 TRAINING DEVELOP ONTHESOB TRAINING OPPORTUNITIESOPPORTUNITIE WHICH EXPRESSLY INCLUDE MINORITIESMINORITIE AND WOMEN

WHERE CONTRACTORSCONTRACTOR EMPLOYMENT STATISTICSSTATISTIC DEMONSTRAT THAT MINORITIESMINORITIE ANDLOR WOMEN ARE UNDERREORESENTD FAILURE TO FOLLOW ANY OF TTLR

REQUIREMENTSREQUIREMENT OF PARAGRAPH 18 SHALL BE PRIMA FCIE EVIDENCE OI NONCOMPLIANCE WITH THISTHI AGREEMENT

J CONTRACTOR AGREESAGREE IN ALL ITS EMPLOYMENT POLICIESPOLICIE AND PRACTICESPRACTICE TO REFRAIN FROM DISCRIMINATION AGAINST ANY PERSON ON THE BASISBASI OF RACE
COLOR CREED NATIONAL ORIGIN SEX AGE MARITAL STATUSSTATU OR THE PRESNCE OF ANY MENTAL PHYSICAL OR SENSORY HANCICAC INCLUDING BUT NOT LIMIT

TO HIRING FIRING LAIOF I TRANSFER PROMOTION OR DEMOTION LOB ASSIGNMENT WAGESWAGE AND OTHER TERMSTERM AND CONDITIONSCONDITION OF STATE AND TOCA

RULESRULE LAWSLAW OR ORDINANCESORDINANCE ARID REGULATIONSREGARDIN ANY SUCH DISCRIMINATIEN

K CONTRACTOR AGREESAGREE TO PROVIDE REASONABLE ACCESSACCES UPON REQUEST TO THE PREMISESPREMISE OF ALL PLACESPLACE OF BUSINESSBUSINES AND EMPLOYMENT RELATIVE

W0R LINDERTAICEN IN THISTHI CONTRACT AND TO RECORDSRECORD FILES INFORMATION AND EMPLOYEESEMPLOYEE IN CONNECTION THEREWITH TO THE COUNTY CONTRACT CORN
PLIANCE CF ICAR OR AGENT FOR PURPOSESPURPOSE OF REVIEWINGCOMPLIANC WITH THE PROVISIONSPROVISION OF THISTHI AFFIDAVIT AND AGREESAGREE TO COOPERATE IN ANY COM
PLIANCE REVIEW

SHOULD THE OOLACT COMPLIANCE OFFICE FIND UPON COMPLAINT INVESTIGATION OR REVIEW TIE CONTRACTOR NOT TO BE IN P0CC FAITH CORNSCORN
PLIANCE WITH THE PROVISIONSPROVISION CONTAINED IN THISTHI AFFIDAVIT IT SHALL NOTIFY THE COUNTY AND THE CONTRACTOR IN WRITING OF THE FINDINGSFINDING FULLY DESCRIB

ING THE BASISBASI OF NONCOMPLIANCE CONTRACTOR MAY REQUEST WITHDRAWAL OF SUCH NOTICE OF NONCOMPLIANC AT SUCH TIME AS THE COMPLIANCE OF
ICIR IN WRITING RISE NOTIFIED THE CONTRACTOR AND TNE COUNTY THAT THE NONCOMPLIANCE RIASRIA BEEN RESOLVED

M THE CONTRACTOR AGREESAGREE THAT ANY VIOLATION OF THE SPECIFIC PROVISIONSPROVISION OF THE ORDINANCE ANC OF ANY TERM OF TH AFFIDAVIT OF COMPLIANCE RE
QUIREC HERESN INCLUDING REPORTING REQUIREMENTSREQUIREMENT SHALL DEEMED VIOLATION OF THE ORDINANCE ANY SUCH VIOLATION SHALL BE FURTHER CEEME
BREACH OF MATERIAL PROVISION OF THE CONTRACT BETWEEN THE COUNTY AND THE CONTRACTOR SUCH BREACH SHALL BE GROUNDSGROUND FOR IMPLEMENTATION OF

ANY SANCTIONSSANCTION PROVIDED FOR IN KING COUNTY ORDINANCE 4523 INCLUDING BUT NOT LIMITED TO CANCELLATION TERMINATION OR SUSPENSION III WHOLE
OR IN PART OF THE CONTRACTOR BY THE COUNTY LIQUIDATED DAMAGESDAMAGE OR DISQUALIFICATION OF TH CONTRACTOR PROVIDED THAT THE IMPLEMENTATION
OF ANY SANCTIONSSANCTION IS SUBJECT IO THE NOTICE AND HEARING PROVISIONSPROVISION OF 11 OF KING COUNTY ORINANCE 525

N CONTRACTOR RECOGNIZESRECOGNIZE THAT IT IS BOUND BY ALL PROVISIONSPROVISION OF KING COUNTY ORDINANCE 4525 AND ACKNOWLEDGESACKNOWLEDGE RECEIPT OF COPY THEREOF

OESIGNARED CONTRACTOR
COMPANY NAME

ADDRESSADDRES
CITY ZIP

AUTNORIZED SIGNER

SIGNATURE FLUSFLU

NAME
PRINT OR TYPE

SUBSCRIBED AND SWORN TO BEFORE RS APPROVED BY

THISTHI BAY OF 19

KING COUNTY COMPLIANCE OFFICER

DATE TELEGNONE NUMBERNOTARY PUBLIC IN AND FOR TRIE STALE OF WASHINGTON

RESIDING AT
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KING COUNTY ORDINANCE 4528 AND THE SUPPORTING AFFIDAVIT AND CERTIFICATE
OF COMPLIANCE REQUIRE THAT ALL CONTRACTORSCONTRACTOR DOING BUSINESSBUSINES WITH KING
COUNTY IN AN AGGREGATE AMOUNT OF LOOOO OR MORE PER YEAR SUBMIT
STATEMENT OF COMPLIANCE FROM YOUR UNION

THE STATEMENT OF COMPLIANCE IS TO ASSURE THAT YOUR UNION IS IN COMPLIANCE
WITH ORDINANCE 4528 AND DOESDOE NOT DISCRIMINATE AGAINST ANY PERSON ON THE
BASISBASI OF RACE COLOR CREED SEX AGE NATIONALITY MARITAL STATUSSTATU OR THE

PRESENCE OF ANY SENSORY MENTAL OR PHYSICAL HANDICAP IN EMPLOYMENT OR
REFERRAL FOR EMPLOYMENT

IN AN EFFORT TO COMPLY WITH KING COUNTY ORDINANCE 4528 WE ARE ENCLOSING
THE ATTACHED COUNTY FORM FOR SIGNATURE BY AN AUTHORIZED OFFICER OF YOUR
UNION IN THE EVENT THAT YOU REFUSE TO SIGN THISTHI STATEMENT OF COMPLIANCE
OUR COMPLIANCE REPORT SHALL SO CERTIFY AND SHALL SET FORTH WHAT EFFORTSEFFORT
HAVE BEEN MADE TOSECURE THE SIGNING OF THISTHI AGREEMENT

YOUR WRITTEN RESPONSE IS REQUIRED IN THISTHI OFFICE ON OR BEFORE

19

YOUR COOPERATION IN THISTHI MATTER IS GREATLYAPPRECIATED

BY

TITLE

DATE

DEAR

SAPLL LLI TER FTU11ON OR LTLQVL REELKIV

ONCE THISTHI AGREEMENT HAS BEEN SIGNED AND SUBMITTED
BE VALID FOR PERIOD OF ONE YEAR AND APPLICABLE
FOR PERIOD OF ONE YEAR IF YOU HAVE PREVIOUSLY
FOR KING COUNTY DURING THISTHI CALENDER YEAR PLEASE

TO KING COUNTY IT WILL

TO ALL COUNTY CONTRACTSCONTRACT

SIGNED UNION STATEMENT
INDICATE IN WRITING
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SWORN STATEMENT OF COMPLIANCE WITH

ORDINANCE 4528

UNION OR EMPLOYEE REFERRAL AGENCY STATEMENT

THE UNDERSIGNED BEING FIRST DULY SWORN ON OATH STATESSTATE AS FOLLOWSFOLLOW

A THAT AM THE AUTHORIZED OFFICER OF

AND AM SIGNING THISTHI STATEMENT ON BEHALF OF THE ORGANIZATION

B THAT THE ORGANIZATION RECOGNIZESRECOGNIZE THAT KING COUNTY ORDINANCE 4528 PROHI
BITSBIT DISCRIMINATION IN BOTH EMPLOYMENT AND REFERRALSREFERRAL FOR EMPLOYMENT ON THE BASISBASI
OF RACE COLOR CREED SEX AGE NATIONALITY MARITAL STATUSSTATU OR THE PRESENCE OF

ANY SENSORY MENTAL OR PHYSICAL HANDICAP EXCEPT WHERE SUCH SENSORY MENTAL OR

PHYSICAL HANDICAP HINDERSHINDER JOB PERFORMANCE

C THAT THE ORGANIZATION AGREESAGREE TO ADHERE TO POLICY OF NONDISCRIMINATION

AND AGREESAGREE TO AFFIRMATIVELY COOPERATE IN THE IMPLEMENTATION OF THE POLICIESPOLICIE ARID

PROVISIONSPROVISION OF KING COUNTY ORDINANCE 4528 THE ORGANIZATION FURTHER AGREESAGREE THAT

RECRUITMENT EMPLOYMENT REFERRALSREFERRAL FOR EMPLOYMENT AND THE TERMSTERM AND CONDITIONSCONDITION
OF EMPLOYMENT UNDER ALL CONTRACTSCONTRACT WITH KING COUNTY SHALL BE IN ACCORDANCE WITH

THE PURPOSESPURPOSE AND PROVISIONSPROVISION OF KING COUNTY ORDINANCE 4528

THISTHI STATEMENT IS VALID FOR PERIOD OF ONE YEAR

AUTHORIZED REPRESENTATIVE UNIONEMPLOYEE REFERRAL AGENCY

PHONE NUMBER

BY
SI GNATURE

TITLE SUBSCRIBED AND SWORN TO BEFORE ME THISTHI

DAYOF 198
RIARY PUBLIC IN AND FOR THE STATE OF

WASHINGTON RESIDING AT

TL

ADDRESSADDRES

CITY STATE ZIP CODE
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CONTACT AGENCIESAGENCIE

THE FOLLOWING AGENCIESAGENCIE MAY BE CONTACTED FOR ASSISTANCE IN OBTAINING

MINORITY SUBCONTRACTORSSUBCONTRACTOR AND SUPPLIERSSUPPLIER

ASSOCIATED WOMEN CONTRACTORSCONTRACTOR
PO BOX 9872

SEATTLE WA 98109

206 2859197

COMPACIRESCOMPACIRE BUSINESSBUSINES LEAGUE
1106 BWEST LINCOLN AVENUE

YAKIMA WA 98902

509 5757887 OR 5757888

ATTN JUAN MIGEL AVENA ACTING DIRECTOR

OFFICE OF KING COUNTY CONTRACT COMPLIANCE
280 KING COUNTY COURTHOUSE

SEATTLE WA 98104

206 3446033

PIERCE COUNTY MINORITY CONTRACTORSCONTRACTOR ASSOCIATION

1036 SOUTH SPRAGUE STREET

TACOMA WA 98405

206 3835053

SEATTLE HUMAN RIGHTSRIGHT DEPT
COMPLIANCE DIVISION

105 14TH AVENUE

SEATTLE WA 98122

206 6254384

SMALL BUSINESSBUSINES ADMINISTRATION

REGION
710 SECOND AVENUE

SEATTLE WA 98104

206 4425676
ATTRI MINORITY BUSINESSBUSINES ADMINISTRATOR

REVISED 4484
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GENERAL CONDITIONSCONDITION

SECTION INDEX PAGE

STANDARD SPECIFICATIONSSPECIFICATION

DEFINITIONSDEFINITION

ENGINEER

WORDING OF THESE SPECIFICATIONSSPECIFICATION

SPECIFICATIONSSPECIFICATION AND STANDARDSSTANDARD BY REFERENCE

CONTRACT DOCUMENTSDOCUMENT

INTERPRETATION OF DOCUMENTSDOCUMENT

CONFORMITY OF PLANSPLAN AND SPECIFICATIONSSPECIFICATION

ADDITIONAL INSTRUCTIONSINSTRUCTION

10 LABOR AND MATERIALSMATERIAL

11 PERMITSPERMIT AND LICENSESLICENSE

12 EMPLOYMENT OF STATE RESIDENTSRESIDENT RC 3916

13 PUBLIC WORKSWORK WAGESWAGE

14 CONTRACTORSCONTRACTOR INSURANCE

15 PROSECUTION AND PROGRESSPROGRES

16 SOURCE OF MATERIAL

17 CERTIFICATION OF MANUFACTURED MATERIALSMATERIAL

18 OFFSHORE ITEMSITEM

19 WORK AREA

20 MATERIAL AND EQUIPMENT STOCKPILE LOCATION

21 BARRICADESBARRICADE AND SIGNSSIGN

22 INSPECTION BY OWNERSOWNER ENGINEER 6

23 CONTRACTORSCONTRACTOR REPRESENTATIVE OF THE WORK

24 USE AND OCCUPANCY PRIOR TO COMPLETION

25 CHANGESCHANGE IN PLANSPLAN OR QUANTITIESQUANTITIE

26 CHARGESCHARGE IN WORK AND EXTRA WORK

27 DEFECTIVE WORK

28 ASSIGNMENT OF CONTRACT AND SUBLETTING

29 DECISION OF THE ENGINEER FINAL

30 NOTICE AND SERVICE THEREOF

31 STATE SALESSALE TAX

32 PAYMENT

RETAINED PERCENTAGE FUNDSFUND RELEASE

34 HOLD HARMLESSHARMLES 10
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GENERAL CONDITIONSCONDITION

ANY PZOVISIONSOF THISTHI CONTRACT IN CONFLICT OR INCONSISTENT WITH THE REQUIRE
MENTSMENT OF THESE GENERAL CONDITIONSCONDITION EXCEPT SUCH PROVISIONSPROVISION AS ARE REQUIRED BY

APPLICABLE LAW OR REGULATIONSREGULATION SHALL BE VOID TO THE EXTENT OF SUCH CONFLICT OR

INCONSISTENCY

SECTION STANDARD SPECIFICATIONSSPECIFICATION

THE PRINCIPAL REFERENCE ON THISTHI PROJECT IS THE STANDARD SPECIFICATIONSSPECIFICATION FOR

ROAD BRIDGE CONSTRUCTION ISSUED BY THE WASHINGTON STATE TRANSPORTATION

COMMISSION DEPARTMENT OF TRANSPORTATION 1980 EDITION AND ADOPTED BY KING

COUNTY COUNCIL ON MAY 26 1981 HEREAFTER CITED AS THE STATE STANDARD

SPECIFICATIONS

COPIESCOPIE OF THE STATE STANDARD SPECIFICATIONSSPECIFICATION ARE ON FILE IN THE OFFICE OF

THE COUNTY ROAD ENGINEER DEPARTMENT OF PUBLIC WORKSWORK 900 KING COUNTY

ADMINISTRATION BUILDING SEATTLE WASHINGTON WHERE THEY MAY BE EXAMINED

AND CONSULTED BY ANY INTERESTED PARTY

THE STATE STANDARD SPECIFICATIONSSPECIFICATION EXCEPT AS THEY MAY BE HEREAFTER MODIFIED

OR SUPERCEDED BY THE SPECIAL PROVISIONSPROVISION OR TECHNICAL SPECIFICATIONSSPECIFICATION SHALL

GOVERN ALL PHASESPHASE OF WORK UNDER THISTHI CONTRACT AND THEY ARE BY REFERENCE MADE

AN INTEGRAL PART OF THESE SPECIFICATIONSSPECIFICATION AND CONTRACT AS IF HEREIN FULLY SET

FORTH

SECTION DEFTHITIONSDEFTHITION

WHEREVER REFERENCE IS MADE IN THESE STATE STANDARD SPECIFICATIONSSPECIFICATION TO THE

DIRECTOR DIRECTOR OF HIGHWAYSHIGHWAY OR ENGINEER SUCH REFERENCE SHALL BE

CONSTRUED TO MEAN THE COUNTY ROAD ENGINEER OR HIS DULY AUTHORIZED ASSISTANTS

WHEREVER REFERENCE IS MADE IN THESE STATE STANDARD SPECIFICATIONSSPECIFICATION TO THE

COMMISSION WASHINGTON STATE HIGHWAY COMMISSION STATE DEPARTMENT
OR DEPARTMENT OF HIGHWAYSHIGHWAY SUCH REFERENCE SHALL BE CONSTRUED TO MEAN KING

COUNTY WASHINGTON AND ITS APPROPRIATE GOVERNING AND ADMINISTERING AGENCIESAGENCIE
AND DEPARTMENTS

SECTION ENGINEER

THE TERM ENGINEER AS USED IN THESE SPECIFICATIONSSPECIFICATION OR IN THE STATE STANDARD

SPECIFICATIONSSPECIFICATION WHEREVER THEY APPLY REFERSREFER TO THE KING COUNTY ROAD ENGINEER

WHO IS IN CHARGE OF THISTHI WORK IN HIS ABSENCE THE REFERENCE APPLIESAPPLIE TO THE

COUNTY ROAD ENGINEERSENGINEER REPRESENTATIVE

SECTION WORDING OF THESE SPECIFICATIONSSPECIFICATION

THESE SPECIFICATIONSSPECIFICATION ARE OF THE ABBREVIATED OR STREAMLINED TYPE AND FREQUENTLY

INCLUDE INCOMPLETE SENTENCES WORDSWORD SUCH AS THE ALL SHALL THE
CONTRACTOR SHALL SHALL BE AND SIMILAR MANDATORY PHRASESPHRASE SHALL BE SUPPLIED

BY INFERENCE IN THE SAME MANNER AS THEY ARE IN NOTE ON THE DRAWINGS THE

CONTRACTOR SHALL PROVIDE ALL ITEMSITEM ARTICLESARTICLE MATERIALSMATERIAL AND OPERATIONSOPERATION LISTED
INCLUDING ALL LABOR MATERIALSMATERIAL EQUIPMENT AND INCIDENTALSINCIDENTAL REQUIRED FOR THEIR

COMPLETION
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GENERAL CONDITIONSCONDITION CONTINUED

SECTION SPECIFICATIONSSPECIFICATION AND STANDARDSSTANDARD BY REFERENCE

ANY MATERIAL ANDOR PROCEDURE SPECIFIED BY REFERENCE TO THE NUMBER SBOL OR

TITLE OF SPECIFIC STANDARD SUCH AS COMMERCIAL STANDARD FEDERAL SPECIFICATIC
TRADE ASSOCIATION STANDARD TECHNICAL SOCIETY STANDARD OR OTHER SIMILAR

STANDARD SHALL COMPLY WITH THE REQUIREMENTSREQUIREMENT IN THE LATEST REVISIONSREVISION THEREOF

AND ANY AMENDMENT OR SUPPLEMENT THERETO IN EFFECT ON THE DATE OF INVITATION

FOR BIDSBID EXCEPT AS LIMITED TO TYPE CLASSCLAS OR GRADE OR MODIFIED IN THE REFERENCE

THE STANDARDSSTANDARD REFERRED TO EXCEPT AS MODIFIED IN THE SPECIFICATION SHALL HAVE

FULL FORCE AND EFFECT AS THOUGH PRINTED IN THE SPECIFICATIONS

SECTION CONTRACT DOCUMENTSDOCUMENT

THE CONTRACT DOCUMENTSDOCUMENT CONSIST OF

A INVITATION TO BID

B INSTRUCTIONSINSTRUCTION TO BIDDERSBIDDER

C ACCEPTED PROPOSAL

D GENERAL CONDITIONSCONDITION

E CONTRACT

F SPECIAL PROVISIONSPROVISION

G TECHNICAL SPECIFICATIONSSPECIFICATION
H PERFORMANCE BOND

1 PLANSPLAN

ITEMSITEM A TO G INCLUSIVE AND ITEM I SHALL FORM THE CONTRACT

SECTION INTERPRETATION OF DOCUMENTSDOCUMENT

THE DOCUMENTSDOCUMENT FORMING THE CONTRACT ARE COMPLEMENTARY AND WHAT IS CALLED FOR BY

ONE SHALL BE AS BINDING AS IF IT WERE CALLED FOR BY ALL THEY ARE INTENDED TO

INCLUDE ALL DETAILSDETAIL OF LABOR AND MATERIAL REASONABLY NECESSARY FOR THE PROPER

EXECUTION OF THE WORK SHOULD THERE BE ANY DISCREPANCY BETWEEN THE TECHNICAL

SPECIFICATIONSSPECIFICATION AND PLANSPLAN THE TECHNICAL SPECIFICATIONSSPECIFICATION SHALL HAVE PRECEDENCE

SECTION CONFORMITY OF PLANSPLAN AND SPECIFICATIONSSPECIFICATION

THE WORK SHALL BE DONE IN STRICT CONFORMITY TO THE PLANSPLAN ARID SPECIFICATIONSSPECIFICATION AND

TO THE EXACT LINESLINE AND GRADESGRADE AS FIXED BY THE ENGINEER AND WITH SUCH INSTRUCTIONSINSTRUCTION
AS SHALL FROM TIME TO TIME BE GIVEN BY THE ENGINEER THE CONTRACTOR SHALL PROVIDE
SUCH ASSISTANCE AND MATERIALSMATERIAL AS MAY BE REQUIRED BY THE ENGINEER FOR GIVING LINESLINE
GRADESGRADE ETC AND SHALL PROTECT AND PRESERVE IN THEIR ORIGINAL POSITIONSPOSITION ALL

STAKESSTAKE POINTSPOINT OR MARKSMARK FOR THE WORK BY THE ENGINEER AND WHERE THE ENGINEER
SHALL CONSIDER SUCH STAKESSTAKE POINTSPOINT OR MARKSMARK TO HAVE BEEN UNNECESSARILY
DESTROYED HE MAY CAUSE THE EXPENSE OF REPLACING THEM TO BE CHARGED TO THE

CONTRACTOR AND THE AMOUNT OF SUCH COSTSCOST DEDUCTED FROM ANY MONEYSMONEY DUE OR
WHICH MAY BECOME DUE TO THE CONTRACTOR UNDER THE CONTRACT FOR THISTHI WORK
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GENERAL CONDITIONSCONDITION CONTINUED

SECTION ADDITIONAL INSTRUCTIONSINSTRUCTION

IN THE EVENT THAT IT IS FOUND THAT THE INSTRUCTIONSINSTRUCTION AND DRAWINGSDRAWING CONTAINED IN

THE CONTRACT DOCUMENTSDOCUMENT ARE NOT SUFFICIENTLY CLEAR TO PERMIT THE CONTRACTOR TO

PROCEED WITH THE WORK THE ENGINEER SHALL EITHER UPON HIS OWN MOTION OR UPON

REQUEST FROM THE CONTRACTOR FURNISH SUCH ADDITIONAL WRITTEN INSTRUCTIONSINSTRUCTION

TOGETHER WITH SUCH ADDITIONAL DRAWINGSDRAWING AS MAY BE NECESSARY WHEN SUCH REQUEST

IS MADE BY THE CONTRACTOR IT MUST BE MADE IN AMPLE TIME TO PERMIT THE PREPARA

TION OF THE INSTRUCTIONSINSTRUCTION AND DRAWINGSDRAWING BY THE ENGINEER BEFORE THE CONSTRUCTION

OF THE WORK COVERED BY THEM IS UNDERTAKEN SUCH ADDITIONAL INSTRUCTIONSINSTRUCTION AND

DRAWINGSDRAWING SHALL NOT BE INCONSISTENT WITH THE CONTRACT DOCUMENTSDOCUMENT AND SHALL HAVE

THE SAME FORCE AND EFFECT AS IT CONTAINED IN THE CONTRACT DOCUMENTS

SECTION 10 LABOR AND MATERIALSMATERIAL

THE INTENT OF THE PLANSPLAN AND SPECIFICATIONSSPECIFICATION IS TO PROVIDE FOR THE CONSTRUCTION

AND COMPLETION IN EVERY DETAIL OF THE WORK DESCRIBED THEREIN AND IT IS UNDER

STOOD THAT THE CONTRACTOR FOR ALL OR ANY PART WILL FURNISH ALL LABOR AND

MATERIALSMATERIAL TOOLSTOOL EQUIPMENT TRANSPORTATION AND NECESSARY SUPPLIESSUPPLIE SUCH AS

MAY BE REASONABLY REQUIRED TO EXECUTE THE CONTRACT IN SATISFACTORY AND

WORKMANLIKE MANNER AND IN ACCORDANCE WITH THE PLANSPLAN SPECIFICATIONSSPECIFICATION AND

TERMSTERM OF THE CONTRACT

UNLESSUNLES OTHERWISE SPECIFIED ALL MATERIALSMATERIAL SHALL BE NEW ALL MATERIALSMATERIAL SHALL BE

OF THE BEST OF THE SEVERAL KINDSKIND CALLED FOR AND IT IS INTENDED THAT ONLY THE

BEST METHODSMETHOD AND MATERIALSMATERIAL AS RECOGNIZED BY USAGE IN FIRST CLASSCLAS WORK SHALL

BE USED ALL WORKMANSHIP SHALL BE OF THE HIGHEST QUALITY IN EVERY PARTICULAR

IMMEDIATELY AFTER THE AWARD OF THE CONTRACT THE CONTRACTOR SHALL FURNISH TO

THE OWNERSOWNER ENGINEER KING COUNTY FORM NO KCEL1 REQUEST FOR APPROVAL OF

MATERIAL SOURCES NO MATERIALSMATERIAL MAY BE USED ON THE CONTRACT UNTIL THE

CONTRACTOR HAS RECEIVED APPROVAL FOR THE MATERIALSMATERIAL ON THE ABOVE KING COUNTY

FORM KCELL

SECTION 11 PERMITSPERMIT AND LICENSESLICENSE

THE CONTRACTOR SHALL PROCURE ALL PERMITSPERMIT AND LICENSESLICENSE PAY ALL CHARGESCHARGE AND

FEESFEE AND GIVE ALL NOTICESNOTICE NECESSARY AND INCIDENT TO THE DUE AND LAWFUL

PROSECUTION OF THE WORK
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GENERAL CONDITIONSCONDITION CONTINUED

SECTION 12 EMPLOYMENT OF STATE RESIDENTSRESIDENT RCW 3916

THE FIRST PARAGRAPH OF SECTION 1078 OF THE STATE STANDARD SPECIFICATIONSSPECIFICATION IS

HEREBY DELETED AND THE FOLLOWING SUBSTITUTED THEREFOR

THE LAW OF THISTHI STATE PROVIDESPROVIDE

IN ALL CONTRACTSCONTRACT LET BY THE STATE OR ANY DEPARTMENT THEREOF OR ANY COUNTY

CITY OR TOWN FOR THE ERECTION CONSTRUCTION ALTERATION DEMOLITION OR REPAIR

OF ANY PUBLIC BUILDING STRUCTURE BRIDGE HIGHWAY OR ANY OTHER KIND OF

PUBLIC WORK OR IMPROVEMENT THE CONTRACTOR OR SUBCONTRACTOR SHALL EMPLOY

NINETYFIVE PERCENT OR MORE BONAFIDE WASHINGTON RESIDENTSRESIDENT AS EMPLOYEESEMPLOYEE WHERE

MORE THAN FORTY PERSONSPERSON ARE EMPLOYED AND NINETY PERCENT OR MORE BONAFIDE

WASHINGTON RESIDENTSRESIDENT AS EMPLOYEESEMPLOYEE WHERE FORTY OR LESSLES PERSONSPERSON ARE NPLOYED
EXEPT THAT ANY CONTRACTOR OR SUBCONTRACTOR MAY EMPLOY NOT MORE THAN FIVE

PERSONSPERSON WITHOUT REGARD TO THE RESIDENCY REQUIREMENTSREQUIREMENT STATED HEREIN IN THE

PERFORMANCE OF ANY SUCH CONTRACT PROVIDED THAT THE STATE OF THE RESIDENCE

OF THE CONTRACTOR OR SUBCONTRACTOR PROVIDESPROVIDE RECIPROCAL RIGHTSRIGHT TO WASHINGTON

CONTRACTORSCONTRACTOR OR SUBCONTRACTORS THE CONTRACTOR SHALL PAY THE STANDARD PREVAILING

WAGESWAGE FOR THE SPECIFIC TYPE OF CONSTRUCTION AS DETERMINED BY THE UNITED STATESSTATE

DEPARTMENT OF LABOR IN THE CITY OR COUNTY WHERE THE WORK IS BEING PERFORMED THE

TERM RESIDENT AS USED IN THISTHI CHAPTER SHALL MEAN ANY PERSON WHO HAS BEEN

BONAFIDE RESIDENT OF THE STATE OF WASHINGTON FOR PERIOD OF NINETY DAYSDAY PRIOR

TO SUCH EMPLOYMENT PROVIDED THAT IN CONTRACTSCONTRACT INVOLVING THE EXPENDITURE OF

FEDERALAID FUNDSFUND THISTHI CHAPTER SHALL NOT BE ENFORCED IN SUCH MANNER TO CONFLICT

WITH OR BE CONTRARY TO THE FEDERAL STATUTESSTATUTE RULESRULE AND REGULATIONSREGULATION PRESCRIBING

LABOR PREFERENCE TO HONORABLY DISCHARGED SOLDIERSSOLDIER SAILORSSAILOR AND MARINESMARINE OR

PROHIBITING AS UNLAWFUL ANY OTHER PREFERENCE OR DISCRIMINATION AMONG THE

CITIZENSCITIZEN OF THE UNITED STATES

SECTION 13 PUBLIC WORKSWORK WAGESWAGE

THE PREVAILING RATE OF WAGE TO BE PAID TO ALL WORKMEN LABORERSLABORER OR MECHANICSMECHANIC

EMPLOYED IN THE PERFORMANCE OF ANY PART OF THISTHI CONTRACT SHALL BE IN ACCORDANCE

WITH THE PROVISIONSPROVISION OF CHAPTER 3912 RCW AS AMENDED AND THE RULESRULE AND

REGULATIONSREGULATION OF THE DEPARTMENT OF LABOR AND INDUSTRIES THE RULESRULE AND

REGULATIONSREGULATION OF THE DEPARTMENT OF LABOR AND INDUSTRIESINDUSTRIE AND THE SCHEDULE OF PREVAILING

WAGE RATESRATE FOR THE LOCALITY OR LOCALITIESLOCALITIE WHERE THISTHI CONTRACT WILL BE PERFORMED AS

DETERMINED BY THE INDUSTRIAL STATISTICIAN OF THE DEPARTMENT OF LABOR AND INDUSTRIESINDUSTRIE
ARE BY REFERENCE MADE PART OF THISTHI CONTRACT AS THOUGH FULLY SET FORTH HEREIN

THE REQUIREMENTSREQUIREMENT FOR SUBMITTING THE STATEMENT OF INTENT TO PAY PREVAILING WAGESWAGE
THE AFFIDAVIT OF WAGESWAGE PAID AND THE RELEASE FOR THE PROTECTION OF PROPERTY

OWNERSOWNER AND GENERAL CONTRACTOR SHALL BE AS STATED IN SECTION L079 AND SECTION

10710 OF THE STATE STANDARD SPECIFICATIONS IT WILL BE THE RESPONSIBILITY OF

THE CONTRACTOR TO REQUIRE ALL SUBCONTRACTORSSUBCONTRACTOR TO SUBMIT THE PROPER STATEMENTS

THE CONTRACTOR OR SUBCONTRACTOR WILL BE REQUIRED TO SUBMIT ANY AND ALL FEESFEE
REQUIRED FOR THE STATEMENT OF INTENT TO PAY PREVAILING WAGESWAGE AND THE AFFIDAVITSAFFIDAVIT
OF WAGESWAGE PAID SAID FEESFEE SHALL ACCOMPANY EACH STATEMENT OR AFFIDAVIT AND SHALL

BE MADE PAYABLE TO THE DEPARTMENT OF LABOR AND INDUSTRIES

REVISED 81983
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GENERAL CONDITIONSCONDITION CONTINUED

SECTION 14 CONTRACTORSCONTRACTOR INSURANCE

THE FIRST AND SECOND PARAGRAPHSPARAGRAPH OF SECTION 10718 OF THE STATE STANDARD

SPECIFICATIONSSPECIFICATION IS HEREBY DELETED AND THE FOLLOWING SUBSTITUTED THEREFORE

THE CONTRACTOR SHALL OBTAIN AND KEEP IN FORCE DURING THE TERM OF THE

CONTRACT PUBLIC LIABILITY AND PROPERTY DAMAGE INSURANCE WITH COMPANIESCOMPANIE
OR THROUGH SOURCESSOURCE APPROVED BY THE STATE INSURANCE COMMISSIONER

PURSUANT TO TITLE 48 RCW

KING COUNTY ITS ELECTED AND APPOINTED OFFICIALSOFFICIAL AND ITS EMPLOYEESEMPLOYEE
SHALL BE NAMED AS AN ADDITIONAL INSURED IN ANY SUCH PUBLIC LIABILITY

INSURANCE POLICY

SECTION 15 PROSECUTION PROGRESSPROGRES

IN ACCORDANCE WITH SECTION 1083 OF THE STATE STANDARD SPECIFICATIONSSPECIFICATION THE

CONTRACTOR SHALL PREPARE AND SUBMIT THE PROGRESSPROGRES SCHEDULE IN THE FORM OF BAR

GRAPHSGRAPH DEVELOPED UNDER THE CRITICAL PATH METHOD PERT OR OTHER SIMILAR

METHODS

DELETE THE FOLLOWING IN SECTION 1083 OF THE STATE STANDARD SPECIFICATIONSSPECIFICATION
AFTER BEING AWARDED THE CONTRACT AND REPLACE WITH AFTER RECEIPT OF THE

NOTICE OF SELECTION

DELETE THE FOLLOWING IN SECTION 1084 OF THE STATE STANDARD SPECIFICATIONSSPECIFICATION
DATE OF EXECUTION AND REPLACE WITH RECEIPT OF THE NOTICE TO PROCEED

DELETE THE SECOND SENTENCE OF THE FIRST PARAGRAPH OF SECTION 1085 OF THE

STATE STANDARD SPECIFICATIONSSPECIFICATION AND REPLACE WITH THE CONTRACT TIME SHALL

START WITHIN 10 DAYSDAY AFTER THE RECEIPT OF THE NOTICE TO PROCEED OR THE DATE

THE CONTRACTOR BEGINSBEGIN WORK WHICHEVER IS SOONER THE CONTRACTOR SHALL NOT

BEGIN WORK UNTIL RECEIPT OF THE NOTICE TO PROCEED

SECTION 16 SOURCE OF MATERIAL

NO SOURCE OF MATERIAL HAS BEEN PROVIDED FOR THISTHI PROJECT THE CONTRACTOR SHALL

MADE HIS OWN ARRANGEMENTSARRANGEMENT TO OBTAIN THESE MATERIALSMATERIAL AT HIS OWN EXPENSE AND ALL

COSTSCOST OF ACQUIRING PRODUCING AND PLACING THE MATERIAL IN THE FINISHED WORK

SHALL BE CONSIDERED INCIDENTAL TO THE UNIT BID ITEMSITEM INVOLVED

SECTION 17 CERTIFICATION OF MANUFACTURED MATERIALSMATERIAL

CERTIFICATION OF MANUFACTURED MATERIAL SHALL BE SUPPLIED TO THE PROJECT

INSPECTOR BEFORE ANY PAYMENT WILL BE MADE FOR THAT ITEM OF WORK
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GENERAL CONDITIONSCONDITION CONTINUED

SECTION 18 OFFSHORE ITEMSITEM

IN COMPLIANCE WITH THE PROVISIONSPROVISION OF CHAPTER 139 LAWSLAW OF 1967 THE CONTRACTOR

SHALL FURNISH UPON COMPLETION OF THE CONTRACT STATEMENT CERTIFIED BY THE

CONTRACTOR SETTING FORTH THE NATURE AND SOURCE OF OFFSHORE ITEMSITEM IN EXCESSEXCES
OF 2500 WHICH HAVE BEEN UTILIZED IN THE PERFORMANCE OF THE CONTRACT THE

TERM OF FSHORE ITEMSITEM MEANSMEAN THOSE ITEMSITEM PROCURED FROM SOURCESSOURCE BEYOND THE

TERRITORIAL BOUNDARIESBOUNDARIE OF THE UNITED STATESSTATE INCLUDING ALASKA AND HAWAII

SECTION 19 WORK AREA

CONTRACTOR SHALL CONFINE OPERATIONSOPERATION AND STORAGE TO WORK AREA WORK AREA FOR

ALL WORK SHALL BE AS SHOWN ON THE DRAWINGS IN THOSE LOCATIONSLOCATION WHERE

EXISTING VEGETATION OR IMPROVEMENTSIMPROVEMENT ARE WITHIN THISTHI AREA THE CONTRACTOR

MUST WORK AROUND THE MATERIAL

SECTION 20 MATERIAL AND EQUIPMENT STOCKPILE LOCATIONSLOCATION

STOCKPILE MATERIALSMATERIAL AND EQUIPMENT ONLY ON APPROVED AREASAREA OF THE SITE SUBMIT

LIST OF STOCKPILE SITESSITE FOR APPROVAL BEFORE MATERIAL IS DELIVERED STOCKPILE

AREASAREA SHALL NOT ENDANGER OR INHIBIT THE PUBLIC USERSUSER OF THE SITE OUTSIDE THE

WORK AREA IN ANY WAY

SECTION 21 BARRICADESBARRICADE AND SIGNSSIGN

THE CONTRACTOR AT HIS OWN EXPENSE SHALL ERECT AND MAINTAIN ALL BARRICADESBARRICADE
GUARDSGUARD STANDARD CONSTRUCTION SIGNSSIGN WARNING SIGNSSIGN AND DETOUR SIGNSSIGN AS MAY

BE NECESSARY TO PROTECT AND SAFEGUARD THE PUBLIC AT ALL TIMESTIME FROM INJURY

OR DAMAGE AS RESULT OF THE CONTRACTORSCONTRACTOR OPERATIONS

SECTION 22 INSPECTION BY OWNERSOWNER ENGINEER

ALL MATERIALSMATERIAL FURNISHED BY THE CONTRACTOR SHALL BE SUBJECT TO THE INSPECTION

AND APPROVAL OF THE ENGINEER AT ANY TIME DURING THE PROGRESSPROGRES OF THE WORK AND

UNTIL FINAL COMPLETION THEREOF THE MATERIALSMATERIAL SHALL BE DELIVERED BY THE

CONTRACTOR SUFFICIENT LENGTH OF TIME IN ADVANCE OF THE WORK TO ENABLE THE

ENGINEER TO MAKE PROPER TESTSTEST AND INSPECTION AS SOON AS MATERIALSMATERIAL HAVE BEEN

TESTED AND INSPECTED THE CONTRACTOR SHALL IMMEDIATELY REMOVE ALL REJECTED
MATERIALSMATERIAL FROM THE WORK AND TO SUCH PLACE DISTANT THEREFROM AS THE ENGINEER

MAY REQUIRE BUT THE NEGLECT OR FAILURE ON THE PART OF THE ENGINEER TO CONDEMN

OR REJECT INFERIOR MATERIALSMATERIAL OR WORK SHALL NOT BE AS CONSTRUED TO IMPLY AN

ACCEPTANCE OF THE MATERIALSMATERIAL OR WORK THE CONTRACTOR SHALL FURNISH AT HIS OWN

EXPENSE SUCH LABOR AS MAY BE REQUIRED TO ENABLE THE ENGINEER TO MAKE

THOROUGH INSPECTION OF THE MATERIALSMATERIAL FOR APPROVAL OR REJECTION
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GENERAL CONDITIONSCONDITION CONTINUED

SECTION 23 CONTRACTORSCONTRACTOR REPRESENTATIVE ON THE WORK

THE CONTRACTOR SHALL AT ALL TIMESTIME WHEN THE WORK IS IN PROGRESSPROGRES MAINTAIN

SUITABLY EQUIPPED FIELD OFFICE IN THE VICINITY OF THE WORK PROVIDED WITH

TELEPHONE AND AT ALL TIMESTIME THERE SHALL BE REPRESENTATIVE OF THE

CONTRACTOR IN CHARGE OF SUCH OFFICE AND OF THE WORK WHO IS DULY AUTHORIZED

TO RECEIVE ORDERSORDER DIRECTIONSDIRECTION AND INSTRUCTIONSINSTRUCTION OF THE ENGINEER AND PUT THEM

INTO EFFECT

THISTHI REPRESENTATIVE SHALL BE RESPONSIBLE AGENT OF THE CONTRACTOR AND ANY

ORDERSORDER DIRECTIONSDIRECTION OR INSTRUCTIONSINSTRUCTION GIVEN TO HIM SHALL BE DEEMED TO HA
BEEN GIVEN TO THE CONTRACTOR THE SAME AS THOUGH THEY HAD BEEN GIVEN TO HIM

PERSONALLY

SECTION 24 USE AND OCCUPANCY PRIOR TO COMPLETION

KING COUNTY RESERVESRESERVE THE RIGHT TO USE AND OCCUPY ANY PORTION OF THISTHI IMPROVE
MENT WHICH HAS BEEN COMPLETED SUFFICIENTLY TO PERMIT USE AND OCCUPANCY AND

SUCH USE SHALL NOT BE CONSTRUED AS AN ACCEPTANCE OF THE WORK OR ANY PART

THEREOF AND ANY CLAIMSCLAIM WHICH KING COUNTY MAY HAVE AGAINST THE CONTRACTOR

SHALL NOT BE DEEMED TO HAVE BEEN WAIVED BY SUCH OCCUPANCY

SECTION 25 CHANGESCHANGE IN PLANSPLAN OR QUANTITIESQUANTITIE

THE OWNER SHALL HAVE RIGHT TO MAKE ANY REASONABLE CHANGE IN THE PLANSPLAN OR

QUANTITIESQUANTITIE UPON THE RECOMMENDATION OF THE ENGINEER THAT MAY BE HEREAFTER
DETERMINED UPON AS NECESSARY OR EXPEDIENT EITHER BEFORE OR AFTER THE BEGINNING
OF THE WORK BY DEFINING THEM IN WRITING AND IN CASE SUCH ALTERATIONSALTERATION ON UNIT

PRICE CONTRACTSCONTRACT INCREASE OR DIMINISH THE APPROXIMATE QUANTITIESQUANTITIE AS STATED IN

THE SCHEDULE THEN THE CONTRACTOR SHALL BE PAID FOR THE WORK ACTUALLY DONE AT

THE CONTRACT PRICE THAT IS SPECIFIED IN THE PROPOSAL AND SUCH ALTERATIONSALTERATION
SHALL NOT CONSTITUTE CLAIM FOR DAMAGESDAMAGE NOR SHALL ANY CLAIM BE MADE ON ACCOUNT

OF ANTICIPATED PROFITSPROFIT ON THE WORK THAT MAY BE ALTERED OR DISPENSED WITH

SECTION 26 CHANGESCHANGE IN WORK AND EXTRA WORK

THE RIGHT IS RESERVED WITHOUT IMPAIRING THE CONTRACT TO ORDER THE PERFORMANCE
OF SUCH EXTRA WORK OF CLASSCLAS NOT CONTEMPLATED IN THE PROPOSAL AS MAY BE

CONSIDERED NECESSARY TO COMPLETE FULLY AND SATISFACTORILY THE WORK INCLUDED

IN THE CONTRACT SUCH CHANGESCHANGE AND EXTRA WORK SHALL BE DONE IN ACCORDANCE WITH

THE CONTRACT DOCUMENTSDOCUMENT INSOFAR AS THE CONTRACT DOCUMENTSDOCUMENT ARE APPLICABLE AND

SHALL BE PAID FOR AS PROVIDED HEREIN IN THE EVENT OF ANY SUCH CHANGESCHANGE OR

EXTRA WORK OF CLASSCLAS NOT COVERED BY THE PRICESPRICE INCLUDED IN THE CONTRACT

DOCUMENTSDOCUMENT THE BASISBASI OF PAYMENT SHALL BE AGREED UPON IN WRITING BETWEEN THE

PARTIESPARTIE IN THE CONTRACT BEFORE SUCH WORK IS DONE WHERE SUCH METHOD OF PAYMENT

CANNOT BE AGREED UPON PRIOR TO THE BEGINNING OF THE WORK THEN SUCH WORK SHALL

BE PERFORMED BY THE CONTRACTOR ON THE BASISBASI OF FORCE ACCOUNT IN ACCORDANCE WITH

SECTION 1096 OF THE STATE STANDARD SPECIFICATIONS
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GENERAL CONDITIONSCONDITION CONTINUED

SECTION 27 DEFECTIVE WORK

THE CONTRACTOR UPON BEING NOTIFIED BY THE ENGINEER SHALL REMOVE OR CONSTRUCT
OR MAKE GOOD WITHOUT COST TO THE COUNTY ANY WORK WHICH THE ENGINEER MAY DEEM

TO HAVE BEEN DEFECTIVELY EXECUTED

SECTION 28 ASSIGNMENT OF CONTRACT AND SUBLETTING

FOR THE PURPOSESPURPOSE OF THISTHI CONTRACT THE PROVISIONSPROVISION OF SECTION 1082 OF THE

STATE STANDARD SPECIFICATIONSSPECIFICATION SHALL BE AMENDED AS FOLLOWSFOLLOW

THE CONTRACTOR SHALL NOT ASSIGN THISTHI CONTRACT NOR ANY PART THEREOF NOR

MONEYSMONEY DUE OR TO BECOME DUE THEREUNDER WITHOUT THE PRIOR WRITTEN APPROVAL

OF THE OWNER THE CONTRACTOR SHALL NOT SUBLET ANY PART OF THISTHI CONTRACT

WITHOUT FIRST HAVING OBTAINED THE WRITTEN CONSENT OF THE OWNER TO DO SO
IN THE EVENT SUCH CONSENT BE GIVEN IT SHALL IN NO WAY RELEASE THE

CONTRACTOR FROM ANY RESPONSIBILITY BUT HE SHALL BE HELD IN ALL RESPECTSRESPECT
ACCOUNTABLE FOR THE SAME AS IF NO CONSENT HAD BEEN GIVEN THE CONTRACTOR

WILL BE REQUIRED TO GIVE HIS PERSONAL ATTENTION TO THE WORK WHICH IS SUBLET

IN ORDER THAT THE OWNER MAY HAVE AMPLE OPPORTUNITY TO EXAMINE INTO THE

QUALIFICATIONSQUALIFICATION OF THE SUBCONTRACTOR THE CONTRACTOR SHALL AT THE EARLIEST

PRACTICABLE TIME NOTIFY THE OWNER OF THE NAME AND QUALIFICATIONSQUALIFICATION OF THE

SUBCONTRACTOR TO WHOM HE PROPOSESPROPOSE TO AWARD ANY SUBCONTRACT IN CONNECTION

WITH THE WORK NOTIFICATION TO THE OWNER BY THE CONTRACTOR OF HIS INTENT

TO SUBLET PART OF THE WORK SHALL BE MADE BY UTILIZING KING COUNTY FORM

NO KCEL2 REQUEST FOR APPROVAL OF SUBCONTRACTORSSUBCONTRACTOR OR AGENTS

BEFORE THE CONTRACTOR SHALL MAKE ANY AGREEMENT WITH ANY INTENDED SUB
CONTRACTOR OR AGENT HE MUST FIRST HAVE RECEIVED FROM THE OWNERSOWNER ENGINEER
AN APPROVED COPY OF THE ABOVENAMED KING COUNTY FORM KCEL2

THE APPROVAL BY THE OWNER OF THE AWARD OF SUBCONTRACT SHALL NOT CREATE

ANY CONTRACTURAL RELATIONSRELATION BETWEEN THE SUBCONTRACTOR AND THE OWNER THE

CONTRACTOR SHALL BIND THE SUBCONTRACTOR TO THE TERMSTERM AND CONDITIONSCONDITION OF

THE CONTRACT DOCUMENTSDOCUMENT INSOFAR AS THE TERMSTERM AND CONDITIONSCONDITION MAY CONTROL

THE WORK INCLUDED IN THE SUBCONTRACT NO AWARD OF SUBCONTRACT TO ANY
SUBCONTRACTOR WHO IN THE JUDGMENT OF THE ENGINEER IS INCOMPETENT OR

UNFIT WILL BE APPROVED

ALL OTHER PROVISIONSPROVISION OF SECTION 108 OF THE STATE STANDARD SPECIFICATIONSSPECIFICATION NOT

IN CONFLICT WITH THE ABOVE SHALL APPLY TO THISTHI CONTRACT

SECTION 29 DECISION OF ENGINEER FINAL

ANY QUESTION OF DIFFERENCE OR CONTROVERSIESCONTROVERSIE WHICH MAY ARISE BETWEEN THE OWNER

AND THE CONTRACTOR WITH REFERENCE TO THE PERFORMANCE OR NONPERFORMANCE OF THE

WORK OR WITH REFERENCE TO DELAYSDELAY OR PENALTIESPENALTIE OR RELATING TO PLANSPLAN PROFILESPROFILE
SPECIFICATIONSSPECIFICATION OR TECHNICAL SUFFICIENCY OF MATERIALSMATERIAL FURNISHED OR THE WORK

DONE UNDER THISTHI CONTRACT SHALL BE REFERRED TO THE ENGINEER WHOSE DECISION

SHALL BE FINAL AND CONCLUSIVE ON BOTH PARTIES THE ENGINEER HAS AUTHORITY TO

INSURE THE PROPER EXECUTION OF THE CONTRACT

8

KCSIIP4 37150



GENERAL CONDITIONSCONDITION CONT INUCI

SECTION 30 NOTICE SERVICE THEREOF

WHENEVER IN THISTHI CONTRACT PROVISION IS MADE FOR NOTICE TO BE GIVEN BY THE

OWNER TO THE CONTRACTOR SUCH NOTICE SHALL BE IN WRITING AND SERVICE THEREOF

MAY BE MADE BY THE OWNER OR HIS DULY AUTHORIZED REPRESENTATIVE ON THE CONTRACTOR

IN PERSON OR BY MAILING SUCH NOTICE TO HIS LAST KNOWN ADDRESS

SECTION 31 STATE SALESSALE TAX

THE CONTRACTOR SHALL NOT INCLUDE KING COUNTYSCOUNTY OBLIGATION FOR WASHINGTON STATE

AND LOCAL SALESSALE TAXES KING COUNTY WILL PAY THE WASHINGTON STATE SALESSALE TXESTXE
ONLY ON THE TOTAL CONTRACT PRICE

SECTION 32 PAYMENT

THE LUMP SUM BID OR UNIT CONTRACT PRICE FOR EACH PAY ITEM MULTIPLIED BY THE

NUMBER OF UNITSUNIT APPROVED SHALL BE FULL COMPENSATION FOR ALL COSTSCOST OF

COMPLETING THE ITEM SPECIFIED

SECTION 33 RETAINED PERCENTAGE FUNDSFUND RELEASE

THE CONTRACTOR SHALL COMPLY WITH SECTION 14 CHAPTER 260 LAWSLAW OF 1981 AND

RCW 6028010 AS FOLLOWSFOLLOW

CONTRACTSCONTRACT FOR PUBLIC IMPROVEMENTSIMPROVEMENT OR WORK OTHER THAN FOR PROFESSIONAL SERVICESSERVICE
BY THE STATE OR ANY COUNTY CITY TOWN DISTRICT BOARD OR OTHER PUBLIC BODY
HEREIN REFERRED TO AS PUBLIC BODY SHALL PROVIDE AND THERE SHALL BE RESERVED

BY THE PUBLIC BODY FROM THE MONEYSMONEY EARNED BY THE CONTRACTOR ON ESTIMATESESTIMATE DURING

THE PROGRESSPROGRES OF THE IMPROVEMENT OR WORK SUM NOT TO EXCEED FIVE PERCENT SAID

SUM TO BE RETAINED BY THE STATE COUNTY CITY TOWN DISTRICT BOARD OR OTHER

PUBLIC BODY AS TRUST FUND FOR THE PROTECTION AND PAYMENT OF ANY PERSON OR

PERSONSPERSON MECHANIC SUBCONTRACTOR OR MATERIALMAN WHO SHALL PERFORM ANY LABOR

UPON SUCH CONTRACT OR THE DOING OF SAID WORK AND ALL PERSONSPERSON WHO SHALL SUPPLY

SUCH PERSON OR PERSONSPERSON OR SUBCONTRACTORSSUBCONTRACTOR WITH PROVISIONSPROVISION AND SUPPLIESSUPPLIE FOR THE

CARRYING ON OF SUCH WORK AND THE STATE WITH RESPECT TO TAXESTAXE IMPOSED PURSUANT

TO TITLE 82 RCW WHICH MAY BE DUE FROM SUCH CONTRACTOR EVERY PERSON PERFORMING

LABOR OR FURNISHING SUPPLIESSUPPLIE TOWARD THE COMPLETION OF SAID IMPROVEMENT OR WORK

SHALL HAVE LIEN UPON SAID MONEYSMONEY SO RESERVED PROVIDED THAT SUCH NOTICE OF

THE LIEN OF SUCH CLAIMANT SHALL BE GIVEN IN THE MANNER AND WITHIN THE TIME

PROVIDED IN RCW 3908030 AS NOW EXISTING AND IN ACCORDANCE WITH ANY AMEND
MENTSMENT THAT MAY HEREAFTER BE MADE THERETO PROVIDED FURTHER THAT THE BOARD
COUNCIL COMMISSION TRUSTEESTRUSTEE OFFICER OR BODY ACTING FOR THE STATE COUNTY

OR MUNICIPALITY OR OTHER PUBLIC BODY AT ANY TIME AFTER FIFTY PERCENT OF

THE ORIGINAL CONTRACT WORK HAS BEEN COMPLETED IF IT FINDSFIND THAT SATISFACTORY

PROGRESSPROGRES IS BEING MADE MAY MAKE ANY OF THE PARTIAL PAYMENTSPAYMENT WHICH WOULD

OTHERWISE BE SUBSEQUENTLY MADE IN FULL BUT IN NO EVENT SHALL THE AMOUNT

TO BE RETAINED BE REDUCED TO LESSLES THAN FIVE PERCENT OF THE AMOUNT OF THE

MONEYSMONEY EARNED BY THE CONTRACTOR PROVIDED THAT THE CONTRACTOR MAY REQUEST
THAT RETAINAGE BE REDUCED TO ONE HUNDRED PERCENT OF THE VALUE OF THE WORK

REMAINING ON THE PROJECT AND THIRTY DAYSDAY AFTER COMPLETION AND ACCEPTANCE

REVISED 82383
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GENERAL CONDITIONSCONDITION CONTINUED

OF ALL CONTRACT WORK OTHER THAN LANDSCAPING MAY RELEASE AND PAY IN FULL THE

AMOUNTSAMOUNT RETAINED DURING THE PERFORMANCE OF THE CONTRACT OTHER THAN CONTINUING

RETENTION OF FIVE PERCENT OF THE MONEYSMONEY EARNED FOR LANDSCAPING SUBJECT TO THE

PROVISIONSPROVISION OF RCW 6028020

SECTION 34 HOLD HARIILESSHARIILES CLAUSE

THE CONTRACTOR AGREESAGREE TO PROTECT AND SAVE KING COUNTY ITS ELECTED AND

APPOINTED OFFICIALSOFFICIAL AND EMPLOYEESEMPLOYEE HARMLESSHARMLES FROM AND AGAINST ALL CLAIMSCLAIM
DEMANDSDEMAND AND CAUSESCAUSE OF ACTION OF ANY KIND OR CHARACTER INCLUDING THE COST

OF DEFENSE THEREOF ARISING IN FAVOR OF THE CONTRACTORSCONTRACTOR EMPLOYEESEMPLOYEE OR

THIRD PARTIESPARTIE IN CONNECTION WITH CONTRACTORSCONTRACTOR ACTIVITIESACTIVITIE ON THISTHI PROJECT
EXCEPT WHEN SUCH FAULT IS SOLELY AND ENTIRELY THE FAULT OF KING COUNTY OR

ITS ABOVENAMED OFFICIALSOFFICIAL AND EMPLOYEES
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SPECIAL PROVISIONSPROVISION

THE FOLLOWING SPECIAL PROVISIONSPROVISION ARE IN ADDITION TO THE GENERAL CONDITIONSCONDITION

AND ARE FULLY CONSIDERED AS PART OF THE AGREEMENT BETWEEN THE CONTRACTOR AND

KING COUNTY

SECTION SCOPE OF WORK

THE PROJECT INVOLVESINVOLVE REPAIR OF THE EXISTING RUNWAY INCLUDING 4608 LINEAR

FT OF SPALL REPAIRSREPAIR 50 SQ YD OF ASPHALT REPAIRSREPAIR FABRIC TREATMENT OF

105486 LINEAR FT OF JOINTSJOINT ARID CRACKSCRACK REPLACEMENT OF 336 SQ YD OF DAMAGED

PORTLAND CEMENT CONCRETE IPCC 967 SQ YD OF SLABSSLAB ASPHALT CONCRETE

PAVEMENT REMOVAL 3074 LINEAR FT OF AC CRACK REPAIRSREPAIR AND 1001 LINEAR FT

OF INTERFACE REPAIRSREPAIR BETWEEN PCCAC PAVEMENTSPAVEMENT 42800 TONSTON OF ASPHALT CON
CRETE PAVEMENT OVERLAY OF THE EXISTING RUNWAY PAVEMENT MARKINGSMARKING AND SURFACE

TREATMENT GROOVING OR POROUSPOROU FRICTION COURSE OF THE NEW SURFACE TO MINIMIZE

HYDROPL ANI NG

SECTION MODIFICATIONSMODIFICATION TO GENERAL CONDITIONSCONDITION

1 SECTION 1 DELETE THE FIRST PARAGRAPH AND ADD THE FOLLOWING PARAGRAPH

THE PRINCIPAL REFERENCE ON THISTHI PROJECT IS THE STANDARD SPECIFI
CATIONSCATION FOR ROAD BRIDGE AND MUNICIPAL CONSTRUCTION ISSUED BY

THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION AND THE AMERICAN

PUBLIC WORKSWORK ASSOCIATION WASHINGTON STATE CHAPTER 1984 EDITION
AND ADOPTED BY THE KING COUNTY COUNCIL HEREAFTER CITED AS THE

STANDARD SPECIFICATIONS

2 WHENEVER REFERENCE IS MADE IN THE GENERAL CONDITIONSCONDITION TO STATE STANDARD

SPECIFICATIONSSPECIFICATION SUCH REFERENCE SHALL BE CONSTRUED TO MEAN STANDARD

SPECIFICATIONS

3 WHENEVER REFERENCE IS MADE IN THE GENERAL CONDITIONSCONDITION TO COUNTY ROAD

ENGINEER SUCH REFERENCE SHALL BE CONSTRUED TO MEAN AIRPORT ENGINEER

4 SECTION 16 CHANGE THE SECOND LINE TO READ MAKE HIS OWN ARRANGE
MENTSMENT TO OBTAIN THESE MATERIALSMATERIAL AT HIS OWN EXPENSE AND ALL

SECTION LINESLINE AND GRADESGRADE

THE ENGINEER SHALL PROVIDE ADEQUATE SURVEY INFORMATION FOR THE COMPLETION OF

THISTHI PROJECT THISTHI INFORMATION INCLUDESINCLUDE CENTERLINE STAKESSTAKE FOR THE RUNWAY
OFFSET STAKESSTAKE TO LOCATE AND DEFINE THE IMPORTANT DETAILSDETAIL OF NEW PAVING WORK
ELEVATION STAKESSTAKE AND FILL AMOUNTSAMOUNT AT KEY POINTSPOINT FOR PRELEVELING LEVELING
AND FINISH COURSESCOURSE FOR THE ASPHALT CONCRETE PAVING AND CONTROL POINTSPOINT FOR

THE PAVEMENT MARKINGS

SPECIAL PROVISIONSPROVISION
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THE CONTRACTOR SHALL FURNISH ASSISTANCE TO THE ENGINEER IN CHECKING DEPTHSDEPTH
AND MEASURING QUANTITIESQUANTITIE FOR PAYMENT PURPOSES

THE CONTRACTOR MAY AT HIS OWN EXPENSE FURNISH ADDITIONAL SURVEY INFORMATION

TO AID HIM IN THE CONSTRUCTION OF THE PROJECT BEYOND THE INFORMATION PROVIDED

BY THE ENGINEER

SECTION SAFETY PROVISIONSPROVISION

ALL SIGNSSIGN BARRICADESBARRICADE TRAFFIC CONESCONE FLAGSFLAG FLAGMEN LIGHTSLIGHT OR MARKINGSMARKING
MAY BE NECESSARY TO PROTECT TRAFFIC AND THE WORK IN PROGRESSPROGRES WILL BE PROVIDED
INSTALLED AND MAINTAINED BY THE CONTRACTOR IT SHALL REMAIN THE SOLE

RESPONSIBILITY OF THE CONTRACTOR TO ENSURE THAT ALL SAFETY PROVISIONSPROVISION NECESNECE
SARY TO PROTECT TRAFFIC AND THE WORK IN PROGRESSPROGRES BE CARRIED OUT DURING THE

PERIOD OF CONSTRUCTION CLOSE COOPERATION WILL BE REQUIRED OF THE CONTRACTOR

WITH THE ENGINEER AND THE OPERATING REPRESENTATIVESREPRESENTATIVE OF THE AIRPORT TO ENSURE

THAT ALL SAFETY PRECAUTIONSPRECAUTION ARE CARRIED OUT

THE CONTRACTOR SHALL COMPLY WITH ALL SAFETY RULESRULE AND REGULATIONSREGULATION REQUIRED

BY THE AIRPORT MANAGER DURING THE CONSTRUCTION PERIOD FAA REQUIREMENTSREQUIREMENT FOR

GROUND TRAFFIC CONTROL ON THE AIRPORT SHALL BE STRICTLY ADHERED TO THE

CONTRACTOR SHALL MAINTAIN CONSTANT RADIO CONTROL AT ALL TIMESTIME OF VEHICLESVEHICLE

WORKING WITHIN 150 FT OF ACTIVE RUNWAYTAXIWAY PAVEMENTS THE ENGINEER AND

HIS DESIGNATED REPRESENTATIVESREPRESENTATIVE WILL HAVE RADIO COMMUNICATION WITH THE AIRPORT

CONTROL TOWER ON THE GROUND CONTROL FREQUENCY

INSTRUCTIONSINSTRUCTION FROM THE TOWER WILL BE RELAYED TO THE CONTRACTORSCONTRACTOR SUPERINTEN
DENT OR FOREMAN IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTORSCONTRACTOR

SUPERINTENDENT OR FOREMAN TO IMMEDIATELY RELAY THE INSTRUCTIONSINSTRUCTION TO ALL

CONSTRUCTION VEHICLESVEHICLE IN THE AREA CONCERNED THROUGH THE CONTRACTORSCONTRACTOR OWN

RADIO COMMUNICATION SYSTEM WHETHER DIRECTLY TO EACH VEHICLE OR RELAYED TO

EACH VEHICLE BY FOREMAN FLAGMAN OR OTHER PERSONNEL WITH RADIOS

THE CONTRACTOR SHALL STRICTLY ADHERE TO THE USE OF THE HAUL ROUTESROUTE THAT ARE

SHOWN IN THE PLANSPLAN OR AS MAY BE AGREED UPON AT THE PRECONSTRUCTION
CONFERENCE

WHEN NOT IN USE DURING WORKING HOURSHOUR AND AT ALL OTHER TIMESTIME ALL EQUIPMENT

SHALL BE KEPT CLEAR OF RUNWAYSRUNWAY TAXIWAYSTAXIWAY APRONSAPRON OR ROADWAY LIMITSLIMIT AND IF

OVER FT HIGH 150 FT FROM PAVEMENT EDGE OF RUNWAYSRUNWAY AND TAXIWAYS

THE CONTRACTOR SHALL REMOVE ANY MATERIALSMATERIAL OR DEBRISDEBRI FROM THE ACTIVE RUNWAYSRUNWAY
TAXIWAYSTAXIWAY APRONSAPRON AND ROADWAYSROADWAY IN PROMPT MANNER AS THEY MAY BE DEPOSITED

AS RESULT OF THE CONSTRUCTION OF THISTHI PROJECT THE CONTRACTOR SHALL BE

REQUIRED TO TAKE IMMEDIATE STEPSSTEP TO REMOVE THISTHI DEBRISDEBRI IF IN THE OPINION OF

THE ENGINEER THE DEBRISDEBRI REPRESENTSREPRESENT HAZARDOUSHAZARDOU CONDITION AT THE END OF

EACH WORKING DAY THE CONTRACTOR SHALL INSPECT THE WORK SITE TO BE SURE THAT

ALL WARNING DEVICESDEVICE SIGNSSIGN AND BARRICADESBARRICADE ARE PROPERLY INSTALLED AND WORKING
AND THAT THE ACTIVE RUNWAYSRUNWAY TAXIWAYSTAXIWAY APRONSAPRON AND ROADWAYSROADWAY AFFECTED BY THISTHI
PROJECT ARE CLEAN AND FREE OF DEBRIS

AIRCRAFT SHALL HAVE THE RIGHT OF WAY UNDER ALL CIRCUMSTANCES

SPECIAL PROVISIONSPROVISION
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IT IS PROHIBITED TO USE RUNWAYSRUNWAY OR TAXIWAYSTAXIWAY OR ADJACENT FIELD AREASAREA EXCEPT

AS SPECIFICALLY SHOWN AN THE DRAWINGSDRAWING FOR BORROW HAUL PAVING AND THE

INSTALLATION OF DRAINAGE ITEMS IT IS EMPHASIZED THAT THE CONTRACTORSCONTRACTOR

AUTHORITY TO OPERATE DOESDOE NOT EXTEND TO ACTIVE TAXIWAYSTAXIWAY EXCEPT ALONG ESTAB
LISHED HAUL ROUTES THE AIRPORT OPERATIONSOPERATION DEPARTMENT WILL CONTINUE TO

PROVIDE RADIO CAR ESCORT WHEN OPERATIONSOPERATION ON ACTIVE TAXIWAYSTAXIWAY ARE REQUIRED AND

FOR ALL OUTSIZED EQUIPMENT CRANESCRANE EARTH MOVERSMOVER LARGE TRUCKSTRUCK ETC
MOVING OVER THE RAMP BETWEEN WORK SITES

THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR DAMAGE TO SAID RUNWAYSRUNWAY TAX
WAYSWAY APRONSAPRON ROADWAYSROADWAY AND HIGHWAYSHIGHWAY AND SHALL REPAIR SAME AT HIS WN
EXPENSE TO THE SATISFACTION OF THE ENGINEER

ALL CONTRACTOR VEHICLESVEHICLE OPERATING ON THE AIRPORT RAMP MUST BE CLEARLY IDENTI

FIABLE AS SUCH AND BE EQUIPPED WITH SIGNSSIGN PAINTED OR AFFIXED ON THE SIDESSIDE OF

THE VEHICLESVEHICLE SHOWING THE CONTRACTING FIRMSFIRM NAME THISTHI PROCEDURE APPLIESAPPLIE TO

JOB SUPERINTENDENTSSUPERINTENDENT PERSONAL VEHICLESVEHICLE AS WELL UNMARKED VEHICLESVEHICLE ENCOUNTERED

BY OUR AIRPORT PATROL WITHOUT EXCEPTION WILL BE ESCORTED OFF THE FIELD

IMMEDIATELY VEHICLESVEHICLE AND EQUIPMENT OPERATING IN THE AIRCRAFT AREASAREA OF THE

AIRPORT SHALL BE MARKED WITH CHECKERED FLAG 3FT SQUARE ON STAFF WITH

ALTERNATING 1FT SQUARESSQUARE OF INTERNATIONAL ORANGE AND WHITE

SECTION CONSTRUCTION SCHEDULE

KING COUNTY INTERNATIONAL AIRPORT IS BUSY ACTIVE AIRPORT FLIGHT AND

VEHICULAR OPERATIONSOPERATION MUST CONTINUE TO USE THOSE PORTIONSPORTION OF THE RUNWAYSRUNWAY
TAXIWAYSTAXIWAY APRONSAPRON OR ROADWAYSROADWAY NOT UNDER CONSTRUCTION THE AREASAREA FOR WHICH

THISTHI CONTRACT IS PROPOSED ARE VERY ACTIVE AND HAVE HIGH TRAFFIC VOLUME

IT IS THEREFORE ABSOLUTELY IMPERATIVE THAT SCHEDULE OF THE CONTRACTORSCONTRACTOR

OPERATIONSOPERATION BE ESTABLISHED AND MAINTAINED IN ORDER THAT RUNWAYSRUNWAY TAXIWAYSTAXIWAY
AND APRON AREASAREA BE OUT OF USE AS SHORT PERIOD AS POSSIBLE AND THAT SAFETY

STANDARDSSTANDARD BE MAINTAINED

AT THE PRECONSTRUCTION CONFERENCE THE OWNER THE FAA AND THE CONTRACTOR

SHALL MEET TO DISCUSSDISCUS THE PROJECT SCHEDULE STORAGE OF MATERIALSMATERIAL AND ANY
OTHER SPECIAL REQUIREMENTSREQUIREMENT THAT CONCERN THE PROJECT PROJECT SCHEDULE

SHALL BE PRESENTED TO THE OWNER AT THISTHI TIME THE FOLLOWING ELEMENTSELEMENT OF

PROJECT SCHEDULE SHALL BE USED ON THISTHI PROJECT

1 THE WORK ONCE STARTED SHALL PROCEED DILIGENTLY WITHOUT UNDUE GAPSGAP IN

WORK EXCEPT FOR ADVERSE WEATHER OR OTHER CAUSESCAUSE BEYOND THE CONTROL OF

THE CONTRACTOR

2 SUGGESTED CONSTRUCTION SCHEDULE FOR BASE BID AND SELECTED ALTERNATE

BASED ON SOCONSECUTIVECALEN CONSTRUCTION PERIOD AND 6DAY
WORK WEEK

PHASE START DATE COMPLETION DATE

05 AUGUST 25 AUGUST
II 19 AUGUST 29 AUGUST

III 30 AUGUST 10 SEPTEMBER

SPECIAL PROVISIONSPROVISION

KCSIIP4 37155



PHASE START DATE COMPLETION DATE

IV

DEMOBILIZATION

06 SEPTEMBER

21 SEPTEMBER

20 SEPTEMBER

23 SEPTEMBER

3 CLOSURE OF THE RUNWAY DURING PHASESPHASE II AND

USABLE LENGTH LESSLES THAN 5000 FT PHASE II
SHALL BE RESTRICTED TO MAXIMUM OF FOURTEEN

DAYSDAY AND SHALL BE SUBJECT TO LIQUIDATED DAMAGES

III WHICH RESULTSRESULT IN

AND 4970 FT PHASE III
14 CONSECUTIVE CALENDAR

4 TO ALLOW BOEING TO LAND AN INCOMING PLANE 7000 FT OF RUNWAY MUST BE

AVAILABLE ON OR ABOUT 19 SEPTEMBER 1985 THE CONTRACTOR WILL BE

ADVISED OF ANY CHANGESCHANGE IN THISTHI DATE AS SOON AS THEY ARE AVAILABLE

THE ESTIMATED DATE OF NOTICE TO PROCEED FOR THISTHI CONTRACT IS AUGUST 1985

SECTION TIME OF COMPLETION AND LIQUIDATED DAMAGESDAMAGE

BIDDERSBIDDER SHALL AGREE TO COMMENCE WORK ON OR BEFORE DATE TO BE SPECIFIED IN

WRITTEN NOTICE TO PROCEED BY KFIOUNTY AND TO COMPLETE THE PROJECT WITHIN

FIFTY 50 CONSECUTIVE CALENDAR DAYS

THE LIQUIDATED DAMAGESDAMAGE FOR FINAL COMPLETION OF THISTHI PROJECT SHALL BE ONE

THOUSAND AND NOIQO DOLLARSDOLLAR 100000 PER CALENDAR DAY THE LIQUIDATED

DAMAGESDAMAGE FOR RUNWAY CLOSURESCLOSURE DURING PHASESPHASE II AND III WHICH RESULT IN

USABLE LENGTH LESSLES THAN 5000 FT PHASE II AND 4970 FT PHASE III SHALL BE

FIVE THOUSAND AND NO100 DOLLARSDOLLAR 500000 PER CALENDAR DAY OVER FOURTEEN

14 CONSECUTIVE CALENDAR DAYS CALENDAR DAYSDAY ASSESSED FOR LIQUIDATED DAMAGESDAMAGE
DURING PHASESPHASE II AND III WILL NOT BE USED IN ASSESSING LIQUIDATED DAMAGESDAMAGE FOR

FINAL COMPLETION OF THE PROJECT USABLE LENGTH FOR ASSESSING LIQUIDATED

DAMAGESDAMAGE SHALL BE DEFINED AS THE DISTANCE BETWEEN THRESHOLD AND TEMPORARY
THRESHOLD BAR MARKINGSMARKING OUT TO OUT WHICH IS OPEN FOR AIRCRAFT USE THE

SURFACE SHALL BE CURED FREE OF DEBRISDEBRI AND FREE OF ABRUPT PAVING EDGES
THE ENGINEER SHALL MAKE THE FINAL DETERMINATION OF USABLE RUNWAY LENGTH

SECTION SCHEDULE OF DRAWINGSDRAWING

THE FOLLOWING LIST OF DRAWINGSDRAWING IS HEREBY REFERENCED AND MADE PART OF THE

CONTRACT DOCUMENTSDOCUMENT
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TITLESHEET NO

AND PROFILE

AND PROFILE

SITE PLAN

PLAN

PLAN

PLAN AND

PLAN AND

PLAN AND

PLAN AND

PLAN AND

STA

STA

STA

STA

STA

STA

STA

PROFILE

PROFILE

PROFILE

PROFILE

PROF II

000 TO 1475
1475 TO 2965
2965 TO 4450
4450 TO 5917
5917 TO 7383
7383 TO 8872
8872 TO 10185

TYPICAL PAVING SECTIONSSECTION
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SHEET NO TITLE

10 EXISTING RUNWAY PAVEMENT REPAIRSREPAIR STA 1000 TO 2000
11 EXISTING RUNWAY PAVEMENT REPAIRSREPAIR STA 2000 TO 3000
12 EXISTING RUNWAY PAVEMENT REPAIRSREPAIR STA 3000 TO 4000
13 EXISTING RUNWAY PAVEMENT REPAIRSREPAIR STA 4000 TO 5000

14 EXISTING RUNWAY PAVEMENT REPAIRSREPAIR STA 5000 TO 6000
15 EXISTING RUNWAY PAVEMENT REPAIRSREPAIR STA 6000 TO 7000
16 EXISTING RUNWAY PAVEMENT REPAIRSREPAIR STA 7000 TO 8000
17 EXISTING RUNWAY PAVEMENT REPAIRSREPAIR STA 8000 TO 9000
18 EXISTING RUNWAY PAVEMENT REPAIRSREPAIR STA 9000 TO 10000
19 EXISTING RUNWAY PAVEMENT REPAIRSREPAIR STA 10000 TO 10120
20 EXISTING RUNWAY PAVEMENT REPAIR DETAILSDETAIL
21 PAVEMENT MARKING DETAILSDETAIL

SECTION INSURANCE

AWARDED OFFEROR SHALL FURNISH COMPREHENSIVE LIABILITY INSURANCE INCLUDING

GENERAL AND AUTOMOBILE LIABILITY IN THE AMOUNT OF 1000000 COMBINED

SINGLE LIMIT WITH KING COUNTY AND ITS APPOINTED AND ELECTED OFFICIALSOFFICIAL AND

EMPLOYEESEMPLOYEE NAMED AS ADDITIONAL INSUREDS

SECTION GUARANTEE

ALL WORK UNDER THISTHI CONTRACT SHALL BE FULLY GUARANTEED FOR PERIOD OF ONE

YEAR FROM THE DATE OF FINAL ACCEPTANCE AGAINST ALL DEFECTSDEFECT IN MATERIALSMATERIAL AND

WORKMANSHIP

SECTION 10 PROTECTION OF UTILITY SERVICESSERVICE

DUE TO THE CRITICAL NATURE OF CERTAIN UTILITIESUTILITIE TO THE OPERATION OF THE

AIRPORT THE FOLLOWING SPECIAL PROVISIONSPROVISION FOR PROTECTION OF CABLESCABLE CONTROLSCONTROL
NAVAIDSNAVAID AND WEATHER BUREAU FACILITIESFACILITIE SHATRAPPLY

1 THE CONTRACTOR IS HEREBY INFORMED THAT THERE ARE INSTALLED ON THE

AIRPORT FAA NAVAIDSNAVAID INCLUDING WITHOUT LIMITATION ASR UHF AND VHF

RECEIVERSRECEIVER AND TRANSMITTERSTRANSMITTER US WEATHER BUREAU FACILITIESFACILITIE ELECTRIC

CABLESCABLE AND CONTROLSCONTROL RELATING TO NAVAID AND FACILITIESFACILITIE AND OTHER ELEC
TRIC POWER CABLESCABLE SERVING OTHER FACILITIES SUCH NAVAIDSNAVAID WEATHER

BUREAU AND OTHER FACILITIESFACILITIE AND ELECTRIC CABLESCABLE MUST BE FULLY PROTECTED

DURING THE ENTIRE CONSTRUCTION TIME WORK UNDER THISTHI CONTRACT CAN BE

ACCOMPLISHED IN THE VICINITY OF THESE FACILITIESFACILITIE AND CABLESCABLE ONLY AT

APPROVED PERIODSPERIOD OF TIME APPROVAL IS SUBJECT TO WITHDRAWAL AT ANY

TIME BECAUSE OF CHANGESCHANGE IN WEATHER EMERGENCY CONDITIONSCONDITION AND FOR ANY
OTHER REASON DETERMINED BY THE ENGINEERSENGINEER ACTING UNDER THE ORDERSORDER AND

INSTRUCTION OF THE AIRPORT MANAGEMENT ANDOR DESIGNATED FAA REPRESENTA
TIVE ANY INSTRUCTIONSINSTRUCTION TO THISTHI CONTRACTOR TO CLEAR ANY GIVEN AREA AT

ANY TIME BY THE ENGINEERSENGINEER THE AIRPORT MANAGEMENT OR THE FAA CONTROL

TOWER BY RADIO OR OTHER MEANSMEAN SHALL BE IMMEDIATELY EXECUTED
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CONSTRUCTION WORK SHALL BE COMMENCED IN THE CLEARED AREA ONLY WHEN

ADDITIONAL INSTRUCTIONSINSTRUCTION ARE ISSUED BY THE PROPER AUTHORITIES

2 POWER AND CONTROL CABLESCABLE LEADING TO AND FROM ANY FAA NAVAIDSNAVAID ARID WEATHER

BUREAU AND OTHER FACILITIESFACILITIE WILL BE MARKED IN THE FIELD BY THE ENGINEERSENGINEER
FOR THE INFORMATION OF THE CONTRACTOR BEFORE ANY WORK IN THEIR GENERAL

VICINITY IS STARTED THEREAFTER THROUGH THE ENTIRE TIME OF THISTHI

CONSTRUCTION THEY SHALL BE PROTECTED FROM ANY POSSIBLE DAMAGE INCLUDING

CROSSING WITH UNAUTHORIZED EQUIPMENT ETC

3 THESE SPECIAL PROVISIONSPROVISION INTEND TO MAKE PERFECTLY CLEAR THE NEEJ FO
PROTECTION OF FAA NAVAIDSNAVAID WEATHER BUREAU AND OTHER FACILITIESFACILITIE AMA

CABLESCABLE BY THISTHI CONTRACTOR AT ALL TIMES

4 THE CONTRACTOR SHALL IMMEDIATELY REPAIR WITH IDENTICAL MATERIAL BY

SKILLED WORKMEN ANY UNDERGROUND CABLESCABLE SERVING FAA NAVAIDSNAVAID AND WEATHER

BUREAU AND OTHER AIRPORT FACILITIESFACILITIE WHICH ARE DAMAGED BY HIS WORKMEN
EQUIPMENT OR WORK AT HIS OWN EXPENSE PRIOR APPROVAL OF THE FAA MUST

BE OBTAINED FOR THE MATERIALSMATERIAL WORKMEN TIME OF DAY OR NIGHT METHOD OF

REPAIRSREPAIR AND FOR ANY TEMPORARY OR PERMANENT REPAIRSREPAIR THE CONTRACTOR

PROPOSESPROPOSE TO MAKE TO ANY FAA NAVAIDSNAVAID AND FACILITIESFACILITIE DAMAGED BY THE

CONTRACTOR PRIOR APPROVAL OF THE ENGINEER OR OF THE REPRESENTATIVE

DESIGNATED BY THE AIRPORT MANAGEMENT MUST BE OBTAINED FOR THE MATERIALSMATERIAL
WORKMEN TINE OF DAY OR NIGHT AND FOR THE METHOD OF REPAIRSREPAIR FOR ANY

TEMPORARY OR PERMANENT REPAIRSREPAIR THE CONTRACTOR PROPOSESPROPOSE TO MAKE TO ANY
OTHER AIRPORT FACILITIESFACILITIE AND CABLESCABLE DAMAGED BY THISTHI CONTRACTOR

5 IT IS RECOGNIZED THAT THE OWNERSOWNER WILL INCUR COSTSCOST FOR EMPLOYEESEMPLOYEE
SALARIESSALARIE ENGINEERING FEESFEE AND OTHERWISE IN CONNECTION WITH THE DAMAGE
INSPECTION AND REPAIR OF ANY SUCH DAMAGE CAUSED BY THE CONTRACTOR AND

CONSEQUENTLY THAT THE AIRPORT MAY INCUR LOSSLOS OF INCOME BY REASON OF THE

DIVERSION OF AIRCRAFT TRAFFIC FROM THE AIRPORT RESULTING FROM INTERRUP
TION OF THE USE OF AIRPORT FACILITIESFACILITIE AND THAT SUCH EXPENSESEXPENSE AND LOSSLOS
OF INCOME ARE NOT MEASURABLE NOW AND MAY NOT BE REASONABLY ASCERTAINABLE

AT THE TIME OF ANY INCIDENT CAUSED BY THISTHI CONTRACTOR THE AIRPORT AND

THE CONTRACTOR HEREBY AGREE TO THE ASSESSMENT OF LIQUIDATED DAMGESDAMGE IN

LIEU OF SUCH EXPENSESEXPENSE OF OTHER DAMAGESDAMAGE INCURRED BY THE AIRPORT OR OTHER

OWNERS IN ADDITION TO THE OBLIGATION OF THISTHI CONTRACTOR TO IMMEDIATELY

REPAIR ANY CABLESCABLE OR FACILITIESFACILITIE DAMAGED BY THE CONTRACTOR WITHIN FT

OF THE LOCATION ON THE GROUND DEFINED BY THE ENGINEER AS SET FORTH

ABOVE THE SUM OF 2000 FOR EACH INTERRUPTION OF THE USE OF AIRPORT

FACILITIESFACILITIE SHALL BE DEDUCTED FROM ANY MONEY DUE THE CONTRACTOR OR IF

NO MONEY IS DUE THE CONTRACTOR THE AIRPORT SHALL HAVE THE RIGHT TO

RECOVER SAID SUM OR SUMSSUM FROM THE CONTRACTOR FROM THE SURETY OR FROM

BOTH THE AMOUNTSAMOUNT OF THESE DEDUCTIONSDEDUCTION ARE NOT CONSIDERED PENALTIES

6 IF DAMAGE TO OR CUTTING OF FAA CABLESCABLE RESULTSRESULT FROM THISTHI PROJECT THE

CABLESCABLE MUST BE REPAIRED OR SPLICED IN ACCORDANCE WITH FAA SPECIFICATION

1391A INSTALLATION AND SPLICING OF UNDERGROUND CABLESCABLE DATED DECEMBER

1972 ONLY PRESSURERESIN ENCAPSULATION SPLICE ENVELOPESENVELOPE WILL BE

ALLOWED
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SECTION 11 FEDERAL REQUIREMENTSREQUIREMENT

1 GENERAL AND LABOR CLAUSESCLAUSE

A ALP PROJECT

THE PROJECT IN THISTHI CONTRACT IS INCLUDED IN ALP PROJECT NO 353
005806 WHICH IS TO BE UNDERTAKEN AND ACCOMPLISHED BY KING COUNTY
WASHINGTON IN ACCORDANCE WITH THE TERMSTERM AND CONDITIONSCONDITION OF GRANT

AGREEMENT TO BE ENTERED INTO BETWEEN KING COUNTY WASHINGTON ARD

THE UNITED STATESSTATE UNDER THE AIRPORT AND AIRWAY DEVELOPMENT ACT OF

1970 AS AMENDED 84 STAT 219 AND FAR PART 152 14 CFR PART 1I2
PURSUANT TO WHICH THE UNITED STATESSTATE WILL AGREE TO PAY CERTAIN

PERCENTAGE OF THE COSTSCOST OF THE PROJECT THAT ARE DETERMINED TO BE

ALLOWABLE PROJECT COSTSCOST UNDER THE ACT THE UNITED STATESSTATE IS NOT

PARTY TO THISTHI CONTRACT AND NO REFERENCE IN THISTHI CONTRACT TO THE

FAA OR ANY REPRESENTATIVE THEREOF OR TO ANY RIGHTSRIGHT GRANTED TO THE

FAA OR ANY REPRESENTATIVE THEREOF OR THE UNITED STATESSTATE BY THE

CONTRACT MAKESMAKE THE UNITED STATESSTATE PARTY TO THISTHI CONTRACT

B CONSENT TO ASSIGNMENT

THE CONTRACTOR SHALL OBTAIN THE PRIOR WRITTEN CONSENT OF KING

COUNTY WASHINGTON TO ANY PROPOSED ASSIGNMENT OF ANY INTEREST IN

OR PART OF THISTHI CONTRACT

C CONVICT LABOR

NO CONVICT LABOR MAY BE EMPLOYED UNDER THISTHI CONTRACT

D VETERANSVETERAN PREFERENCE

IN THE EMPLOYMENT OF LABOR EXCEPT IN EXECUTIVE ADMINISTRATIVE
AND SUPERVISORY POSITIONSPOSITION PREFERENCE SHALL BE GIVEN TO QUALIFIED

INDIVIDUALSINDIVIDUAL WHO HAVE SERVED IN THE MILITARY SERVICE OF THE UNITED

STATESSTATE AS DEFINED IN SECTION 1011 OF THE SOLDIERSSOLDIER AND SAILORSSAILOR
CIVIL RELIEF ACT OF 1940 AS AMENDED 50 PUSC 5111 AND

HAVE BEEN HONORABLY DISCHARGED FROM THE SERVICE EXCEPT THAT

PREFERENCE MAY BE GIVEN ONLY WHERE THAT LABOR IS AVAILABLE LOCALLY
AND IS QUALIFIED TO PERFORM THE WORK TO WHICH THE EMPLOYMENT

RELATES

E WITHHOLDING SPONSOR FROM CONTRACTOR

WHETHER OR NOT PAYMENTSPAYMENT OR ADVANCESADVANCE TO KING COUNTY WASHINGTON
ARE WITHHELD OR SUSPENDED BY THE FAA KING COUNTY WASHINGTON MAY
WITHHOLD OR CAUSE TO BE WITHHELD FROM THE CONTRACTOR SO MUCH OF

THE ACCRUED PAYMENTSPAYMENT OR ADVANCESADVANCE AS MAY BE CONSIDERED NECESSARY TO

PAY LABORERSLABORER AND MECHANICSMECHANIC EMPLOYED BY THE CONTRACTOR OR ANY

SUBCONTRACTOR ON THE WORK THE FULL AMOUNT OF WAGESWAGE REQUIRED BY

THISTHI CONTRACT
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F NONPAYMENT OF WAGESWAGE

IF THE CONTRACTOR OR SUBCONTRACTOR FAILSFAIL TO PAY ANY LABORER OR

MECHANIC EMPLOYED OR WORKING ON THE SITE OF THE WORK ANY OF THE

WAGESWAGE REQUIRED BY THISTHI CONTRACT KING COUNTY WASHINGTON MAY
AFTER WRITTEN NOTICE TO THE CONTRACTOR TAKE SUCH ACTION AS MAY BE

NECESSARY TO CAUSE THE SUSPENSION OF ANY FURTHER PAYMENT OR ADVANCE

OF FUNDSFUND UNTIL THE VIOLATIONSVIOLATION CEASE

G FAA INSPECTION AND REVIEW

THE CONTRACTOR SHALL ALLOW ANY AUTHORIZED REPRESENTATIVE OF THE

FAA TO INSPECT AND REVIEW ANY WORK OR MATERIALSMATERIAL USED IN THE PER
FORMANCE OF THISTHI CONTRACT

H SUBCONTRACTSSUBCONTRACT

THE CONTRACTOR SHALL INSERT IN EACH OF HIS SUBCONTRACTSSUBCONTRACT THE PRO
VISIONSVISION CONTAINED IN PARAGRAPHSPARAGRAPH AND OF THISTHI
SECTION AND ALSO CLAUSE REQUIRING THE SUBCONTRACTORSSUBCONTRACTOR TO INCLUDE

THESE PROVISIONSPROVISION IN ANY LOWER TIER SUBCONTRACTSSUBCONTRACT WHICH THEY MAY
ENTER INTO TOGETHER WITH CLAUSE REQUIRING THISTHI INSERTION IN ANY

FURTHER SUBCONTRACTSSUBCONTRACT THAT MAY IN TURN BE MADE

I CONTRACT TERMINATION

BREACH OF PARAGRAPHSPARAGRAPH AND OF THISTHI SECTION MAY BE GROUNDSGROUND
FOR TERMINATION OF THE CONTRACT

2 MISCELLANEOUSMISCELLANEOU CLAUSE REQUIREMENTSREQUIREMENT
FOR ALL CONSTRUCTION CONTRACTSCONTRACT AND SUBCONTRACTSSUBCONTRACT

DURING THE PERFORMANCE OF THISTHI CONTRACT THE CONTRACTOR FOR ITSELF
ITS ASSIGNEESASSIGNEE AND SUCCESSORSSUCCESSOR IN INTEREST HEREINAFTER REFERRED TO AS

THE CONTRACTOR AGREESAGREE AS FOLLOWSFOLLOW

A COMPLIANCE WITH REGULATIONSREGULATION

THE CONTRACTOR SHALL COMPLY WITH THE REGULATIONSREGULATION RELATIVE TO

NONDISCRIMINATION IN FEDERALLY ASSISTED PROGRAMSPROGRAM OF THE DEPARTMENT
OF TRANSPORTATION TITLE 49 CODE OF FEDERAL REGULATIONSREGULATION PART 21
AS THEY MAY BE AMENDED FROM TIME TO TIME HEREINAFTER REFERRED TO

AS THE REGULATIONSREGULATION WHICH ARE INCORPORATED BY REFERENCE AND MADE

PART OF THISTHI CONTRACT

B NONDISCRIMINATION

THE CONTRACTOR WITH REGARD TO THE WORK PERFORMED BY IT DURING THE

CONTRACT SHALL NOT DISCRIMINATE ON THE GROUNDSGROUND OF RACE COLOR OR

NATIONAL ORIGIN IN THE SELECTION AND RETENTION OF SUBCONTRACTORSSUBCONTRACTOR
INCLUDING PROCUREMENTSPROCUREMENT OF MATERIALSMATERIAL AND LEASESLEASE OF EQUIPMENT THE

CONTRACTOR SHALL NOT PARTICIPATE EITHER DIRECTLY OR INDIRECTLY IN

THE DISCRIMINATION PROHITIBED BY SECTION 215 OF THE REGULATIONSREGULATION
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INCLUDING EMPLOYMENT PRACTICESPRACTICE WHEN THE CONTRACT COVERSCOVER PROGRAM
SET FORTH IN APPENDIX OF THE REGULATIONS

C SOLICITATIONSSOLICITATION FOR SUBCONTRACTORSSUBCONTRACTOR INCLUDING

PROCUREMENTSPROCUREMENT OF MATERIALSMATERIAL AND EQUIPMENT

IN ALL SOLICITATIONSSOLICITATION EITHER BY COMPETITIVE BIDDING OR NEGOTIA
TIONSTION MADE BY THE CONTRACTOR FOR WORK TO BE PERFORMED UNDER

SUBCONTRACT INCLUDING PROCUREMENTSPROCUREMENT OF MATERIALSMATERIAL OR LEASESLEASE OF

EQUIPMENT EACH POTENTIAL SUBCONTRACTOR OR SUPPLIER SHALL BE

NOTIFIED BY THE CONTRACTOR OF THE CONTRACTORSCONTRACTOR OBLIGATIONSOBLIGATION MDER
THISTHI CONTRACT AND THE REGULATIONSREGULATION RELATIVE TO NONDISCRIMINATION

THE GROUNDSGROUND OF RACE COLOR OR NATIONAL ORIGIN

D INFORMATION AND REPORTSREPORT

THE CONTRACTOR SHALL PROVIDE ALL INFORMATION AND REPORTSREPORT REQUIRED

BY THE REGULATIONSREGULATION OR DIRECTIVESDIRECTIVE ISSUED PURSUANT THERETO AND
SHALL PERMIT ACCESSACCES TO ITS BOOKSBOOK RECORDSRECORD ACCOUNTSACCOUNT OTHER SOURCESSOURCE
OF INFORMATION AND ITS FACILITIESFACILITIE AS MAY BE DETERMINED BY THE

SPONSOR OR THE FAA TO BE PERTINENT TO ASCERTAIN COMPLIANCE WITH

SUCH REGULATIONSREGULATION ORDERSORDER AND INSTRUCTIONS WHERE ANY INFORMATION

REQUIRED OF CONTRACTOR IS IN THE EXCLUSIVE POSSESSION OF ANOTHER

WHO FAILSFAIL OR REFUSESREFUSE TO FURNISH THISTHI INFORMATION THE CONTRACTOR

SHALL SO CERTIFY TO THE SPONSOR OR THE FAA AS APPROPRIATE AND

SHALL SET FORTH WHAT EFFORTSEFFORT IT HAS MADE TO OBTAIN THE INFORMATION

E SANCTIONSSANCTION FOR NONCOMPLIANCE

IN THE EVENT OF THE CONTRACTORSCONTRACTOR NONCOMPLIANCE WITH THE NONDISNONDI
CRIMINATION PROVISIONSPROVISION OF THISTHI CONTRACT THE SPONSOR SHALL IMPOSE
SUCH CONTRACT SANCTIONSSANCTION AS IT OR THE FAA MAY DETERMINE TO BE

APPROPRIATE INCLUDING BUT NOT LIMITED TO

WITHHOLDING OF PAYMENTSPAYMENT TO THE CONTRACTOR UNDER THE CONTRACT

UNTIL THE CONTRACTOR COMPLIESCOMPLIE ANDOR

CANCELLATION TERMINATION OR SUSPENSION OF THE CONTRACT IN

WHOLE OR IN PART

F INCORPORATION OF PROVISIONSPROVISION

THE CONTRACTOR SHALL INCLUDE THE PROVISIONSPROVISION OF PARAGRAPHSPARAGRAPH THROUGH
IN EVERY SUBCONTRACT INCLUDING PROCUREMENTSPROCUREMENT OF MATERIALSMATERIAL AND

LEASESLEASE OF EQUIPMENT UNLESSUNLES EXEMPT BY THE REGULATIONSREGULATION OR DIRECTIVESDIRECTIVE
ISSUED PURSUANT THERETO THE CONTRACTOR SHALL TAKE ACTION WITH

RESPECT TO ANY SUBCONTRACT OR PROCUREMENT AS THE SPONSOR OR THE

FEDERAL AVIATION ADMINISTRATION MAY DIRECT AS MEANSMEAN OF ENFORCING
SUCH PROVISIONSPROVISION INCLUDING SANCTIONSSANCTION FOR NONCOMPLIANCE PROVIDED
HOWEVER THAT IN THE EVENT CONTRACTOR BECOMESBECOME INVOLVED IN OR IS

THREATENED WITH LITIGATION WITH SUBCONTRACTOR OR SUPPLIER AS

RESULT OF SUCH DIRECTION THE CONTRACTOR MAY REQUEST THE SPONSOR
TO ENTER INTO SUCH LITIGATION TO PROTECT THE INTERESTSINTEREST OF THE
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SPONSOR AND IN ADDITION THE CONTRACTOR MAY REQUEST THE UNITED

STATESSTATE TO ENTER INTO SUCH LITIGATION TO PROTECT THE INTERESTSINTEREST OF

THE UNITED STATES

G BREACH OF CONTRACT TERMSTERM SANCTIONSSANCTION

ANY VIOLATION OR BREACH OF THE TERMSTERM OF THISTHI CONTRACT ON THE PART

OF THE CONTRACTORSUBCONTRA MAY RESULT IN THE SUSPENSION OR

TERMINATION OF THISTHI CONTRACT OR SUCH OTHER ACTION WHICH MAY BE

NECESSARY TO ENFORCE THE RIGHTSRIGHT OF THE PARTIESPARTIE OF THISTHI AGREEMENT

H CONTRACT TERMINATION

THISTHI CONTRACT MAY BE TERMINATED BY THE GRANTEE FOR DEFAULT OR ANY

OTHER CONDITIONSCONDITION OR CIRCUMSTANCESCIRCUMSTANCE BEYOND THE CONTROL OF THE

CONTRACTOR TERMINATION CONDITIONSCONDITION THE MANNER BY WHICH IT WILL

BE EFFECTED AND THE BASISBASI FOR SETTLEMENT ARE AS STATED IN

SECTION 10810 OF THE STATE STANDARD SPECIFICATIONS

I RIGHTSRIGHT TO INVENTIONSINVENTION MATERIALSMATERIAL FOR CONTRACTSCONTRACT OR AGREEMENTSAGREEMENT
INVOLVING IMPORTED PRODUCTSPRODUCT PROCESSESPROCESSE METHODSMETHOD ETC

ALL RIGHTSRIGHT TO INVENTIONSINVENTION AND MATERIALSMATERIAL GENERATED UNDER THISTHI CONTRACT

ARE SUBJECT TO REGULATIONSREGULATION ISSUED BY THE FAA AND THE RECIPIENT OF

THE FEDERAL GRANT UNDER WHICH THISTHI CONTRACT IS EXECUTED INFORMA
TION REGARDING THESE RIGHTSRIGHT IS AVAILABLE FROM THE FA AND THE

GRANTEE

3 LABOR CONTRACT CLAUSESCLAUSE FOR CONSTRUCTION CONTRACTSCONTRACT

ALSO SUBCONTRACTSSUBCONTRACT IN EXCESSEXCES OF 2000

A MINIMUM WAGESWAGE

ALL MECHANICSMECHANIC AND LABORERSLABORER EMPLOYED OR WORKING UPON THE SITE

OF THE WORK WILL BE PAID UNCONDITIONALLY AND NOT LESSLES THAN

ONCE WEEK AND WITHOUT SUBSEQUENT DEDUCTION OR REBATE ON

ANY ACCOUNT EXCEPT SUCH PAYROLL DEDUCTIONSDEDUCTION AS ARE PERMITTED

BY REGULATIONSREGULATION ISSUED BY THE SECRETARY OF LABOR UNDER THE

COPELAND ACT 29 CFT PART THE FULL AMOUNTSAMOUNT DUE AT TIME OF

PAYMENT COMPUTED AT WAGE RATESRATE NOT LESSLES THAN THOSE CONTAINED

IN THE WAGE DETERMINATION DECISIONSDECISION OF THE SECRETARY OF

LABOR WHICH IS ARE ATTACHED HERETO AND MADE PART HEREOF
REGARDLESSREGARDLES OF ANY CONTRACTUAL RELATIONSHIP WHICH MAY BE

ALLEGED TO EXIST BETWEEN THE CONTRACTOR AND SUCH LABORERSLABORER AND

MECHANICSMECHANIC AND THE WAGE DETERMINATION DECISIONSDECISION SHALL BE

POSTED BY THE CONTRACTOR AT THE SITE OF THE WORK IN PROMINENT

PLACE WHERE IT THEY CAN BE EASILY SEEN BY THE WORKERS FOR

THE PURPOSE OF THISTHI PARAGRAPH CONTRIBUTIONSCONTRIBUTION MADE OR COSTSCOST

REASONABLY ANTICIPATED UNDER SECTION 1B2 OF THE DAVISBACON
ACT ON BEHALF OF LABORERSLABORER AND MECHANICSMECHANIC ARE CONSIDERED WAGESWAGE
PAID TO SUCH LABORERSLABORER OR MECHANICSMECHANIC SUBJECT TO THE PROVISIONSPROVISION
OF SUBPARAGRAPH BELOW ALSO FOR THE PURPOSE OF THISTHI

PARAGRAPH REGULAR CONTRIBUTIONSCONTRIBUTION MADE OR COSTSCOST INCURRED FOR
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MORE THAN WEEKLY PERIOD UNDER PLANSPLAN FUNDSFUND OR PROGRAMSPROGRAM
BUT COVERING THE PARTICULAR WEEKLY PERIOD ARE DEEMED TO BE

CONSTRUCTIVELY MADE OR INCURRED DURING SUCH WEEKLY PERIOD

29 CFR 55
ANY CLASSCLAS OF LABORERSLABORER OR MECHANICSMECHANIC INCLUDING APPRENTICESAPPRENTICE AND

TRAINESSTRAINES WHICH IS NOT LISTED IN THE WAGE DETERMINATIONSDETERMINATION
AND WHICH IS TO BE EMPLOYED UNDER THE CONTRACT SHALL BE

CLASSIFIED OR RECLASSIFIED CONFORMABLY TO THE WAGE DETERMINA

TIONSTION AND REPORT OF THE ACTION TAKEN SHALL BE SENT BY

KING COUNTY WASHINGTON TO THE FAA FOR APPROVAL AND TRANSTRAN
MITTAL TO THE SECRETARY OF LABOR IN THE EVENT THAT THE

INTERESTED PARTIESPARTIE CANNOT AGREE ON THE PROPER CLASSIFICATION

OR RECLASSIFICATION OF PARTICULAR CLASSCLAS OF LABORERSLABORER AND

MECHANICSMECHANIC INCLUDING APPRENTICESAPPRENTICE AND TRAINEESTRAINEE TO BE USED
THE QUESTION ACCOMPANIED BY THE RECOMMENDATION OF THE FAA

SHALL BE REFERRED TO THE SECRETARY OF LABOR FOR FINAL DETER
MINATION CFR 55A1II
WHENEVER THE MINIMUM WAGE RATE PRESCRIBED IN THE CONTRACT FOR

CLASSCLAS OF LABORERSLABORER OR MECHANICSMECHANIC INCLUDESINCLUDE FRINGE BENEFIT

WHICH IS NOT EXPRESSED AS AN HOURLY WAGE RATE AND THE CON
TRACTOR IS OBLIGATED TO PAY CASH EQUIVALENT OF SUCH

FRINGE BENEFIT AN HOURLY CASH EQUIVALENT THEREOF SHALL BE

ESTABLISHED IN THE EVENT THE INTERESTED PARTIESPARTIE CANNOT

AGREE UPON CASH EQUIVALENT OF THE FRINGE BENEFIT THE

QUESTION ACCOMPANIED BY THE RECOMMENDATION OF THE FAA SHALL

BE REFERRED TO THE SECRETARY OF LABOR FOR DETERMINATION

CFR 55A1IIIFL

IF THE CONTRACTOR DOESDOE NOT MAKE PAYMENTSPAYMENT TO TRUSTEE OR

OTHER THIRD PERSON HE MAY CONSIDER AS PART OF THE WAGESWAGE OF

ANY LABORER OR MECHANIC THE AMOUNT OF ANY COSTSCOST REASONABLY

ANTICIPATED IN PROVIDING BENEFITSBENEFIT UNDER PLAN OR PROGRAM OF

TYPE EXPRESSLY LISTED IN THE WAGE DETERMINATION DECISION OF

THE SECRETARY OF LABOR WHICH IS PART OF THISTHI CONTRACT
PROVIDED HOWEVER THE SECRETARY OF LABOR HAS FOUND UPON THE

WRITTEN REQUEST OF THE CONTRACTOR THAT THE APPLICABLE STAND

ARDSARD OF THE DAVISBACON ACT HAVE BEEN MET THE SECRETARY OF

LABOR MAY REQUIRE THE CONTRACTOR TO SET ASIDE IN SEPARATE

ACCOUNT ASSETSASSET FOR THE MEETING OF OBLIGATIONSOBLIGATION UNDER THE PLAN

OR PROGRAM CFR 55A1IV
B WITHHOLDING FAA FROM SPONSOR

PURSUANT TO THE TERMSTERM OF THE GRANT AGREEMENT BETWEEN THE UNITED

STATESSTATE AND KING COUNTY WASHINGTON RELATING TO THE AIRPORT

DEVELOPMENT AID PROJECT NO 353005804 AND PART 152 OF FAR

14 CFR PART 152 THE FAA MAY WITHHOLD OR CAUSE TO BE WITHHELD

FROM KING COUNTY WASHINGTON SO MUCH OF THE ACCRUED PAYMENTSPAYMENT OR

ADVANCESADVANCE AS MAY BE CONSIDERED NECESSARY TO PAY LABORERSLABORER AND

MECHANICSMECHANIC INCLUDING APPRENTICESAPPRENTICE AND TRAINEESTRAINEE EMPLOYED OR WORKING
ON THE SITE OF THE WORK ALL OR PART OF THE WAGESWAGE REQUIRED BY THISTHI
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CONTRACT THE FAA MAY AFTER WRITTEN NOTICE TO KING COUNTY
WASHINGTON TAKE SUCH ACTION AS MAY BE NECESSARY TO CAUSE THE

SUSPENSION OF ANY FURTHER PAYMENT OR ADVANCE OF FUNDSFUND UNTIL SUCH

VIOLATIONSVIOLATION HAVE CEASED CFR 55A2
C PAYROLLSPAYROLL AND BASIC RECORDSRECORD

PAYROLLSPAYROLL AND BASIC RECORDSRECORD RELATING THERETO WILL BE MAINTAINED

DURING THE COURSE OF THE WORK AND PRESERVED FOR PERIOD OF

THREE YEARSYEAR THEREAFTER FOR ALL LABORERSLABORER AND MECHANICSMECHANIC WORKING

AT THE SITE OF THE WORK SUCH RECORDSRECORD WILL CONTAIN THE NAME

AND ADDRESSADDRES OF EACH SUCH EMPLOYEE HIS CORRECT CLASSIFICATION
RATESRATE OF PAY INCLUDING RATESRATE OF CONTRIBUTIONSCONTRIBUTION OR COSTSCOST

ANTICIPATED OF THE TYPESTYPE DESCRIBED IN SECTION 1B2 OF THE

DAVISBASON ACT DAILY AND WEEKLY NUMBER OF HOURSHOUR WORKED
DEDUCTIONSDEDUCTION MADE AND ACTUAL WAGESWAGE PAID WHENEVER THE SECRETARY

OF LABOR HAS FOUND UNDER 29 CFT 55A1IV PARA
GRAPH 4OF PARAGRAPH ABOVE THAT THE WAGESWAGE OF ANY LABORER

OR MECHANIC INCLUDE THE AMOUNT OF ANY COSTSCOST REASONABLY ANTICI

PATED IN PROVIDING BENEFITSBENEFIT UNDER PLAN OR PROGRAM DESCRIBED

IN SECTION 1B2B OF THE DAVISBACON ACT THE CONTRACTOR

SHALL MAINTAIN RECORDSRECORD WHICH SHOW THAT THE COMMITMENT TO

PROVIDE ANY BENEFITSBENEFIT IS ENFORCEABLE THAT THE PLAN OR PROGRAM
IS FINANCIALLY RESPONSIBLE AND THAT THE PLAN OR PROGRAM HAS

BEEN COMMUNICATED IN WRITING TO THE LABORERSLABORER OR MECHANICSMECHANIC

AFFECTED AND RECORDSRECORD WHICH SHOW THE COSTSCOST ANTICIPATED OR THE

ACTUAL COSTSCOST INCURRED IN PROVIDING SUCH BENEFITSBENEFIT CFR 55A3I
THE CONTRACTOR WILL SUBMIT WEEKLY COPY OF ALL PAYROLLSPAYROLL TO

KING COUNTY WASHINGTON FOR AVAILABILITY TO THE FAA AS

REQUIRED BY PARAGRAPH 15259A THE COPY SHALL BE ACCOM

PANIED BY STATEMENT SIGNED BY THE EMPLOYER OR HIS AGENT

INDICATING THAT THE PAYROLLSPAYROLL ARE CORRECT AND COMPLETE THAT

THE WAGE RATESRATE CONTAINED THEREIN ARE NOT LESSLES THAN THOSE

DETERMINED BY THE SECRETARY OF LABOR AND THAT THE CLASSIFI

CATIONSCATION SET FORTH FOR EACH LABORER OR MECHANIC CONFORM WITH

THE WORK HE PERFORMED SUBMISSION OF WEEKLY STATEMENT

OF COMPLIANC WHICH IS REQUIRED UNDER THISTHI CONTRACT AND THE

COPELAND REGULATIONSREGULATION OF THE SECRETARY OF LABOR 29 CFR PART

AND THE FILING WITH THE INITIAL PAYROLL OR ANY SUBSEQUENT

PAYROLL OF COPY OF ANY FINDINGSFINDING BY THE SECRETARY OF LABOR
UNDER 29 CFR 55A1IV PARAGRAPH OF PARAGRAPH

ABOVE SHALL SATISFY THISTHI REQUIREMENT THE PRIME CONTRACTOR

SHALL BE RESPONSIBLE FOR SUBMISSION OF COPIESCOPIE OF PAYROLLSPAYROLL OF

ALL SUBCONTRACTORS THE CONTRACTOR WILL MAKE THE RECORDSRECORD

REQUIRED UNDER THE LABOR STANDARDSSTANDARD CLAUSESCLAUSE OF THE CONTRACT

AVAILABLE FOR INSPECTION BY AUTHORIZED REPRESENTATIVESREPRESENTATIVE OF THE

FAA AND THE DEPARTMENT OF LABOR AND WILL PERMIT SUCH REPRE
SENTATIVESSENTATIVE TO INTERVIEW EMPLOYEESEMPLOYEE DURING WORKING HOURSHOUR ON THE

JOB CONTRACTORSCONTRACTOR EMPLOYING APPRENTICESAPPRENTICE OR TRAINEESTRAINEE UNDER

APPROVED PROGRAMSPROGRAM SHALL INCLUDE NOTATION ON THE FIRST

WEEKLY CERTIFIED PAYROLLSPAYROLL SUBMITTED TO KING COUNTY WASHINGTON

SPECIAL PROVISIONSPROVISION 12

KCSIIP4 37164



FOR AVAILABILITY TO THE FAA THAT THEIR EMPLOYMENT IS PURSUANT
TO AN APPROVED PROGRAM AND SHALL IDENTIFY THE PROGRAM

CFR 55A3IIJ
D APPRENTICESAPPRENTICE AND TRAINEESTRAINEE

APPRENTICESAPPRENTICE

APPRENTICESAPPRENTICE WILL BE PERMITTED TO WORK AT LESSLES THAN THE PRE
DETERMINED RATE FOR THE WORK THEY PERFORMED WHEN THEY ARE

EMPLOYED AND INDIVIDUALLY REGISTERED IN BONA FIDE APPREN
TICESHIP PROGRAM REGISTERED WITH THE UNITED STATESSTATE DEPARTMENT

OF LABOR EMPLOYMENT AND TRAINING ADMINISTRATION BUREAU OF

APPRENTICESHIP AND TRAINING OR WITH STATE APPRENTICESHIP

AGENCY RECOGNIZED BY THE BUREAU OR IF PERSON IS EMPLOYED

IN HIS FIRST 90 DAYSDAY OF PROBATIONARY EMPLOYMENT AS AN APPREN
TICE IN SUCH AN APPRENTICESHIP PROGRAM WHO IS NOT INDIVIDUALLY

REGISTERED IN THE PROGRAM BUT WHO HAS BEEN CERTIFIED BY THE

BUREAU OF APPRENTICESHIP AND TRAINING OF STATE APPRENTICESHIP

AGENCY WHERE APPROPRIATE TO BE ELIGIBLE FOR PROBATIONARY

EMPLOYMENT AS AN APPRENTICE THE ALLOWABLE RATIO OF APPREN
TICESTICE TO JOURNEYMEN IN ANY CRAFT CLASSIFICATION SHALL NOT BE

GREATER THAN THE RATIO PERMITTED TO THE CONTRACTOR AS TO HIS

ENTIRE WORK FORCE UNDER THE REGISTERED PROGRAM ANY EMPLOYEE

LISTED ON PAYROLL AT AN APPRENTICE WAGE RATE WHO IS NOT

TRAINEE AS DEFINED IN SUBPARAGRAPH OF THISTHI PARAGRAPH OR

IS NOT REGISTERED OR OTHERWISE EMPLOYED AS STATED ABOVE
SHALL BE PAID THE WAGE RATE DETERMINED BY THE SECRETARY OF

LABOR FOR THE CLASSIFICATION OF WORK HE ACTUALLY PERFORMED
THE CONTRACTOR OR SUBCONTRACTOR WILL BE REQUIRED TO FURNISH

TO KING COUNTY WASHINGTON OR REPRESENTATIVE OF THE WAGE
HOUR DIVISION OF THE US DEPARTMENT OF LABOR WRITTEN EVIDENCE

OF THE REGISTRATION OF HIS PROGRAM AND APPRENTICESAPPRENTICE AS WELL

AS THE APPROPRIATE RATIOSRATIO AND WAGE RATESRATE EXPRESSED IN PER
CENTAGESCENTAGE OF THE JOURNEYMEN HOURLY RATESRATE FOR THE AREA OF

CONSTRUCTION PRIOR TO USING ANY APPRENTICESAPPRENTICE ON THE CONTRACT

WORK THE WAGE RATE PAID APPRENTICESAPPRENTICE SHALL BE NOT LESSLES THAN

THE APPROPRIATE PERCENTAGE OF THE JOURNEYMENSJOURNEYMEN RATE CONTAINED

IN THE APPLICABLE WAGE DETERMINATION CFR 55A4I
TRAINEESTRAINEE

EXCEPT AS PROVIDED IN 29 CFR 515 TRAINEESTRAINEE WILL NOT BE PER
MITTED TO WORK AT LESSLES THAN THE PREDETERMINED RATE FOR THE

WORK PERFORMED UNLESSUNLES THEY ARE EMPLOYED PURSUANT TO AND

INDIVIDUALLY REGISTERED IN PROGRAM WHICH HAS RECEIVED PRIOR

APPROVAL EVIDENCED BY FORMAL CERTIFICATION BY THE UNITED

STATESSTATE DEPARTMENT OF LABOR EMPLOYMENT AND TRAINING ADMIN

ISTRATION BUREAU OF APPRENTICESHIP AND TRAINING THE RATIO

OF TRAINEESTRAINEE TO JOURNEYMEN SHALL NOT BE GREATER THAN PERMITTED

UNDER THE PLAN APPROVED BY THE BUREAU OF APPRENTICESHIP AND

TRAINING EVERY TRAINEE MUST BE PAID AT NOT LESSLES THAN THE

RATE SPECIFIED IN THE APPROVED PROGRAM FOR HIS LEVEL OF
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PROGRESS ANY EMPLOYEE LISTED ON THE PAYROLL AT TRAINEE

RATE WHO IS NOT REGISTERED AND PARTICIPATING IN TRAINING

PLAN APPROVED BY THE BUREAU OF APPRENTICESHIP AND TRAINING

SHALL BE PAID NOT LESSLES THAN THE WAGE RATE DETERMINED BY THE

SECRETARY OF LABOR FOR THE CLASSIFICATION OF WORK HE ACTUALLY

PERFORMED THE CONTRACTOR OR SUBCONTRACTOR WILL BE REQUIRED

TO FURNISH TO KING COUNTY WASHINGTON OR REPRESENTATIVE OF

THE WAGEHOUR DIVISION OF THE US DEPARTMENT OF LABOR WRITTEN

EVIDENCE OF THE CERTIFICATION OF HIS PROGRAM THE REGISTRATION

OF THE TRAINEESTRAINEE AND THE RATIOSRATIO AND WAGE RATESRATE PRESCRIBED IN

THAT PROGRAM IN THE EVENT THE BUREAU OF APPRENTICESHIP AND

TRAINING WITHDRAWSWITHDRAW APPROVAL OF TRAINING PROGRAM THE CON
TRACTOR WILL NO LONGER BE PERMITTED TO UTILIZE TRAINEESTRAINEE AT

LESSLES THAN THE APPLICABLE PREDETERMINED RATE FOR THE WORK

PERFORMED UNTIL AN ACCEPTABLE PROGRAM IS APPROVED CFR 55
A4II
EQUAL EMPLOYMENT OPPORTUNITY

THE UTILIZATION OF APPRENTICESAPPRENTICE TRAINEESTRAINEE AND JOURNEYMEN

UNDER THISTHI PARAGRAPH SHALL BE IN CONFORMITY WITH THE EQUAL

OPPORTUNITY REQUIREMENTSREQUIREMENT OF EXECUTIVE ORDER 11246 AS AMENDED
AND 29 CFR PART 30 CFR 55A4III
APPLICATION OF 29 CFR 55A4
ON CONTRACTSCONTRACT IN EXCESSEXCES OF 2000 THE EMPLOYMENT OF ALL

APPRENTICESAPPRENTICE AND TRAINEESTRAINEE AS DEFINED IN 29 CFR 52C SHALL BE

SUBJECT TO THE PROVISIONSPROVISION OF 29 CFR 55A4 PARAGRAPH

SUBPARAGRAPHSSUBPARAGRAPH AND ABOVEJ

COMPLIANCE WITH COPELAND REGULATIONSREGULATION

THE CONTRACTOR SHALL COMPLY WITH THE COPELAND REGULATIONSREGULATION
29 CFR PARAGRAPH OF THE SECRETARY OF LABOR WHICH ARE

HEREIN INCORPORATED BY REFERENCE CFR 5515
F OVERTIME REQUIREMENTSREQUIREMENT

NO CONTRACTOR OR SUBCONTRACTOR CONTRACTING FOR ANY PART OF THE

CONTRACT WORK WHICH MAY REQUIRE OR INVOLVE THE EMPLOYMENT OF

LABORERSLABORER OR MECHANICSMECHANIC SHALL REQUIRE OR PERMIT ANY LABORER OR

MECHANIC IN ANY WORK WEEK IN WHICH HE IS EMPLOYED ON SUCH WORK TO

WORK IN EXCESSEXCES OF HOURSHOUR IN ANY CALENDAR DAY OR IN EXCESSEXCES OF

40 HOURSHOUR IN SUCH WORK WEEK UNLESSUNLES SUCH LABORER OR MECHANIC RECEIVED

COMPENSATION AT RATE NOT LESSLES THAN 112 TIMESTIME HIS BASIC RATE OF

PAY FOR ALL HOURSHOUR WORKED IN EXCESSEXCES OF HOURSHOUR IN ANY CALENDAR DAY

OR IN EXCESSEXCES OF 40 HOURSHOUR IN SUCH WORK WEEK AS THE CASE MAY BE

CFR 55C1
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G VIOLATIONSVIOLATION LIABILITY FOR UNPAID WAGESWAGE LIQUIDATED DAMAGESDAMAGE

IN THE EVENT OF ANY VIOLATION OF PARAGRAPH OF THISTHI SECTION THE

CONTRACTOR AND ANY SUBCONTRACTOR RESPONSIBLE THEREFOR SHALL BE

LIABLE TO ANY AFFECTED EMPLOYEE FOR HIS UNPAID WAGES IN ADDITION
SUCH CONTRACTOR AND SUBCONTRACTOR SHALL BE LIABLE TO THE UNITED

STATESSTATE FOR LIQUIDATED DAMGES SUCH LIQUIDATED DAMAGESDAMAGE SHALL BE

COMPUTED WITH RESPECT TO EACH INDIVIDUAL LABORER OR MECHANIC

EMPLOYED IN VIOLATION OF SAID PARAGRAPH OF THISTHI SECTION IN THE

SUM OF 10 FOR EACH CALENDAR DAY OF WHICH SUCH EMPLOYEE WAS

REQUIRED OR PERMITTED TO WORK IN EXCESSEXCES OF HOURSHOUR OR IN EXCESSEXCES OF

THE STANDARD WORK WEEK OF 40 HOURSHOUR WITHOUT PAYMENT OF THE OVERTIME

WAGESWAGE REQUIRED BY SAID PARAGRAPH OF THISTHI SECTION CFR 55C2
H WITHHOLDING FOR UNPAID WAGESWAGE AND LIQUIDATED

DAMAGESDAMAGE AND PRIORITY OF PAYMENT

THE FAA MAY WITHHOLD OR CAUSE TO BE WITHHELD FROM ANY MONIESMONIE

PAYABLE ON ACCOUNT OF WORK PERFORMED BY THE CONTRACTOR OR SUBCON

TRACTOR SUCH SUMSSUM AS MAY ADMINISTRATIVELY BE DETERMINED TO BE

NECESSARY TO SATISFY ANY LIABILITIESLIABILITIE OF SUCH CONTRACTOR OR SUBCON
TRACTOR FOR UNPAID WAGESWAGE AND LIQUIDATED DAMAGESDAMAGE AS PROVIDED IN

PARAGRAPH OF THISTHI SECTION CFR 55C3
I WORKING CONDITIONSCONDITION

NO CONTRACTOR MAY REQUIRE ANY LABORER OR MECHANIC EMPLOYED IN THE

PERFORMANCE OF ANY CONTRACT TO WORK IN SURROUNDINGSSURROUNDING OR UNDER

WORKING CONDITIONSCONDITION THAT ARE UNSANITARY HAZARDOUSHAZARDOU OR DANGEROUSDANGEROU TO

HIS HEALTH OR SAFETY AS DETERMINED UNDER CONSTRUCTION SAFETY AND

HEALTH STANDARDSSTANDARD 29 CFR PART 1926 AND OTHER OCCUPATIONAL AND

HEALTH STANDARDSSTANDARD 29 CFR PART 1910 ISSUED BY THE DEPARTMENT OF

LABOR

J SUBCONTRACTSSUBCONTRACT

THE CONTRACTOR WILL INSERT IN EACH OF HIS SUBCONTRACTSSUBCONTRACT THE CLAUSESCLAUSE
CONTAINED IN PARAGRAPHSPARAGRAPH THROUGH OF THISTHI SECTION AND ALSO

CLAUSE REQUIRING THE SUBCONTRACTORSSUBCONTRACTOR TO INCLUDE THESE PROVISIONSPROVISION IN

ANY LOWER TIER SUBCONTRACTSSUBCONTRACT WHICH THEY MAY ENTER INTO TOGETHER

WITH CLAUSE REQUIRING THISTHI INSERTION IN ANY FURTHER SUBCONTRACTSSUBCONTRACT
THAT MAY IN TURN BE MADE CFR 55A6 55C4J

K CONTRACT TERMINATION DEBARMENT

BREACH OF PARAGRAPHSPARAGRAPH THROUGH AND OF THISTHI SECTION MAY BE

GROUNDSGROUND FOR TERMINATION OF THE CONTRACT AND FOR DEBARMENT AS

PROVIDED IN SECTION 56 OF THE REGULATIONSREGULATION OF THE SECRETARY OF

LABOR AS CODIFIED IN 29 CFR 56 CFR 55A7
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4 EQUAL EMPLOYMENT OPPORTUNITY CLAUSESCLAUSE FOR CONSTRUCTION

CONTRACTSCONTRACT ALSO SUBCONTRACTSSUBCONTRACT EXCEEDING 10000

DURING THE PERFORMANCE OF THISTHI CONTRACT THE CONTRACTOR AGREESAGREE AS

FOLLOWSFOLLOW EXCEPT ANY CONTRACTSSUBCONTRACCONTRACTSSUBCONTRAC OR CERTIFICATIONSCERTIFICATION PRELIMINARY

THERETO WITH STATE OR LOCAL GOVERNMENT OR ANY AGENCY INSTRUMENTALITY

OR SUBDIVISION THEREOF SHALL NOT BE APPLICABLE TO ANY AGENCY INSTRU

MENTALITY OR SUBDIVISION OF SUCH GOVERNMENTSGOVERNMENT WHICH DOESDOE NOT PARTICIPATE

IN WORK ON OR UNDER THE CONTRACT OR SUBCONTRACT

A THE CONTRACTOR WILL NOT DISCRIMINATE AGAINST ANY EMPLOYEE OR

APPLICANT FOR EMPLOYMENT BECAUSE OF RACE COLOR RELIGION SEX OR

NATIONAL ORIGIN THE CONTRACTOR WILL TAKE AFFIRMATIVE ACTION TO

ENSURE THAT APPLICANTSAPPLICANT ARE EMPLOYED AND THAT EMPLOYEESEMPLOYEE ARE TREATED

DURING EMPLOYMENT WITHOUT REGARD TO THEIR RACE COLOR RELIGION

SEX OR NATIONAL ORIGIN SUCH ACTION SHALL INCLUDE BUT NOT BE

LIMITED TO THE FOLLOWING EMPLOYMENT UPGRADING DEMOTION OR

TRANSFER RECRUITMENT OR RECRUITMENT ADVERTISING LAYOFF OR

TERMINATION RATESRATE OF PAY OR OTHER FORMSFORM OF COMPENSATION AND

SELECTION FOR TRAINING INCLUDING APPRENTICESHIP THE CONTRACTOR

AGREESAGREE TO POST IN CONSPICUOUSCONSPICUOU PLACESPLACE AVAILABLE TO EMPLOYEESEMPLOYEE AND

APPLICANTSAPPLICANT FOR EMPLOYMENT NOTICESNOTICE TO BE PROVIDED SETTING FORTH

THE PROVISIONSPROVISION OF THISTHI NONDISCRIMINATION CLAUSE

B THE CONTRACTOR WILL IN ALL SOLICITATIONSSOLICITATION OR ADVERTISEMENTSADVERTISEMENT FOR

EMPLOYEESEMPLOYEE PLACED BY OR ON BEHALF OF THE CONTRACTOR STATE THAT ALL

QUALIFIED APPLICANTSAPPLICANT WILL RECEIVE CONSIDERATION FOR EMPLOYMENT

WITHOUT REGARD TO RACE COLOR RELIGION SEX OR NATIONAL ORIGIN

C THE CONTRACTOR WILL SEND TO EACH LABOR UNION OR REPRESENTATIVE OF

WORKERSWORKER WITH WHICH HE HAS COLLECTIVE BARGANING AGREEMENT OR

OTHER CONTRACT OR UNDERSTANDING NOTICE TO BE PROVIDED ADVISING
THE SAID LABOR UNION OR WORKERSWORKER REPRESENTATIVESREPRESENTATIVE OF THE CONTRACTORSCONTRACTOR
COMMITMENTSCOMMITMENT UNDER THISTHI SECTION AND SHALL POST COPIESCOPIE OF THE

NOTICE IN CONSPICUOUSCONSPICUOU PLACESPLACE AVAILABLE TO EMPLOYEESEMPLOYEE AND APPLICANTSAPPLICANT
FOR EMPLOYMENT

D THE CONTRACTOR WILL COMPLY WITH ALL PROVISIONSPROVISION OF EXECUTIVE

ORDER 11246 OF 24 SEPTEMBER 1965 AS AMENDED AND OF THE RULESRULE
REGULATIONSREGULATION AND RELEVANT ORDERSORDER OF THE SECRETARY OF LABOR

E THE CONTRACTOR WILL FURNISH ALL INFORMATION AND REPORTSREPORT REQUIRED

BY EXECUTIVE ORDER 11246 OF 24 SEPTEMBER 1964 AS AMENDED AND BY

RULESRULE REGULATIONSREGULATION AND OTHERSOTHER OF THE SECRETARY OF LABOR OR

PURSUANT THERETO AND WILL PERMIT ACCESSACCES TO HIS BOOKSBOOK RECORDSRECORD
AND ACCOUNTSACCOUNT BY THE FAA AND THE SECRETARY OF LABOR FOR PURPOSESPURPOSE OF

INVESTIGATION TO ASCERTAIN COMPLIANCE WITH SUCH RULESRULE REGULATIONSREGULATION
AND ORDERS

F IN THE EVENT OF THE CONTRACTORSCONTRACTOR NONCOMPLIANCE WITH THE NONDISNONDI
CRIMINATION CLAUSESCLAUSE OF THISTHI CONTRACT OR WITH ANY OF THE SAID

RULESRULE REGULATIONSREGULATION OR ORDERSORDER THISTHI CONTRACT MAY BE CANCELED
TERMINATED OR SUSPENDED IN WHOLE OR IN PART AND THE CONTRACTOR
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MAY BE DECLARED INELIGIBLE FOR FURTHER GOVERNMENT CONTRACTSCONTRACT OR

FEDERALLY ASSISTED CONSTRUCTION CONTRACTSCONTRACT IN ACCORDANCE WITH

PROCEDURESPROCEDURE AUTHORIZED IN EXECUTIVE ORDER 11246 OF 24 SEPTEMBER

1965 AS AMENDED AND SUCH OTHER SANCTIONSSANCTION MAY BE IMPOSED AND

REMEDIESREMEDIE INVOKED AS PROVIDED IN EXECUTIVE ORDER 11246 OF 24 SEPTEMBER

1965 AS AMENDED OR BY RULE REGULATION OR ORDER OF THE SECRETARY

OF LABOR OR AS OTHERWISE PROVIDED BY LAW

G THE CONTRACTOR WILL INCLUDE THE PORTION OF THE SENTENCE IMMEDIATELY

PRECEDING PARAGRAPH AND THE PROVISIONSPROVISION OF PARAGRAPHSPARAGRAPH THROUGH

IN EVERY SUBCONTRACT OR PURCHASE ORDER UNLESSUNLES EXEMPTED BY RULESRULE
REGULATIONSREGULATION OR ORDERSORDER OF THE SECRETARY OF LABOR ISSUED PURSUANT

TO SECTION 204 OF EXECUTIVE ORDER 11246 OF 24 SEPTEMBER 1965 AS

AMENDED SO THAT SUCH PROVISIONSPROVISION WILL BE BINDING UPON EACH SUB
CONTRACTOR OR VENDOR THE CONTRACTOR WILL TAKE SUCH ACTION WITH

RESPECT TO ANY SUBCONTRACT OR PURCHASE ORDER ENFORCING SUCH PRO
VISIONSVISION INCLUDING SANCTIONSSANCTION FOR NONCOMPLIANCE PROVIDED HOWEVER
THAT IN THE EVENT CONTRACTOR BECOMESBECOME INVOLVED IN OR IS THREATED

WITH LITIGATION WITH SUBCONTRACTOR OR VENDOR AS RESULT OF

SUCH DIRECTION BY THE FAA THE CONTRACTOR MAY REQUEST THE UNITED

STATESSTATE TO ENTER INTO SUCH LITIGATION TO PROTECT THE INTERESTSINTEREST OF

THE UNITED STATES

5 BONDING CLAUSESCLAUSE FOR CONSTRUCTION CONTRACTSCONTRACT

ALSO SUBCONTRACTSSUBCONTRACT EXCEEDING 100000

A THE CONTRACTOR AGREESAGREE TO FURNISH PERFORMANCE BOND FOR 100 OF

THE CONTRACT PRICE THISTHI BOND IS ONE THAT IS EXECUTED IN CONNEC

TION WITH CONTRACT TO SECURE FULFILLMENT OF ALL THE CONTRACTORSCONTRACTOR

OBLIGATIONSOBLIGATION UNDER SUCH CONTRACT

B THE CONTRACTOR AGREESAGREE TO FURNISH PAYMENT BOND FOR 100 OF THE

CONTRACT PRICE THISTHI BOND IS ONE THAT IS EXECUTED IN CONNECTION

WITH CONTRACT TO ASSURE PAYMENT AS REQUIRED BY LAW OF ALL PERSONSPERSON
SUPPLYING LABOR AND MATERIAL IN THE EXECUTION OF THE WORK PROVIDED

FOR IN THE CONTRACT

6 CLEAN AIR AND WATER POLLUTION CONTROL REQUIREMENTSREQUIREMENT ONLY APPLIESAPPLIE
TO CONSTRUCTION CONTRACTSCONTRACT AND SUBCONTRACTSSUBCONTRACT EXCEEDING 100000

CONTRACTORSCONTRACTOR AND SUBCONTRACTORSSUBCONTRACTOR AGREE

A THAT ANY FACILITY TO BE USED IN THE PERFORMANCE OF THE CONTRACT OR

TO BENEFIT FROM THE CONTRACT IS NOT LISTED ON THE ENVIRONMENTAL

PROTECTION AGENCY EPA LIST OF VIOLATING FACILITIES

B TO COMPLY WITH ALL THE REQUIREMENTSREQUIREMENT OF SECTION 114 OF THE CLEAN

AIR ACT AND SECTION 308 OF THE FEDERAL WATER POLLUTION CONTROL ACT

AND ALL REGULATIONSREGULATION ISSUED THEREUNDER

C THAT AS CONDITION FOR AWARD OF CONTRACT THEY WILL NOTIFY THE

AWARDING OFFICIAL OF THE RECEIPT OF ANY COMMUNICATION FROM THE EPA

INDICATING THAT FACILITY TO BE UTILIZED FOR PERFORMANCE OF OR
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BENEFIT FROM THE CONTRACT IS UNDER CONSIDERATION TO BE LISTED ON

THE EPA LIST OF VIOLATING FACILITIES

D TO INCLUDE OR CAUSE TO BE INCLUDED IN ANY CONTRACT OR SUBCONTRACT

WHICH EXCEEDSEXCEED 100000 THE AFOREMENTIONED CRITERIA AND REQUIREMENTS
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OF SCREEDA SCREED FORME CURB SOD 9URTER AND SIDEWALK TONSTONPREPARATION OF ALL CONCRETE FOR CAULKING OF THE JOINTSJOINT AND THECAUIKIRNCJ OF EXPANSION JOINTSJOINT PREPARATION OF CONCRETO FOR THEAPPLICATION OF HARDENERE SEALEISSEALEI AND CURING CONPOUNDSCONPOUND ANDTHEIR APPLICATION GROUTINQ END DRY PECKING OF MUCHINE BABEREMOVAL OF SNAP TIESTIE AND SHEILTSSHEILT PRIOR TO PATCHING OFCONCRETEGROUP II POVEE TXOWSL TOG BLSCHTNE CPERSTON TROWEL ING OFNAGNESIT TOROGANAL OR

MATERIAL WITH EPOXY BAAE OR

WYCINLORIDBASSBAS LULL POWER GRINDERSGRINDER BRUSHING HAMMER CHIPPING GUNGUNNITE THOXL5MSN MI SANDBLASTING OR

ARCHITECTURAL FINISHESFINISHEAND EXPOSING OF AGQRNGATE FO FIOISHJ CONCRETI SAWING ANDCUTTING FOR EXPANXIORN JOINTSJOINT AND SCORING FOR DECORATIVEPATTERNSPATTERN OPERATING OF CLXRYTYPE FLOATSFLOAT LONGITUDINAL FLOATSBEDDING MACHINESMACHINE AND BAITING MACHINESMACHINE SCARIFLECAGROUP GRINDING BRUAHING OR

CHIPPING OF

TOXIC METEIAL OTHIGH DENSITY ONCRCTE OPERATING POWER TOOLSTOOL ON

SCAFFOLDDRWMI ACOUSTICAL WORASPRIAREA II CLARK COWLITR FLICKITAT SOUTHERN PORTION OF PACIFICCOUNTY STAUXANIA WSBKIEKURA COUNTYELSCERICIMB AREA ADNESADNE PERRY LINCOLN PSND OREILLE FPEKSN STEVENSSTEVENAND WHITMAN COUNTIESCOUNTIEAREA 2 ASOTIN BENTON COLUMBIA PRANRLIN GARFIELD KITTITASKITTITAWELLA WALIA AND YAKINA COUNTIEAAREA CHELAN DOUGLESDOUGLE GRANT AND OKANOGAN COUNTIESCOUNTIEAREA DALLASDALLA JETFEREON RING END CITEAP COUNTIEAAREA SI CLARK SLIEKITAT SD SKANANIA COUNTISAAREA 6 COWLITE AND WAHKIAKUX COUNTIESCOUNTIEARESARE GRAYA HARBOR LEWISLEWI MASON PIERCE PACIFIC ANDTHURATON COUNTIESCOUNTIEAREA OH ISLAND SAN JUAN EKAQIT SNOHONISTA END WHETCOMCOUNTIESCOUNTIE

DECISION 110 WAMIU4O PAGE 12 DECISIOW 110 VLTOUN PAGE LI
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ELTCROULC IPCIFTKTCIAHSIPCIFTKTCIAHLNSTALLATJON AND REPAIR OF LOUCOTTAGE COMMUNICATION AND ALARM SYSTEMSSYSTEMAG UK UNDER THE JURIJRION OF JORNEYRON WIRENANAS II K1RN FERRY LINCOLN PEED REIL1E SPOANE TAVERSTAVERAND WHJTHN COUNTIERAREA CLAUSCLAU JEFTIR3O KING AND KITSAP COUNTICELLEVAT0R COSREUIORSCOSREUIORTREA ADA ATOTIN FLPNTON COLUMBIA FLOUGLA FERRY PRANICLINTRFIEID CCANT LINCOLN CI ROGUR FEND OREILIE SPOKANE STEVENSSTEVENW1A WAILA AND WOITMON COUNTIESCOUNTIEAREA 2I CRELAN CLALLUM CRAN IHWRBOR TLARTD JEFFRN KING IT5APCITTITASCITTITA TRAIN AND ILATON LIT NTTIC C0UNT NORTHERN PORTIONGPIETCI SAN JUAN SKAQIT SNOHUMIWH THORNTON WHATCCM AND YAKIMA COIARE CLARK CO11T AND RLICKLTAT COUNTLEAJ PACIFIC COUNTY IAOUTHERNPORTION1 STAMANIA AND WAHKIAKURT COUNTIESCOUNTIECLAZICRO AREA IT ALANSALAN COUNTY NORTHEATERN PORTION1 FERRY COUNTY LINCOLN COUNTYEASTERN HALF PEND ORNILLE SPOKANE AND STEVENA COUNTIESCOUNTIEAREA ADUSA COUNTY AOUTHASTNRN PORTION KENTON COLUMBA FRANKLINAND WALL WULLA COUNTIESCOUNTIEAREA ADAM COUNTY SOUTHWESTERN CORNER CHELAN DOUGLASDOUGLA AND GRANTCUNTIESI LINCOLN COUNTY WENTERN HALF AND OKAMOLEN COUNTYAMA IP AIUTTRT GARFIELD AND WHITMAN COUNTIESCOUNTIEAREA SI CLALLAM ISLAND JFTMRAON GRAYE HARBOR ING KITNAP LEWISLEWIAND MASON CONTLEA PACIFIC NORTHERN PORTION1 PIERCE SAN JUAN SKALTSNOHOMIGH THURSTON AND WHATCOM CONTIEEAREA KT YAK IE AND KITTITASKITTITA COUNT ENARIA CLACK COWLIT AND KLICKITAT COUNTIESCOUNTIE PACIFIC COUNTYSUATHERN PORTIONJ SKAMANHA AND WAHKJAKUM COUNTIESCOUNTIEATNTTSATNTT ARIA CLALLEM ISLAND JEFFERSON KING KITSAP AND LEWISLEWI COUNTIASCOUNTIAPCIFIC COUNTY NORTHERN PORTION PIERCE SAN JUAN STAGIT SNOHONISHND WRATCOSWRATCO COUNTIESCOUNTIEAREA CLERK COULIT END FLICKITAT COUNTIESCOUNTIE PACIFIC COUNTYILOUTHERN PORTION SKAMONLA AND WABTIATUM COUNTICEMASOW K140195AREA II CLARK COWLITSCOWLIT AND KLICKITAT COUNTIEC PACIFIC COUNTYSOUTHERN PORTION1 SKAMANIE END WAHKIAKUSWAHKIAKU COUNTIESCOUNTIE

PA INTKRSIALESALE ADA ANT ANOTIN COUNTJ DONTON END FRANKLIN CNUNTLEAENCEPT IXJC HANFORD SIT HELEN COLOMBIA LUAGIMJ PERRYGARFICID GRANT ICTITU TICCCC OKCG VEND OREILLESPOKANE ITTEENSITTEEN WAILA WAILSWAIL WHIRMAR AND YAKIMA COUNTLEAREA 2I CLARK COULITZ AND ILICKITAT COUNTEAJ PACIFIC COUNTYSOUTHERN PORTION1 SKBNCANIA AND WAHHAKUSWAHHAKU COUNTIESCOUNTIEAREA CLAUSCLAU GRAYSGRAY ILALBOR LSIAJ JEFETON TING KITSAPLEIN 14ECN PIERCE SAN JUAN OKA5IT SNRHOMHR AND RHURSTONCONTII PACHLIC COUNTY NORTHEN PORTION AND LILIATCOM COUNTYAREA STATEWIDE ENCEPT CLARK COUT AND KICIJTATCOUFLHIEPACIFIC COUNTY OULCRR PORTION DKAMANIA AND WAHHIAKUM COUNTIESCOUNTIEAREASAREA 000 IANTRD ITTE IN OENTAN AND FRANKLIN COUNTICAPLASTTRR5 AREA LS ADOM ASOTIN DENTON CHELAN COLUMBIA DOUGLASDOUGLA PERRYFRANKI GARTIEI RANT KITTITA LION OKUNOAN FEND OREILLESPOKANE ROVNA WALLA WALIA WHITMAN AND YAKISYAKI COUNTLEAAMEN 2I CIALIASCIALIA GRAI ARBOR LILIAN JEFTEROON TINQ TITIAP LEWISLEWIAND MASON COUNTIESCOUNTIE FATIHIC CATTY NORTHERN PORTIONHI PIERCE SAN JUANSLAJIT SNDOMINH 1 UTON AND WHATCCRN COUNTICAARN CLARK CNDITZ AND TIIRKT OINNL PACIFIC COUNTYSOUTHERN PORTION SKAMNIE AND WAHKIAE COHTHEAPLA 011055 TCUFLL0AREA ALL COUNTIESCOUNTIE AND PORTIONSPORTION OF COUNTIEG EAST OF THE 120TH MARDIANPLUNISERSPLUNISER AREA II CHELAN COUNTY TITTITAS0COIINTY NORTH OF

405 TATFOCJLAA COUNTY WEST OF THE JO LONG OKNRNJSN COUNTY ESCEPRTH AREA LYING CENT OF THE 119 DL W LONG NORTH TO 40 30 TATAREA ADAMSADAM COUNTY SOUTHERN PORTION ASOTIN COUNTY LEXCEPT THE CITYTI CIARBITON BENTON COLUMBIA FRANKLIN GARFIELD GRANT RIAKITATWALLSWALL WALLA AND AKLMA CUNTIESCUNTIE DOUGLASDOUGLA COUNTY EAST OF 119 30 WLONG FERRY COUNTY MIST OF LINE DRAWN FROM CREMCTON IN LINCOLNCOUNTY NORTHWARD TO THE CANADIAN NORDEC RITTITASRITTITA COUNTY MOUTH OF47 15 N LIT LINCOLN COUNTY WEOT OF

LINSLIN DRAWN FROM SCHRSQ INADAM COUNTY NORTHWARD TO THI PERRY COURT LINE AND OKANOGAN COUNTYWANT OF

LL51O W LONG AND SOUTH OF 40 30 N TATAREA ADAMI COUNTY NORTHERN IORTION INCLUDING THE CITY OF RLTZIILEA5OTIN COMJNT CITY OF CLARKSTON ONLY CNULITZ COUNTY PERRY COUNTYLEAST TO LINE DRAWN FROM CRESTORM IN LINCOLN COUNTY NORTHWARD TO

THECANADIAN KORDER GRA HARBOR ISLAND FITAP AND LEWISLEWI COUNTIEILINCOLN COUNTY EAST OF LIRE DRAM FROM SCHRAG IN ADAMSADAM COUNTYNORTCAARD TO THE FERRY COUNTY LINE MASON FEND OREILIE PIERCE SKAGITSNOHOCAISH SPOKANE STARENSSTAREN IHURATON WSHKIAKM WHATCOSWHATCO WHITSANCLARK AN FKAMSNIA COUNTIPA TONE RRTIONSRRTION LYING NNRTH OF EASTWESTLINE DRAWN THROUGH WO1ANL EASTWRJ TO THE ILLICKITAT COUNTY LINEARESARE CLARK AND SKEMANLI COUNTTN AOTH OF AN MATWEST LINE DRSWNTHROUGH WOEAND EASTWARD TO THE PLICKITAT COUNTY LINEAREA SI CLILLA KIT3 ND JEFFERSON COUNTI AND ALL DAM SITEE ONTH SHAGIT RIVER IN WICITCOSWICITCO COUNTY

AREA OCSCRIPRROLMSOCSCRIPRROLM CONTD

ALL
LB

TO
OP

COS
UI

CD
R3F

C
5

CD
TO

0
CLI

T0



OECI8IOK ND A5AH0H0

JCA OCIPRIOSSOCIPRIOS CONTD
PAGE IS

FRSAREA AD AAOTLI GNUSGNU COLUMBIA DOUGLAS PERRY GARFI3DGRANT LINCOLN OKNOGAN PEN ORLILE PCKSN STEVENS WALLSWALL WELTSWELTEND WHITMAN COUNTIESCOUNTIEAREA BNTORL FRANKLIN PITTITAS ILICKITAT AND YAHIMSYAHIM CUNTIESCUNTIERRA CLAUSCLAU JELFERMON PLING PLITEAP MAAON AND SNOIOINH COUNTIESCOUNTIEAGEA II COWLITU GRAYSGRAY HIRBOR LEWISLEWI PACIFIC PIERCE THURATON ANDWSHKLSKUM COUNTIESCOUNTIEARRSARR SI

ILIAD SAN JUAN SKA3IT AND WHITCOIM COUNTLEAMIS SI

CLARK AND SKUASNISSKUASNI COUNTIESCOUNTIE

SURE METAL WORKERSWORKERAREA II ADSNS AMOTIN CHELAN DOUGLAS PERRY GRANT LINCOLN OKAFLOGANPSNJ ORSILIE SPOKANE STCNENSSTCNEN AND WHITMAN COUNTIESCOUNTIEAREA 2 CLAUSE JEFFERSON KITEAP AND MAAORI COUNTIESCOUNTIEAREA CLARK AND SIRAMANIA GAUNTLETAREA 4I COSIITZ GRAYA HARBOR LEWISLEWI PSCIFIC PIERCE THURSTONAND WAHKIAKU COUNTIESCOUNTIEAREA 5 SING KITTITASKITTITA INLAND AND BNOHOSIFSP OUNTIAUAREA WHATCOM SKAGIT AND SAN IUAN COU4TIMSCOU4TIMAREA BENTON COLUMBIA FRANKLIN GARFIELD SLICKITAT WALLA WALLSAND YAKIASYAKIA COUNTIESCOUNTIE

SOFT FLOOR LAYERSARMSARM II ADAMSADAM COUNTY NORTHEASTERN PORTIONP FERRY COUNTYP LINCOLNCOUNTY EASTERN HALFP FEND ORETLIA SPOKANE ND STEVENSSTEVEN COUNTIESCOUNTIEAREA ADAMSADAM COUNTY SOUTHEASTERN PORTIUNP HENTON COLUSBIMFRANKLIN AND WILA WALIA COUNTIESCOUNTIEAREA 3I DSME COUNTY 4OUTHWRATERN PORTIOHP CHMLAN DOUGLASDOUGLA ANDGRANT COUNTIES LINCOLN COUNTY WESTERN HSLIP OKANOGAN COUNTYARESARE 41 ASOTIN GSRIIEID AND WHITMAN COUNTIESCOUNTIEAREA ISLAND WING WITSUP SKAGITSNOHOMIEH AND VHATCDARESARE 6 CLARK COWLITSCOWLIT AND ILICKITAT COUNTIESI PACIFIC COUNTYSOUTHERN PORTIONP SKAMANIA AND WAHKIAKUM COUNTIEEAREA 7I GRAYSGRAY HARBOR METE END MASON COUNTLSP PACUIC COUNTYNORTHERN PRTIONP PIERCE AND TLURSTNN COUNTIESCOUNTIEAREA 8 YAKIMA AND KITTITSA COUNTYEPRINELER RIREMNIAREE 1 SKAGIT SNOHOMISH WING ISLAND TITAAP PIERCE AND THURSTONCOUNTIESCOUNTIEARAA 3 HESAINING COUNTIESCOUNTIE1ERRK220 WOPREASI TLTE SSTTERIIAREA I ADAMSADAM COUNTY ELCEPT THAT PORTION WHICH INELUDSINELUD THE CITY OFDTHTHLD AMOTIN COLUMBIA FERRY GARFIELD LINCOLN PEND OCCULTSPOKANE STEVENA AND WHITESWHITE COUNTIESCOUNTIE AND GRAND COULESCOULE AREA INOKENCSN COUNTYAREA 2 SENTON FRANKLIN AND WALLA WALLSWALL COUNTIESCOUNTIEARESARE 3 CHELIN DOUGLASDOUGLA CRMNT OKENOGAN COUNTY SEEPTARA OFGRAND COULEE DAM AND THE PORTION OF

ADAMSADAM COUNTY THST INCLUDE

THE CITY OF OTHELLO

DECISION HO LUE3040 PAGE 17

AREA DESCRIPTIONSDESCRIPTION CONTDPTEPRAZIO WORKERSI TILE GE1TERST CONTDAREA 4 DALLASDALLA LSIUIL JEFTERWON KING ETTAAP SAN JUANSKAYLT SNOHONISH AND WHATCO COUNTIESCOUNTIEAREA CLARK AND COWLITSCOWLIT COUNTTAI PACIFIC COUNTY SOUTHERNPORTION CHAMANLA AND WUHKIAKUM COUNIE AND TANELI STRIPBORDERING THP COLUABTA RICER SLICKITAT COUNTYAREA 6 THTTITASTHTTITA ITLICKITET TECEEPT 10 AILSAIL PTRIPING BORDERINGTHE COLUMBIA RIVER AND YAKIMA COUNTIESCOUNTIEAREA 7 GRAYSGRAY HARBOR TEWLA TAAON PIERCE END THURSTON COUNTIESCOUNTIETIL WRARLE AND TRRAZIO PINISIPRSPINISIPRAREA ALL COUNTIESCOUNTIE WEST OF THE CASCADE MOUNTAIN RANGE FENCPTCLARK COWLITSCOWLIT AND PLICKITAT COUNTIESACIFIC COUNTY SOUTHERNPORTIONP SKAMANTA AND WNHTIAKU COUNTICSCOUNTICAREA CLARK SOD COWL ITS COUNTLEEP PACIFIC COUNTY SOUTHERNPORTIENP SKAMSNI AND WAHKLAKUM COUNTTE AND TENMILE STRIPBPRDERING THE COLUMBIA RTVR IN SITCHITAT COUNTYAREA 3 ADAMSADAM COUNTY EEPT THAT PORTION WHICH INCLUDESINCLUDE THE CITY

OF OTHELLO AAOTIN COLUMBIA FERRY GARFIELD LINCOLN PEN OSEILLSSPOKANE STEVENSSTEVEN AND WHITMAN COUNTIESCOUNTIE AND GRAND COULEA DAM AREAIN OKANOGAN COUNTY

EON DESCRIPTIONSDESCRIPTION AREA ONLYLABORERSPIER ROUIPICNR AND TRUCK DNSVRSDNSVRASTORIA BINGEN GOLDENDALE TOE DILTES LONGVISW PORTLANDND VANCOUVER

TON ALT JOBSJOB OR

PROJECTSPROJECT LOCATED WITHIN 30SILAU OF THE RESPECTIVECITY HALLZONE MORE THEN 30 MILESMILE BUT LESSLES THAN 40 AILS FROM THE TESPEETIVECITY HALTZONE MORE THEN 40 MILESMILE BUT LESSLES THAN 50 MILESMILE FROM THE RESPECTIVECITY HALLZONE MOR THEN SO ALIE BUT LEESLEE THEN 80 CILIA FROM THE SEEPECTIVECITY HALTEON CORE THAN 80 ALICE FROM THE RESPECTIVE CITY HALT
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TVFLOIITIISTVFLOIITII AHTA I

TL COTNTTESCOTNTTE AND PORTIOIIU 01 COUTLT LEE ENAT OF THA 120TH MERIDIANCUVEPT DCI FLUNORD SITE IN BNNTON AND FRANKLIN COUNILEAUUTLBTL IIY AND HLOIWTF COHSTRUCTIOH

GROUP IT TIRUSH FLOQ FREDER CARPERITFR TENDER CONCRETE CREWMFL TOINCLODET STRIPPING OF TTMA HANI ORATING CKSCK ON

ILTP FORM CONRITIOTI 01 CONCIETE CURIND CO UNJA PUMPCRETE PTACHINE SNALING HALTING THE NZZL OF SQUEEZECRETE OR

SIMILARMACHINE IN AND SMALLER CRUEHER PEELER OEEAITION ITO INCHIEI CLEANUP BURNING LOADING WRECKING AND AALYAQE OF ALT

MA

ELALL DOFUPALAN FENCE TRECTOR TO INCLUDE GUARD RAIL GUIDE

ANI IIEFETETCE POET HUT POATA AND RIGHTOFWAY MNRKPRAJ GENERALLUBORER GROUT MACTINU LEADER LENDER NIPPON RIPRAP I4TTNI SCAITOLLTROCTOR WOTI C ALEC1 SCULEMUN STUKEJUMPERI STRUCTURAL MOVER TOINCLODEL SEPARATING OURIUTION PREPARATION CRIBBING SHORINGJACKING AND UNLOADING TI NTRCTURQUII T5LLHOSEMAN WATER NOZZLETIMBER BICKER AND FELLER BY HAND TRUCK LOADER WELLPOINT MANSMANWINDOW CLEANER MINER CLANA WA BULL GANG PUMP CRETE CREURUNINCLUDING DISTRIBUTION PIPE TNRNTLING AND DTEEGNTA AND NIPPER1TRACK LUBORERP RAILROAD EQUIPMENT POWER DRTVERTI DUAL MOBILE POWERSPIKER OR

PULLER

GROUP ASPHALT RAKERI ASPHALT MOTLEY WALKINGP CEMENT FINISHERTENDER CEMENT HANDLER CNNRRPLE SAW WALKING DEML1TIOTT TORCH

POT FIREMAN NONMECHANICALI DRILLER TENDER WHEN REQUIRED

TO AOVE AND POATTION ACHIREP LORE CLEANING MACHINE FEEDERISLACKEN FORM SETTER PAVING GRADE CHECKER USING LEVEL JACKHAMMER OPERATOR NOLENNTT TO INCLUDE SQUEEZE AND FLOWCRETEIOAZLEA FLOZ2LENMAFL WATER AIR OR

STEED PAVEMENT DREAKER PIPELAYER CORRUGATED METAL CULERTP PFELAYR AUITIAECTIOR POTTENDER POWDERMNZN TENDER POWER BUGGY OPERATOR POWER TOOL CPARATOR GA ELOTRIC PNRUMATLC RODDER AND SPREADER SANLBLAATTNLHCFLEMAAN TAMPON TO INCLUIM OPERATION OF BARCO LACEE ANDSTELLAR TAMPERSTAMPER AND PAVEINEHT ARNAKELAL CLANICLIER SHAWNEE TUG

GEE OPERUTORI VIBRATOR UNDER INCHESI HOGAN DRILLSDRILL WATER PIPLINNI WHEELBSUU 1OWER DRICEN MINER CIA BRAKOAANLNIDER VIBRALOC ARID ROTA SETTER

GROUP ALT TRACK DNLLP BRUSH SACHINE TO TWLUDE FLORIZORITSTZONSTRUCTION 3OINT CLEANUP BRASH MACLINE POWER PROPELLED CMLI

SON MORTAR FREE AIR CRASIN SAW OPERATOR AND RAILER CONCRETE STACK

TO INDUCT LAHORERSLAHORER WHEN 40 FT HIGHUT CUNATTE TO INCTUDET OPERATION OF MACHINE AND NORELE TLIGH SCALER ITO CARRIERSCARRIER LAMER KEAMIOPERATOR TO INCLUDE GRADE CHECKERA AND FLEVATION CONTROL MONI

TOR OPERATOR TRACT OR

AIMILAY MOUNTINQLT PLORTAR MINERSMINER NOSNLESANTO INCLUDEI JET SLANTING NOZZIEUIEN OVER 1210 IBM JET RIEST MACHINE POUER PROPELLED SANDBLAST NOALAP PIPELAYER TO IN1ILNWORKING TOPIASN CAULKER COLLRMAN JOINTER MORTARAAN MIGGACJACKAR SHRIRER VALVE OR METER INATALLERL PTPEWRSPER VIBRATORINCHESINCHE AND OVER MINER CLAII MINER MD PLOZZIVEAN FOR CONCRETE AND TASIAR BASISBASI OPERATOR IT TUNNELA

GROUP DRILLSDRILL WITH DUAL MASTUL POWDERMAFLI MMCC CLASSCLASRAIN AND SHAFT MINER AND LASER RCAA OPERATOR ON RAISESRAISE NDSHAFTI PAWDERMAN RECEIVESRECEIVE 021 AN

HOUR ADDITIONAL

MI CRNNTTEE AND PORTIONSPORTION OF COUNTIESCOUNTIE WENT OF THE LZFLTH MERIDIANINTL ILL TIN PORTIORMA IT IBM AN FLNUMIL AS

TI ITITAR OKENOQAN

AI SAUNA THAT LIE WENT 01 THE 20TH MERIDIAN AND TIME NORLLRNPR OF PAILIC COUNTY BUT EXCLUDUIJ THONE PORTUONN COTAIUIED

IN ITTA
GROUP I PENCE LABORER WINDOW WANHERGROUP OI BATCH WEI0IIUIAN CRUNHEG FEEDER PILOT CAR TOOL ROOTSROOT MAN

AT JOB SITEGROUP 3 CEUMETAL LABORER AIR GAS OR

ELECTRIC VIBRATING SCREEDLUILAT REGULATOR MACHINAT CARPENTER TENDER CHIPPING GUNTCHVK TENDER CONCRETE FORM STRIPPER CENANT LINICHER LENIERTIRING LABORI DENIULITION WRECKING ANAL MOVING INCLUDING CHARREDMATERIAL EPOAY TECHNICIAN CABLAN RENUT STILDARA GRINDERSGRINDERPOT TENDER PAWDERMANA TENDER LAKE UOPER TOPMAN2ALLMINTUGGER OPERATORGROUP CEMENT DUMPERPAVING CLARY POWER SPREADER CONCRETE SAWOPERATOR FALIER AND BUCKER CHAIN SAW GRADE CHECKER HIGHSCALER JACKLUENNEC MANHOLE SLIDER MORTARMAN AND HODCARRLERAN055LENAN CONCRETE POOP GREEN CURLER WHEN AAUJ COMBINATICN

OX

IMIQIT IRENAURE AIR ASTER ON CONCRETE END TUCK RANDBLAATQUNNITE NFLOTCRETE WATER BIANTER PAVENENT BREAKCTU PLPC LAYERCAULKER PIPE RELINER NCIT INSERT TYPE RAILROAD SPIKEPULLER LOWER RAKER ANPREIT SPCEADER CORICRVTETINBERMANSEWRR LAGGER OHORTI RIBLIERL TRACK LIRUETPOWENI TAMPER MULTIPLE AND AELI1ROPCLIED FAIPNR SIMILARIICTRLC AIR GAY OPEISTED TOOLE VIBRATOT WAG BROILERAIR TRACK OPERATOR WELL POINT TUTORGROUP CAIAUON WORKERSWORKER MINER POIDEIMANI FEVLABRMAN

LAOPERL CONTDATIA
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CLARK ILITZ PLIDTITET SICIVWIA AID WAIKIWPT CRRAIA ARE

TIE SOITHEN PORTION OF LECIFIC COEMTY

REP CANRAL IAMRER AEIILT PIUNT LATOMET JTOHA1T FPRWRP LIATRH 5LLQHENN ORANRA TRIOSTRIO IJRNCR5 AID CUTTER CAR AND NOT LOODEREI CARJENTRR 1TEHRITHANIXUE SKIN OR

DRY SHACK SKINI CPRIKE SETTER CINANIGI LATORER CONCRETELATORERJ CULVERT HAND LATER CURING CONCRETE BINOLITICM WRECKING AND MOVINGLATORERM DRILLER TNNIKRMI DRPERA ECAD TOL CREW GEUN FOR GRADING CROW9PINE READER FONA STRIPPER RINK SWTHQTHI STAQMSSTAQM GIRD PAIL PODIAN PALLFMRERCE POT GUIDE POET PIFTOF4IAY MARKER TAWERNAN OR

IOGREQITO SPREADERILATRRTY ND

STELLAR TYPESTYPE LOADING SPITERSSPITER MATERIAL YARD IT LNCIWIINGELECTRICAL PONDERNEN TNNDER PITTNBURGT CHIPPER CEROTOR OR

STELLAR TYPEEPTHHAN SETTERA IRIELIIKRG TEEL FOREMP RIP PAP MAN PURE PLACED SKIED PIMPTHELERI SRRR LATRIRI SIPEAIIMAN SKIYMAN SKPEJ SPRAYPEND STAKE CHAMER 5TPI ICR TURTIER RAILER AND SIEKER LED LAHIR TTOLROM HUN AT JDE ITE TTRUELLL GANG ALOVE GROIED MAIGHTARN WEHAR AGGREGATE WHEN UOED PAILXOEDTRACK LALORERMGANQI PPLICATOR THEHTOTHG POT PERR FOR SAWN APPLYING PTOTRCTIWN METERIAT BYHEMI OR

REZCLE ON

UTILITY LINE OR ETOREGE TANKSTANK ON PROJECTSPROJECT PRIOB CUTTERE ROMRAAW PORNRN HIKER SPLICER CLERY XVARR SPREADER END AIMITAR TYREM CLEANIP

STIR NICEVNGRUENCUTTER CROCRETE ROOK ETC CRNCMETE PUNARR TOJGMAN CRUAKURFNRJDEINOLITJON SOD WRECKING CHARRED MOTERIAL GRADE CHECKERI OZILTESTIZZLANAN TOOLER GTVITE ARE SAIDBIEATING POT FMODER HANDLER OR

HIWNR OF ALLMOTERIEL OF N IRRITATING EATRE INCLIXTING ORMENT ARE LIWEIP POER LOOT QIERATORBVLLEA HT RAN ILET TED TO DRY POK MCHLN JAKHAONER ATIPPING GA PAVINGLIREAKERM VIBRATOR LES THAN IN DIIVETER POET LUTE DLRYICT AIR GAS ORLECTRTCI VIBRATING SCREED TEYORSTEYOR IBB11 SETTER HIADI PIP PAP SKIN TVM SELLPLACED SAID BLASTING WET SLAKE GUTTERP IXINELFTLKERP BREKORUN CONCRETE CREWPOLL GANG LRALERGRVTDGRCRGI ASPAHIT RALEREP PIT CZIRUIERP DRILL THR DRILL CERETOR AIR RADRAI CITDRILLAI WE3CM DRILLSDRILL PUTEER POTAITED DRILLSDRILL SD OTHER STELLAR TYPEMSTYPEM CZZCRWTRLAW OPERATORSOPERATOR RILTE POZTLEER 111TH 5CALER STRIPPER END ORILLERI TUNERSTUNER NORT

LA AWINJIIG ATAEE CHAIR OR

BCLTI LARTIR EXTXREE XZIDITIAA TMUEUAL IN RENRNLDRILLING BLASTING HVRRINGDOAI OR SLOPING CIII STRIPPLNO LASER LOWE PIPELAYING APPLICABLE WHEN EMPLOYEE ATIINNED TO MOVE MET OP

AIIGN LAMER STRAMBEIWIJE M4LR PIRVINI FIRER SUW OPERATOR LURKING ALL FALKINGI PIEPERETEITIZZIENEN SANDBLAATING DRY SWER RIPE LAYERLLP 5EUER TBITIERTENP TRACK LINERIJRIR ITRPVINES FLATTEST ITIRPULATOR RIITIPLE ROPERA POOR JECKE TUGGER CPARATORPTMEL THICK LORDERI NERE END TJJTERNERSTJJTERNER VIIXSTORSVIIXSTOR ME LARGER WATERBLASTER WALDERCROI LASER SEAM TTAVAIL TIMEL MINERP WAEL PODERWANGRUL4I SI POEM BUILDER

DECISION NO WA54I0LO PAL 21LABQPSISSLABQPSIS CONTDAPEADOS HANFORD SIT IN LIENTON AND FRANKLIN COUCHGROUP II BRUSH HOG PE1ER CARPENTER TENDERSTENDER CONCITE CREWMAN TO INCLUDE STRIPPING OF FORMSFORM HAND OPERATING JACKSJACK ON

CLIP OR CONSTRUCTION APPLICATION OF CONCRETE CURING COMPOUNDA PUMPCRETE MACHINESIGNALING HANDLING THE NONTLE OF SQUEESECRELA OR

SIMILAR ACHNIN END SMALLER CRUEHAR PEDEP DEMOLITION TO INCLUDE CLEANUPBURNING LOADING WRECKING AND SALVAGE CI ALL MATERLSLJ DUSPMARIPPENCE ERECTOR TO INC1UDE GUARD PALL GUIDE AND TETERENC POST SIGNPOET AND RIGHTORWAY MARKER GENETAL LABORERSLABORER GROUT MACHINE READERTENDERI NPPER PIPRAP MANJ SCAFFOLD ERECTOR WOOD OR

ETEEL SCALEMANSTAT JUMPER STRUCTURAL MOVER TO INCLUDE SEPARATING FOUNDATIONPREPARATION CRIBBING EHORING JACKING AND UNPEADING OF ATRUCTURAETAILHOEEMAN WATEC NDZLLEP TIMBER BUCKER AND FILLER BY HONDP TIUCHLOADRG WELLPOIRT MAR WINDOW CLEANERP MINER CLAAT BULL GANGPUMP CRETE CREWMAN INCLUDING DISTRIBUTION PIPE ASSEMBLING AND DISMANTLEAND NIPPER
GROUP ASPHALT PAKR ASPHALT ROLLER WALKINGP CEMENT FINIEHER TENDER CEMENT HENDLERP CONCRETE SAW WALKING DEMOLITION TORCH DOPE POTFIREMAN NONMECHANICAL DRILLER TENDER WHEN REQUIRED TO MOV ANDPOSITION MACHINE PORT CLEANING MACHINE PEEDMRP STACKERP FOR SETTERPAVING GRAD CHECKER USING TEVETJ JACKHAMMER OPERATOR NOZZLEMAN TOINCLUDESINCLUDE SQUEEZE AND FLOWCRETE NOZZLEJ HOZZLEMAN WAKESWAKE AIR OR

TEACPAVEMENT BREAKERSBREAKER PIPELAYER CORRUGATED METAL CULVERT PIPELAYER ULTISECTION POT TENDER POWDETAN TENDER POWER RUGGY OPRALNR5 PRIVET TOOLOPERATOR GAS ELECTRIC PNUMNTICP PCDDMR ANIPRE3LERSAEDLATGHOEESANJ TAMPER TO INCLUDE OPERATION OF BARCO EASESEASE AND SIMILAR VIAPER END PAVEMENT BREAKNRSP TRENCHER SHAWNEE1 TUGGER OPERATORJ VIBRATOR UNDER INCHESINCHE WAGON DRILLSSDRILLS WATER PIPE LINERP WHEELBERRTMWPOWER DRIVUNP MINER LIEU PREKEINUN FINIEER VIBRATOT AND FORMSETTER
GROUP AIR TFACT DRILL BRUSH METHINE TO INCIUDEMORIZORRTAT CONATRUCTION JOINT CLEANUP ISRUCH MACHINE POWER PROPELLED CAIESONWORKER FRE AIR CHEIN SAW OPERATOR AND FALLEN CONCRETE STACK TOINCLUDO LABORERSLABORER WHEN 40 FT HIGH CUNNITE TO INCLUDE OPERATIONOF MACHINE AOL NOZLE HIGH SCALER MOD CURRIERP LASER FLEE OPERATORTO INCLUDE GRADE CHECKRA ND ELEVATION CONTROL MONITOR OPERATORTRACK OR

SIMILAR MOUNTING TARTAR MIOER ITOZSIENAN TO INCLUDE JETBLASTING NOZZLERIAN OVER 1200 IBM JET BLET MACHINE POWER PCPPELLEDSANDBLAAT HOLEJ PIPOLAYER TO INCLUDE WORKING TOPEAN CAULKEL COLLARMEN JOINTER MORTARSAN RIGGER JEICKER 8OTER VALEE OR

METER INSTALLERPIPRWRAPPER VIBRATOR INCHESINCHE ARID OVERMNER CLANSCLAN HINEF ANDSTOZZLENAN FOR CONCRETE AND LAMER BOA OPERATOR IN TUNNELGROUP IS DRILLSDRILL WITH DUAL CASTEJ MINER CLAIM RAISE AND SHAFTMINER AND LASER BEAM OPEATOR ON

HAISA AND SHAFTSSHAFTGROUPSGROUP POWDERAEN
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POWTK QILPMVNT OLCTA1NYRSOLCTA1NYRTTTH II

ALL CCUNTIE AND PORTIONSPORTION NF CUNTII FLEET OF THE 120TH MERIDIANCEPU DOU NTUC3 ST II SITU AISSI PRANISLIN COUNTISA

CTOUP BIT CRTNDECI BOLT THREADING MNIHINE COMPRESSOR UNDER 2000

CU FT PER MINUTE AS DIESEL OR ELCTRC POWER CRUAHER FEEDERSAICAL DECTHSNU DRILLERSDRILLER FEE EF FIREMAN AND HEATER LENDERGRID CIETTER TENDER MECHANIC 110 OILER OILER AND CABLE TENDERMUCKING MACHINEI PUEPMAR ROLLERSROLLER ALL TYPE ON AUBQRADA FAR TYPECAEE 3HN DEERE ARID SIMILAR OR

COMPACTING OR

VIBRATOR ESCEPT WHENPULLED BY DOZER WITH OPERABLE BLADE STAAC CLEANEC WELDING MACHINEHYDROSEADERGROUP 2 AFRAME TRUCK ALNGLEDRUMLI AAEIATANT BEFRIQRATION PLANTLUNDER 1000 TONSTON ACAIRITUNT PLANT OPERATOR FIREMAN OR

PUGAIZETASPHALT BAQLEY OR

STATIONARY SCRAPERI BELT FINISHING HACHINJSLOWER OPERATOR CEMENT CEMENT HOG COMPRESSOR 2000 CU

FT OR OVEROR MORE GAS DIESEL OR

ELECTRIC POWER CONCRATE SAW MULTIPLE CUTDIATRIBUTOT LEVERMAN ELEVATOR HOISTING MATERIAL DOPE POT POWERAQITATEDI PORK LIFT OR LUMBER STACKER HYDRALIFTAND STELLAR GINTRUCKSTRUCK IPIPLINE HOIST SINGLE DRUM LOADER BUCKE ELEVATOR ANDCONVEYORSCONVEYOR LONGITUDINAL FLOAT MIXER PORTABLE CONCRETE PAVERENTBREAKER HYDRA RACIER ARID SIMILAR POWER BROOM SPRAY CURING MACHINECONCRETE SPREADER SOT E1PROPELLAD STRADDLE BUGGY ROSSROS ANDAISILAR RN CONSTRUCT ION JOB NITE CACTOR FARM TYPE R WITH ATTACHMENTSMENT EXCEPT BACKHOEI TUQER OPERATORI DITCH WITCH OR

SIMILAR

GROUP AFRAME TRUCK OR MORE DRUM SMSITANT REFRIGERATIONPLANT ARID CHILLER OPERATOR OVER 1010 TONE BACKFIILRE CLEVELANDAND MIMILARH SELTORETE CONVEYOCA TH POWER PACK OR

SIMILAR BELTLOAIER TOCUL OR

AISILAR BATCH PLANT AND WET HI OPERATOR SINQLEUNIT CONCRETE BENDING MACHINE BORING MUCHINE EARTH BORING MAINE ROCK UNDER BIT OUMRRY MASTER JOY OR

SIMILAR BUMP CUTTER WAYNE SAGINAW OR

IILAR CENAL LINING MACHIM CONCRATELICHIPPER WITHOUT CRANE CLEANING AND DOPING MACHINE PIPELIN SLEMATING BELTTYPE LOADER EUCLID BARBER GREEN OR

SIMILAR ILEVATITGGRADERTYPA LOADER DUMOR ADAMSADAM OR

SIMILAR GENERATOR PLANT ENGINEERSNEER DIESEL ELECTRIC CUNITE COMBINATION MISER AND COMPREASORMIAEREOBILA MUCKING MACHINESMACHINE SOIL STABLLIZR OR

SIMILARSPREADER MACHINE PUMP 7RACTOR TO 06 OR

EQUIVALENT AND AACAVATORTRANSVERSE FINISH MACHINE TURNHEAD OPERATOR

CROUP 4 BLADE OPERATOR MOTOR PATROL ARID ATTACHUENTA CONCTETSCONCTET PUMPSQUEEZCRET FLOWCRATE PUMPCRETE WHITMAN AND SIMILAR DRILLCHURN CORE CALYC OR

DIMORRD EQUIPMENT SERVICEMAN GREASER MU041CR UNIAT OR SORE DRUM3 OW TOWER HOIST LENDERSLENDER OVERHEAD ANDFRONTEND UNDER YDA BTI PAVE OR

CURB EMTTTUIERSEMTTTUIER ASPHALT OR CONCRETE REFRIGERATION PLANT ENGINEER UNDER 1000 TONA PUBBERTIREDSKIDDERA R WITH OR

WITHOUT ATTACHSARUT LACE HALTER AID PLANELMETHU TOMDI1EV IIAITHINEA HRKNR FT DEPTH CRPD HI TTCNJAD WITH XCACREECJNG VACUA DRILL LUERNE CIRCULATIRAI DRILL TEDER BIT

POWIFL QUIPRRR OPGGMROPOITHKA CONTDGROUP S BACKH UNDER YARD CRAM 25 TONA AND UNDER DERRICKAND STIITLEA LUISLUI TOESTOE DULLING EQUIPMENT IA BIT AND OVERHOBBIN REVERSE CIRCULATION FLD SIATLAR HOE RARE PTLEDRIVTNQERSJINEERSI PAVING DIAL DRUM REFRIGERATION PLANT ENGINEER 1000TONSTON AND OVER DICJRALAAN WHIRLEYSWHIRLEY HIGHLINE HAMMERTEZDE OR

SIMILARGROUP 6 ASPHALT PLANT OPERATOR AUTOMATIC BUBQRADER DITCHESDITCHE ANDTRINUNERA AUTOGRADE ABC KA HANSEN AND SIMILAR ON

GRADE WIRESACKHOEA YARD TO

YADSYAD BATCH PLANT OVER UUUITA BATCH ANDWET HI OPERATOR MULTIPLE UNITS AND INCIUDING BLADE FINISHAND BIUETOP AUTOMATIC CMI ABC AND SIRUITSR WHEN USED MA

AUTOMATICBOAT OPERATOR DOOM CATSCAT SIDE CABLEWAJ CONTROLLER DISPATCHERCLAMSHELL OPERATOR UNDER YDS CONCRETE SLIP FORM PAVER CRANESCRANEOVER 25 TON INCLUDING 45 TONSTON CRUSHER GRIZZL AND SCRAEFLINS3PLANT OPERATOR DRALIRE UNDER YARDSYARD DRILL DOCTOR 110 MECHANIESD WELDER LOADER OPERATOR FRONTEND AND OVERHEAD YARDSYARD INCLUDINGYARDSYARD ILULTIPLA DOZER UNITSUNIT WITH SNQLSSNQL BLADE GUUUDTRACK OR

ALAILAREQUIPMENT ILOLIERMAN FINISHING PAVERENT RUBBERTIRUD SCRAPERSSCRAPER ONEOTOR WITH ONE SCRAPER UNDER 40 YARDSYARD RUICLIREL SCRAPER MULTIENGINE POWER WITH ONE SCRAPER EUCLID TB 24 AND SIMILAR RUBBERTIREDSCRAPERM ONE MOTOR WITH ONE SCRAPER 10 YARDSYARD AND OVER RUBBERTIREDSCRAPER MULTIPLE ENGINESENGINE WITH TWO SCRAPERSI ICRSMR CU RSANER YARD TTECTARSTTECTAR ID AID EQUTVSIENT URD UUERJ TRNUUCLING WICLIUEC IRETPTB AND ORIRER ND SCREED OPERATORGROUP RACKHOE YARDSYARD AND OVER CABLEWAY OPERATOR CTAEIAHTTOPERATOR YARDSYARD AND OVER CRSNEM OVER 45 TON TO 05 TONE OCRRICKSRICK END STIFFLEGSSTIFFLEG 65 TONSTON AND AVER DRAGLINESDRAGLINE YARDSYARD ARID OVERELEVATING 01K HOLLAND TYPE LOADER 360 DEGREESDEGREE REVOLVING ICOEHRINGSCOOPER OR

SILAILAR LOADER OVERHED AND FRONTINS OSR YARDSYARD TO

10 YARDSYARD RUBBERTIRED SCRAPERSSCRAPER MULTIPLE ENGINE WITH THREE OR SORSCRAPERSSCRAPER SHOVELSSHOVEL YARDSYARD AND OVER WHIRLEYSWHIRLEY ANSI HAMCERHURADA ALL

GROUP CRANESCRANE 55 TONSTON ND OVER END ALT CLIMBING RAIL AND TOWERLOADERSLOADER OVERHEAD AND FRONTEND 10 YARDA AND OVER BELICOPTAR PILOT

ALL COUNTIESCOUNTIE AND PORTIONSPORTION OF COUNTIESCOUNTIE WEST OF THE 120TH MERIDIANHZCVPT THOU ENUSMRATED IN AREA

GROUP 1 CRANEE 100 TONSTON AND OVER OR

200 OF BOO INOLUDING JIB ANDOVER LOADER YDE AND OVER SHOVELSSHOVEL AND ATTACHMENTSATTACHMENT SYDSSYD AND OVAR

GROUP CABLEWAYA CRANESCRANE OVER 45 TONSTON UP

TO 100 TONSTON OR OVER 150 INCLUDING JIB HOLLAGONL TOWER CRANE HELICOPTER WINCH REMOTE CONTROLOPERATOR LOADER OVERHEAD YDS UP TO

YDA SHOVELSSHOVEL BACKHOESBACKHOEOVER YDM TO

YDS SLLPFORM PMVERE SCRAPERSSCRAPER SELFPROPELLED 45

YDU AND OVRG 0USD LID 41 010
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POWER EQUIPMENT OPERATORSOPERATOR CONTDALTER CONTDGROUP CONCRETE BATCH PLANT OPERATORSOPERATOR RUMP CUTTERI CRIMESCRIME 20 TONITHROUGH 45 TONS9 ITYDRALIFTSP CHIPPER CRUSLIERET OERRICKT DRILLING MACHINESCHINE FINISHING MACHINEP LOADERSLOADER OVERHEAD UNDER YDAI MECHANICEPMTXERE ASPHALT PLANT MOTOR PATROL GRADER FINIAHLNGSFINIAHLNG PUMP TRUCKOUNTD CONCRETE PUMP WITH BOOM ATTACHMMNT PILEDRIVER OPERATORISCREED MART SHOVELSSHOVEL BACKHOESBACKHOE YDA AND UNDERG SUBQRADER TRIMMERTRACTORSTRACTOR BACKHOEA OVER 60 HP

SCRAPERSSCRAPER SELFPROPELLED UNDER 45 YDS

GROUP RROOMM DOERSDOER D9 AND UNDER PEYDOSERSPEYDOSER APRAM CRANECRANESCRANE UP

TO 20 TONI CONVYURSP HOISTSHOIST AIR TUGGER LOSDERSLOSDER SICVISING TYPE PORK LIFTSLIFT MOTOR PATROL ORADSORAD NONF IMIAHING MUCKINGMECHINT CONCRETE PUMPSP POLLER PLANT MI OR

MULTILIFT USATMRLALEPBIASBIA CONCRETE SCRAPERSSCRAPER CARRYALL SPREADERSSPREADER SLAV INO TRENCHINGMACHINESMACHINE EQUIPMENT SERVICE ENGINEARP OILER DRIVER ON

TRUCK CRAMOVER 45 TONSTON TRACTOR BACKHOE 60 HP

AND UNDERGROUP S OILER DRIVER ON

TRUCK CRANESCRANE IS TONSTON END UNDER OIL DISTRIBUTOR BIOWERI AASISTANT ENGINEER IFORMERLY OILER CISEAITICATIONPAVEMENT BREAKER OSTLTOIE DIGGER MECHANICPL PWR PLANTT WHEELTRACTORSTRACTOR FARCALL TYP COMPRSSORI PUMPSPUMP WATER ROLLER OTHER THANPLANT SIX

GROUP GRSDECHECKER AND TAKUEN
RRA3CLARK COWLIT LICKITAT SKAMANIA AND WAHKIAKUA COUNTIESCOUNTIEAND THE SOUTHERN PORTION OF

PACIFIC COUFLTY

GROUP II OILER INCLUDING PLANT CRANE CRUSHER GUARDRAIL QUTPANTAND TRENCHING MACHINE ASSISTANT CONVEYOR OPERATOR CRUSHER PERDERSANDECKHAND SELFPROPELLED SCAFFOLDING OPERSTORP GUARDRAIL PUNCH OIISRJPUMP OPETATBR UNDEE BRAKEMAN1 SWITCHMAN PARTSPART MAN TOOL ROOMGROUP 2 BLADE OPERATOR PULLED TYPEJ TRUCK CRAM OILER DRIVER 25

TON CAPACITY OR OVERT CRANE FIREMAN ALL EQUIPMENT EXCEPT FLOATINGAPEASAPEA TRUCK OPERATOR AIRMGL DRUM TUGGER OR

COFFIN TYPE HOTAT OPRATORT DRILLER TENDER AUGECP OILERSOILER BOSTMAN PERK LIFT OR

LUTABERSTACKER OPERATOR ON JOB SITE OILER COMBINATION GUARDRAIL MACHIFLEALTEMPORARY HEATING PLIT OPERATOR LOAD OILER REQUIRED TO

CHACK GRADESGRADEGRADE CHEEKERI TAR POT FIREMAN TAR POT FIREMAN POWER AGITATED HOREPEIRMN TENDERSTENDER HELICOPTER RADIOMAN LGROUNDSLGROUND ROLLER OPERATORGRADING OF BASE ROOK NOT ASPHALT

GROUP 3 ASPHALT PLANT FIREMAN PUIINILL OPERATOR ANY TYPE TRUCKMOUNTED ASPHALT SPREADER WITH SC

JP COMPRESSOR OPERATOR ANY POWERUNDER 1250 CU

FT TOTAL CAPACITY CONVEYOR OPERATORSOPERATOR MIXER DO OPERATOR CTB DRY BATCH TCJ CEMENT HOG CONCRAT SIWP CONCRETACUCING MACHINE RIDING TYPE WIRE HAT OR

BROOMING MACHINE ROASROACARRIER OPERATOR ION JOB SITEI BUCKET ELEVATOR LOADER BARBER GREENAND SIEILAR TYPESTYPE HYDRAULIC PIPE PRISM PUMP OPERATOR ANY PWERAND OVER HYDROSTATIC PUMPP MOTORMAN BALLEAT JACK TAMPER BALL BOYPHONESPHONE ETC TAMPING MACHINE MECHANLCML SELFPROPELLED HYDROGRAPHICSEEDER MACHINE STRAW PULP OR SEED BRCOA OPERATOR AALFPROPLLEDION JOB UTAH AIR FILTRATION EQUIPMENT WSLDING MACHINE OPERATOR

DECISION NO WATTLOISWATTLOI
POWER QTJTPMEIF OPERATORSOPERATOR CONTDAREA CONTDGROUP SCREED OPERATOR1 COMPACTOR INCLUDING VIBRATORY COMPRESSORANY POWER OVER 1250 CU

OR TOTAL CAPACITY COMBINATION MISER ANDCOMPRESSOR GUNNITE WORK CONCRETE MIXER OPERATOR AIRIGLE DNA UNDERFIVE BAG CAPACITY HELICOPTER HOIST OPERATOR FLOATING EQUIPAENT FIRSING LULL UILIFT OPERATOR OR

SIMILAR TYPEG PORK LIFT OVER TON1SARIVCE OILER GREAAMR HYDRA HAMMER OR

SIMILAR TYPESTYPE PAVEMENTBREAKER PUMP OPERATOR EONSEON THAN ANY SIZEIJ ROLLER OPANETOROILING CTAGROUP OS EXTRUSION MACHINE1 WAGNER FACTOR OR

SIMILAR TYPE WITHOUTBLADE CONCRETE BATCH PLANT QUALITY CONTROL OPERATOR POWER JUMBOSETT LUG SLIP FORCE ETC IN TUNNELSTUNNEL SLIP FILM LUMPA FOWSR DRIVENPYJRAUIIC LIFTING DEVICE FOR CONCRETE FORESI HOIST SINGLE DRUMP ELEVATOR OPSRATORG PUIVAMJER OR

SIMILAR TYPESTYPE CHIP SPREADING MACHINEOPERATOR LOSE SPREADING EN JOB SUE SWEEPER WAYNE TYPE SELFPROPELLED ION JOB SIT TRACTOR RUBBERTIRED SO UP FLYWHEEL ANDUNDER TRENCTSING MACHINE MASIMUM DIGGING CAPACITY FT DEPTHGROUP ASPHALT BURNER AND RECONDITION PAVEMENT GRINDER ANDORGROOVING MACHINE RIDING TYPE CASTINPLACE PIPE LAYING MICHINAMAGINNIA LNTERN1 FULL SLAB VIBRATORI CONCGETA FINISHING MACBINCLARY JOHNAON RIDWELL BURGESSBURGES BRIDJE DECK OR

SIMILAR TYPE CURBMNHINE MECHANICAL FLEESFLEE CURB ANDOR CURB AND GUTTER CONCRAPEJOINT MACHINA CONCRETE PLANERJ CNNCRETSCNNCRET PAVING MACHINE1 CONCRETESPREADER LOADERSLOADER RUBBERTIRED TYPE CU YDS AND UNDER ROCKSPRADARA CALFPROPELLEDGROUP RELIC ANY ASPHALT SIX BELTRETP PWNPCRET OPERATOR ANYTYPEJ FULLERHENYON ANTI AIMILAR CONCRETE PUMP GROUSING MACHINECONCRETE MIXER SINGLE DRUM FIVE BEG CAPSCLTY AND OVERG TOWER MOBILEOPERATORG ATREESATREE TEUCK DOUBLE DRUA DOOA TRUCK CHURN DRILL ENDEARTH BORING MACHINE9 HYDRAULIC DACKHOSDACKHO WHEEL TYPE 3 CU YDS ANDUNDER WITH OR

WITHOUT FRONT END ATTSCHMENTA 3I CU YDA AND UNDERFORD JOHN DEERE CASE TYPE ELEVATING GRADIR TRACTOR TOWED CEQUIZ IN OPERATOR OR

GRADER POT RAMMERGROUP B DIESELELECTRIC ENGINSER PLANT CRUAHER GENERATOR PLOTINGBATCH PLANT ENDOR WET MIX ONE AND TWO DRUM GENERATOR OPERATORT BELTLOADER POLESPOLE AND HO GL TYPESTYPE ASPHALT PAVER OPARETORGROUP F BUILDOXER FRILL CAT OPERATORG BIDEBOO CAT

COMPSCTOR VITIBLSDE CONCRETE COOLING MACHINE1 CHICAGO BOOM L SIMILAR TYPESTYPE LIFTSLAB PISCHINE BOON TYPSTYP LIFTING DEVICE TON CAPACITY OR LESSLES CHERYPICIER OR

SIMILAR TYPE CRANEHOIST TON CAPACITY OR LASLA GRIXIEYCRUSHEC CRUSHESCRUSHE PLANT DRILL DOCTOR BORING MACBIN GUARDRAIL PUNCHAND AUGSR ALL TYPESTYPE TURFACE HEATER END PLANER HYDRAULIC BSCKHOETRACK TYPE 3I CU

YDE9 LOADER FRONT END AND OVERHEAD LII CU

YDAAND UNDER CU YDS HEMMER OPERATORG PIPE CLIANING DOPING BENDINGAND WRAPPING MACHINE9 BOLTTHREADING MACHINE DRILL DOCTOR BITGRLNDERJ 110 MECHANIC MACHINE TOOL OPERATOR STATIONSY DRAG SCRAPERTRACTOR RUBBMRTLRD OVER 50 HP PLYWHEE1 TRACTOR WITH BOO ATTACHRENT TRENCH MACHINE AAXISTA DIGGING CAPACITY OVER FT DEPTH ASPHALTPLANT OPERATOR
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PCNIR EQUIPMR1T OIIFLTTCRSOIIFLTTCR CONTDAHTP TUUTT

CROUP 10 BUTLDOZET TWIN ENGIN TC 12 END EIMI1NR CABLE PLOW ANYTYPEJ CORPACTOR MULTIENGINE JACK OPERATOC ELEVATING FLARGEJ BARGEOCRATOR E1FUILRADINJI KALBURLIRED DCZERA AND PUIHERU HICHIQANCAT TOUJH EYPEJ 11111CR ICUASIUN DICEOND COT CAL1C RTANYAND AM1AI TPA

GROUP LII MIXER MOBU CONCRST BREAKER1 CRANE OPERATOR 25 TONSTON ANDUNDERJ CONBINBTION GUARDRAIL MACHINEA IE PUNCH AUGER STEJ SHOVELORIGLINC CLARNSHALL HO ETC UNDER I CU

YD GRADESITSGRADESIT UNDERCU YD MUUNG NALHINSNALHIN TUNNELGROUP 12 BLADE OPERETONI BATCH PLANT ANDOR WET III UNITE OR MOREREINIRCD TANK BANDING MACHINE KL OR

ULMILAR HOIST TWO OR

EONDRUMS1 ELEVATING LOADER ATHEY AND AIAILAT PILEDRIVEG NOT CRANE TYPETOHBERTIRAD SCRAPER SINGLE MD TWIN ENQIN SINGLE SCRAPER WITHPUSHPULL ATTACHMENTSATTACHMENT ISLTIOTRR PEDDLE MIEN AUGER TYPE BLADEMOUNTD SPRAADERA ULRCH AND IWTLAR LYPEA HIOID OPERATORHOOP 1 BLADE OPERATOR FINISH 5LD EXTERNALLY CONTROLLED BYELECTRONIC MECHANICAL HYDRAULIC AESNU BLADE MULTTNGIN CONCRETPAVING NOAD NICER DERIICK UNJOR 100 TON HOIST STIFF LEG GUYDERRICK OR

AISUTAR 50 TONSTON AND OVER CABLOWAY OPERATOR 31 TON ANDOVER CRANE OVER 25 TON AND 40 TONE PILEDRIVER OPERATORFLOATING CLAMEHELT ETC UNDER CU

YDI FLOATING CRANE DERRICKBARGE LAIN THIN 30 TON ELEVATING GRADER OPERATED BY TRACTOR OPERATOC STAIR EUCLID OR

USHER FLACK FILLING MACHINE SHOVEL STECU

YD AND IEEE THAN CU

YDA GUAMALT CT

YD AND OVERBRIDGE CRANE OPERATOR

GROUP 14 TOWER CRANE OPERATOR RUBBERTIRED OCRAPER WITH TANDEMSCRAPERSSCRAPER SELFLOADING PADDLE WHEEL AUGER TYPE FINISH ANDOROR AURA ANITA

GROUP LSU POCK BOUND OPERATOR LOADER CU YDLEBUT LEATHAN CII YDS

GROUP 16 AUTOGRADSR OR

TRITSAR TANDEA BULLDOZET 0USDNINA ANDEISILAR AUTOAATIOCONCRETE BLIP FOR PAVER CODCRT CANAL LINECABLAWAY 21 TON AND OVER CRANE OVAR 40 TON AND INCLUDING 100 TONIWHIILEY 60 TON AND UNDER FLOATING CAACHELL SEC CU

YDE ANDOVER FLOATING CRANE DERRICK BARGE 30 TON BUT LESA THAN 80 TONETOSLER CII YDA BUT LESSLES THAN 12 CU

YDS LUBBERTIRED SCRAPERWITH TFLDESTFLDE SCRAPERSSCRAPER MULTIENGINE SHOVEL ETC CU

YDI BUTLESSLES THAN CU

YDA WHEEL EECAVATOR UNDER 750 CU

YDA PER HOUR

GROUP FLU CRANE OVER 100 TON AND INCLUDING 200 TON IFLUIRLEY OVER0 TON AND INCLUDING 150 TON FLOATING CRANE DERRICK BARGE 60

TON BUT LEA THAN 150 TON LOUDER 12 CU YDA AND OVER SHOVELETC CV YDA AND OVER CANAL TRIASER

DECI010M ITO IIABT1040 PA9E 27

PCN QULPML1 WERATORSWERATOR CONTDAREA IUNT DJ

GROUP 1ST CRANE OVER 200 TON1 WHIRLEY 150 TON AND OVER PLEATINGCRANE 15FL TON LIT LENSLEN THAN 250 TON WHEEL XCVATOR OVER 710 CUYDA PER HOUR BIND MIOOA IT CONNECTION WITH WHRCL EXCAVATORGROUP IOU HELICOPTER WHEN USED IN ERECTING WOCK FLOSTING CRANE250 TUN ND OCCT REMOTE CONTOLLECI EARTH MOVING EGUIPMENT UCDETWATEC EQUIPMENT REINOTSREINOT OR

OTHERWIASOTHERWIA
DRZDGTKGAREA ALL COUNTIE AND PORTLONE OF

COUNTIESCOUNTIE ESAT OS THE 120THMERIDIANAREA ALT COUNTIESCOUNTIE AND PORTIONSPORTION OF COUNTIESCOUNTIE WEST OF THE 120THMERIDIAN EXCEPT THOSE ENUMERATED IN AREA AND THEHORTHRN PART OF PACIFIC COUNTYGROUP ASSISTANT MATSMAT DECKHANDGROUP 21 OILER

GROUP ASSISTANT ENGNSR ELECTRIC DISAL STEAM OF BOOSTERPUEPI MATESMATE AND BOATMAN

GROUP CRANTSAN NGINSER WELDER3RAUP ST LVENMAN HYDRAULIC
AREA 3 DREDGINGCLARK COWLITI AND ELICKITAT COINTTEA PACIFIC COUNTY OUTHRMPORTION KEMANIA AND WAHKLAKUM COUNTIESCOUNTIEGROUP II LEVEREAN HYDRAULIC

GROUP 2K LEVERMANDIPPARGROUP 2T AAALSTANT NGINEER INCLUDING WATCH ENGINEER MECHANICAND MACHINIATI AND NATE

GROUP TENBERAMA BOATMAN ATTENDING DREDGING PLANT FIREMEN

HROUP AEAISTANT MAT DECKHAND OILER
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DOCISIOH PLO WA4I0TO PIGSPIG 21PCURN RQU1LMRR CIRTTA1ORFL COUNT

DOS GANLORD SIT IN BNTOR AND FRANKLIN COUNTCIOUP IS LIT GRINDER ROIL THRMEILLNQ MACLIME1 COMPRANMOR UNDER2000 CFM QA DICCEL OR ELECTRIC POWER CRUAHEC FEEDER MECHANICL0BECK HAND BRFILEZ TENDER FLIEMAN AND HEATER TENDER GRAD CHECKERMECHANIC OR

WELDER PHD HYDROMEEDER MULEHER NOZZLEMANP OILERJOILER AND CABLE TENDER MUCKING MACHINE PUMPMAN POLLER ALL TYPESTYPEON AUHGRAD TAR TYPE CANE JOHN DEERE AND SIMILAR OT

COMPACTINGVIBRATOR EXCEPT WHEN PALLID BY DOZER WITH OPERABLE BLADE STEMSSTEMCLEANER WELDING MACHINE

GROUP AFRAME TRUCK SINGLE DRUMP ASNIIETART REFRIQERATLON PLANTUNDER 1000 TON7 AIGTNT PLANT OPERATOR FIREMAN OR PUIMIXERARPHALT BGLEY OR

STATIONARY SCRAPER BELT PININHING MACHINEBLOWER OPERATOR CEMENT CEMENT HOG CORPREMOC 2000 CHI OROVER OR MORE GUM DIESEL OR ELECTRIC POWER CONCRETE PAW MULTIPLE CUT DISTRIBUTOR LEVERSIAN DITCH WITCH OR

SIMILAR1 ELEVATORHOLIRTING SISTER IALSIAL DOPE POKE POWER AGITATEDJ PORK LILT OR

LUMBERSTACKER HYDRALIFT AND NICHE GIN TRUCKSTRUCK PIPELIEC 101ST SIRIGLEDRUM LOADER BUCKET ELEVATOR AND CONVEYOR LORLITUDIFLAL PLOATMIXER PORTABLE CONCRETE PAVEMENT BREAKER BYLCAHARAER AND ISUN POWER BROOE SPRAY CURING MACHINE CONCRETE SPREADER SOSELFPROPEL LED STRADDLE LIULGY ROESROE AND SIMILAR ON CONETRUETIONJOB ONLYTRATOR FARM TYPE HR WITH ATTACHISONT EXCEPT DACKHOETUGGER OPERATORGROUP AFRAME TRUCK OR SORE DRUMS7 ASAITAT REGRIGERATIONPLANT END CHILLER OPERATOR OVER 2000 TON7 SACKF 111CR CLEVELANDAND SIAILARJ BATCH PLANT ARID WET MIX OPERATOR SINGLE UNIT CONCRERE PELTCRETE CONVEYOR WITH POWER PACK OR

SIMILAR BELT LOADERKOCAL OR

SIMILAR BEND MACHINE FOB CAT BORING MACHINE EARTHBORING MACHINE COCK UNDER BIT OUARRY MACTAR JOY OR

AIMILARBUMP CUTTER WAYNE SAGINANL OR

HAILER1 CANAL LINING MACHINE CONETETE CLEANING AND DOPING MACBIN PIPELINE DECK ENGINEER ELEVATING BELTTYPE LOADER TUCLID FARBER GREEN AND SIMILAR ELEVATINGGRADERTYPE LOADER OUMOR ADAM OR

SIMILAR GCNENETO PLANT ENQIFLEER DIESEL ELECTRIC GUNITE COMBINATION MIXG AND COMPRESSORMISERCBIL POSTHOLE AUGER OR PUNCH PUMP GROUT OR

JET SOILSTABILIZER OR SIMILAR SPREADER MACHNE TRACTOR TO 06 OREQUIVALENT AND TRAZACAVATOR TRAVERSE FINISH MACHINE TUCNHEADOPERATORGROUP BLADE OPTOR MOTOR PETROL AND ATTACHMENTSATTACHMENT CONCRETEPUMP SQUEEZECRETE FLOWCRETE PUMPCRETE WHITMAN AND IILRPCURB ZETRUDER ASPHALT OR CONCRETE BUILT CHURN CORE CLYN ORDIAROND EQUIPMENT SERVICEMAN CREASER END OILER HOIST OR SOREDRUM OR

TOWER ROUT LOADER OVERHEAD AND FRONTEND UNDER YDSPITH PEFRIGERATION PLANT ENGINEET UNDER 1000 TOFU RUBBERTIRESKIDDER MIT WITH OR

WITHOUT ATTACHSENTSP SCREED OPERATOR SURFACSEATER ERD PLANER MACHINE TRENCHING MACHINEE UNDER FT DEPTHCAPACITY TURNHEAMI WITH REACREENING VACUUM DRILL REVERECIRCULATION DRILL UNDER BIT

DECISION NO BAHTQ4 PAGEFMCR EQUIIP4PND CONTDAITITA ICONTDGROUP SI DRILLING FQUPNT BIT END OVER ROBBINE SEVERECIRCULTIN AND 5AILARP HO PAM PEVING DUAL DRUM CRINGERATION PLANT ENGINEER 1000 TENSTEN AND OVER SIGNALMAN WHIRLEYSWHIRLEYBIGHLINE HAMMERHEAD OR

IMILATGROUPSGROUP AUHNNITE PUBGRDR BITCHE AND TNIVSERPUTO3UG 50LA HKNAN MIND SIMILAR ON GRADE WIRE SACKHO UNDEG P0 BATCHPLANT OVER UNITE SATCH AND WET NIX OPERETOR MULTIPLE UNITAND INCLUDING BOAT OPERATOR CABLEWAY CONTROLLER DISPATCHERCRANE 25 TONI AND UNDER DERRICK AND STIFFLEG UNDER 6 TONSTONDRILL DOCTORSDOCTOR MULTIPLE DOZER UNIT WITH SINGLE BLADE PAVING MACHINEASPHALT END CONCRETE PILEDNIVING CNQNEERE QUADTRACK OR

SIMILAREQUIPMENT LOLLERAAN FINIAHIRG PAVEM1NT RENCHIURG MACHINE ITDEPTH AND OVERGROUP II ASPHSLT PLANT OPERATOR SACKHOEE YD TO YDSJ SLIDEFINISH AND BLUTOP AUTOMATIC CMI ABC AND EIMILAR WHEN USED AAAUTOMATIC BOONE CATSCAT AIDSI CABLEWAY OPERATORSOPERATOR CLAMSHELL OPERATORUNDER YD CONCRETE SLIP FORM PAVER CRANE OVER 25 TON INELUDING 4 TONE CRUAHET GNIZIE AND SCREENING PLANT OPERATORDRAGLINE UNDER YDA SLAVATING BELT HOLLAND TYPE SD MECHANICHD WELDER LOADER OPERATOR FRONTEND AND OVERHEAD YARDA INCLUDING YSRDA MUCKING MACHINE QUADTRACK OR SIMILAR EQUIPEENTLUBBERTIRED SCRAPER SHOVEL UNDER P4 TRACTORE CDS ANDEQUIVALENT AND OVERGROUP SN BACKHOEE YDE AND OVER CRANE OVER 45 TENSTEN TO ESTON CRANEA 05 TONSTON AND OVER ALL CLIMBING RAIL AND TODERCLAMSHELL OPERATOR YD AND OVER DERRICKSDERRICK ARID STIFFLAQE ISTONSTON AND OVER DRAQLINPA YD AND OVER LOADER 360 DEGREESDEGREEREVOLVING EOEHRING SCOOPER OR

SIMILAR LOADER OVERHEAD ANDFRONTAND OVER YDA SELICOPTR PILOT SHOVEL YDA AND OVERWHIRLEY AND HAMMERHEADA ALLSNOOP TRANMLLIFT

TPUCE DXVTSDXVT APEAALL COUNTIE AND PORTIONSPORTION OF COUNTIESCOUNTIE RANT OF THE 120TH MRIDEXCEPT DOE HANFORD SIT IRI BENTON AND FRANKLIN CAUSTIEAGROUP II ZECOOT DRIVAR OR

PILOT CAR PICKUP HAULING EMPLOYS ORATSRIALGROUP FLAT BOIL TRUCK SINGLE REAR AXLE FORK LIFT 3000 LBAND UNDER TENDER AND SWAUMPER LEVERPERON LOADING TRUCKSTRUCK ATBUNKERSBUNKER PICKUP HAULING MATERIAL SEEDER END MULCHRI STATIONSRYFUEL OPERATOR TEASTEA DRIVER TRACTOR SEALL RUBBER TIRED PULLINGTRAILER OR

SIMILAR EQUIPMENT WATER TANK TRUCK 1100 GALLONSGALLONPROUP BU DRIVER OR

RMPLOYEEHAUL DRIVER FLAT BED TRUCK DUALRMR AXLE POWER BOAT HAULING EMPLOYEE OR

MATERIAL TIREPERON1101

D
C
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DECISION NO WUA000 PAGE 3FL DECISION NO WAOSLQTO LAGSLAGTROCII 3V3PS3V3P LCONTDAREK CONTD

GROUP 4I BUGGY IHBLLE AND SIMILAR BULK CEMENT TANKERSTANKER 011 RANKDRIVER POWER OPERATED SWEEPC STRAIJLE CARR LET ROSSROS FLYATER ANDTMILARI IRENAIT MLAERA I TRCCCKU HMOLLNQ NCRETE ARDA AOLUNDERI TRUCKSTRUCK SIDE END AND ICOTTORN DUMP UNDER YARD WCTERTANK TRUCK 1801 4000 GAILONA

CROUP IC AUTO CRANE 2000 LBS CAPACITY BULK CEMENT SPREADERDUEPTOR YDS AND UNDER FINE BED TRUCK WITH HYDARULIC SYSTEMFORK LIFT 3001 16000 LBS RUBLCERTIRED TUNNEL JUMBOSJUMBO SCISSORTRUCKJ SLURRY TRUCK DRIVERSDRIVER TRANSIT MINERSMINER AND TRUCKSTRUCK 4001 TO001 QCLIONXI WRECKER NI LOW TRCCCKNJ PUTT TRUCK IULVSRI STEAMCLEANEI AND WAAHTRJ PLAHERTY SPREADER

GROUP SC SERVICE GREASER TTREPERAORT NO TRUCK SIDE TND ANDBOTTOM DUEP OV5R YLS TO

12 YIN OIL DISTGIBUTOR DRIVER ROADBOOT PERSON LEVER PERSON TENDER

GROUP 7 AFRAME WATEC TANK TRUCK 6001 TO I000 GAFTONSGAFTON

GROUP BA DUSTPTOR OVER YDSD TRANSIT MIXERA ND TRUCKSTRUCK HAULINGCONCRETE YDA TO

10 YDS TRUCKSTRUCK AIDE END AND BOTTOM DUMPOUTE 13 DN INCLUDING 20

YDS SEMI TRUCK AND TRAILER SO TONSTON

IRII UNDERI LOWBOY

GROUP TOW BOY OVER 10 TONI WATER TANK TRUCKA 8001 TO 10000GALLONSGALLON TRACTOR WITH STEER TRALISRI TRUCK MO9NTED CRANE WITH LOADBEARING SURFACE EITHER MOUFLTTD OR

PULLED

GROUP 10 TRANSIT MIXER AND TRUCKSTRUCK HAULING CONCRETE 10 YDA TO 15YDE TRUCKSTRUCK AIDE END AND BOTTOM DUMP OVER 20 YDA INCLUDING

30 YDSL WATER TANK TRUCK 11001 TO 12010 GALLONAT FORK LFT

OVER 15000 LDAG FLAHSRTY SPREADER BOA BNIWARI FLOW BOYSBOY SEAL

END DUAPSDUAP
GROUP LII MECHANIC FIELD

GROUP 12 ROURNSROCKR 0 WE AND SIMILAR WITH TO

WHEEL POWERTRACTOR WITH TRAILER GALLONAGE OR

YARDAGE SCALE WHICHEVER 1 GRELTERLTRANSIT MINERSMINER AND TRUCKSTRUCK HAULING CONCRETE 15 YDA TO

20 YDSTRUCKSTRUCK AID END AND BOTTOM DUMP OWER 30 YDS TO 40

YDS WATERTNK TRUCC 12001 TO

14000 GALLONSGALLON

GROUP 13 TRANSIT MISERSMISER AND TRUCKSTRUCK HAULING CONCRETE OVER 20 YDSPTRUCKSTRUCK AIDE AND AND BOTTOM DUMP OVER 40 YDE TO

SO YDS

GROUP 14 TRUCKSTRUCK AID ND END BOTTOM DUMPSDUMP OVER 50 YDE TO 100

YDS
GROUP IS BALICOPTER PILOT HAULING EMPLOYEESEMPLOYEE OR

MTRILT TRUCKSTRUCKSIDE END AND BOTTOM DUMP OVER 100 YARDSYARD

TRUCII DROVERSDROVER CONTDARCIR

ALL CUNTIE END PORTIONSPORTION OF

COUNTIESCOUNTIE WEST OF THA 120TH MERIDIANCXCRPT THCE IIURRLEI IN AREA INCLNUG THE FLORIHERN PORTION

OT KACIRCU COUNLY END ALL OT KITLCLAE CUI XK1MA COUNTIESCOUNTIE

GROUP 1 TEVERNCAN SOD LOADERSLOADER AT

DUNKERA END BATCH PLANTASWAMPURSSWAMPUR AND LLCECTERSLLCECTER

GROUP TEAM DRIVERSDRIVER

GROUP 3 81L LIFT AND SISILAR EQUIPMENT USED IN LOADING AND UNLOADING TRUCKSTRUCK TRANSPORTING MATERIALSMATERIAL ON

JOB SIT JWACEHOUSINGDUMPUTSRA AND SISILAR EQUIPMENT IRRLODING LOURNAROCKESLOURNAROCKE LOURNAWAGON TURNATRAILER CAT OW

ERIEU ITTA COBRA ETOURNEAUWEETICRQTCOUSE ATBEY WAGON EUCLID TWO END FOURWHEELED POWER TRACTORWITH TRAILER AND SIMILAR TOPLOADED EQUIPMENT TRANSPORTING MATERIALDUEP TRUCUT GIRLSGIRL END AND BOTTOM DUMP INCLUDING SEMITRUCKSSEMITRUCK ANDTRAINSTRAIN OR

COMBINATIONSCOMBINATION THEREOF UP

TO AND JNCLUDIRG YDSJ FLTBDSINGL REAR AXLE FR TRUCK GREASE TRUCKI GREAMER BUTTERY SERVICEMAN ANDOR TIRE SERVICE MANE SCISSOR TRUCKSTRUCK SPREADER PLAHERTYTTRACTOR SMALL RUBBERTIRED VACUUM TRUCKI WATER WAGON AND TANKTRUCKM UP TO

1600 GALLONSGALLON WINCH TRUCK SINGLE REAR AXLE WRECKERTOW TRUCK AND SIMILAR EQUIPMENT

GROUP 4I FLATBED DUAL REAR AXLE

GROUP SI BUQGYOBILEP HYSTAR OPERATORSOPERATOR STRADDLE CARRIER ROSAHYATSE SOD SIMILAR EQUIPMENT WATER WAGON AND TANK TRUCKS16000 GALLONSGALLON TO

3000 GALLONSGALLON

GROUP 6 TRANSITMISTRANSITMI TO ND INCLUDING ILJ YARDSYARD

GROUP DUMPSTERSDUMPSTER AND SIMILAR EQUIPMENT AS LISTED IN CROUPOVER YDS TO

AND INCLUDING 12 YRIM LXPLOSIVSLXPLOSIV TRUCK FIELD MITANMILAR EQUIPMENT LOWBED AND NEEVY DUTY TRAILER RCDER 10 TONSTONGROSSGROS ROAD OIL DISTRIBUTOR DRIVER SLURRY TCUCK TOOGO AND 1

CELLAR EQUIPMENT WIND TRUCK DUAL REAR AXLE

GROUP DUMPSTER ARCSARC SIMILAR EQUIPMENT AL

LISTED IN GROUPOVAR 12 YARDSYARD TO

AND INCLUDING LT YARDSYARDGROUP B BULK CEMENT TANKSRAP DUMPSTERSDUMPSTER AND SIMILAR EQUIPMENT ASLISTED IN GROUP OVER 16 YIN TO AND INCLUDING 20 YDO WATERWAGON END TRANK TRUCK OVER 3000 GALLONSGALLON

GROUP 10 BULL LIFTSLIFT OR

SIMILAR EQUIPMENT USED IN LOSDING OR UNLOADING TRUCKA TRANUPORTTNUJ MATERIALK ON

JOB SITT OTHER THANWAREHOUSIN
GROUP 11 RSNSITISRSNSITI OVER YDS TO

AND INCLUDING YDS

GROUP 12 FRAMEOR FLYDRALIFT TRUCKSTRUCK OR

SIMILAR EQUTPVEETT
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LLC

TSUF
TRUCSTRUC FLHIVFR CNNTDIAFLTIT EONTDGROUP 131 CUEPETER AND EIEITU EQUIPEUNT AS ILTED IN GROUPOER 20 YLM TO

01 IUCLIILNQ 3D YL LOTED I1 ILOAVY DUTYTRAILER OVIR 50 TORIA GRAIL TO

AND INCLUDIND LULL TONA GROSGROGROUP 14 TRANSITMU OVER YDS TO SOD INCLUDING YD

CROUP 15 DUMPLTCRM AND CLATTER EQUIRMENT SE HATED IN GROUPOVER 30 YDN TO

END INELUDING 40

YDESYDE LOWBAD AND TIAVY DUTYTRAILER OVER 100 TORT GROSSGROS

GROUP 16 TRSNIITMIX OVAR YDA TO AND INCLUDING 20 YD

GROUP ILL DUMPATTRSDUMPATTR SOD SIMILAR EQUIPMENT AS

LISTED IN GROUPOVER ID YDA TO AND INCLUDING 55 YDA

GROUP IT TRANSITSUM OVER 10 YD TO AND INCLUDING 12 YDA

GROUP 19 TCARLTMI OVER 12 YDS TO AND INCLUDING 16 YD

GROUP IDA TISNALTMIM OVER 16 YD TO AND IQELUDING 20 YD

GROUP 21 TRANAITMIE OVER 20 YDACROUP 72 ECORT CR

FILOT CARCROU 23 FLAT BED SINGLE REAR AIRTNT PICKUP TRUEKJEAJCLARK COWLIT KLLCKLTMT SKAMUNIA MOD WAHKIKTU COUNTIESI

SIAD TIE VUTIAETN PORTION OF YCLFLC COUNTY

GROUP LV SATTERY PEHUILDEREP 2UN OR

MURITTAUL DRIVER CONCRETE TOGGLESTOGGLEPOWER OPERATED DUMP TRUCK 11 END AND BOTTOM DUMP INCLUDINGSEI TRUCKSTRUCK AND ITAINSITAIN OR

ONBLNATION5 THECEOFI CU

YDA AND UNDER

LIFT ILINEYSILINEY LORK LIFTSLIFT SKI UREA IN LOSDING UNLOADING END TRARSTRARPORTING VTATSDAL ON

JOB IT LODER ANDOR TEVERMEN OVA

CONCRETE DRYSATCH PLANT AURRUALLY OPURTEDI PILOT CALI SOLO FIAT FLED AND MISCTODY TRICKSTRICK 010 TON TCUCK LERAIERI TRUCK MECHANIC TENDERP WAREHOUAPMAN VSREHOUSVSREHOU PSI TE TOOT CEO

AND PART CHAMER CHECKERSCHECKER ANDREE1VEREJI WATER WA300A RITSD CPACLTY UP

TO L00 GIUONE

GROUP FRAME OR

FLYDIALIFT TRUCK WITH LOAD BEARING EURFCSILUBRICATION MAR FUEL TRUCK DRIVER TIRERAN WASH RACK STCLEANER OR

COISBINETIONAT TEAM DTUERSDTUER

II1UCT PFLIVEFLI LCNNTDLICONVIIL

GROUP 3 DUMP TRUCK AID CPUSCPU END BOTTOM DUMPE INCLUDING TEALRUCKSRUCK AND TRAIN OR

COETINAILON THEREOF OWE CC

YAM ENDINCTUULIN4 10 CU

YD LURIY TAUCT DRIVER OR

LEVERMAUI TRANAITHIM AND WET OR

DRY MI TRUCKSI CIA YUIE AND UNDEG TIRUSIFULLTIM BAILSBAIL WATER WAGONSWAGON RATED CAPACITYL 1100 TO

3000GALLONSGALLON
GROUP CS FTIHCTT 5PRAD DRIVER OR

LVEREN LOMBED TQULPSNTFLAT BED SEALTRAILER TRUCK AND TRAILERSTRAILER OR

DOUBLESDOUBLE TRANSPORTINGQUIPMENT OR WET OR

DRY SMTERILSSSMTERILS LOABER CARRIER DRIVER FTEDDDTECARRIER UEED IN LOADING UNLOADING AND TRANSPORTING OF MATERIALSMATERIAL

ON

JOB SITEL OTT DISTRIBUTOR DRIVER OR

LEVERMANI WATER WAGONARATED CAPACITY 2000 TO 5000 GALLON

GROUP SS DUMPTERSDUMPTER OR

STELLAR EQUIPRENT ALL EIZEEI TRANSIT HIS

AND WET OR

DRY TRUCKSTRUCK OVER TO YOU CRUD INCLUDING CU YDA

GROUP 6 DUMP TRUCKSTRUCK SIDE END AND BOTTOM DUMPSDUMP INCLUDING SEMITRUCKSTRUCK END TRALNA OR

COMBINATIONSCOMBINATION THEREOF OVER 10 CU

YDS ANDINCLUDING 20 CU YDA TRANSIT HIS AND WET OR

DRY HIS TRUCK OVER

TO YDS AND INCIUDING CU Y1AP TRUCK MECHANIC WELDEFBUSY PRPIRSANI WATER WAGONSWAGON RATED CAPACITY 5000 TO

7000GALLONSGALLONGROUP 7 DUMP TRUCK ID END AND BOTTOM DUMPSDUMP INCLUDING SEMITRUCK AND TRAINSTRAIN OR

COUEBLNTTONE THEREOF OVER 20 CU

YDA ANDINCLUDING 30 CU

YDAI TRANOIT HI END WET OR

DRY MI TRUCKSTRUCK OVIC

CU

YDS AND INCLUDING 11 CU

YDI WATER WAGONA RATED CIPACITYLOVER 7000 GALIONA TO

10000 GALLONSGALLON

GROUP I DUMP TRUCKE AIDE END AND BOTTOM DUMPSDUMP INCLUDING SITRUCK AND TRAINSTRAIN OR

COABICATIONA THEREOF OVER JO CU

YDS ANDINCLUDING 40 CI

YDEL TRANSIT HIS AND WET OR DRY HIS TRUCKSTRUCK OYET

11 CU

YDE AND INCLUDING CC

YDAR WATER WAGON RATED CAPACITYOVER 10000 GALLON TO 15000 GALLONA

GROUP 9 DUMP TRUCKS SIDE END AND BOTTOM DUMPSDUMP TEELUDING TEALTRUCKA AND TRAINSTRAIN OR

COMBINATIONSCOMBINATION THEREOF OVER 10 CU YDA ENDINCLUDING 50 CU

YD TRANSIT MIX AND WET OR

DRY 1411 TRUCK OVER

13 VU YD AND INCLUDING 15 CU YDA

GROUP 10 DUMP TRUCKA AIDE END AND BOTTOM DUMPSDUMP INETIUDTG SEMITRUCKSTRUCK ARID TRAIN OR

COMBINATIONSCOMBINATION THEREOF OVER 50 GU

YDE SADINCLUDING 0 CC

YD

GROUP II DUMP TRUCK AID END END BOTTOM DUMPSDUMP INC1DIN9 SEATTRUCK AND TRAIN OR

COMBINATIONSCOMBINATION THEREOF OVER 50 CC

YDE ANDINCLUDING 30 CU

YDA

GROUP 12 DUMP TRUCKSTRUCK AIDSAID END AND BOTTOM DUMPSDUMP INCLUDING SEMITRUCK ARID TRAIN OR

COUABLNATIORIE THEREOF OVER 70 CU

YDE ANDINCLUDING 10 CC

YDE

DOCISIORI IDI NUL0T0 PEG 31
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0R15ON TL AOO RIRCARON 10 IAIK P9 J5
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1FLUCF NNIVVNSNNIVVN ICONTDA1UA 1 CONLDGROUP 13S DUEP TRUCKSTRUCK AIE END AND BOTLRSA DUMPSDUMP TVACLSUIIRIG HEATTRUCKI AND TRAINSTRAIN OR

COLNATICNSCOLNATICN TIIERCT IWER 80 CU

YIN ANTIT3IG 90 CU

YDK

GROUP 14 DOMP TRUCKS ALL N4 RTI ISOTTN DUMPS INCLUDING SPATTRUCKSTRUCK ND TRSTRT 01

CO

LITIUNA THATACA OVER 90 CU

1DT NUDTN1IDLNG 10 CU YDA

KRTA4X0 HANFORD SIT IN AENTON AND FRANKLIN COUNTIESCOUNTIE

GROUP FLAT HETI RRUCT AINL REAR ANLSI FORK LIFT 3000 LBS

AND UNDERI TENDER ARID CAAPR LEVERPERNON 1SADLNG TRUCESTRUCE ATBNEERN PICKUP HNOUNQ EDTERTLA SEEDER ANJ MULCHERJ STATIONARYTUEL OPERATOR TRUE PRIVERI 1RACTCR INNALT RUBIER TIRED PULLINTALIER OR

ALEILAR EQULETII WATAR TANK RUCK 1510 GALLONSGALLON

GRO 1 HUL DRIVER OR

LAPLOYOETTIUT PRIVERA FLAT ON CUCT DUAL TSARAILCI POVER BAT HAULING E1YEE OR

RATC LIII TIREPEAAON MO

GROUP 3 PUGGY MNHTLE AND LIST TARP HULK IEENT TANKRR OIL RANKDRIVER POWER SERARE ECERP STRMIDLE CARRLERIROSCARRLERIRO ITYSTER ANDANIIUR RRSNALT MIXARE AN

JGKH HULIRG CRATE ANDUN1R RRUCL SIDE END AND DOTTONT DUN1 UNDER YJA1 WATARTANK LCUK 1NOL 4010 GALLONS

GROUP 4 KSITO CRANE 2FL0 LBS CAPACITYI HULK CEMENT HPRATITTGFLURRIPTOR PTA ANTI UNSER PINT UTI TRUCK WITH HYDRAULIC SYSTEMLORK LIFT LOOT 16001 TIN PUBBERTLRS1 TUNNEL UMTOG SCIASORTRSCKI SLURRY TRUCK DRIVEN TRANSIT LNNR3 ANT TRISCAA 4001 TO01O GIILNNS REEKET ND IOU UEKA FUEL TRUCK RIRTUENI LTEAMCLEANER AND WAHERP FLAHERTY SPREADER

GROUP SERVICE GREASER1 LIREPERLION 110 RK AIDE END ANDLOTION DUIP OVER YSIA TO 12 YDAM SILL DISTRIBUTOR PRIVET ROADBOOT PARHON LRVCR PKNAONTCRITTJ

GROUP AFRAAE WATER TEAK TRUCK 6001 TO 1000 GALLONSGALLON

GROUP DUMPTOR OVER YRLA TRANNIT I4IGNRM ANTI TRUCKSTRUCK HAULINGCONCRETE YARDSYARD TS

IN YARDA TRUCKS IDA END AND BOTTOM DUMPIVVT II YATD INCLUDING 20 YARDSYARD SENT TRICL AND TRATLARI L

SI TONSTON AND UNDER

GROUP LX LOW SOY OYER 11 TAN WATER LANK TRUCKSTRUCK 1001 TO 10000GA1LONSGA1LON IXACTOR WILL STRR RATLRP TRUCK SOUNTED CR WITH LOADEARTRS1 TUTTACA SITTIER AUNTID PULLARD

GROUP OX TRANAIT MISER AND TRUCK HAULING CONCRETE 10 YDS TO ISN1SIP TRUCKSTRUCK ATTN END ANTI SOTTOM JSUNP OVER 20 YDS INELUDINO

30 PH FRIATER TANK TRUCK 10001 TO

12000 QELINI FORK LIFT

OVAR 10000 LBA FLAHURTY EPRIADAC HON BRIVAR PLOW BOYAP SENTI

END DUR5A

TRUCSTRUC DRPERI CONT4ARSP CONTDGROUP 10 MECHANIC FLALD

GROUP 11 TOURNARONK DWA AND SIMILAR WITH OR

WHEAT POWERTRACTOR WITH TRAILER GALLONAGE OR

YACIAG SCALA WHICHEVER ISGREATER TTANSLT ISLAIRSISLAIR AND TRUCKA LAULING CONCRT IL YTIA TO

26YISI TRUTK AIDSAID AND ANTI BOTTCA JUMP OVER JO YDS TO

40 YDAPWATIT TANK TUCK 12001 TO 14110 GALLONAGROUP 12 TRANSIT MISERSMISER AND TRUCKSTRUCK HAULING CONCRAT OVER 20 YDSPTRUCKSTRUCK 14 ETID AND BOTTOM DUMP COSTAR 40 YDA TO SO YIN

GROUP 13 TRUCKSTRUCK AID END AND BOTTOM DUMPSDUMP OVR SO YOU TO100 YDS

GROUP 14 HELICOPTER PILOT HAULING IPLOYUSIPLOYU OR

ATERI1P TRUCKAIDE AND AND BOTTO DUMP OVER 100 YARD

DRIVRSDRIVR AND TENDERSTENDER HAULING SACKED CEMENT ADD 11 PR HOURWINCH TRUCK TAKESTAKE CLASSIFICATION OF TRUCK ON

WHICH WINCH IS MOUNTED

DNLIITD CLASSIFICATIONSCLASSIFICATION LATEDED FOR WORK NOT INCLUDED WITHIN THCOPE OF THE CLASTICATIONSCLASTICATION LISTED MAY BE DCLUD AFTR AWARD ONLY

AS

PROVIIEUI IN THE LABOR ARANIARTIA CONTRACT CLAUAASCLAUAA 20 CPA 55II
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TECHNICAL SPECIFICATIONSSPECIFICATION

10 MOBILIZATION

11 DESCRIPTION

THISTHI ITEM SHALL CONSIST OF THE PRECONSTRUCTION EXPENSESEXPENSE AND THE

COSTSCOST OF PREPARATORY WORK AND OPERATIONSOPERATION PERFORMED BY THE CONTRACTOR

THAT ARE NOT PART OF PAYMENT ITEM OR ARE NOT IDENTIFIED IN THE

SPECIFICATIONSSPECIFICATION AS BEING INCIDENTAL TO PAYMENT ITEM OR ITEMSITEM AND

WHICH OCCUR BEFORE 10 OF THE TOTAL ORIGINAL CONTRACT AMOUNT IS

EARNED FROM OTHER BID ITEMS ITEMSITEM WHICH ARE NOT TO BE INCLUDED IN

THE ITEM OF MOBILIZATION INCLUDE BUT ARE NOT LIMITED TO

1 ANY PORTION OF THE WORK COVERED BY SPECIFIC BID ITEM OR

INCIDENTAL WORK WHICH IS TO BE INCLUDED IN BID ITEM OR ITEMSITEM

2 PROFIT INTEREST ON BORROWED MONEY OVERHEAD OR MANAGEMENT

COSTSCOST

12 PAYMENT

PAYMENT WILL BE MADE UNDER ITEM MOBILIZATION PER LUMP SUM

PAYMENT FOR MOBILIZATION SHALL BE MADE AT THE CONTRACT UNIT PRICE

PER LUMP SUM WHEN 10 OF THE TOTAL ORIGINAL CONTRACT AMOUNT IS

EARNED FROM OTHER BID ITEMS PAYMENT WILL BE MADE FOR 100 OF THE

AMOUNT BID FOR MOBILIZATION OR 10 OF THE TOTAL ORIGINAL CONTRACT

AMOUNT WHICHEVER IS THE LEAST SHOULD THE FIRST PROGRESSPROGRES PAYMENT

TO CONTRACTOR BE LESSLES THAN 10 OF THE ORIGINAL CONTRACT AMOUNT
THEN PAYMENT ON THISTHI ITEM WILL BE PRORATED ACCORDINGLY UPON

COMPLETION OF ALL WORK ON THE PROJECT PAYMENT OF ANY AMOUNT BID

FOR MOBILIZATION IN EXCESSEXCES OF 10 OF THE TOTAL ORIGINAL CONTRACT

AMOUNT WILL BE PAID

TECHNICAL SPECIFICATIONSSPECIFICATION
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20 PORTLAND CEMENT CONCRETE PAVEMENT AND ASSOCIATED WORK

21 GENERAL

211 DESCRIPTION OF WORK

THE WORK CONSISTSCONSIST OF REPLACEMENT OF EXISTING DAMAGED CONCRETE SLABSSLAB
WITH NEW PORTLAND CEMENT CONCRETE AND SPALL REPAIR IN ACCORDANCE

WITH THISTHI SPECIFICATION AND SHALL CONFORM TO THE LINESLINE GRADES
THICKNESSESTHICKNESSE AND TYPICAL CROSSCROS SECTIONSSECTION INDICATED ON THE DRAWINGS

212 QUALITY ASSURANCE

1 KING COUNTY WILL PROVIDE INSPECTION SERVICE TO THE SATISFACTION

OF THE ENGINEER TESTSTEST CONDUCTED FOR THE SOLE BENEFIT OF THE

CONTRACTOR OR BEFORE PRODUCT IS APPROVED SHALL BE AT THE

CONTRACTORSCONTRACTOR EXPENSE

2 QUALIFICATION OF WORKMEN PROVIDE AT LEAST ONE PERSON WHO

SHALL BE PRESENT AT ALL TIMESTIME DURING EXECUTION OF THISTHI PORTION

OF THE WORK AND WHO IS THOROUGHLY TRAINED AND EXPERIENCED IN

PLACING THE TYPESTYPE OF CONCRETE SPECIFIED AND WHO SHALL DIRECT

ALL WORK PERFORMED UNDER THISTHI SECTION

213 SUBRNITTALSSUBRNITTAL

WITHIN 14 DAYSDAY AFTER EXECUTION OF THE CONTRACT SUBMIT TO THE

ENGINEER THE PROPOSED DESIGN MIX FOR THE CONCRETE REQUIRED FOR THISTHI

PORTION OF THE WORK ALSO SUBMIT THE MANUFACTURERSMANUFACTURER NAME AND

CATALOG NUMBER OF ITEMSITEM SUCH AS MEMBRANESMEMBRANE ALL ADMIXTURESADMIXTURE AND THE

NAME AND ADDRESSADDRES OF THE PROPOSED CONCRETE SUPPLIER

APPROVAL OF THE DESIGN MIX WILL BE BASED ON ACTUAL TEST DATA CALLED

OUT IN ARTICLE 234 OF THISTHI SECTION

THE CONTRACTOR SHALL ALSO FURNISH KING COUNTY WITH SAMPLESSAMPLE OF FINE

AND COARSE AGGREGATE FOR TESTING

214 PRODUCT HANDLING

READYMIXED CONCRETE SHALL BE PLACED IN ITS FINAL POSITION WITHIN

HOUR AFTER ADDING CEMENT

1 RETEMPERING CONCRETE SHALL BE MIXED ONLY IN SUCH QUANTITIESQUANTITIE
AS ARE REQUIRED FOR IMMEDIATE USE AND WILL BE USED WHILE

FRESH BEFORE INITIAL SET HAS TAKEN PLACE ANY CONCRETE WHICH

HAS DEVELOPED INITIAL SET SHALL NOT BE USED CONCRETE WHICH

HAS PARTIALLY HARDENED SHALL NOT BE RETEMPERED OR REMIXED

2 PROTECTION USE ALL MEANSMEAN NECESSARY TO PROTECT CONCRETE

MATERIALSMATERIAL BEFORE DURING AND AFTER INSTALLATION AND TO PROTECT

THE INSTALLED WORK AND MATERIALSMATERIAL OF ALL OTHER TRADES

TECHNICAL SPECIFICATIONSSPECIFICATION

KCSIIP4 37192



3 REPLACEMENT IN THE EVENT OF DAMAGE IMMEDIATELY MAKE ALL

REPAIRSREPAIR AND REPLACEMENTSREPLACEMENT NECESSARY TO THE APPROVAL OF THE

ENGINEER AND AT NO ADDITIONAL COST TO THE OWNER

22 PRODUCTSPRODUCT

221 CONCRETE

1 GENERAL

A ALL CONCRETE UNLESSUNLES OTHERWISE SPECIFICALLY PERMITTED

THE ENGINEER SHALL BE BATCHED AND MIXED AT AN APPROVED

PLANT

B THE CONTROL OF CONCRETE PRODUCTION SHALL BE UNDER SUPER
VISION OF RECOGNIZED TESTING LABORATORY SELECTED AND

PAID FOR BY THE CONTRACTOR WHO SHALL DESIGN THE MIXESMIXE
AND FURNISH INSPECTION OF BATCHED AGGREGATESAGGREGATE AT THE

MIXING PLANT

2 QUALITY THE PAVING CONCRETE SHALL HAVE MINIMUM FLEXURAL

STRENGTH OF 650 PSI AND MINIMUM ALLOWABLE CEMENT CONTENT OF

SIX SACKSSACK OF CEMENT PER CUBIC YARD

THE MINIMUM FLEXURAL STRENGTH SPECIFIED IS THE STRENGTH AT

SEVEN DAYSDAY BASED ON ACTUAL TEST DATA CALLED OUT IN ARTICLE 234
OF THISTHI SECTION

IN ADDITION TO THAT SPECIFIED ABOVE THE CONCRETE SHALL ATTAIN

SUCH INTERIM STRENGTH AS NECESSARY TO MEET THE SCHEDULED PHASE

COMPLETION DATESDATE AND SUPPORT THE CONSTRUCTION EQUIPMENT SELECTED

BY THE CONTRACTOR AND APPROVED BY THE ENGINEER

222 AGGREGATE

1 GENERAL AGGREGATESAGGREGATE DELIVERED TO THE MIXER SHALL CONSIST OF

CRUSHED STONE CRUSHED OR UNCRUSHED GRAVEL CRUSHED SLAG OR

NATURAL SAND THE AGGREGATE SHALL BE COMPOSED OF SOUND

TOUGH DURABLE PARTICLESPARTICLE AND SHALL NOT EXCEED THE LIMITSLIMIT FOR

DELETERIOUSDELETERIOU SUBSTANCESSUBSTANCE GIVEN IN ASIM 33 THE AGGREGATE IN

SIZE GROUP SHALL NOT CONTAIN MORE THAN 8 BY WEIGHT OF FLAT OR

ELONGATED PIECES FLAT OR ELONGATED PARTICLE IS ONE HAVING

RATIO BETWEEN THE MAXIMUM AND THE MINIMUM DIMENSIONSDIMENSION OF

CIRCUMSCRIBING RECTANGULAR PRISM EXCEEDING TO 1

THE PERCENTAGE OF WEAR SHALL NOT EXCEED 40 WHEN TESTED IN

ACCORDANCE WITH ASTM 131

2 FINE AGGREGATE FINE AGGREGATE FOR CONCRETE SHALL CONFORM TO

THE REQUIREMENTSREQUIREMENT OF ASTM 33 AND SHALL MEET THE REQUIREMENTSREQUIREMENT
OF TABLE 2221
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TABLE 2221 GRADATION FOR FINE AGGREGATE

TECHNICAL SPECIFICATIONSSPECIFICATION

PERCENTAGE BY WEIGHT

PASSING SIEVESSIEVE
SIEVE DESIGNATIONSDESIGNATION
SQUARE OPENINGSOPENING

3

38 IN 95 MM 100

NO 475 MM 95 TO 100

NO 236 MM 80 TO 1OC

NO 16 118 MIII 50 TO 85

NO 30 600 MICRORN 25 TO 60

NO 50 300 MICRORN 10 TO 30

NO 100 150 MICRORN TO 10

COARSE AGGREGATE COARSE AGGREGATE SHALL CONFORM TO THE

REQUIREMENTSREQUIREMENT OF ASTM 33 GRADATION SHALL BE IN ACCORDANCE

WITH TABLE 2222

TABLE 2222 GRADATION FOR COARSE AGGREGATE

SIEVE DESIGNATIONSDESIGNATION FROM 112 IN TO NO
SQUARE OPENINGSOPENING 381 MM TO 475 MM

PERCENTAGE OF WEIGHT PASSING SIEVESSIEVE

112 TO 34 IN 34 IN TO NO

212 IN 630 MM
IN 508 MM 100

112 IN 381 MM 90 TO 100

IN 250 MM 25 TO 55 100

34 IN 190 MM TO 15 95 TO 100

12 IN 125 MM
318 IN 95 MM TO 20 TO 55

NO 475 MM TO 10

NO 236 MM TO
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223 CEMENT

ALL CEMENT SHALL BE PORTLAND CEMENT CONFORMING TO ASTM DESIGNATION

150 TYPE III AND SHALL BE THE PRODUCT OF ONE MANUFACTURER

224 FLY ASH

ALL FLY ASH SHALL CONFORM TO ASTM DESIGNATION 618 CLASSCLAS F

225 ADMIXTURESADMIXTURE

1 GENERAL ALL ADMIXTURESADMIXTURE SHALL BE SUPPLIED BY ONE MANUFACTURER

APPROVED BY THE ENGINEER ADMIXTURE DOSAGESDOSAGE SHALL BE IN

ACCORDANCE WITH THE MANUFACTURERSMANUFACTURER RECOMMENDATIONS

2 AIRENTRAINING AGENTSAGENT SHALL MEET THE REQUIREMENTSREQUIREMENT OF ASTM

260 AND SHALL BE ADDED TO THE MIXER IN THE AMOUNT NECESSARY

TO PRODUCE 4 ENTRAINED AIR 112
3 WATERREDUCING AGENTSAGENT SHALL CONFORM TO ASTM 494 TYPE

FOR WATERREDUCING TYPE FOR WATERREDUCING AND RETARDING
TYPE FOR WATERREDUCING HIGH RANGE AND TYPE FOR WATER

REDUCING HIGH RANGE AND RETARDING

4 RETARDERSRETARDER SHALL BE APPROVED BY THE ENGINEER PRIOR TO THEIR

USE

226 WATER

WATER USED IN MIXING OR CURING SHALL BE AS CLEAN AND FREE OF OIL
SALT ACID ALKALI SUGAR VEGETABLE OR OTHER SUBSTANCESSUBSTANCE INJURIOUSINJURIOU
TO THE FINISHED PRODUCT AS POSSIBLE WATER WILL BE TESTED IN

ACCORDANCE WITH THE REQUIREMENTSREQUIREMENT OF AASHTO 126 WATER KNOWN TO BE

OF POTABLE QUALITY MAY BE USED WITHOUT TESTING

227 COVER MATERIALSMATERIAL FOR CURING

LIQUID MEMBRANEFORMING COMPOUNDSCOMPOUND FOR CURING CONCRETE SHALL CONFORM

TO THE REQUIREMENTSREQUIREMENT OF ASTM 309 TYPE 2

228 BONDING AGENT FOR SPALLSSPALL

USE CONCRESIVE 1001LPC AS MANUFACTURED BY ADHESIVE ENGINEERING

COMPANY OR AN APPROVED EQUAL

23 EXECUTION

231 PREPARATORY WORK

1 INSPECTION

4
A PRIOR TO ALL WORK OF THISTHI SECTION CAREFULLY INSPECT THE

INSTALLED WORK OF ALL OTHER TRADESTRADE AND VERIFY THAT ALL
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SUCH WORK IS COMPLETE TO THE POINT WHERE THISTHI INSTALLATION

MAY PROPERLY COMMENCE

B VERIFY THAT ALL ITEMSITEM TO BE EMBEDDED IN CONCRETE ARE IN

PLACE AND PROPERLY ORIENTED LOCATED AND SECURED

C VERIFY THAT CONCRETE MAY BE PLACED TO THE LINESLINE AND

ELEVATIONSELEVATION INDICATED ON THE DRAWINGS

2 GENERAL

A THOROUGHLY CLEAN ALL AREASAREA IN WHICH CONCRETE IS TO BE

PLACED CLEAN AND ROUGHEN EXISTING CONCRETE TO PROVIDE

BONDABLE SURFACE CONCRETE FORMSFORM WHICH HAVE NOT BEEN

TREATED WITH OILSOIL WAXESWAXE OR OTHER BOND BREAKERSBREAKER SHALL BE

THOROUGHLY WET PRIOR TO PLACING CONCRETE

B CLEAN TRANSPORTING AND HANDLING EQUIPMENT OF ALL HARDENED

CONCRETE

3 SLAB REMOVAL

A BREAK UP CONCRETE SLABSSLAB NEATLY USING THE EXISTING JOINTSJOINT
AS THE EDGESEDGE OF REMOVAL REMOVE PAVEMENT TAKING CARE TO

NOT DISTURB ADJACENT CONCRETE PAVEMENT THAT WILL REMAIN

ADJACENT MATERIALSMATERIAL DESIGNATED TO REMAIN THAT ARE DAMAGED

BY THE CONTRACTOR DUE TO HIS OPERATIONSOPERATION SHALL BE REPLACED

BY HIM AT HIS OWN EXPENSE TO THE SATISFACTION OF THE

ENGINEER SAW CUT ANY DOWELSDOWEL AROUND PERIMETER OF NEW

CONCRETE PAVEMENT AREAS

B ALL MATERIAL INCLUDED IN THISTHI BID ITEM SHALL BE HAULED

OFF THE AIRPORT AND DISPOSED OF BY THE CONTRACTOR

4 SPALL REMOVAL

A REMOVE ALL CONCRETE WITH CONCRETE SAW AND AIR HAMMER TO

THE DIMENSIONSDIMENSION SHOWN ON THE DRAWINGS

B THOROUGHLY CLEAN THE EXPOSED SOUND CONCRETE BY BLOWING

OUT THE AREA WITH COMPRESSED AIR OR BY SANDBLASTING

BROOMING AND BLOWING WITH COMPRESSED AIR

C PRIME THE SIDESSIDE AND BOTTOM WITH CONCRESIVE 1001LPC AS

RECOMMENDED BY THE MANUFACTURER DO NOT PRIME JOINT

EDGES

232 EQUIPMENT

1 GENERAL EQUIPMENT AND TOOLSTOOL NECESSARY FOR HANDLING MATERIALSMATERIAL
NCIPERFQRMFNG PDRTSPDRT OF TTE WORK SHALL BE APPROVED BY THE

ENGINEER TO DESIGN CACIT MHI 35IW
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THE EQUIPMENT SHALL BE AT THE JOB SITE BEFORE THE START OF

CONSTRUCTION OPERATIONSOPERATION FOR EXAMINATION AND APPROVAL

2 READYMIX PLANT READYMIX CONCRETE PLANTSPLANT SHALL BE APPROVED

AND CERTIFIED BY THE NRMCA READYMIX CONCRETE SHALL BE

BATCHED WITH EQUIPMENT AND IN ACCORDANCE WITH THE APPLICABLE

PORTIONSPORTION OF ASTM 94

TRUCK AGITATORSAGITATOR USED FOR HAULING READYMIX CONCRETE SHALL

CONFORM TO THE REQUIREMENTSREQUIREMENT OF ASTM 94

3 CONCRETE SAW PROVIDE SAWING EQUIPMENT ADEQUATE IN NUMBER OF

UNITSUNIT AND POWER TO COMPLETE THE SAWING TO THE REQUIRED DIMEN
SIONSSION AND AT THE REQUIRED RATE PROVIDE AT LEAST ONE STANDBY

SAW IN GOOD WORKING ORDER MAINTAIN AN AMPLE SUPPLY OF SAW

BLADESBLADE AT THE SITE OF THE WORK AT ALL TIMESTIME DURING SAWING

OPERATIONS PROVIDE ADEQUATE ARTIFICIAL LIGHTING FACILITIESFACILITIE

FOR NIGHT SAWING

4 VIBRATORSVIBRATOR PROVIDE MECHANICAL VIBRATORSVIBRATOR WITH MINIMUM FRE

QUENCY OF 7000 VIBRATIONSVIBRATION PER MINUTE PROVIDE AT LEAST ONE

STANDBY VIBRATOR IN GOOD WORKING ORDER

233 CONDITIONING OF UNDERLYING COURSE

THE PREPARED GRADE SHALL BE WELL MOISTENED WITH WATER WITHOUT

SATURATING IMMEDIATELY PRIOR TO CONCRETE PLACEMENT TO PREVENT

RAPID LOSSLOS OF MOISTURE FROM CONCRETE IN COLD WEATHER THE UNDER

LYING SUBBASE SHALL BE PROTECTED SO THAT IT WILL BE ENTIRELY FREE

OF FROST WHEN CONCRETE IS PLACED

234 PROPORTIONSPROPORTION

1 PRIOR TO THE START OF CONCRETE OPERATIONSOPERATION AND AFTER APPROVAL
OF ALL MATERIAL TO BE USED IN THE CONCRETE SUBMIT TEST DATA

SHOWING THE PROPORTIONSPROPORTION AND ACTUAL FLEXURAL STRENGTH OBTAINED

FROM THE CONCRETE FLEXURAL STRENGTH SHALL BE AS SPECIFIED AT

28 DAYSDAY USING TEST SPECIMENSSPECIMEN PREPARED IN ACCORDANCE WITH ASTM

31 AND TESTED IN ACCORDANCE WITH ASTM 78 THE MIX DETER

MINED SHALL BE WORKABLE CONCRETE HAVING SLUMP BETWEEN AND

IN 50 AND 100 MM AS DETERMINED BY ASTM 143

2 THE MINIMUM CEMENT CONTENT SHALL BE MAINTAINED TO PRODUCE

CONCRETE OF SUITABLE DURABILITY AND WORKABILITY THE MAXIMUM

WATERCEMENT RATIO SPECIFIED FOR CONCRETE SHALL NOT BE EXCEEDED
ENTRAINED AIR SHALL BE REQUIRED TO INCREASE DURABILITY AND

PROVIDE WORKABILITY CAUTION SHOULD BE EXERCISED IN ESTABLISH

ING THE AIRENTRAINMENT PERCENTAGE AS EXCESSIVE AIR ENTRAINMENT

WILL AGGRAVATE EDGE SLUMPING AND INSUFFICIENT AIR ENTRAINMENT

WILL RESULT IN POOR CONCRETE DURABILITY BATCHESBATCHE WITH SLUMP

IN EXCESSEXCES OF IN SHALL BE WASTED
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3 THE CEMENT CONTENT SHALL NOT BE LESSLES THAN SIX SACKSSACK PER CUBIC

YARD NOR SHALL THE WATERCEMENT RATIO INCLUDING FREE SURFACE

MOISTURE ON THE AGGREGATESAGGREGATE BUT NOT INCLUDING MOISTURE ABSORBED

BY THE AGGREGATESAGGREGATE BE MORE THAN 045 BY WEIGHT THE CEMENT

CONTENT SHALL BE DETERMINED IN ACCORDANCE WITH ASTM 138

4 AIRENTRAINING ADMIXTURE SHALL BE ADDED IN SUCH MANNER THAT

WILL ENSURE UNIFORM DISTRIBUTION OF THE AGENT THROUGHOUT THE

BATCH THE AIR CONTENT OF FRESHLY MIXED AIRENTRAINED CONCRETE

SHALL BE BASED UPON TRIAL MIXESMIXE WITH THE MATERIALSMATERIAL TO BE USED

IN THE WORK ADJUSTED TO PRODUCE CONCRETE OF THE REQUIRED

PLASTICITY AND WORKABILITY THE PERCENTAGE OF AIR ENTRAINMET
IN THE MIX SHALL BE 4 15 PERCENTAGE POINTS AIR CONTENT

SHALL BE DETERMINED BY TESTING IN ACCORDANCE WITH ASTM 231

FOR GRAVEL AND STONE COARSE AGGREGATE

5 THE CONTRACTOR MAY SUBSTITUTE UP TO 15 BY WEIGHT OF FLY ASH

FOR AN EQUAL AMOUNT OF CEMENT IN HIS DESIGN MIX ALL OTHER

REQUIREMENTSREQUIREMENT OF THISTHI SECTION SHALL BE FULFILLED

235 FIELD TEST SPECIMENSSPECIMEN

1 CONCRETE SAMPLESSAMPLE SHALL BE FURNISHED BY THE CONTRACTOR AND

SHALL BE TAKEN IN THE FIELD TO DETERMINE THE CONSISTENCY AIR

CONTENT AND STRENGTH OF THE CONCRETE FLEXURAL TEST BEAMSBEAM
WILL BE MADE BY KING COUNTY OR ITS REPRESENTATIVE EACH DAY
THAT CONCRETE IS PLACED OR FOR EACH 50 CU YD PLACED IN

SINGLE DAY EACH GROUP OF TEST BEAMSBEAM WILL BE MOLDED FROM THE

SAME BATCH OF CONCRETE AND WILL CONSIST OF SUFFICIENT NUMBER

OF SPECIMENSSPECIMEN TO PROVIDE FOUR FLEXURAL STRENGTH TESTSTEST AT EACH

TEST AGE THE SPECIMENSSPECIMEN SHALL BE MADE IN ACCORDANCE WITH ASTM

31 AND ASTM 172 HOWEVER AT THE START OF CONCRETE OPERA
TIONSTION AND WHEN THE AGGREGATE SOURCE AGGREGATE CHARACTERISTICSCHARACTERISTIC
OR MIX DESIGN IS CHANGED ADDITIONAL GROUPSGROUP OF TEST BEAMSBEAM MAY

BE REQUIRED UNTIL THE ENGINEER IS SATISFIED THAT THE CONCRETE

MIXTURE BEING USED COMPLIESCOMPLIE WITH THE STRENGTH REQUIREMENTSREQUIREMENT OF

THESE SPECIFICATIONS TEST AGESAGE WILL BE THREE DAYSDAY AND SEVEN

DAYS

2 THE FLEXURAL STRENGTH OF THE CONCRETE SHALL MEET THE FOLLOWING

REQUIREMENTSREQUIREMENT THE AVERAGE OF ANY FOUR CONSECUTIVE STRENGTH

TESTSTEST TESTED AT THE END OF SEVEN DAYSDAY SHALL HAVE AN AVERAGE
FLEXURAL STRENGTH EQUAL TO OR GREATER THAN THE SPECIFIED
FLEXURAL STRENGTH NOT MORE THAN 20 OF THE BEAMSBEAM TESTED

AT THE END OF SEVEN DAYSDAY SHALL HAVE FLEXURAL STRENGTH LESSLES
THAN THE SPECIFIED STRENGTH SPECIMENSSPECIMEN WHICH ARE OBVIOUSLY
DEFECTIVE SHALL NOT BE CONSIDERED IN THE DETERMINATION OF THE

STRENGTH WHEN IT APPEARSAPPEAR THAT THE TEST SPECIMENSSPECIMEN WILL FAIL

TO CONFORM TO THE REQUIREMENTSREQUIREMENT FOR STRENGTH THE ENGINEER
SHALL HAVE THE RIGHT TO ORDER CHANGESCHANGE IN THE CONCRETE SUFFICIENT

TO INCREASE THE STRENGTH TO MEET THESE REQUIREMENTS WHEN

SATISFACTORY RELATIONSHIP BETWEEN THREEDAY AND SEVENDAY
STRENGTHSSTRENGTH HAS BEEN ESTABLISHED AND APPROVED THE THREEDAY
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TEST RESULTSRESULT MAY BE USED AS AN INDICATOR OF THE SEVENDAY

STRENGTHS HOWEVER THE THREEDAY TEST RESULTSRESULT WILL NOT

REPLACE THE RESULTSRESULT OF THE SEVENDAY TESTSTEST IF THE SEVENDAY
RESULTSRESULT FALL BELOW THE REQUIREMENT

236 MIXING CONCRETE

READYMIX READYMIXED CONCRETE SHALL BE MIXED AND DELIVERED IN

ACCORDANCE WITH THE REQUIREMENTSREQUIREMENT OF ASTM 94 EXCEPT THAT THE

MINIMUM REQUIRED REVOLUTIONSREVOLUTION OF THE MIXING SPEED FOR TRANSITMIXED

CONCRETE MAY BE REDUCED TO NOT LESSLES THAN THAT RECOMMENDED BY TH
MIXER MANUFACTURER THE NUMBER OF REVOLUTIONSREVOLUTION RECOMMENDED BY THE

MIXER MANUFACTURER SHALL BE INDICATED ON THE MANUFACTURERSMANUFACTURER SERIAL

PLATE ATTACHED TO THE MIXER FURNISH TEST DATA ACCEPTABLE TO THE

ENGINEER VERIFYING THAT THE MAKE AND MODEL OF THE MIXER WILL PRODUCE

UNIFORM CONCRETE CONFORMING TO THE PROVISIONSPROVISION OF ASTM 94 AT THE

REDUCED NUMBER OF REVOLUTIONSREVOLUTION SHOWN ON THE SERIAL PLATE

237 LIMITATIONSLIMITATION OF MIXING

1 MO CONCRETE SHALL BE MIXED PLACED OR FINISHED WHEN THE

NATURAL LIGHT IS UNSUFFICIENT IN THE OPINION OF THE ENGINEER
UNLESSUNLES AN ADEQUATE AND APPROVED ARTIFICIAL LIGHTING SYSTEM IS

OPERATED

2 DURING PERIODSPERIOD OF WARM WEATHER WHEN THE MAXIMUM DAILY AIR

TEMPERATURE EXCEEDSEXCEED 85F 30C THE FOLLOWING PRECAUTIONSPRECAUTION
SHOULD BE TAKEN THE FORMSFORM AND THE UNDERLYING MATERIAL SHALL

BE SPRINKLED WITH WATER IMMEDIATELY BEFORE PLACING THE CONCRETE

THE CONCRETE SHALL BE PLACED AT THE COOLEST TEMPERATURE PRAC
TICABLE AND IN NO CASE SHALL THE TEMPERATURE OF THE CONCRETE

EXCEED 90F 32C WHEN PLACED THE AGGREGATESAGGREGATE AND MIXING

WATER SHALL BE COOLED AS NECESSARY TO MAINTAIN THE CONCRETE

TEMPERATURE BELOW THE SPECIFIED MAXIMUM

3 DURING COOL WEATHER PLACEMENT OF CONCRETE THE CONTRACTOR

SHALL TAKE SUCH MEASURESMEASURE AS NECESSARY TO ENSURE THAT THE

REQUIRED FLEXURAL STRENGTHSSTRENGTH ARE MET AS REQUIRED BY THE PROJECT

SCHEDULE

4 MIXING AND PLACING CONCRETE SHALL BE DISCONTINUED WHEN

DESCENDING AIR TEMPERATURE IN THE SHADE AWAY FROM ARTIFICIAL

HEAT REACHESREACHE 40F AND NOT BE RESUMED UNTIL AN ASCENDING AIR

TEMPERATURE IN THE SHADE AND AWAY FROM ARTIFICIAL HEAT REACHESREACHE
35F UNLESSUNLES AUTHORIZED IN WRITING BY THE ENGINEER

238 PLACING CONCRETE

1 DEPOSIT THE CONCRETE ON THE MOISTENED GRADE TO REQUIRE AS

LITTLE REHANDLING AS POSSIBLE UNLESSUNLES TRUCK AGITATORSAGITATOR ARE

EQUIPPED WITH MEANSMEAN FOR DISCHARGE OF CONCRETE WITHOUT SEGREGA
TION OF THE MATERIALSMATERIAL THE CONCRETE SHALL BE UNLOADED INTO AN

APPROVED SPREADING DEVICE AND MECHANICALLY SPREAD ON THE GRADE
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TO PREVENT SEGREGATION OF THE MATERIALS NECESSARY HAND

SPREADING SHALL BE DONE WITH SHOVELSSHOVEL NOT RAKES DO NOT

ALLOW WORKMEN WITH BOOTSBOOT OR SHOESSHOE COATED WITH EARTH OR FOREIGN

SUBSTANCESSUBSTANCE TO WALK IN THE FRESHLY MIXED CONCRETE

2 CONSOLIDATE CONCRETE AGAINST AND ALONG THE FACESFACE OF ALL JOINTSJOINT
BY MEANSMEAN OF VIBRATORSVIBRATOR INSERTED IN THE CONCRETE DO NOT PERMIT

VIBRATORSVIBRATOR TO COME IN CONTACT WITH JOINT OR THE GRADE IN NO

CASE OPERATE THE VIBRATOR LONGER THAN 15 SECONDSSECOND IN ANY ONE

LOCATION NOR SHALL THE VIBRATORSVIBRATOR BE USED TO MOVE THE CONCRETE

239 STRIKEOFF OF CONCRETE

FOLLOWING THE PLACING OF THE CONCRETE STRIKE OFF TO CONFORM TO THE

CROSSCROS SECTION SHOWN ON THE DRAWINGSDRAWING AND TO AN ELEVATION SUCH THAT

WHEN THE CONCRETE IS PROPERLY CONSOLIDATED AND FINISHED THE SURFACE

OF THE PAVEMENT SHALL BE AT THE ELEVATION NOTED ON THE DRAWINGS

2310 JOINTSJOINT

JOINTSJOINT WEAKENEDPLANE JOINTSJOINT OR BOTH SHALL BE INSTALLED AT THE

LOCATIONSLOCATION AND SPACING AS INDICATED ON THE DRAWINGS EXISTING

JOINTSJOINT SHALL BE MADE CONTINUOUSCONTINUOU THROUGH NEW SLABSSLAB OR SPALL REPLACE
MENTSMENT WHICH OCCUR ON BOTH SIDESSIDE OF AN EXISTING JOINT THESE JOINTSJOINT
WILL BE INSTALLED BY SAWING GROOVE INTO THE CONCRETE SURFACE

AFTER THE CONCRETE HAS HARDENED IN THE SAME MANNER AS SPECIFIED IN

PARAGRAPH 2313

2311 FINAL STRIKEOFF CONSOLIDATION AND FINISHING

SLAB FINISH AFTER THE CONCRETE HAS BEEN PLACED STRUCK OFF
CONSOLIDATED AND LEVELED THE CONCRETE SHALL NOT BE WORKED FURTHER

UNTIL READY FOR FLOATING FLOATING SHALL BEGIN WHEN THE WATER

SHEEN HAS DISAPPEARED ANDOR WHEN THE MIX HAS STIFFENED SUFFICIENTLY

TO PERMIT THE PROPER OPERATION OF POWERDRIVEN FLOAT TO CONSOLI
DATE THE SURFACE HAND FLOATING WITH WOOD OR CORKFACED FLOATSFLOAT
SHALL BE USED IN LOCATIONSLOCATION TOO SMALL FOR OR INACCESSIBLE TO THE

POWERDRIVEN MACHINE THE SURFACE TOLERANCE SHALL NOT EXCEED

12 IN IN 10 FT THE SURFACE SHALL BE ROUGHENED WITH STIFF BRUSHESBRUSHE

APPROXIMATELY 116 IN MM DEEP TRANSVERSE TO THE RUNWAY CENTER
LINE IMMEDIATELY AFTER FLOATING IS COMPLETED

2312 CURING

1 GENERAL IMMEDIATELY AFTER THE FINISHING OPERATIONSOPERATION HAVE BEEN

COMPLETED AND MARRING OF THE CONCRETE WILL NOT OCCUR THE

ENTIRE SURFACE OF THE NEWLY PLACED CONCRETE SHALL BE CURED IN

ACCORDANCE WITH THE METHOD BELOW FAILURE TO PROVIDE SUFFI
CIENT CURING MATERIAL OF WHATEVER KIND THE CONTRACTOR MAY
ELECT TO USE OR LACK OF WATER TO ADEQUATELY TAKE CARE OF BOTH

CURING AND OTHER REQUIREMENTSREQUIREMENT SHALL BE CAUSE FOR IMMEDIATE

SUSPENSION OF CONCRETING OPERATIONS THE CONCRETE SHALL NOT
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BE LEFT EXPOSED FOR MORE THAN 12 HOUR DURING THE CURING

PERIOD

2 IMPERVIOUSIMPERVIOU MEMBRANE METHOD UNIFORMLY SPRAY THE ENTIRE SURFACE

OF THE PAVEMENT WITH WHITE PIGMENTED CURING COMPOUND IMMEDIATELY

AFTER THE FINISHING OF THE SURFACE AND BEFORE THE SET OF THE

CONCRETE HAS TAKEN PLACE DO NOT APPLY THE CURING COMPOUND

DURING RAINFALL CURING COMPOUND SHALL BE APPLIED BY MECHANICAL

SPRAYERSSPRAYER UNDER PRESSURE AT THE RATE OF GALLON LITERSLITER TO

NOT MORE THAN 150 FT2 14 M2 THE SPRAYING EQUIPMENT SHALL

BE OF THE FULLY ATOMIZING TYPE EQUIPPED WITH TANK AGITATOR
AT THE TIME OF USE THE COMPOUND SHALL BE IN THOROUGHLY

MIXED CONDITION WITH THE PIGMENT UNIFORMLY DISPERSED THROUGHOUT

THE VEHICLE DURING APPLICATION THE COMPOUND SHALL BE STIRRED

CONTINUOUSLY BY EFFECTIVE MECHANICAL MEANS HANDSPRAYING OF

ODD WIDTHSWIDTH OR SHAPESSHAPE AND CONCRETE SURFACESSURFACE EXPOSED BY THE

REMOVAL OF FORMSFORM WILL BE PERMITTED CURING COMPOUND SHALL NOT

BE APPLIED TO THE INSIDE FACESFACE OF JOINTSJOINT TO BE SEALED BUT

OTHER APPROVED MEANSMEAN SHALL BE USED TO ENSURE PROPER CURING FOR

72 HOURS THE CURING COMPOUND SHALL BE OF SUCH CHARACTER THAT

THE FILM WILL HARDEN WITHIN 30 MINUTESMINUTE AFTER APPLICATION IF

THE FILM BECOMESBECOME DAMAGED FROM ANY CAUSE WITHIN THE REQUIRED

CURING PERIOD IMMEDIATELY REPAIR THE DAMAGED PORTIONSPORTION WITH

ADDITIONAL COMPOUND

2313 SAW CUTTING AND REPAIRSREPAIR TO JOINTSJOINT AND CRACKSCRACK

SAW CUT ALL SLABSSLAB TO MATCH EXISTING LONGITUDINAL AND TRANSVERSE

JOINTS MAKE ALL SAW CUTSCUT AS EARLY AS POSSIBLE TO PREVENT RANDOM

CRACKING BUT LATE ENOUGH TO PREVENT SPALLING SAWING SHALL BE

18 IN WIDE SHALL BE CUT AS EARLY AS POSSIBLE AND SHALL BE

CARRIED ONE QUARTER OF THE CONCRETE SLAB THICKNESSTHICKNES AND ONE HALF THE

DEPTH OF SPALL REPAIRS THE CONTRACTOR SHALL HAVE SUFFICIENT EQUIP
MENT ON THE PROJECT TO COMPLETE THE SAWING TO MEET THE SCHEDULE

2314 PROTECTION OF PAVEMENT

THE CONTRACTOR SHALL PROTECT THE PAVEMENT AND ITS APPURTENANCESAPPURTENANCE
AGAINST ALL TRAFFIC THISTHI SHALL INCLUDE WATCHMEN TO DIRECT TRAFFIC

AND THE ERECTION AND MAINTENANCE OF WARNING SIGNSSIGN LIGHTSLIGHT PAVEMENT

BRIDGESBRIDGE CROSSOVERSCROSSOVER ETC ALL DAMAGE TO THE PAVEMENT OCCURRING

PRIOR TO FINAL ACCEPTANCE SHALL BE REPAIRED OR THE PAVEMENT REPLACED

AT THE CONTRACTORSCONTRACTOR EXPENSE IN ORDER THAT THE CONCRETE BE PROPERLY

PROTECTED AGAINST THE EFFECTSEFFECT OF RAIN BEFORE THE CONCRETE IS SUFFI

CIENTLY HARDENED THE CONTRACTOR SHALL HAVE MATERIALSMATERIAL AVAILABLE AT

ALL TIMESTIME FOR THE PROTECTION OF THE SURFACESSURFACE OF THE UNHARDENED

CONCRETE SUCH PROTECTIVE MATERIALSMATERIAL SHALL CONSIST OF ROLLED POLY
ETHYLENE SHEETING AT LEAST MILSMIL THICK OF SUFFICIENT LENGTH AND

WIDTH TO COVER THE CONCRETE SLAB THE SHEETING SHALL BE UNROLLED

WITHOUT DRAGGING IT OVER THE CONCRETE SURFACE THE EDGESEDGE AND

SURFACE OF THE SHEETING SHALL BE WEIGHTED TO PREVENT MOVEMENT FROM

WINDSWIND OR AIRCRAFT JET BLAST
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2315 OPENING TO TRAFFIC

CONCRETE WILL NOT BE OPENED TO OVERLAY PAVING OPERATIONSOPERATION UNTIL TEST

SPECIMENSSPECIMEN MOLDED AND CURED IN ACCORDANCE WITH ASTM 31 HAVE

ATTAINED FLEXURAL STRENGTH OF 450 PSI 3102 KPA WHEN TESTED IN

ACCORDANCE WITH ASTM 78 CLEAN THE PAVEMENT TO THE SATISFACTION

OF THE ENGINEER PRIOR TO OVERLAY PAVING THE RUNWAY WILL NOT BE

OPENED TO AIR TRAFFIC UNTIL THE CONCRETE HAS ATTAINED FLEXURAL

STRENGTH OF 550 PSI 3792 KPA ADDITIONAL SPECIMENSSPECIMEN TO VERIFY

STRENGTHSSTRENGTH FOR OVERLAY OPERATIONSOPERATION OR OPENING OF THE RUNWAY MAY BE

MADE BY THE CONTRACTOR AND AT HIS EXPENSE

24 MEASUREMENT AND PAYMENT

241 MEASUREMENT

1 ITEM MAJOR SPALL REPAIR 4IN WIDTH

ITEM MAJOR SPALL REPAIR 8IN WIDTH

THE QUANTITY TO BE PAID FOR WILL BE THE NUMBER OF LINEAR FEET
MEASURED ALONG THE CENTERLINE OF THE JOINTSJOINT OR CRACKSCRACK FOR

REPAIRSREPAIR OF THE SPECIFIED TYPE IN PLACE COMPLETED AND

ACCEPTED

2 ITEM PORTLAND CEMENT CONCRETE SLAB REPLACEMENT

THE QUANTITY TO BE PAID FOR WILL BE THE NUMBER OF SQUARE YARDSYARD
OF PAVEMENT MATCHING THE THICKNESSTHICKNES OF ADJACENT PANELSPANEL IN

PLACE COMPLETED AND ACCEPTED

242 PAYMENT

1 ITEM MAJOR SPALL REPAIR 4IN WIDTH

ITEM MAJOR SPALL REPAIR 8IN WIDTH

PAYMENT SHALL BE MADE AT THE CONTRACT UNIT PRICE PER LINEAR

FOOT FOR MAJOR SPALL REPAIR 4IN WIDTH AND MAJOR SPALL

REPAIR 8IN WIDTH

THE CONTRACT UNIT PRICE PER LINEAR FOOT FOR THE SPALL REPAIRSREPAIR
AT THE TYPE SPECIFIED ABOVE SHALL BE FULL COMPENSATION FOR

PROVIDING ALL LABOR MATERIALSMATERIAL AND EQUIPMENT FOR THE JOINTSJOINT
AS SPECIFIED INCLUDING REMOVING EXISTING JOINT SEALER SAW

CUTTING FORMING CLEANING AND JOINT SEALER MATERIAL COM

PLETED AND IN PLACE

2 ITEM PORTLAND CEMENT CONCRETE SLAB REPLACEMENT

PAYMENT SHALL BE MADE AT THE CONTRACT UNIT PRICE PER SQUARE

YARD FOR PORTLAND CEMENT CONCRETE SLAB REPLACEMENT
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THE CONTRACT UNIT PRICE PER SQUARE YARD SHALL BE FULL COMPEN
SATION FOR PROVIDING ALL MATERIALSMATERIAL LABOR AND EQUIPMENT FOR

REMOVAL OF EXISTING DAMAGED CONCRETE PANELSPANEL IDENTIFIED FOR

REMOVAL AND PLACEMENT OF THE NEW CONCRETE PAVEMENT INCLUDING

SAW CUTTING TO PROVIDE LONGITUDINAL OR TRANSVERSE JOINTSJOINT TO

MATCH JOINTSJOINT IN ADJACENT PANELS
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MAKING AND CURING CONCRETE TEST SPECIMENSSPECIMEN IN THE

FIELD

SPECIFICATION FOR CONCRETE AGGREGATESAGGREGATE

SPECIFICATION FOR READYMIXED CONCRETE

SPECIFICATION FOR PORTLAND CEMENT

SPECIFICATION FOR AIRENTRAINING ADMIXTURESADMIXTURE FOR

CONCRETE

SPECIFICATION FOR LIQUID MEMBRANEFORMING COMPOUNDSCOMPOUND
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30 MINOR SPALL REPAIR

31 DESCRIPTION

THISTHI ITEM SHALL CONSIST OF PROVIDING AND INSTALLING RESILIENT AND

ADHESIVE JOINT SEALING FILLER CAPABLE OF EFFECTIVELY SEALING JOINTSJOINT
AND CRACKSCRACK IN PORTLAND CEMENT CONCRETE PAVEMENTS

32 MATERIALSMATERIAL

321 JOINT SEALERSSEALER

JOINT SEALING MATERIALSMATERIAL SHALL MEET THE REQUIREMENTSREQUIREMENT OF ASIM 3405
JOINT SEALANTSSEALANT HOTPOURED FOR CONCRETE AND ASPHALT PAVEMENTS

33 CONSTRUCTION METHODSMETHOD

332 PREPARATION OF JOINTSJOINT

IMMEDIATELY BEFORE SEALING THE JOINTSJOINT SHALL BE THOROUGHLY CLEANED

OF ALL LAITANCE CURING COMPOUND AND OTHER FOREIGN MATERIAL

CLEANING SHALL BE ACCOMPLISHED BY SANDBLASTING OR BY WIRE BRUSHING
UPON COMPLETION OF CLEANING THE JOINTSJOINT SHALL BE BLOWN OUT WITH

COMPRESSED AIR THE JOINT FACESFACE SHALL BE SURFACE DRY WHEN THE SEAL

IS APPLIED

PRIOR TO RESEALING JOINTSJOINT THE EXISTING JOINT MATERIAL SHALL BE

REMOVED TO THE DEPTH AND LENGTH AS SHOWN ON THE PLANS

333 INSTALLATION OF SEALANTSSEALANT

JOINTSJOINT SHALL BE INSPECTED FOR PROPER WIDTH DEPTH ALIGNMENT AND

PREPARATION AND SHALL BE APPROVED BY THE ENGINEER BEFORE SEALING IS

ALLOWED SEALANTSSEALANT SHALL BE INSTALLED IN ACCORDANCE WITH THE FOLLOW

ING REQUIREMENTSREQUIREMENT

HOTPOURED SEALANTS THE JOINT SEALANT SHALL BE APPLIED UNIFORMLY

SOLID FROM BOTTOM TO TOP AND SHALL BE FILLED WITHOUT FORMATION OF

ENTRAPPED AIR OR VOIDS BACKING MATERIAL SHALL BE PLACED AS SHOWN

ON THE PLANSPLAN AND SHALL BE NONADHESIVE TO THE CONCRETE OR THE SEALANT

MATERIAL THE HEATING KETTLE SHALL BE AN INDIRECT HEATING TYPE
CONSTRUCTED AS DOUBLE BOILER POSITIVE TEMPERATURE CONTROL AND

MECHANICAL AGITATION SHALL BE PROVIDED THE SEALANT SHALL NOT BE

HEATED TO MORE THAN 20F 11C BELOW THE SAFE HEATING TEMPERATURE
THE SAFE HEATING TEMPERATURE CAN BE OBTAINED FROM THE MANUFACTURERSMANUFACTURER

SHIPPING CONTAINER DIRECT CONNECTING PRESSURE TYPE EXTRUDING

DEVICE WITH NOZZLESNOZZLE SHAPED FOR INSERTION INTO THE JOINT SHALL BE

PROVIDED ANY SEALANT SPILLED ON THE SURFACE OF THE PAVEMENT SHALL

BE REMOVED IMMEDIATELY
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34 METHOD OF MEASUREMENT

JOINT SEALING AND MINOR SPALL REPAIR SHALL BE MEASURED BY THE

LINEAR FOOT OF JOINT COMPLETE AND ACCEPTED

35 BASISBASI OF PAYMENT

PAYMENT WILL BE MADE UNDER ITEM MINOR SPALL REPAIR PER LINEAR

FOOT

PAYMENT FOR MINOR SPALL REPAIR SHALL BE MADE AT THE CONTRACT UNIT

PRICE PER LINEAR FOOT THE PRICE SHALL BE FULL COMPENSATION FOR

FURNISHING ALL MATERIALSMATERIAL FOR ALL PREPARATION DELIVERING AND

PLACING OF THESE MATERIALSMATERIAL AND FOR ALL LABOR EQUIPMENT TOOLSTOOL
AND INCIDENTALSINCIDENTAL NECESSARY TO COMPLETE THE ITEM

36 TESTING REQUIREMENTSREQUIREMENT

ASTM 412 TESTSTEST FOR RUBBER PROPERTIESPROPERTIE IN TENSION

ASTM 1644 TESTSTEST FOR NONVOLATILE CONTENT OF VARNISHESVARNISHE

37 MATERIAL REQUIREMENTSREQUIREMENT

ASTM 3405 JOINT SEALANTSSEALANT HOTPOURED FOR CONCRETE AND

ASPHALT PAVEMENTSPAVEMENT
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40 FABRIC JOINT TREATMENT

41

42

DESCRIPTION

THISTHI ITEM SHALL CONSIST

PORTLAND CEMENT CONCRETE

PRECOATED FABRIC OR

THE LOCATIONSLOCATION SHOWN ON

MATERIAL

OF TREATING THE JOINTSJOINT AND CRACKSCRACK IN THE

AND ASPHALTIC CONCRETE PAVEMENTSPAVEMENT BY PLACING

GLASSGLAS FIBER WOVEN FABRIC OVER THE JOINTSJOINT AT

THE PLANSPLAN AND AS DIRECTED BY THE ENGINEER

421 PRECOATED FABRIC

MEMBRANE SHALL INCORPORATE HIGHSTRENGTH HEATRESISTANT MESH

EMBEDDED IN LAYER OF SELFADHESIVE RUBBERIZED ASPHALT WITH THE

FOLLOWING PROPERTIESPROPERTIE

VALUE TEST METHOD

THICKNESSTHICKNES 0065 IN MM

010 MAX

TENSILE STRENGTH 50 LBIN MM ASTM 882

MODIFIED FOR

1IN OPENING

PUNCTURE RESISTANCE

MESH
200 LB MM ASTM 154

PLIABILITY 14IN MANDREL

180DEGREE BEND AT 15F
NO CRACKSCRACK IN MESH

OR RUBBERIZED

ASPHALT

ASTM 146

380F VISCOSITY ASTM 3236

LOW TEMPERATURE FLEXIBILITY TESTED IN

ACCORDANCE WITH PROCEDURE SHOWN BELOW

LOW TEMPERATURE FLEXIBILITY TEST CAST SAMPLE 15 IN BY

IN BY 0125 IN 001 IN ON 0003IN ALUMINUM FOIL

ALLOW TO COOL IN AIR AT 75F 5F FOR HOUR THEN CONDITION

THE SAMPLE AND 1IN MANDREL AT THE DESIRED TEST TEMPERATURE

FOR HOUR BEND THE SAMPLE THROUGH AN ARC OF 180 DEGREESDEGREE

TECHNICAL SPECIFICATIONSSPECIFICATION 16

PROPERTY

PERMEANCE PERMSPERM
GRAINSSQ FTHR IN HG

ASTM 95

METHOD

422 GLASSGLAS FIBER WOVEN FABRIC

1 BITUMINOUSBITUMINOU MATERIAL BITUMINOUSBITUMINOU MATERIAL SHALL CONSIST OF AN

ASPHALTIC POLYMER CONFORMING TO THE FOLLOWING PHYSICAL

PROPERTIESPROPERTIE

PENETRATION AT 77F 100G SEC TEX505C

SOFTENING POINT ASTM 2398

3582
155 DEGREESDEGREE MM
1000 TO 1800 CPS
0F MAX
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OVER THE 1IN MANDREL IN APPROXIMATELY SECONDSSECOND TIME WITH

THE FOIL NEXT TO THE MANDREL WHEN THE BEND IS MADE IMMEDIATELY

AFTER BENDING EXAMINE THE SAMPLE FOR CRACKING FLAKING OR

LOSSLOS OF ADHESION THE PRESENCE OF WHICH CONSTITUTESCONSTITUTE FAILURE

2 REINFORCEMENT MATERIALSMATERIAL REINFORCEMENT MATERIAL SHALL CONSIST

OF GLASSGLAS FIBER WOVEN FABRIC CONFORMING TO THE CONSTRUCTION

REQUIREMENTSREQUIREMENT FOR TYPE FABRIC AS SHOWN IN TABLE ASTM

2150 THE FABRIC SHALL COMPLY WITH THE FOLLOWING ADDITIONAL

REQUI REMENTSREMENT

MINIMUM MAXIMUM

WEIGHT OZ PER SQ YD 216 263

TENSILE STRENGTH OF INDIVIDUAL ROVINGSROVING

AVERAGE OF FIVE ROVINGSROVING AT LEAST

TWO FROM EACH PRINCIPAL DIRECTION LB 175

MINIMUM TENSILE STRENGTH OF ANY

INDIVIDUAL ROVING LB 125

PROCEDURE FOR TESTING INDIVIDUAL RAVINGSRAVING INDIVIDUAL ROVINGSROVING
SHALL BE CAREFULLY REMOVED FROM SECTION OF FABRIC AT LEAST

FT SQUARE PLACED ON RELEASE PAPER OR POLYETHYLENE SHEET
AND HELD IN PLACE BY TAPE NEAR THE ENDSEND OF THE RAVINGS
SUITABLE EPOXY SHALL BE APPLIED AT TWO LOCATIONSLOCATION ON EACH

ROVING TO FORM DISKSDISK APPROXIMATELY 18 IN THICK AND IN IN

DIAMETER TAKING CARE TO ENSURE THAT THE EPOXY COMPLETELY

ENCOMPASSESENCOMPASSE THE ROVING THE LENGTH OF ROVING BETWEEN THE

DISKSDISK SHALL BE IN 14 IN THE PURPOSE OF THE EPOXY IS TO

ENCAPSULATE THE ROVING AND PROVIDE SURFACE FOR INSERTION IN

TENSILE MACHINE JAWSJAW WITHOUT DAMAGING THE GLASSGLAS ROVING THE

EPOXY SHALL BE ALLOWED TO CURE AT LEAST 24 HOURSHOUR AT 70F TO

80F EXCESSEXCES ROVING BETWEEN THE TAPE AND THE DISKSDISK SHALL BE

CUT OFF AND THE SPECIMENSSPECIMEN REMOVED FROM THE RELEASE PAPER OR

PLASTIC EXAMINE THE SPECIMENSSPECIMEN TO ENSURE THAT THE ROVING IS

COMPLETELY ENCAPSULATED

THE PREPARED SPECIMENSSPECIMEN SHALL THEN BE TESTED FOR TENSILE STRENGTH

USING EQUIPMENT DESCRIBED IN ASTM 1682 CONSTANT RATE OF

EXTENSION OF 12 TO IN PER MINUTE SHALL BE USED

3 PACKAGING REQUIREMENTSREQUIREMENT

A THE FABRIC SHALL BE PACKAGED IN STANDARD WIDTH ROLLSROLL TWO

ROLLSROLL OF 24IN FABRIC PER BOX

B THE BITUMINOUSBITUMINOU MATERIAL SHALL BE PACKAGED IN 11 11
14IN BOXES THE BITUMINOUSBITUMINOU MATERIAL SHALL BE PROTECTED
FROM THE BOX BY POLYPROPYLENE BAG

TECHNICAL SPECIFICATIONSSPECIFICATION 17
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4 IDENTIFICATION REQUIREMENTSREQUIREMENT

EACH BOX SHALL BE LABELED OR TAGGED IN SUCH MANNER THAT

THE INFORMATION FOR SAMPLE IDENTIFICATION AND OTHER

QUALITY CONTROL PURPOSESPURPOSE CAN BE READ FROM THE LABEL

WITHOUT OPENING THE BOX EACH BOX SHALL BE IDENTIFIED BY

THE MANUFACTURER AS TO JOB NUMBER LOOM NUMBER PRODUCTION

DATE ARID SHIFT TARE WEIGHT OF PACKAGING MATERIALSMATERIAL WIDTH

AND LENGTH OF FABRIC ON EACH ROLL AND NET WEIGHT OF

FABRIC

B EACH BOX OF BITUMINOUSBITUMINOU MATERIAL SHALL BE LABELED WITH

NOMINAL GROSSGROS WEIGHT NOMINAL TARE WEIGHT NOMINAL NET

WEIGHT AND LOT OR BATCH NUMBER

5 SAMPLING REQUIREMENTSREQUIREMENT

A EACH BOX MAY BE SUBJECT TO FABRICWEIGHT DETERMINATION

ON PERBOX BASIS IN ADDITION INDIVIDUAL TEST SAMPLESSAMPLE
SHALL BE CUT FROM AT LEAST ONE ROLL SELECTED AT RANDOM

FROM EACH 100 BOXESBOXE OR FRACTION THEREOF REPRESENTING EACH

SHIPMENT INDIVIDUAL SAMPLESSAMPLE SHALL BE NO LESSLES THAN FT

IN LENGTH BY FULLROLL WIDTH

B EACH BOX OF BITUMINOUSBITUMINOU MATERIAL SHALL BE SUBJECT TO

PROPERTY DETERMINATION ON PERBOX BASIS IN ADDITION
INDIVIDUAL BOXESBOXE SHALL BE SELECTED AT RANDOM FROM EACH

TRUCKLOAD 700 BOXESBOXE OR FRACTION THEREOF REPRESENTING

EACH SHIPMENT OF MATERIAL

6 BASISBASI FOR REJECTION

A SHOULD ANY INDIVIDUAL BOX FAIL TO MEET THE FABRICWEIGHT
REQUIREMENT AS DETERMINED BY SUBARTICLE ABOVE THEN

THAT BOX IS SUBJECT TO REJECTION SHOULD ANY INDIVIDUAL

SAMPLE SELECTED AT RANDOM FROM 100 BOXESBOXE OR FRACTION

THEREOF FAIL TO MEET ANY SPECIFICATION REQUIREMENT THEN

THAT BOX SHALL BE REJECTED AND TWO ADDITIONAL SAMPLESSAMPLE
SHALL BE TAKEN ONE FROM EACH OF TWO OTHER ADDITIONAL

BOXESBOXE SELECTED AT RANDOM FROM THE SAME 100BOX LOT OR
FRACTION THEREOF IF EITHER OF THESE TWO ADDITIONAL

SAMPLESSAMPLE FAILSFAIL TO COMPLY WITH ANY PORTION OF THE SPECIFI
CATION THEN THE ENTIRE QUANTITY OF BOXESBOXE REPRESENTED BY

THAT SAMPLE SHALL BE REJECTED

B SHOULD ANY INDIVIDUAL SAMPLE OF BITUMINOUSBITUMINOU MATERIAL

SELECTED AT RANDOM FROM 700 BOXESBOXE OR FRACTION THEREOF

FAIL TO MEET ANY PROPERTY SPECIFICATION REQUIREMENT THEN

THAT BOX SHALL BE REJECTED AND TWO ADDITIONAL SAMPLESSAMPLE
SHALL BE TAKEN ONE FROM EACH OF TWO OTHER ADDITIONAL

BOXESBOXE SELECTED AT RANDOM FROM THE SAME 700BOX LOT OR

FRACTION THEREOF IF EITHER OF THESE TWO ADDITIONAL

SAMPLESSAMPLE FAIL TO COMPLY WITH ANY PORTION OF THE PROPERTY

TECHNICAL SPECIFICATIONSSPECIFICATION 18
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SPECIFICATION THEN THE ENTIRE QUANTITY OF BOXESBOXE REPRE
SENTED BY THAT SAMPLE SHALL BE REJECTED

43 CONSTRUCTION METHOD

431 PRECOATED FABRIC

1 GENERAL THE SURFACE OF THE PAVEMENT ADJACENT TO THE JOINTSJOINT
AND CRACKSCRACK SHALL BE CLEANED BY METHODSMETHOD APPROVED BY THE ENGINEER
TO THE EXTENT RECOMMENDED BY THE MANUFACTURER

THE PRECOATED FABRIC SHALL NOT BE PLACED WHEN THE SURFACE

TEMPERATURE OF THE PAVEMENT IS BELOW 50F UNLESSUNLES OTHERWISE

DIRECTED BY THE ENGINEER IN WRITING THE SURFACE OF THE

PAVEMENT SHALL BE DRY

ANY SPALL WHICH WILL CAUSE FAILURE OF THE MATERIAL TO BOND

TO THE PAVEMENT OR WILL LEAVE CAVITY UNDER THE MATERIAL

SHALL BE CORRECTED PRIOR TO THE PLACEMENT OF THE WATERPROOFING

MEMBRANE SPALLSSPALL SHALL BE REPAIRED AS DESIGNATED ON THE PLANSPLAN
AND IN OTHER SECTIONSSECTION OF THESE SPECIFICATIONS

IF THE PAVEMENT TEMPERATURE AT TIME OF PLACEMENT IS LESSLES THAN

70F THE SURFACE WILL BE PRIMED WITH MATERIAL RECOMMENDED

BY THE MANUFACTURER PRIOR TO PLACEMENT OF THE FABRIC THE

PRIMER WILL BE PLACED ON THE CONCRETE SURFACE AT MINIMUM

RATE OF 300 SQ FT PER GALLON WILL EXTEND IN WIDER THAN THE

FABRIC AND WILL BE ALLOWED TO DRY UNTIL TACKFREE BEFORE

APPLYING THE FABRIC PRIMER WILL BE PLACED ON BOTH PORTLAND
CEMENT CONCRETE AND ASPHALTIC CONCRETE PAVEMENTS

2 INSTALLATION THE FABRIC SHALL BE INSTALLED IN WIDTHSWIDTH OF

24 IN MINIMUM AND SHALL BE CENTERED OVER THE JOINT WITHIN

1IN TOLERANCE UNLESSUNLES OTHERWISE SHOWN ON THE PLANS TRANSTRAN
VERSE JOINTSJOINT SHALL BE SEALED FIRST STARTING AT THE OUTSIDE

EDGE OF PAVEMENT AND EXTENDING THE FULL LENGTH OF THE JOINTS
THE OUTSIDE EDGE JOINT WILL BE SEALED AFTER THE TRANSVERSE

JOINT WITH THE OVERLAP OF THE LAPSLAP IN THE FABRIC PLACED IN

THE SAME DIRECTION THAT THE PAVING MACHINE WILL TRAVEL LAPSLAP
WILL BE PERMITTED IN BOTH THE TRANSVERSE AND LONGITUDINAL

FABRIC WITH MINIMUM OVERLAP OF 212 IN

THE FABRIC WILL BE INSTALLED STRAIGHT AND WRINKLEFREE WITH NO

CURLED OR UPLIFTED EDGES ANY WRINKLESWRINKLE OVER 38 IN IN WIDTH

SHALL BE SLIT AND FOLDED DOWN

ALL FABRIC SHALL BE SURFACE DRY BEFORE PLACEMENT OF THE ASPHALTIC

CONCRETE OVERLAY TACK COAT CONSISTING OF AR 4000 ASPHALT

CEMENT SHALL BE APPLIED TO THE FABRIC SURFACE AT RATE OF

010 GALLON PER SQUARE YARD

TECHNICAL SPECIFICATIONSSPECIFICATION 19
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3 OPENING TO TRAFFIC REPAIRSREPAIR WILL BE OPENED ONLY TO CONSTRUC
TION TRAFFIC AND WILL BE OVERLAID PRIOR TO OPENING TO GENERAL

TRAFFIC AND WITHIN THREE DAYS

THISTHI LIMITATION MAY BE ALTERED TO MEET MANUFACTURERSMANUFACTURER REQUIRE
MENTSMENT AS DIRECTED BY THE ENGINEER

432 GLASSGLAS FIBER WOVEN FABRIC

1 EQUIPMENT EQUIPMENT SHALL CONSIST OF SUITABLE SWEEPERSSWEEPER HAND

BROOMSBROOM AIR COMPRESSOR POURING BUCKETSBUCKET RUBBEREDGED SQUEEEESSQUEEEE
CUTTING KNIVESKNIVE AND MELTING KETTLE ALL HAND TOOLSTOOL SHALL BE

IN CLEAN CONDITION MELTING KETTLESKETTLE SHALL BE DOUBLE

JACKETED RECOMMENDED OR SINGLE JACKETED PROPANE HEATED

WITH TEMPERATURE CONTROLLING THERMOSTAT

A DOUBLEJACKETED MELTERSMELTER SET THERMOSTAT AT 375F
KETTLESKETTLE MAY BE RAPIDLY HEATED TO DESIRED TEMPERATURE DO

NOT PERMIT TEMPERATURE TO EXCEED 400F

B SINGLEJACKETED MELTERSMELTER PROPANE HEATED ONLY SET

THERMOSTAT AT 375F KEEP FLAME LOW UNTIL MOLTEN BINDER

COVERSCOVER HEATED BOTTOM OF KETTLE TO AT LEAST OR IN
MODERATE HEAT MAY THEN BE APPLIED TO REACH AND MAINTAIN

375F 25F DO NOT PERMIT TEMPERATURE TO EXCEED 400F

OIL OR KEROSENEFIRED SINGLEJACKETED KETTLESKETTLE DO NOT

PERMIT PROPER HEAT CONTROL AND SHOULD NOT BE USED UNDER

ANY CIRCUMSTANCES

2 PREPARATION OF SURFACE THE PAVEMENT SURFACE SHALL BE THOR

OUGHLY CLEANED PRIOR TO THE APPLICATION OF THE MATERIAL AND

SHALL BE APPROVED BY THE ENGINEER AT THE TIME OF APPLICATION

REPAIRSREPAIR SHALL BE MADE AS DESIGNATED IN THE PLANSPLAN AND OTHER

SECTIONSSECTION OF THESE SPECIFICATIONS

3 APPLICATION OF MATERIALSMATERIAL THE BITUMINOUSBITUMINOU MATERIAL HEATED TO

TEMPERATURE WITHIN THE SPECIFIED RANGE SHALL BE APPLIED BY

MEANSMEAN OF POURING BUCKET AND SQUEEGEE THE MATERIAL SHALL BE

APPLIED WITH SUFFICIENT UNIFORMITY TO PREVENT RIDGING OR

STREAKING AND SHALL EXTEND MINIMUM OF IN BEYOND ALL EDGESEDGE
OF THE REINFORCEMENT FABRIC IMMEDIATELY FOLLOWING THE APPLI
CATION OF THE BITUMINOUSBITUMINOU MATERIAL REINFORCEMENT FABRIC SHALL

BE PLACED ON THE HOT BITUMINOUSBITUMINOU MATERIAL OVERLAP BY MINIMUM

OF IN ADJOINING REINFORCEMENT STRIPS WRINKLESWRINKLE IN REIN
FORCENIENT STRIPSSTRIP SHALL BE AVOIDED ADDITIONAL BITUMINOUSBITUMINOU
MATERIAL SHALL BE SQUEEGEED ON TOP OF THE REINFORCEMENT FABRIC

APPLICATION OF BITUMINOUSBITUMINOU MATERIAL SHALL EXTEND MINIMUM OF

IN BEYOND ALL EDGESEDGE OF THE REINFORCEMENT FABRIC APPLICA
TION RATE OF THE BITUMINOUSBITUMINOU MATERIAL CONSISTING OF TWO COATSCOAT
SHALL BE APPROXIMATELY 015 GALLON PER LINEAR FOOT WHEN USED

WITH 24IN FABRIC WHEN PROPER THICKNESSTHICKNES IS ACHIEVED REIN
FORCEMENT FABRIC SHALL BE COMPLETELY COATED WITH NO VOIDSVOID AND
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WEAVE PATTERN OF REINFORCEMENT FABRIC SHOULD BE DETECTABLE

THROUGH THE TOP COAT OF BITUMINOUSBITUMINOU MATERIAL

4 WEATHER LIMITATIONSLIMITATION NO MATERIAL SHALL BE APPLIED WHEN THE

AIR TEMPERATURE IS BELOW 60F AND IS FALLING BUT MAY BE

APPLIED WHEN THE AIR TEMPERATURE IS ABOVE 50F AND IS RISING
NO MATERIALSMATERIAL SHALL BE APPLIED WHILE THE PAVED SURFACE IS WET
CARE SHALL BE TAKEN TO ENSURE PAVEMENT IS THOROUGHLY DRY

BEFORE WORK BEGINS WORK SHALL BE SUSPENDED IF THESE CONDITIONSCONDITION

EXI ST

5 OPENING TO TRAFFIC REPAIRSREPAIR WILL NOT BE OPENED TO CONSTRUCTION

TRAFFIC UNTIL 30MINUTE SET TIME HAS ELAPSED

44 METHOD OF MEASUREMENT

FABRIC JOINT TREATMENT WILL BE MEASURED AS THE ACTUAL NUMBER OF

LINEAR FEET OF REINFORCEMENT MATERIAL COMPLETE IN PLACE MEASURED

ALONG THE CENTERLINE OF LONGITUDINAL OR TRANSVERSE JOINTSJOINT AND

CRACKS

45 BASISBASI OF PAYMENT

PAYMENT WILL BE MADE UNDER ITEM FABRIC JOINT TREATMENT PER
LINEAR FOOT

THE UNIT CONTRACT PRICE PER LINEAR FOOT FOR FABRIC JOINT TREATMENT

SHALL BE FULL COMPENSATION FOR FURNISHING FABRIC AND FOR SURFACE

PREPARATION FILLING OF 14IN TO 12IN CRACKSCRACK IN EXISTING

ASPHALT PLACEMENT OF FABRIC AND ALL OTHER MATERIALSMATERIAL TOOLSTOOL EQUIP
MENT LABOR AND INCIDENTALSINCIDENTAL REQUIRED FOR THE CONSTRUCTION OF SAME
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50 JOINT INTERFACE REPAIR

51 DESCRIPTION

THISTHI WORK SHALL CONSIST OF PLACING PLANTMIXED ASPHALT CONCRETE AT

THE INTERFACE JOINT OF THE EXISTING PORTLAND CEMENT CONCRETEASPHALT
CONCRETE PCCAC PAVEMENT AS SHOWN ON THE PLANSPLAN ANDOR AS DIRECTED

BY THE ENGINEER

52 MATERIAL

MATERIALSMATERIAL SHALL MEET THE REQUIREMENTSREQUIREMENT OF CLASSCLAS ASPHALT CONCRETE

PAVEMENT AS DESCRIBED IN SECTION 504 OF THE STANDARD SPECIFICATIONS

53 CONSTRUCTION METHOD

CONSTRUCTION METHODSMETHOD AND REQUIREMENTSREQUIREMENT SHALL BE DONE IN COMPLIANCE

WITH SECTION 5043 OF THE STANDARD SPECIFICATIONS

54 METHOD OF MEASUREMENT

ALL JOINT INTERFACE REPAIR WILL BE MEASURED BY THE LINEAR FOOT

ALONG THE LINE AND SLOPE OF THE COMPLETED REPAIR

55 BASISBASI OF PAYMENT

PAYMENT WILL BE MADE UNDER ITEM 11 JOINT INTERFACE REPAIR PER
LINEAR FOOT

THE UNIT CONTRACT PRICE PER LINEAR FOOT FOR JOINT INTERFACE REPAIR
SHALL BE FULL COMPENSATION FOR JOINT AND SURFACE PREPARATION
TACK COAT PLACEMENT COMPACTION AND ALL OTHER MATERIALSMATERIAL TOOLSTOOL
EQUIPMENT AND LABOR REQUIRED FOR THE CONSTRUCTION OF SAME

TECHNICAL SPECIFICATIONSSPECIFICATION 22
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60 ASPHALT REMOVAL AND REPLACEMENT

61 DESCRIPTION

THISTHI ITEM SHALL CONSIST OF REMOVING THE EXISTING ASPHALT CONCRETE

PAVEMENT AND REPLACING WITH NEW ASPHALT CONCRETE PRIOR TO PAVING
AT THE LOCATIONSLOCATION SHOWN ON THE PLANSPLAN AND AS DIRECTED BY THE ENGINEER

62 MATERIAL

MATERIALSMATERIAL SHALL COMPLY WITH SECTION 90 ASPHALT CONCRETE PAEMERT
OF THESE SPECIFICATIONS

63 CONSTRUCTION METHOD

631 REMOVAL

THE CONTRACTOR SHALL SAW CUT THE PERIMETER OF THE AREASAREA TO BE

REMOVED TO THE DEPTHSDEPTH SHOWN ON THE PLANSPLAN OR AS DIRECTED BY THE

ENGI FLEER

632 REPLACEMENT

THE ASPHALT PLACEMENT SHALL COMPLY WITH SECTION 90 ASPHALT CONCRETE

PAVEMENT OF THESE SPECIFICATIONS

64 METHOD OF MEASUREMENT

THE QUANTITY OF ASPHALT REPAIR REMOVAL AND REPLACEMENT COMPLETE
IN PLACE AND ACCEPTED WILL BE MEASURED BY THE SQUARE YARD

65 BASISBASI OF PAYMENT

PAYMENT WILL BE MADE UNDER ITEM ASPHALT REPAIR PER SQUARE YARD
AND ITEM ASPHALT PAVEMENT REMOVAL AND REPLACEMENT PER SQUARE

YARD

THE UNIT CONTRACT PRICE PER SQUARE YARD FOR ASPHALT REPAIR REMOVAL
AND REPLACEMENT SHALL BE FULL COMPENSATION FOR FURNISHING ASPHALT
SAW CUTTING MATERIAL REMOVAL AND SURFACE PREPARATION PLACEMENT
COMPACTION AND ALL OTHER MATERIALSMATERIAL TOOLSTOOL EQUIPMENT LABOR AND

INCIDENTALSINCIDENTAL REQUIRED FOR THE CONSTRUCTION OF SAME
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70 ASPHALT CRACK REPAIR

71 DESCRIPTION

THISTHI ITEM SHALL CONSIST OF SEALING CRACKSCRACK IN THE ASPHALT CONCRETE

PAVEMENT PRIOR TO PAVING BY POURING THE CRACK WITH CRACK SEALING

MATERIAL AT THE LOCATIONSLOCATION SHOWN ON THE PLANSPLAN AND AS DIRECTED BY THE

ENGI NEER

72 MATERIAL

MATERIALSMATERIAL SHALL COMPLY WITH THE REQUIREMENTSREQUIREMENT OF SECTION 50435JC
OF THE STANDARD SPECIFICATIONS

73 CONSTRUCTION METHOD

CONSTRUCTION METHODSMETHOD SHALL COMPLY WITH THE REQUIREMENTSREQUIREMENT OF SEC
TION 50435C OF THE STANDARD SPECIFICATIONSSPECIFICATION EXCEPT AS MODIFIED

HEREAFTER

ALL CRACKSCRACK GREATER THAN 14 IN AND LESSLES THAN 12 IN SHALL BE

FILLED WITH RUBBERIZED ASPHALT CRACKSCRACK LARGER THAN 12 IN
SHALL BE FILLED WITH SAND SLURRY

74 METHOD OF MEASUREMENT

ITEM CRACK SEALING PER LINEAR FOOT FOR CRACKSCRACK GREATER THAN

14 IN AND LESSLES THAN 12 IN

ITEM 10 ASPHALT CRACK REPAIR PER LINEAR FOOT FOR CRACKSCRACK GREATER

THAN 12 IN

THE QUANTITY OF CRACK SEALING COMPLETE IN PLACE AND ACCEPTED
WILL BE MEASURED IN LINEAR FEET ALONG THE CENTERLINE OF THE CRACK

ON THE SURFACE OF THE PAVEMENT

75 BASISBASI OF PAYMENT

PAYMENT WILL BE MADE UNDER ITEM CRACK SEALING PER LINEAR FOOT
AND ITEM 10 ASPHALT CRACK REPAIR PER LINEAR FOOT

THE UNIT CONTRACT PRICE PER LINEAR FOOT FOR ASPHALT CRACK REPAIR

SHALL BE FULL COMPENSATION FOR FURNISHING CRACK SEALANT AND FOR

L SURFACE PREPARATION PLACEMENT AND ALL OTHER MATERIALSMATERIAL TOOLSTOOL
EQUIPMENT LABOR AND INCIDENTALSINCIDENTAL REQUIRED FOR THE CONSTRUCTION OF

SAME
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80 TACK COAT

81 DESCRIPTION

THISTHI ITEM SHALL CONSIST OF PREPARING AND TREATING BITUMINOUSBITUMINOU OR

CONCRETE SURFACE WITH BITUMINOUSBITUMINOU MATERIAL IN ACCORDANCE WITH THESE

SPECIFICATIONSSPECIFICATION AND IN REASONABLY CLOSE CONFORMITY TO THE LINESLINE SHOWN

ON THE PLANS

82 MATERIALSMATERIAL

821 BITUMINOUSBITUMINOU MATERIALSMATERIAL

THE BITUMINOUSBITUMINOU MATERIAL SHALL BE EMULSIFIED ASPHALT CSS1 OR CSS1H

AND SHALL CONFORM TO THE REQUIREMENTSREQUIREMENT OF TABLE 8211

TABLE 8211 BITUMINOUSBITUMINOU MATERIAL

APPLICATION TEMPERATURE

TYPE AND GRADE SPECIFICATION DEG DEG

EMULSIFIED ASPHALT
ASTM 2397 75 TO 130 25 TO 55

CSS1 CSS1H

CONSTRUCTION METHODSMETHOD

831 WEATHER LIMITATIONSLIMITATION

THE TACK COAT SHALL BE APPLIED ONLY WHEN THE EXISTING SURFACE IS

DRY AND THE ATMOSPHERIC TEMPERATURE IS ABOVE 60F 15C THE

TEMPERATURE REQUIREMENTSREQUIREMENT MAY BE WAIVED BUT ONLY WHEN SO DIRECTED BY
THE ENGINEER

832 EQUIPMENT

THE CONTRACTOR SHALL PROVIDE EQUIPMENT FOR HEATING AND APPLYING THE

BITUMINOUSBITUMINOU MATERIAL

THE DISTRIBUTOR SHALL BE DESIGNED EQUIPPED MAINTAINED AND OPERATED
SO THAT BITUMINOUSBITUMINOU MATERIAL AT EVEN HEAT MAY BE APPLIED UNIFORMLY ON

VARIABLE WIDTHSWIDTH OF SURFACE AT THE SPECIFIED RATE THE ALLOWABLE

VARIATION FROM THE SPECIFIED RATE SHALL NOT EXCEED 1 DISTRIBUTOR

EQUIPMENT SHALL INCLUDE TACHOMETER PRESSURE GAGESGAGE VOLUMEMEASURING
DEVICESDEVICE OR CALIBRATED TANK AND THERMOMETER FOR MEASURING

TEMPERATURESTEMPERATURE OF TANK CONTENTS THE DISTRIBUTOR SHALL BE SELFPOWERED
AND SHALL BE EQUIPPED WITH POWER UNIT FOR THE PUMP AND FULL CIRCU
LATION SPRAY BARSBAR ADJUSTABLE LATERALLY AND VERTICALLY
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POWER BROOM ANDOR BLOWER SHALL BE PROVIDED FOR ANY REQUIRED

CLEANING OF THE SURFACE TO BE TREATED

833 APPLICATION OF BITUMINOUSBITUMINOU MATERIAL

IMMEDIATELY BEFORE APPLYING THE TACK COAT THE FULL WIDTH OF SURFACE

TO BE TREATED SHALL BE SWEPT WITH POWER BROOM ANDOR AIRBLAST TO

REMOVE ALL LOOSE DIRT AND OTHER OBJECTIONABLE MATERIAL

EMULSIFIED ASPHALT SHALL BE DILUTED BY THE ADDITION OF WATER WHEN

DIRECTED BY THE ENGINEER AND SHALL BE APPLIED SUFFICIENT TIME

ADVANCE OF THE PAVER TO ENSURE THAT ALL WATER HAS EVAPORATED BEFORE

ANY OF THE OVERLYING MIXTURE IS PLACED ON THE TACKED SURFACE

THE BITUMINOUSBITUMINOU MATERIAL INCLUDING VEHICLE OR SOLVENT SHALL BE UNI

FORRNLY APPLIED WITH BITUMINOUSBITUMINOU DISTRIBUTOR AT THE RATE OF 005 TO

015 GALLON PER SQUARE YARD DEPENDING ON THE CONDITION OF THE

EXISTING SURFACE THE TYPE OF BITUMINOUSBITUMINOU MATERIAL AND APPLICATION

RATE SHALL BE APPROVED BY THE ENGINEER PRIOR TO APPLICATION

FOLLOWING THE APPLICATION THE SURFACE SHALL BE ALLOWED TO CURE

WITHOUT BEING DISTURBED FOR SUCH PERIOD OF TIME AS MAY BE NECESSARY
TO PERMIT DRYING OUT AND SETTING OF THE TACK COAT THISTHI PERIOD

SHALL BE DETERMINED BY THE ENGINEER THE SURFACE SHALL THEN BE

MAINTAINED BY THE CONTRACTOR UNTIL THE NEXT COURSE HAS BEEN PLACED
SUITABLE PRECAUTIONSPRECAUTION SHALL BE TAKEN BY THE CONTRACTOR TO PROTECT THE

SURFACE AGAINST DAMAGE DURING THISTHI INTERVAL

834 BITUMINOUSBITUMINOU MATERIAL CONTRACTORSCONTRACTOR RESPONSIBILITY

SAMPLESSAMPLE OF THE BITUMINOUSBITUMINOU MATERIAL THAT THE CONTRACTOR PROPOSESPROPOSE TO

USE TOGETHER WITH STATEMENT AS TO ITS SOURCE AND CHARACTER MUST

BE SUBMITTED AND APPROVED BEFORE USE OF SUCH MATERIAL BEGINS THE

L CONTRACTOR SHALL REQUIRE THE MANUFACTURER OR PRODUCER OF THE BITUMI

NOUSNOU MATERIAL TO FURNISH MATERIAL SUBJECT TO THISTHI AND ALL OTHER

PERTINENT REQUIREMENTSREQUIREMENT OF THE CONTRACT ONLY SATISFACTORY MATERIALSMATERIAL

SO DEMONSTRATED BY SERVICE TESTSTEST SHALL BE ACCEPTABLE

THE CONTRACTOR SHALL FURNISH THE VENDORSVENDOR CERTIFIED TEST REPORTSREPORT FOR

EACH CARLOAD OR EQUIVALENT OF BITUMINOUSBITUMINOU MATERIAL SHIPPED TO THE

PROJECT THE REPORT SHALL BE DELIVERED TO THE ENGINEER BEFORE

PERMISSION IS GRANTED FOR USE OF THE MATERIAL THE FURNISHING OF

THE VENDORSVENDOR CERTIFIED TEST REPORT FOR THE BITUMINOUSBITUMINOU MATERIAL SHALL

NOT BE INTERPRETED AS BASISBASI FOR FINAL ACCEPTANCE ALL SUCH TEST

REPORTSREPORT SHALL BE SUBJECT TO VERIFICATION BY TESTING SAMPLESSAMPLE OF

MATERIAL RECEIVED FOR USE ON THE PROJECT

835 FREIGHT AND WEIGH BILLSBILL

BEFORE THE FINAL ESTIMATE IS ALLOWED THE CONTRACTOR SHALL FILE WITH

THE ENGINEER RECEIPTED BILLSBILL WHEN RAILROAD SHIPMENTSSHIPMENT ARE MADE AND

CERTIFIED WEIGH BILLSBILL WHEN MATERIALSMATERIAL ARE RECEIVED IN ANY OTHER

MANNER OF THE BITUMINOUSBITUMINOU MATERIALSMATERIAL ACTUALLY USED IN THE CONSTRUCTION
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COVERED BY THE CONTRACT THE CONTRACTOR SHALL NOT REMOVE BITUMINOUSBITUMINOU
MATERIAL FROM THE TANK CAR OR STORAGE TANK UNTIL THE INITIAL OUTAGE

AND TEMPERATURE MEASUREMENTSMEASUREMENT HAVE BEEN TAKEN BY THE ENGINEER NOR

SHALL THE CAR OR TANK BE RELEASED UNTIL THE FINAL OUTAGE HAS BEEN

TAKEN BY THE ENGINEER COPIESCOPIE OF FREIGHT BILLSBILL AND WEIGH BILLSBILL
SHALL BE FURNISHED TO THE ENGINEER DURING THE PROGRESSPROGRES OF THE WORK

84 METHOD OF MEASUREMENT

THE BITUMINOUSBITUMINOU MATERIAL FOR TACK COAT SHALL BE MEASURED BY THE

GALLON WATER ADDED TO EMULSIFIED ASPHALT WILL NOT BE MEASURED FOR

PAYMENT

85 BASISBASI OF PAYMENT

PAYMENT WILL BE MADE UNDER ITEM 12 TACK COAT PER GALLON

PAYMENT SHALL BE MADE AT THE CONTRACT UNIT PRICE PER GALLON OF

BITUMINOUSBITUMINOU MATERIAL THISTHI PRICE SHALL BE FULL COMPENSATION FOR

FURNISHING ALL MATERIALSMATERIAL FOR ALL PREPARATION DELIVERY AND APPLI
CATION OF THESE MATERIALSMATERIAL AND FOR ALL LABOR EQUIPMENT TOOLSTOOL AND

INCIDENTALSINCIDENTAL NECESSARY TO COMPLETE THE ITEM

86 MATERIAL REQUIREMENTSREQUIREMENT

ASTM 2397 CATIONIC EMULSIFIED ASPHALT

ASPHALT INSTITUTE TEMPERATUREVOLUME CORRECTIONSCORRECTION FOR

MANUAL MS6 TABLE IV3 EMULSIFIED ASPHALTSASPHALT

TECHNICAL SPECIFICATIONSSPECIFICATION 27

KCSIIP4 37217



90 ASPHALT CONCRETE PAVEMENT

91 DESCRIPTION

THISTHI ITEM SHALL CONSIST OF SURFACE COURSE COMPOSED OF MINERAL

AGGREGATE AND BITUMINOUSBITUMINOU MATERIAL MIXED IN CENTRAL MIXING PLANT

AND PLACED ON PREPARED COURSE IN ACCORDANCE WITH THESE SPECIFICA
TIONSTION AND SHALL CONFORM TO THE LINESLINE GRADESGRADE THICKNESSESTHICKNESSE AND

TYPICAL CROSSCROS SECTIONSSECTION SHOWN ON THE PLANS

EACH COURSE SHALL BE CONSTRUCTED TO THE DEPTH TYPICAL SECTION CR

ELEVATION REQUIRED BY THE PLANSPLAN AND SHALL BE ROLLED FINISHED AND

APPROVED BEFORE THE PLACEMENT OF THE NEXT COURSE

92 MATERIALSMATERIAL

921 AGGREGATE

AGGREGATESAGGREGATE SHALL CONSIST OF CRUSHED STONE CRUSHED GRAVEL OR

CRUSHED SLAG WITH OR WITHOUT SAND OR OTHER INERT FINELY DIVIDED

MINERAL AGGREGATE THE PORTION OF MATERIAL RETAINED ON THE NO
SIEVE SHALL BE KNOWN AS COARSE AGGREGATE THE PORTION PASSING THE

NO SIEVE AND RETAINED ON THE NO 200 SIEVE AS FINE AGGREGATE
AND THE PORTION PASSING THE NO 200 SIEVE AS MINERAL FILLER

1 COARSE AGGREGATE COARSE AGGREGATE SHALL CONSIST OF SOUND
TOUGH DURABLE PARTICLESPARTICLE FREE FROM ADHERENT FILMSFILM OF MATTER

THAT WOULD PREVENT THOROUGH COATING WITH THE BITUMINOUSBITUMINOU MATERIAL

THE PERCENTAGE OF WEAR SHALL NOT BE GREATER THAN 40 WHEN

TESTED IN ACCORDANCE WITH ASTM 131 THE SODIUM SULFATE

SOUNDNESSSOUNDNES LOSSLOS SHALL NOT EXCEED 9 AFTER FIVE CYCLESCYCLE WHEN

TESTED IN ACCORDANCE WITH ASTM 88

AGGREGATE SHALL CONTAIN AT LEAST 70 BY WEIGHT OF CRUSHED

PIECESPIECE HAVING TWO OR MORE FRACTURED FACESFACE AND 85 HAVING AT

LEAST ONE FRACTURED FACE THE AREA OF EACH FACE SHALL BE

EQUAL TO AT LEAST 75 OF THE SMALLEST MIDSECTIONAL AREA OF THE

PIECE WHEN TWO FRACTURED FACESFACE ARE CONTIGUOUSCONTIGUOU THE ANGLE

BETWEEN THE PLANESPLANE OF FRACTURESFRACTURE SHALL BE AT LEAST 30 DEGREESDEGREE

1 TO COUNT AS TWO FRACTURED FACES FRACTURED FACESFACE SHALL BE

OBTAINED BY ARTIFICIAL CRUSHING

THE AGGREGATE SHALL NOT CONTAIN MORE THAN 8 BY WEIGHT OF

FLAT OR ELONGATED PIECES FLAT PARTICLE IS ONE HAVING
RATIO OF WIDTH TO THICKNESSTHICKNES GREATER THAN AN ELONGATED

PARTICLE IS ONE HAVING RATIO OF LENGTH TO WIDTH GREATER THAN

5

2 FINE AGGREGATE FINE AGGREGATE SHALL CONSIST OF CLEAN SOUND
DURABLE ANGULAR PARTICLESPARTICLE PRODUCED BY CRUSHING STONE SLAG
OR GRAVEL THAT MEETSMEET THE REQUIREMENTSREQUIREMENT FOR WEAR AND SOUNDNESSSOUNDNES

SPECIFIED FOR COARSE AGGREGATE THE AGGREGATE PARTICLESPARTICLE SHALL

BE FREE FROM COATINGSCOATING OF CLAY SILT OR OTHER OBJECTIONABLE
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MATTER AND SHALL CONTAIN NO CLAY BALLS THE FINE AGGREGATE

INCLUDING ANY BLENDED FILLER SHALL HAVE PLASTICITY INDEX OF

NOT MORE THAN WHEN TESTED IN ACCORDANCE WITH ASTM 424 AND

LIQUID LIMIT OF NOT MORE THAN 25 WHEN TESTED IN ACCORDANCE

WITH ASTM 423

NATURAL SAND MAY BE USED TO OBTAIN THE GRADATION OF THE AGGRE
GATE BLEND OR TO IMPROVE THE WORKABILITY OF THE MIX THE

AMOUNT OF SAND TO BE ADDED WILL BE ADJUSTED TO PRODUCE MIXTURESMIXTURE

CONFORMING TO REQUIREMENTSREQUIREMENT OF THESE SPECIFICATIONS

3 SAMPLING AND TESTING ASTM 75 SHALL BE USED IN SAMPLING

COARSE AND FINE AGGREGATE AND ASTM 183 SHALL BE USED IN

SAMPLING MINERAL FILLER THE CONTRACTOR SHALL FURNISH DOCU
MENTATION TO THE ENGINEER CONFIRMING THAT THE AGGREGATESAGGREGATE MEET

SPECIFICATION REQUIREMENTS

4 SOURCESSOURCE OF AGGREGATESAGGREGATE SOURCESSOURCE OF AGGREGATESAGGREGATE SHALL BE SELECTED

WELL IN ADVANCE OF THE TIME THE MATERIALSMATERIAL ARE REQUIRED IN THE

WORK WHEN THE AGGREGATESAGGREGATE ARE OBTAINED FROM PREVIOUSLY

APPROVED SOURCE OR AN EXISTING SOURCE PRODUCING AGGREGATESAGGREGATE
THAT HAS SATISFACTORY SERVICE RECORD IN AIRPORT BITUMINOUSBITUMINOU

PAVEMENT CONSTRUCTION FOR AT LEAST FIVE YEARSYEAR SAMPLESSAMPLE SHALL

BE SUBMITTED SEVEN DAYSDAY PRIOR TO START OF PRODUCTION AN

INSPECTION OF THE PRODUCERSPRODUCER OPERATION WILL BE MADE BY THE

ENGINEER WHEN NEW SOURCESSOURCE ARE TO BE DEVELOPED THE CONTRACTOR

SHALL INDICATE THE SOURCESSOURCE AND SHALL SUBMIT PLAN FOR OPERA
TION 14 DAYSDAY IN ADVANCE OF STARTING PRODUCTION SAMPLESSAMPLE FROM

TEST PITSPIT BORINGSBORING AND OTHER EXCAVATIONSEXCAVATION SHALL BE SUBMITTED

AT THE SAME TIME APPROVAL OF THE SOURCE OF AGGREGATE DOESDOE
NOT RELIEVE THE CONTRACTOR IN ANY WAY OF THE RESPONSIBILITY

FOR DELIVERY AT THE JOB SITE OF AGGREGATESAGGREGATE THAT MEET THE

REQUIREMENTSREQUIREMENT SPECIFIED HEREIN

5 SAMPLESSAMPLE OF AGGREGATESAGGREGATE SAMPLESSAMPLE OF AGGREGATESAGGREGATE SHALL BE FUR
NISHED BY THE CONTRACTOR AT THE START OF PRODUCTION AND AT

INTERVALSINTERVAL DURING PRODUCTION OF BITUMINOUSBITUMINOU MIXTURES THE

SAMPLING POINTSPOINT AND INTERVALSINTERVAL WILL BE DESIGNATED BY THE ENGINEER
THE SAMPLESSAMPLE WILL BE THE BASISBASI OF APPROVAL OF SPECIFIC LOTSLOT OF

AGGREGATESAGGREGATE FROM THE STANDPOINT OF THE QUALITY REQUIREMENTSREQUIREMENT OF

THISTHI SECTION

922 FILLER

IF FILLER IN ADDITION TO THAT NATURALLY PRESENT IN THE AGGREGATE
IS NECESSARY IT SHALL MEET THE REQUIREMENTSREQUIREMENT OF ASTM 242

923 BITUMINOUSBITUMINOU MATERIAL

BITUMINOUSBITUMINOU MATERIAL SHALL CONFORM TO THE REQUIREMENTSREQUIREMENT OF ASPHALT
CEMENT VISCOSITY GRADE AR4000 PER ASTM 3381
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THE CONTRACTOR SHALL FURNISH VENDORSVENDOR CERTIFIED TEST REPORTSREPORT FOR

EACH TANKLOAD OF BITUMEN SHIPPED TO THE PROJECT THE REPORT SHALL

BE DELIVERED TO THE ENGINEER BEFORE PERMISSION IS GRANTED FOR USE

OF THE MATERIAL THE FURNISHING OF THE VENDORSVENDOR CERTIFIED TEST

REPORT FOR THE BITUMINOUSBITUMINOU MATERIAL SHALL BE THE BASISBASI FOR FINAL

ACCEPTANCE

93 COMPOSITION

931 COMPOSITION OF MIXTURE

THE BITUMINOUSBITUMINOU PLANT MIX SHALL BE COMPOSED OF MIXTURE OF AGGREGATE
FILLER IF REQUIRED AND BITUMINOUSBITUMINOU MATERIAL THE SEVERAL AGGREGATE

FRACTIONSFRACTION SHALL BE SIZED UNIFORMLY GRADED AND COMBINED IN SUCH

PROPORTIONSPROPORTION THAT THE RESULTING MIXTURE MEETSMEET THE GRADING REQUIRE
MENTSMENT OF THE JOB MIX FORMULA

932 JOB MIX FORMULA

NO BITUMINOUSBITUMINOU MIXTURE SHALL BE PRODUCED FOR PAYMENT UNTIL THE

CONTRACTOR HAS SUBMITTED SAMPLESSAMPLE OF THE MATERIALSMATERIAL AND THE ENGINEER

HAS ESTABLISHED SATISFACTORY JOB MIX FORMULA FOR EACH MIXTURE TO

BE USED THE FORMULA SHALL BE SUBMITTED IN WRITING BY THE ENGINEER

TO THE CONTRACTOR AT LEAST FIVE DAYSDAY PRIOR TO THE START OF PAVING

OPERATIONSOPERATION AND SHALL INDICATE THE DEFINITE PERCENTAGE OF EACH SIEVE

FRACTION OF AGGREGATE THE PERCENTAGE OF BITUMEN AND THE TEMPERATURE
OF THE COMPLETED MIXTURE WHEN DISCHARGED FROM THE MIXER ALL TEST

DATA USED TO DEVELOP THE JOB MIX FORMULA SHALL ALSO BE SUBMITTED
THE JOB MIX FORMULA FOR EACH MIXTURE SHALL BE IN EFFECT UNTIL

MODIFIED IN WRITING BY THE ENGINEER SHOULD CHANGE IN SOURCESSOURCE OF

MATERIALSMATERIAL BE MADE NEW JOB MIX FORMULA MUST BE ESTABLISHED BEFORE

THE NEW MATERIAL IS USED

THE BITUMINOUSBITUMINOU MIXTURE SHALL BE DESIGNED USING PROCEDURESPROCEDURE CONTAINED

IN CHAPTER III MARSHALL METHOD OF MIX DESIGN OF THE ASPHALT

INSTITUTESINSTITUTE MANUAL SERIESSERIE NO MS2 CURRENT EDITION AND SHALL

MEET THE REQUIREMENTSREQUIREMENT OF TABLESTABLE 9321 AND 9322 THE TEMPERA
TURE OF THE MIX IMMEDIATELY PRIOR TO COMPACTION SHALL BE 250F 5F
12C 3C
THE MINERAL AGGREGATE SHALL BE OF SUCH SIZE THAT THE PERCENTAGE

COMPOSITION BY WEIGHT AS DETERMINED BY LABORATORY SCREENSSCREEN WILL

CONFORM TO THE GRADATION OR GRADATIONSGRADATION SPECIFIED IN TABLE 9323
WHEN TESTED IN ACCORDANCE WITH ASTM STANDARD 136 DRY SIEVE
THE PERCENTAGE BY WEIGHT FOR THE BITUMINOUSBITUMINOU MATERIAL SHALL BE

WITHIN THE LIMITSLIMIT SPECIFIED THE GRADATIONSGRADATION IN TABLE 9323
REPRESENT THE LIMITSLIMIT WHICH SHALL DETERMINE THE SUITABILITY OF

AGGREGATE FOR USE FROM THE SOURCESSOURCE OF SUPPLY THE AGGREGATE AS

FINALLY SELECTED SHALL HAVE GRADATION WITHIN THE LIMITSLIMIT DESIG
NATED IN TABLE 9323 AND SHALL NOT VARY FROM THE LOW LIMIT ON ONE

SIEVE TO THE HIGH LIMIT ON THE ADJACENT SIEVE OR VICE VERSA BUT

SHALL BE UNIFORMLY GRADED FROM COARSE TO FINE
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TABLE 9321 MARSHALL DESIGN CRITERIA

PAVEMENTSPAVEMENT DESIGNED FOR AIRCRAFT

GROSSGROS WEIGHTSWEIGHT OF 60000 LB OR

MORE OR TIRE PRESSURE GREATER

TEST PROPERTY THAN 100 PSI

NUMBER OF BLOWSBLOW 75

STABILITY LB MINIMUM 1800 8000

FLOW 001 IN 025 MM TO 16

PERCENT AIR VOIDSVOID SURFACE TO

PERCENT AIR VOIDSVOID BASE TO

PERCENT VOIDSVOID IN

MINERAL AGGREGATE SEE TABLE 9322

TABLE 9322 MINIMUM PERCENT

VOIDSVOID IN MINERAL AGGREGATE

MAXIMUM PARTICLE SIZE MINIMUM VOIDSVOID IN

TABLE 9323 MINERAL AGGREGATE

IN MM PERCENT

12 125 16

34 190 15

250 14

114 3125 13

114 3125 16
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L

TABLE 9323 AGGREGATE BITUMINOUSBITUMINOU PAVEMENTSPAVEMENT

PERCENTAGE BY WEIGHT PASSING SIEVESSIEVE
SIEVE SIZE 34 IN MAXIMUM

114 IN 300 MM
L IN 240 MM

34 IN 190 MM 100

12 IN 125 MM 79 TO 99

38 IN 95 MM 68 TO 88

NO 475 MM 48 TO 68

NO 236 MM 33 TO 53

NO 16 118 MM 20 TO 40

NO 30 0600 MM 14 TO 30

NO 50 0300 MM TO 21

NO 100 0150 MM TO 16

NO 200 0075 MM TO

BITUMEN PERCENT 50 TO 75

THE JOB MIX TOLERANCESTOLERANCE SHOWN IN TABLE 9324 SHALL BE APPLIED TO

THE JOB MIX FORMULA TO ESTABLISH JOB CONTROL GRADING BAND THE

FULL TOLERANCESTOLERANCE STILL WILL APPLY IF APPLICATION OF THE JOB MIX

TOLERANCESTOLERANCE RESULTSRESULT IN JOB CONTROL GR3DING BAND OUTSIDE THE MASTER

GRADING BAND

TABLE 9324 JOB MIX FORMULA TOLERANCESTOLERANCE

BASED ON SINGLE TEST

MATERIAL TOLERANCE

AGGREGATE PASSING NO SIEVE OR LARGER 7
AGGREGATE PASSING NOS AND 16 SIEVESSIEVE 6
AGGREGATE PASSING NOS 30 AND 50 SIEVESSIEVE 5
AGGREGATE PASSING NOS 100 AND 200 SIEVESSIEVE 3
BITUMEN 045
TEMPERATURE OF MIX 20F 11C

THE AGGREGATE GRADATION MAY BE ADJUSTED WITHIN THE LIMITSLIMIT OF

TABLE 9323 AS DIRECTED WITHOUT ADJUSTMENTSADJUSTMENT IN THE CONTRACT UNIT

PRICES
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DEVIATION FROM THE FINAL APPROVED DESIGN FOR BITUMEN CONTENT AND

GRADATION OF AGGREGATESAGGREGATE SHALL NOT BE GREATER THAN THE TOLERANCESTOLERANCE

PERMITTED AND SHALL BE BASED ON DAILY PLANT EXTRACTION EXTRACTION

TESTSTEST FOR BITUMEN CONTENT AND AGGREGATE GRADATION WILL BE MADE AT

LEAST TWICE DAILY THE MIXTURE WILL BE TESTED FOR BITUMEN CONTENT

IN ACCORDANCE WITH ASIM 2172 AND FOR AGGREGATE GRADATION IN

ACCORDANCE WITH AASHTO 130

THE COMPLETED MIXTURE SHALL BE SAMPLED TO RETAIN JOB CONTROL ONE

SAMPLE SHALL BE TAKEN AT THE BEGINNING OF EACH PAVING PERIOD
ADDITIONAL SAMPLESSAMPLE SHALL BE TAKEN DURING PAVING PERIOD AT THR

DISCRETION OF THE ENGINEER TO VERIFY THAT THE DESIGN REQUIREMENTSREQUIREMENT
ARE BEING MET PAVING PERIOD IS DEFINED AS THE BEGINNING OF

CONSTRUCTION PHASE TESTING SHALL BE IN ACCORDANCE WITH THE MARSHALL

METHOD PROCEDURESPROCEDURE CONTAINED IN CHAPTER III OF THE ASPHALT INSTITUTESINSTITUTE
MANUAL SERIESSERIE NO MS2 CURRENT EDITION EXCEPT THE TEMPERATURE

OF THE MIX PRIOR TO COMPACTION SHALL BE 250F 5F 121C 2C
IF ANY TWO CONSECUTIVE MARSHALL TEST RESULTSRESULT OF ANY PROPERTY DO NOT

CONFORM TO THE REQUIREMENTSREQUIREMENT SHOWN IN TABLESTABLE 9321 AND 9322
THE CONTRACTOR SHALL TAKE IMMEDIATE CORRECTIVE ACTION IN NO

INSTANCE SHALL THE PERCENT AIR VOIDSVOID EXCEED 1 OF THE JOB MIX

FORMULA VALUE

THE ENGINEER MAY HALT PRODUCTION IF THE MARSHALL TEST CRITERIA ARE

NOT MET AND NOT ALLOW IT TO RESUME UNTIL THE PROBLEM IS CORRECTED

94 CONSTRUCTION METHODSMETHOD

941 WEATHER LIMITATIONSLIMITATION

THE BITUMINOUSBITUMINOU MIXTURE SHALL NOT BE PLACED UPON WET SURFACE OR

WHEN THE SURFACE TEMPERATURE OF THE UNDERLYING COURSE IS LESSLES THAN

SPECIFIED IN TABLE 9411 THE TEMPERATURE REQUIREMENTSREQUIREMENT MAY BE

WAIVED BUT ONLY AT THE DISCRETION OF THE ENGINEER

TABLE 9411 BASE TEMPERATURE LIMITATIONSLIMITATION

MAT THICKNESSTHICKNES BASE TEMPERATURE MINIMUM

IN 75 CM OR GREATER 40F 4C

GREATER THAN IN 25 CM BUT

LESSLES THAN IN 75 CM 45F 7C

IN 25 CM OR LESSLES 50F 10C

TECHNICAL SPECIFICATIONSSPECIFICATION 33

KCSIIP4 37223



942 BITUMINOUSBITUMINOU MIXING PLANT

PLANTSPLANT USED FOR THE PREPARATION OF BITUMINOUSBITUMINOU MIXTURESMIXTURE SHALL CONFORM

TO THE REQUIREMENTSREQUIREMENT OF ASTM 995 WITH THE FOLLOWING CHANGESCHANGE

1 REQUIREMENTSREQUIREMENT FOR ALL PLANTSPLANT

A TRUCK SCALESSCALE THE BITUMINOUSBITUMINOU MIXTURE SHALL BE WEIGHED ON

APPROVED SCALESSCALE FURNISHED BY THE CONTRACTOR OR ON PUBLIC
SCALESSCALE AT THE CONTRACTORSCONTRACTOR EXPENSE SUCH SCALESSCALE SHALL BE

INSPECTED AND SEALED AS OFTEN AS THE ENGINEER DEEMSDEEM

NECESSARY TO ASSURE THEIR ACCURACY SCALESSCALE SHALL CONFORM

TO THE REQUIREMENTSREQUIREMENT OF THE STANDARD SPECIFICATIONS

B PLANT PRODUCTION THE PLANT USED SHALL HAVE MINIMUM

PRODUCTION CAPACITY OF 275 TONSTON PER HOUR

C INSPECTION OF PLANT THE ENGINEER OR HIS AUTHORIZED

REPRESENTATIVE SHALL HAVE ACCESSACCES AT ALL TIMESTIME TO ALL

PARTSPART OF THE PLANT FOR CHECKING ADEQUACY OF EQUIPMENT
INSPECTING OPERATION OF THE PLANT VERIFYING WEIGHTSWEIGHT
PROPORTIONSPROPORTION AND CHARACTER OF MATERIALSMATERIAL AND CHECKING THE

TEMPERATURESTEMPERATURE MAINTAINED IN THE PREPARATION OF THE MIXTURES

D STORAGE BINSBIN AND SURGE BINSBIN PARAGRAPH 39 OF ASTM 995

IS DELETED INSTEAD THE FOLLOWING APPLIES USE OF

SURGE BINSBIN OR STORAGE BINSBIN FOR TEMPORARY STORAGE OF HOT

BITUMINOUSBITUMINOU MIXTURESMIXTURE WILL BE PERMITTED AS FOLLOWSFOLLOW

THE BITUMINOUSBITUMINOU MIXTURE MAY BE STORED IN SURGE BINSBIN
FOR PERIOD OF TIME NOT TO EXCEED HOURS

THE BITUMINOUSBITUMINOU MIXTURE MAY BE STORED IN INSULATED

STORAGE BINSBIN FOR PERIOD OF TIME NOT TO EXCEED

24 HOURSHOUR PROVIDED AN INERT GAS ATMOSPHERE IS MAIN
TAINED IN THE BIN DURING THE STORAGE PERIOD

THE BINSBIN SHALL BE SUCH THAT MIX DRAWN FROM THEM MEETSMEET THE

SAME REQUIREMENTSREQUIREMENT AS MIX LOADED DIRECTLY INTO TRUCKS

IF THE ENGINEER DETERMINESDETERMINE THAT THERE IS AN EXCESSIVE

AMOUNT OF HEAT LOSSLOS SEGREGATION OR OXIDATION OF THE

MIXTURE DUE TO TEMPORARY STORAGE NO OVERNIGHT STORAGE

WILL BE ALLOWED

943 HAULING EQUIPMENT

TRUCKSTRUCK USED FOR HAULING BITUMINOUSBITUMINOU MIXTURESMIXTURE SHALL HAVE TIGHT
CLEAN AND SMOOTH METAL BEDS TO PREVENT THE MIXTURE FROM ADHERING
TO THEM THE TRUCK BEDSBED SHALL BE LIGHTLY COATED WITH MINIMUM

AMOUNT OF PARAFFIN OIL LIME SOLUTION OR OTHER APPROVED MATERIAL
EACH TRUCK SHALL HAVE SUITABLE COVER TO PROTECT THE MIXTURE FROM

ADVERSE WEATHER WHEN NECESSARY TO ENSURE THAT THE MIXTURE WILL
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BE DELIVERED TO THE SITE AT THE SPECIFIED TEMPERATURE TRUCK BEDSBED
SHALL BE INSULATED AND COVERSCOVER SHALL BE SECURELY FASTENED

944 BITUMINOUSBITUMINOU PAYERSPAYER

BITUMINOUSBITUMINOU PAYERSPAYER SHALL BE SELFCONTAINED POWERPROPELLED UNITSUNIT
WITH AN ACTIVATED SCREED OR STRIKEOFF ASSEMBLY HEATED IF NECESNECE
SARY AND SHALL BE CAPABLE OF SPREADING AND FINISHING COURSESCOURSE OF

BITUMINOUSBITUMINOU PLANT MIX MATERIAL WHICH WILL MEET THE SPECIFIED THICK

NESSNES SMOOTHNESSSMOOTHNES AND GRADE PAYERSPAYER USED FOR SHOULDERSSHOULDER AND SIMILAR

CONSTRUCTION SHALL BE CAPABLE OF SPREADING AND FINISHING COURSESCOURSE OF

BITUMINOUSBITUMINOU PLANT MIX MATERIAL IN WIDTHSWIDTH SHOWN ON THE PLANS

THE PAVER SHALL HAVE RECEIVING HOPPER OF SUFFICIENT CAPACITY TO

PERMIT UNIFORM SPREADING OPERATION THE HOPPER SHALL BE EQUIPPED
WITH DISTRIBUTION SYSTEM TO PLACE THE MIXTURE UNIFORMLY IN FRONT

OF THE SCREED THE SCREED OR STRIKEOFF ASSEMBLY SHALL EFFECTIVELY

PRODUCE FINISHED SURFACE OF THE REQUIRED EVENNESSEVENNES AND TEXTURE

WITHOUT TEARING SHOVING OR GOUGING THE MIXTURE

THE PAVER SHALL BE CAPABLE OF OPERATING AT FORWARD SPEEDSSPEED CONSISTENT

WITH SATISFACTORY LAYING OF THE MIXTURE

THE PAVER SHALL BE EQUIPPED WITH CONTROL SYSTEM CAPABLE OF AUTO
MATICALLY MAINTAINING THE SPECIFIED SCREED ELEVATION THE CONTROL

SYSTEM SHALL BE AUTOMATICALLY ACTUATED FROM EITHER REFERENCE LINE

OR SURFACE THROUGH SYSTEM OF MECHANICAL SENSORSSENSOR OR SENSORDIRECTED
MECHANISMSMECHANISM OR DEVICESDEVICE WHICH WILL MAINTAIN THE PAVER SCREED AT

PREDETERMINED TRANSVERSE SLOPE AND AT THE PROPER ELEVATION TO
OBTAIN THE REQUIRED SURFACE THE TRANSVERSE SLOPE CONTROLLER SHALL

BE CAPABLE OF MAINTAINING THE SCREED AT THE DESIRED SLOPE WITHIN01
THE CONTROLSCONTROL SHALL BE CAPABLE OF WORKING IN CONJUNCTION WITH ANY OF

THE FOLLOWING ATTACHMENTSATTACHMENT

1 SKITYPE DEVICE OF NOT LESSLES THAN 30 FT 914 IN LENGTH OR

AS DIRECTED BY THE ENGINEER

2 TAUT STRINGLINE WIRE SET TO GRADE

TAUT STRINGLINE WIRE SET TO GRADE SHALL BE USED FOR ALL LEVEL
ING COURSESCOURSE AND THE WEARING COURSE PASSESPASSE ABUTTING THE RUNWAY
CENTERLINE

945 ROLLERSROLLER

ROLLERSROLLER OF THE VIBRATORY STEEL WHEEL OR PNEUMATICTIRED TYPE MAY
BE USED THEY SHALL BE IN GOOD CONDITION CAPABLE OF OPERATING AT

SLOW SPEEDSSPEED TO AVOID DISPLACEMENT OF THE BITUMINOUSBITUMINOU MIXTURE THE

NUMBER TYPE AND WEIGHT OF ROLLERSROLLER SHALL BE SUFFICIENT TO COMPACT
THE MIXTURE TO THE REQUIRED DENSITY WHILE IT IS STILL IN WORKABLE
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CONDITION THE USE OF EQUIPMENT WHICH CAUSESCAUSE EXCESSIVE CRUSHING OF

THE AGGREGATE WILL NOT BE PERMITTED

946 PREPARATION OF BITUMINOUSBITUMINOU MATERIAL

THE BITUMINOUSBITUMINOU MATERIAL SHALL BE HEATED IN MANNER THAT WILL AVOID

LOCAL OVERHEATING AND PROVIDE CONTINUOUSCONTINUOU SUPPLY OF THE BITUMINOUSBITUMINOU

MATERIAL TO THE MIXER AT UNIFORM TEMPERATURE THE TEMPERATURE OF

THE BITUMINOUSBITUMINOU MATERIAL DELIVERED TO THE MIXER SHALL BE SUFFICIENT

TO PROVIDE SUITABLE VISCOSITY FOR ADEQUATE COATING OF THE AGGRE
GATE PARTICLESPARTICLE BUT SHALL NOT EXCEED 325F 160C

947 PREPARATION OF MINERAL AGGREGATE

THE AGGREGATE FOR THE MIXTURE SHALL BE DRIED AND HEATED TO THE

TEMPERATURE DESIGNATED BY THE JOB FORMULA WITHIN THE JOB TOLERANCE

SPECIFIED THE MAXIMUM TEMPERATURE AND RATE OF HEATING SHALL BE

SUCH THAT NO PERMANENT DAMAGE OCCURSOCCUR TO THE AGGREGATES PARTICULAR

CARE SHALL BE TAKEN THAT AGGREGATESAGGREGATE HIGH IN CALCIUM OR MAGNESIUM

CONTENT ARE NOT DAMAGED BY OVERHEATING THE TEMPERATURE SHALL NOT

BE LOWER THAN IS REQUIRED TO OBTAIN COMPLETE COATING AND UNIFORM

DISTRIBUTION ON THE AGGREGATE PARTICLESPARTICLE AND TO PROVIDE MIXTURE OF

SATISFACTORY WORKABILITY

948 PREPARATION OF BITUMINOUSBITUMINOU MIXTURE

THE AGGREGATESAGGREGATE AND THE BITUMINOUSBITUMINOU MATERIAL SHALL BE WEIGHED OR

METERED AND INTRODUCED INTO THE MIXER IN THE AMOUNT SPECIFIED BY

THE JOB MIX FORMULA

THE COMBINED MATERIALSMATERIAL SHALL BE MIXED UNTIL THE AGGREGATE OBTAINSOBTAIN
UNIFORM COATING OF BITUMEN AND IS THOROUGHLY DISTRIBUTED THROUGHOUT

THE MIXTURE WET MIXING TIME SHALL BE THE SHORTEST TIME THAT WILL

PRODUCE SATISFACTORY MIXTURE IT SHALL BE ESTABLISHED BY THE

CONTRACTOR BASED ON THE PROCEDURE FOR DETERMINING THE PERCENTAGE

OF COATED PARTICLESPARTICLE DESCRIBED IN ASTM 2489 AND APPROVED BY THE

ENGINEER FOR EACH INDIVIDUAL PLANT AND FOR EACH TYPE OF AGGREGATE

USED THE MINIMUM MIXING TIME SHALL BE 25 SECONDS THE MIXING

TIME WILL BE SET TO ACHIEVE 95 OF COATED PARTICLES FOR CONTINU
OUS MIX PLANTSPLANT THE MINIMUM MIXING TIME SHALL BE DETERMINED BY

DIVIDING THE WEIGHT OF ITS CONTENTSCONTENT AT OPERATING LEVEL BY THE

WEIGHT OF THE MIXTURE DELIVERED PER SECOND BY THE MIXER THE

MOISTURE CONTENT OF THE MIX SHALL NOT EXCEED 1
949 TRANSPORTING SPREADING AND FINISHING

THE MIXTURE SHALL BE TRANSPORTED FROM THE MIXING PLANT TO THE POINT
OF USE IN VEHICLESVEHICLE CONFORMING TO THE REQUIREMENTSREQUIREMENT OF THE STANDARD

SPECIFICATIONS DELIVERIESDELIVERIE SHALL BE SCHEDULED SO THAT SPREADING
AND ROLLING OF ALL MIXTURE PREPARED FOR ONE DAYSDAY RUN CAN BE COM
PLETED DURING DAYLIGHT HAULING OVER FRESHLY PLACED MATERIAL SHALL

NOT BE PERMITTED UNTIL THE MATERIAL HAS BEEN COMPACTED AS SPECIFIED
AND ALLOWED TO COOL TO ATMOSPHERIC TEMPERATURE
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IMMEDIATELY BEFORE PLACING THE BITUMINOUSBITUMINOU MIXTURE THE UNDERLYING

COURSE SHALL BE CLEARED OF ALL DEBRISDEBRI WITH POWER BLOWERSBLOWER POWER

BROOMSBROOM OR HAND BROOMSBROOM AS DIRECTED

THE MIX SHALL BE PLACED AT TEMPERATURE OF NOT LESSLES THAN 250F

107C WHEN ASPHALT CEMENT IS USED

UPON ARRIVAL THE MIXTURE SHALL BE SPREAD TO THE FULL WIDTH BY AN

APPROVED BITUMINOUSBITUMINOU PAVER IT SHALL BE STRUCK OFF IN UNIFORM

LAYER OF SUCH DEPTH THAT WHEN THE WORK IS COMPLETED IT SHALL HAVE

THE REQUIRED THICKNESSTHICKNES AND CONFORM TO THE GRADE AND CONTOUR INDI

CATED THE SPEED OF THE PAVER SHALL BE REGULATED TO ELIMINATE

PULLING AND TEARING OF THE BITUMINOUSBITUMINOU MAT UNLESSUNLES OTHERWISE

DIRECTED PLACEMENT OF THE MIXTURE SHALL BEGIN ALONG THE CENTERLINE

OF CROWNED SECTION OR ON THE HIGH SIDE OF AREASAREA WITH ONEWAY
SLOPE THE MIXTURE SHALL BE PLACED IN CONSECUTIVE ADJACENT STRIPSSTRIP

HAVING MINIMUM WIDTH OF FT EXCEPT WHERE EDGE LANESLANE REQUIRE

LESSLES WIDTH TO COMPLETE THE AREA THE LONGITUDINAL JOINT IN ONE

LAYER SHALL OFFSET THAT IN THE LAYER IMMEDIATELY BELOW BY AT LEAST

FT 30 CM HOWEVER THE JOINT IN THE TOP LAYER SHALL BE AT THE

CENTERLINE OF THE PAVEMENT TRANSVERSE JOINTSJOINT IN ONE LAYER SHALL

BE OFFSET BY AT LEAST FT 60 CM FROM TRANSVERSE JOINTSJOINT IN THE

PREVIOUSPREVIOU LAYER TRANSVERSE JOINTSJOINT IN ADJACENT LANESLANE SHALL BE

OFFSET MINIMUM OF 10 FT RN

ON AREASAREA WHERE IRREGULARITIESIRREGULARITIE OR UNAVOIDABLE OBSTACLESOBSTACLE MAKE THE USE

OF MECHANICAL SPREADING AND FINISHING EQUIPMENT IMPRACTICAL THE

MIXTURE MAY BE SPREAD RAKED AND LUTED BY HAND TOOLS

9410 COMPACTION OF MIXTURE

AFTER SPREADING THE MIXTURE SHALL BE THOROUGHLY AND UNIFORMLY

COMPACTED BY ROLLING THE SURFACE SHALL BE ROLLED WHEN THE MIXTURE

HAS ATTAINED SUFFICIENT STABILITY SO THAT THE ROLLING DOESDOE NOT

CAUSE UNDUE DISPLACEMENT CRACKING OR SHOVING THE SEQUENCE OF

ROLLING OPERATIONSOPERATION AND THE TYPE OF ROLLERSROLLER USED SHALL BE AT THE

DISCRETION OF THE CONTRACTOR

THE SPEED OF THE ROLLER SHALL AT ALL TIMESTIME BE SUFFICIENTLY SLOW

TO AVOID DISPLACEMENT OF THE HOT MIXTURE ANY DISPLACEMENT OCCUR
RING AS RESULT OF REVERSING THE DIRECTION OF THE ROLLER OR FROM

ANY OTHER CAUSE SHALL BE CORRECTED AT ONCE

SUFFICIENT ROLLERSROLLER SHALL BE FURNISHED TO HANDLE THE OUTPUT OF THE

PLANT ROLLING SHALL CONTINUE UNTIL ALL ROLLER MARKSMARK ARE ELIMINATED
THE SURFACE IS OF UNIFORM TEXTURE AND TRUE TO GRADE AND CROSSCROS
SECTION AND THE REQUIRED FIELD DENSITY IS OBTAINED

TO PREVENT ADHESION OF THE MIXTURE TO THE ROLLER THE WHEELSWHEEL SHALL

BE KEPT PROPERLY MOISTENED BUT EXCESSIVE WATER WILL NOT BE

PERMITTED
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IN AREASAREA NOT ACCESSIBLE TO THE ROLLER THE MIXTURE SHALL BE THOR

OUGHLY COMPACTED WITH HOT HAND TAMPERS

ANY MIXTURE THAT BECOMESBECOME LOOSE AND BROKEN MIXED WITH DIRT OR IN

ANY WAY DEFECTIVE SHALL BE REMOVED AND REPLACED WITH FRESH HOT

MIXTURE AND IMMEDIATELY COMPACTED TO CONFORM TO THE SURROUNDING

AREA THISTHI WORK SHALL BE DONE AT THE CONTRACTOR1SCONTRACTOR1 EXPENSE SKIN

PATCHING SHALL NOT BE ALLOWED

9411 JOINTSJOINT

THE FORMATION OF ALL JOINTSJOINT SHALL BE MADE IN SUCH MANNER AS TO

ENSURE CONTINUOUSCONTINUOU BOND BETWEEN OLD AND NEW SECTIONSSECTION OF THE COURSE
ALL JOINTSJOINT SHALL HAVE THE SAME TEXTURE DENSITY AND SMOOTHNESSSMOOTHNES AS

OTHER SECTIONSSECTION OF THE COURSE

THE ROLLER SHALL NOT PASSPAS OVER THE UNPROTECTED END OF THE FRESHLY

LAID MIXTURE EXCEPT WHEN NECESSARY TO FORM TRANSVERSE JOINT
WHEN NECESSARY TO FORM TRANSVERSE JOINT IT SHALL BE MADE BY

MEANSMEAN OF PLACING BULKHEAD OR BY TAPERING THE COURSE IN WHICH

CASE THE EDGE SHALL BE CUT BACK TO ITS FULL DEPTH AND WIDTH ON

STRAIGHT LINE TO EXPOSE VERTICAL FACE IN BOTH METHODSMETHOD ALL

CONTACT SURFACESSURFACE SHALL BE GIVEN TACK COAT OF BITUMINOUSBITUMINOU MATERIAL

BEFORE PLACING ANY FRESH MIXTURE AGAINST THE JOINT

LONGITUDINAL JOINTSJOINT WHICH ARE IRREGULAR DAMAGED OR OTHERWISE

DEFECTIVE SHALL BE CUT BACK TO EXPOSE CLEAN SOUND SURFACE FOR

THE FULL DEPTH OF THE COURSE ALL CONTACT SURFACESSURFACE SHALL BE GIVEN

TACK COAT OF BITUMINOUSBITUMINOU MATERIAL PRIOR TO PLACING ANY FRESH

MIXTURE AGAINST THE JOINT

FEATHERED JOINTSJOINT AT EXISTING PAVED SURFACESSURFACE SHALL BE POURED WITH

LIQUID ASPHALT AFTER THE NEW ASPHALT HAS CURED FOR MINIMUM OF

24 HOURS

9412 ACCEPTANCE SAMPLING AND TESTING OF

BITUMINOUSBITUMINOU MIXTURE DENSITY

PAVEMENT DENSITY WILL BE DETERMINED BY COMPARING THE DENSITY

OBTAINED USING THE NUCLEAR DENSITY GAUGE IN ACCORDANCE WITH ASTM

2950 TAKEN FROM THE COMPACTED PAVEMENT TO THE DENSITY OF

LABORATORYCOMPACTED SPECIMENS

1 DENSITY MEASUREMENTSMEASUREMENT WILL BE MADE EVERY 200 FT ON EACH STRIP

2 LABORATORY DENSITY BITUMINOUSBITUMINOU MIXTURE FOR LABORATORY

COMPACTED SPECIMENSSPECIMEN SHALL BE SAMPLED FROM THE PAVING HOPPER OR

ON THE GRADE AT THE DIRECTION OF THE ENGINEER ONE SAMPLE

SHALL BE TAKEN AT THE BEGINNING OF EACH PAVING PERIOD OR MORE

OFTEN AT THE DISCRETION OF THE ENGINEER IN ACCORDANCE WITH

PROCEDURESPROCEDURE CONTAINED IN ASTM 3665 THREE LABORATORY
COMPACTED SPECIMENSSPECIMEN SHALL BE PREPARED FROM EACH SAMPLE
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THE SPECIMENSSPECIMEN SHALL BE COMPACTED IN ACCORDANCE WITH ASTM

1559 SECTION 35 EXCEPT THAT THE TEMPERATURE IMMEDIATELY

PRIOR TO COMPACTION SHALL BE 250F 5F 120C 3C THE

SAMPLE OF BITUMINOUSBITUMINOU MIXTURE CAN BE PLACED IN AN OVEN FOR NOT

MORE THAN 39 MINUTESMINUTE TO MAINTAIN THE HEAT BUT IT SHALL NOT BE

REHEATED IF IT COOLSCOOL BELOW 250F 120C BEFORE USE THE

DENSITY OF EACH SPECIMEN SHALL BE DETERMINED IN ACCORDANCE

WITH ASTM 2726 OR 1188 WHICHEVER IS APPLICABLE

3 PAVEMENT DENSITY THE TARGET PERCENT COMPACTION OF EACH LOT

OF INPLACE PAVEMENT SHALL BE 98 OF THE AVERAGE DENSITY OF

THE LABORATORYPREPARED SPECIMENS THE PAVEMENT DENSITY SHALL

BE DETERMINED BY DIVIDING THE NUCLEAR DENSITY OF EACH TEST BY

THE AVERAGE DENSITY OF THE LABORATORYPREPARED SPECIMENS THE

DENSITY SHALL NOT BE GREATER THAN 110 OF THE AVERAGE DENSITY

OF THE LABORATORYPREPARED SPECIMENS

4 ACCEPTANCE CRITERIA ACCEPTANCE OF EACH 1000 TONSTON OF BITUMI

NOUSNOU SURFACE COURSE SHALL BE BASED ON THE PERCENTAGE OF

MATERIAL WITHIN SPECIFICATION LIMITSLIMIT PWL THE PWL IS DETER

MINED USING STANDARD STATISTICAL TECHNIQUESTECHNIQUE AND INVOLVESINVOLVE THE

NUMBER OF TESTSTEST IN EACH LOT AND THE QUALITY INDEX Q
THE QUALITY INDEX IS CALCULATED FROM THE FOLLOWING FORMULA

XL

WHERE

QUALITY INDEX

AVERAGE OF PAVEMENT DENSITIESDENSITIE PERCENT COMPACTION

LOWER SPECIFICATION LIMIT 98
RANGE DIFFERENCE BETWEEN THE HIGHEST AND LOWEST

PAVEMENT DENSITIESDENSITIE PERCENT COMPACTION

THE PWL SHALL BE DETERMINED FROM TABLE 94121 USING THE

NUMBER OF TESTSTEST AND THE QUALITY INDEX Q
EACH LOT OF BITUMINOUSBITUMINOU MIX SHALL BE ACCEPTED FOR DENSITY WHEN

THE PWL EQUALSEQUAL OR EXCEEDSEXCEED 90 EACH LOT NOT MEETING THE 90
PWL REQUIREMENT WILL BE ACCEPTED AT AN ADJUSTED CONTRACT UNIT

PRICE IN ACCORDANCE WITH TABLE 94 122

9413 SURFACE TESTSTEST

TESTSTEST FOR CONFORMITY WITH THE SPECIFIED CROWN AND GRADE SHALL BE

MADE BY THE CONTRACTOR IMMEDIATELY AFTER INITIAL COMPACTION ANY
VARIATION SHALL BE CORRECTED BY THE REMOVAL OR ADDITION OF MATERIALSMATERIAL
AND BY CONTINUOUSCONTINUOU ROLLING
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TABLE 94121 TABLE FOR ESTIMATING PERCENT

OF LOT WITHIN TOLERANCE LIMITSLIMIT

POSITIVE VALUESVALUE OF

PERCENT

WITHIN LIMITSLIMIT

99 05895 06574 06642 06611
98 05879 06440 06387 06264
97 05863 06307 06166 05983
96 05847 06173 05966 05744
95 05830 06039 05777 05530

94 05814 05905 05600 05330
93 05797 05771 05431 05143
92 05762 05638 05267 04968
91 05219 05504 05108 04800

90 05677 05370 04955 04640

89 05621 05236 04808 04485

88 05564 05101 04657 04337
87 05499 04967 04514 04191
86 05432 04833 04373 04050
85 05355 04699 04234 03913

84 05275 04565 04097 03778

83 05189 04431 03962 03647
82 05098 04297 0 3829 03517
81 05001 04162 03697 03391
80 04889 04028 03567 03266

79 04791 03894 03438 03144
78 04679 03760 03311 03023
77 04560 03526 03184 02902

76 04439 03492 03059 02785
75 04311 03358 02935 02669

74 04179 03223 02811 02554
73 04041 03088 02689 02440
72 03901 02954 02567 02327
71 03754 02820 02446 02215
70 03604 02685 02325 02104

69 03450 02551 02206 01995
68 03293 02417 02086 01884
67 03131 02283 01968 01777
66 02965 02149 01835 01668
65 02798 02015 01732 01562
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TABLE 94121 TABLE FOR ESTIMATING PERCENT

OF LOT WITHIN TOLERANCE LIMITSLIMIT CONTINUED

POSITIVE VALUESVALUE OF

PERCENT

WITHINLIMITSWITHINLIMIT N3 N4 N5 N6

64 02625 01881 01614 01455
63 02451 01747 01497 01349
62 02274 01611 01382 01243
61 02093 01477 01265 01139
60 01911 01343 01149 01034

55 00970 00672 00573 00515
50 00000 00000 00000 00000

ALL NEGATIVE VALUESVALUE OF WILL RESULT IN PWL BELOW 65

TABLE 94122 PRICE ADJUSTMENT SCHEDULE

PERCENTAGE OF MATERIAL ABOVE PERCENT OF CONTRACT

THE SPECIFICATION LIMIT PWL UNIT PRICE TO BE PAID

90 TO 100 100

80 TO 90 05 PWL 550
65 TO 80 20 PWL 650
BELOW 65

THE LOT SHALL BE REMOVED AND REPLACED HOWEVER THE ENGINEER MAY DECIDE

TO ACCEPT THE DEFICIENT LOT IN THAT CASE IF THE ENGINEER AND CONTRACTOR

AGREE IN WRITING THAT LOT SHALL NOT BE REMOVED AND IT WILL BE PAID FOR

AT 50 OF THE CONTRACT PRICE

L
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THE FINISHED SURFACE SHALL NOT VARY MORE THAN 14 IN FOR THE

SURFACE COURSE WHEN TESTED WITH 16FT 48RN STRAIGHTEDGE APPLIED

PARALLEL WITH OR AT RIGHT ANGLESANGLE TO THE CENTERLINE

AFTER THE COMPLETION OF FINAL ROLLING THE SMOOTHNESSSMOOTHNES OF THE COURSE

SHALL BE TESTED BY THE ENGINEER HUMPSHUMP OR DEPRESSIONSDEPRESSION EXCEEDING

THE SPECIFIED TOLERANCESTOLERANCE SHALL BE IMMEDIATELY CORRECTED BY REMOVING

THE DEFECTIVE WORK AND REPLACING WITH NEW MATERIAL AS DIRECTED BY

THE ENGINEER THISTHI SHALL BE DONE AT THE CONTRACTORSCONTRACTOR EXPENSE

THE FINISHED SURFACESSURFACE OF BITUMINOUSBITUMINOU COURSESCOURSE SHALL NOT VARY FROM THE

GRADELINE ELEVATIONSELEVATION AND CROSSCROS SECTIONSSECTION SHOWN ON THE CONTRACT

DRAWINGSDRAWING BY MORE THAN 12 IN 1270 MM THE CONTRACTOR SHALL

CORRECT PAVEMENT AREASAREA VARYING IN EXCESSEXCES OF THISTHI AMOUNT BY REPLACING

THE DEFECTIVE WORK SKIN PATCHING WILL NOT BE PERMITTED

L 95 METHOD OF MEASUREMENT

PLANT MIX ASPHALT CONCRETE PAVEMENT SHALL BE MEASURED BY THE NUMBER

OF TONSTON OF BITUMINOUSBITUMINOU MIXTURE USED IN THE ACCEPTED WORK RECORDED

BATCH WEIGHTSWEIGHT OR TRUCK SCALE WEIGHTSWEIGHT WILL BE USED TO DETERMINE THE

BASISBASI FOR THE TONNAGE

96 BASISBASI OF PAYMENT

PAYMENT WILL BE MADE UNDER ITEM 13 ASPHALT CONCRETE PAVEMENT PER

TON

PAYMENT FOR AN ACCEPTED ASPHALT CONCRETE PAVEMENT SHALL BE MADE AT

THE FULL OR ADJUSTED CONTRACT UNIT PRICE PER TON THE PRICE SHALL

BE FULL COMPENSATION FOR FURNISHING ALL MATERIALSMATERIAL FOR ALL PREPARA
TION MIXING AND PLACING OF THESE MATERIALSMATERIAL AND FOR ALL LABOR

EQUIPMENT TOOLSTOOL AND INCIDENTALSINCIDENTAL NECESSARY TO COMPLETE THE ITEM

961 BASISBASI OF ADJUSTED PAYMENT

TABLE 94122 SHALL BE USED TO DETERMINE THE ADJUSTED CONTRACT

PRICE FOR LOT OF MATERIAL WHEN THE RESULTSRESULT OF THE PAVEMENT DENSITY

TESTSTEST FOR THAT LOT INDICATE THAT THE PERCENTAGE OF MATERIAL ABOVE

THE SPECIFICATION LIMIT IS LESSLES THAN 90

97 TESTING REQUIREMENTSREQUIREMENT

ASTM 29 UNIT WEIGHT OF AGGREGATE

ASTM 88 SOUNDNESSSOUNDNES OF AGGREGATESAGGREGATE BY USE OF SODIUM SULFATE

OR MAGNESIUM SULFATE

ASIM 131 RESISTANCE TO ABRASION OF SMALL SIZE COARSE

AGGREGATE BY USE OF THE LOS ANGELESANGELE MACHINE

ASTM 136 SIEVE OR SCREEN ANALYSISANALYSI OF FINE AND COARSE

AGGREGATESAGGREGATE
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ASTM 183 SAMPLING HYDRAULIC CEMENT

ASTM 75 SAMPLING AGGREGATESAGGREGATE

ASTM 423 LIQUID LIMIT OF SOILSSOIL

ASTM 424 PLASTIC LIMIT AND PLASTICITY INDEX OF SOILSSOIL

ASTM 995 REQUIREMENTSREQUIREMENT FOR MIXING PLANTSPLANT FOR HOTMIXED
HOTLAID BITUMINOUSBITUMINOU PAVING MIXTURESMIXTURE

ASTM 1075 EFFECT OF WATER ON COHESION OF COMPACTED BITUMI
NOUSNOU MIXTURESMIXTURE

ASTM 1188 BULK SPECIFIC GRAVITY OF COMPACTED BITUMINOUSBITUMINOU
MIXTURESMIXTURE USING PARAFFINCOATED SPECIMENSSPECIMEN

ASTM 1559 RESISTANCE TO PLASTIC FLOW OF BITUMINOUSBITUMINOU MIXTURESMIXTURE

USING MARSHALL APPARATUSAPPARATU

ASTM 2172 QUANTITATIVE EXTRACTION OF BITUMEN FROM BITUMINOUSBITUMINOU

PAVING MIXTURESMIXTURE

L ASTM 2489 DEGREE OF PARTICLE COATING OF BITUMINOUSAGGREGATE
MIXTURESMIXTURE

ASTM 2726 BULK SPECIFIC GRAVITY OF COMPACTED BITUMINOUSBITUMINOU
MIXTURESMIXTURE USING SATURATED SURFACEDRY SPECIMENSSPECIMEN

ASTM 2950

ASTM 3665 RANDOM SAMPLING OF PAVING MATERIALSMATERIAL

ASTM 3666 INSPECTION AND TESTING AGENCIESAGENCIE FOR BITUMINOUSBITUMINOU

PAVING MATERIALSMATERIAL

AASHTO T30 MECHANICAL ANALYSISANALYSI OF EXTRACTED AGGREGATE

THE ASPHALT MODEL CONSTRUCTION SPECIFICATIONSSPECIFICATION FOR ASPHALT

INSTITUTESINSTITUTE CONCRETE AND OTHER PLANTTYPE MIXESMIXE
SERIESSERIE S51

THE ASPHALT MIX DESIGN METHODSMETHOD FOR ASPHALT CONCRETE

INSTITUTESINSTITUTE
MANUAL NO

MS2

98 MATERIAL REQUIREMENTSREQUIREMENT

ASTM 242 MINERAL FILLER FOR BITUMINOUSBITUMINOU PAVING MIXTURESMIXTURE

ASTM 490 TAR
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ASTM 946 ASPHALT CEMENT FOR USE IN PAVEMENT CONSTRUCTION

ASIM 3381 VISCOSITYGRADED ASPHALT CEMENT FOR USE IN PAVE
MENT CONSTRUCTION

AASHTO M226 VISCOSITYGRADED ASPHALT CEMENT

L
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100 RUNWAY AND TAXIWAY PAINTING

101 DESCRIPTION

THISTHI ITEM SHALL CONSIST OF PREPARING AND PLACING TEMPORARY AND

PERMANENT PAVEMENT MARKINGSMARKING IN ACCORDANCE WITH THESE PLANSPLAN AND

SPECIFICATIONSSPECIFICATION AND AS DIRECTED BY THE ENGINEER

102 MATERIALSMATERIAL

1021 PAINT PERMANENT

PAINT SHALL MEET THE REQUIREMENTSREQUIREMENT OF FEDERAL SPECIFICATION TTP85
FOR OIL BASE PAINT COLOR SHALL BE WHITE OR YELLOW

1022 PAINT TEMPORARY

PAINT SHALL BE WHITE LATEX HOUSE PAINT

103 CONSTRUCTION METHODSMETHOD

1031 WEATHER LIMITATIONSLIMITATION PERMANENT

1 THE PAINTING SHALL BE PERFORMED ONLY WHEN THE SURFACE IS DRY WHEN

THE ATMOSPHERIC TEMPERATURE IS ABOVE 45F 7C AND WHEN THE

WEATHER IS NOT FOGGY OR WINDY

1032 EQUIPMENT PERMANENT

ALL EQUIPMENT FOR THE WORK SHALL BE APPROVED BY THE ENGINEER AND

SHALL INCLUDE THE APPARATUSAPPARATU NECESSARY TO PROPERLY CLEAN THE EXISTING

SURFACE MECHANICAL MARKING MACHINE AND SUCH AUXILIARY HAND

PAINTING EQUIPMENT AS MAY BE NECESSARY TO SATISFACTORILY COMPLETE

THE JOB

THE MECHANICAL MARKER SHALL BE AN ATOMIZING SPRAYTYPE MARKING
MACHINE SUITABLE FOR APPLICATION OF TRAFFIC PAINT IT SHALL PRODUCE

AN EVEN AND UNIFORM FILM THICKNESSTHICKNES AT THE REQUIRED COVERAGE AND

SHALL BE DESIGNED SO AS TO APPLY MARKINGSMARKING OF UNIFORM CROSSCROS SECTIONSSECTION
AND CLEARCUT EDGESEDGE WITHOUT RUNNING OR SPATTERING

1033 PREPARATION OF SURFACE

IMMEDIATELY BEFORE APPLICATION OF THE PAINT THE SURFACE SHALL BE

DRY AND FREE FROM DIRT GREASE OIL LAITANCE OR OTHER FOREIGN

MATERIAL WHICH WOULD REDUCE THE BOND BETWEEN THE PAINT AND THE

PAVEMENT THE AREA TO BE PAINTED SHALL BE CLEANED BY SWEEPING AND

BLOWING OR BY OTHER METHODSMETHOD AS REQUIRED TO REMOVE ALL DIRT LAITANCE
AND LOOSE MATERIALS
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1034 LAYOUT OF MARKINGSMARKING

ON THOSE SECTIONSSECTION OF PAVEMENT WHERE NO PREVIOUSLY APPLIED MARKINGSMARKING
ARE AVAILABLE TO SERVE AS GUIDE THE PROPOSED MARKINGSMARKING SHALL BE

LAID OUT IN ADVANCE OF THE PAINT APPLICATION THE ENGINEER WILL

PROVIDE CONTROL POINTSPOINT FOR THE MARKINGS

1035 APPLICATION PERMANENT

MARKINGSMARKING SHALL BE APPLIED AT THE LOCATIONSLOCATION AND TO THE DIMENSIONSDIMENSION

AND SPACING SHOWN ON THE PLANS PAINT SHALL NOT BE APPLIED UNTIL

THE LAYOUT AND CONDITION OF THE SURFACE HAVE BEEN APPROVED BY TH
ENGINEER COLOR OF PAINT SHALL MATCH EXISTING MARKING COLOR

THE PAINT SHALL BE MIXED IN ACCORDANCE WITH THE MANUFACTURERSMANUFACTURER
INSTRUCTIONSINSTRUCTION AND APPLIED TO THE PAVEMENT WITH MARKING MACHINE AT

THE RATE OF 100 TO 110 SQUARE FEET PER GALLON THE ADDITION OF

THINNER WILL NOT BE PERMITTED PERIOD OF 24 HOURSHOUR SHALL ELAPSE

BETWEEN PLACEMENT OF WEARING COURSE AND APPLICATION OF THE PAINT

THE EDGESEDGE OF THE MARKINGSMARKING SHALL NOT VARY FROM STRAIGHT LINE MORE

THAN 12 IN 12 MM IN 50 FT 15 AND THE DIMENSIONSDIMENSION SHALL BE

WITHIN TOLERANCE OF 5
THE CONTRACTOR SHALL FURNISH CERTIFIED TEST REPORTSREPORT FOR THE MATERIALSMATERIAL

SHIPPED TO THE PROJECT THE REPORTSREPORT SHALL NOT BE INTERPRETED AS

BASISBASI FOR FINAL ACCEPTANCE THE CONTRACTOR SHALL NOTIFY THE ENGINEER

UPON ARRIVAL OF SHIPMENT OF PAINT TO THE JOB SITE ALL EMPTIED

CONTAINERSCONTAINER SHALL BE RETURNED TO THE PAINT STORAGE AREA FOR CHECKING

BY THE ENGINEER THE CONTAINERSCONTAINER SHALL NOT BE REMOVED FROM THE

AIRPORT OR DESTROYED UNTIL AUTHORIZED BY THE ENGINEER

1036 PROTECTION

AFTER APPLICATION OF THE PAINT ALL MARKINGSMARKING SHALL BE PROTECTED

FROM DAMAGE UNTIL THE PAINT IS DRY ALL SURFACESSURFACE SHALL BE PROTECTED
FROM DISFIGURATION BY SPATTER SPLASHESSPLASHE SPILLAGE OR DRIPPINGSDRIPPING OF

PAINT

1037 APPLICATION AND CLEANUP TEMPORARY

MAKINGSMAKING SHALL BE APPLIED AT THE LOCATIONSLOCATION AND TO THE DIMENSIONSDIMENSION

AND SPACING SHOWN ON THE PLANS PAINT SHALL NOT BE APPLIED UNTIL

THE LAYOUT AND CONDITION OF THE SURFACE HAVE BEEN APPROVED BY THE

ENGI NEER

THE PAINT MAY BE DILUTED WITH WATER AS LONG AS THE TEMPORARY MARK
INGSING ARE READILY VISIBLE BY AIRBORNE AIRCRAFT TO THE SATISFACTION

OF THE ENGINEER

THE EDGESEDGE OF THE MARKINGSMARKING SHALL NOT VARY FROM STRAIGHT LINE MORE

THAN 12 IN 12 MM IN 50 FT 15 AND THE DIMENSIONSDIMENSION SHALL BE

WITHIN TOLERANCE OF 5
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THE CONTRACTOR SHALL REMOVE THE TEMPORARY MARKINGSMARKING FROM THE NEW

WEARING COURSE SURFACE WITH LIGHT BATH OF METHYL ETHYL KETONE

MEK OR APPROVED SOLVENT AND THEN WASH WITH HIGHPRESSURE WATER

TEMPORARY MARKINGSMARKING SHALL BE REFRESHED BY THE CONTRACTOR AS DETER
MINED BY THE ENGINEER

104 METHOD OF MEASUREMENT

THE QUANTITY OF PERMANENT AND TEMPORARY RUNWAY AND TAXIWAY MARKINGSMARKING
TO BE PAID FOR SHALL BE ONE COMPLETE ITEM IN PLACE PERFORMED IN

ACCORDANCE WITH THE SPECIFICATIONSSPECIFICATION AND ACCEPTED BY THE ENGINEER

105 BASISBASI OF PAYMENT

PAYMENT WILL BE MADE UNDER ITEM 14 PAVEMENT MARKINGSMARKING LUMP SUM

PAYMENT SHALL BE MADE AT THE CONTRACT LUMP SUM FOR PAVEMENT MARKINGS
THISTHI PRICE SHALL BE FULL COMPENSATION FOR FURNISHING ALL MATERIALSMATERIAL
AND FOR ALL LABOR EQUIPMENT TOOLSTOOL AND INCIDENTALSINCIDENTAL NECESSARY TO

COMPLETE THE ITEM

106 MATERIAL REQUIREMENTSREQUIREMENT

FED SPEC PAINT TRAFFIC AND AIRFIELD MARKING OIL BASE

TTP85
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110 PAVEMENT GROOVING

111 DESCRIPTION

THISTHI SPECIFICATION COVERSCOVER GROOVING OF THE NEWLY FINISHED SURFACE OF

THE RUNWAY GROOVING TO BE CONSTRUCTED IN ACCORDANCE WITH THESE

SPECIFICATIONSSPECIFICATION AND AT THE LOCATIONSLOCATION AS SHOWN ON THE PLANS

112 CONSTRUCTION METHOD

1121 GROOVING METHOD

GROOVING SHALL BE DONE UTILIZING DIAMOND BLADESBLADE OR ABRASIVE BLADESBLADE
MOUNTED ON MULTIBLADE ARBOR ON SELFPROPELLED MACHINE WHICH HAS

BEEN BUILT FOR GROOVING OF PAVEMENTS THE GROOVER SHOULD HAVE

DEPTH CONTROL DEVICE WHICH WILL DETECT VARIATIONSVARIATION IN THE PAVEMENT

SURFACE AND ADJUST THE CUTTING HEAD HEIGHT TO MAINTAIN THE DEPTH OF

THE GROOVE SPECIFIED THE GROOVING MACHINE WILL BE PROVIDED WITH

DEVICESDEVICE TO CONTROL ALIGNMENT FLAILING TYPE GROOVING WILL NOT BE

PERMITTED

1122 LAYOUT AND ALIGNMENT

SUITABLE LAYOUTSLAYOUT AND LINESLINE OF PROPOSED GROOVING SHALL BE SPOTTED IN

ADVANCE OF THE GROOVING OPERATION CONTROL POINTSPOINT SHALL BE SPACED

AT SUCH INTERVALSINTERVAL AS WILL ENSURE ACCURATE LOCATION OF THE GROOVES
ALIGNMENT AT THE GROOVING LIMITSLIMIT SHALL NOT DEVIATE FROM STRAIGHT

LINE BY MORE THAN IN THE CONTRACTOR SHALL PROVIDE AN EXPERI
ENCED TECHNICIAN TO SUPERVISE THE LOCATION ALIGNMENT LAYOUT
DIMENSIONSDIMENSION AND GROOVING OF THE PAVEMENT

1123 GROOVE PATTERN

GROOVING OF THE NEWLY RESURFACED RUNWAY WITH ASPHALT SHALL NOT

COMMENCE UNTIL THE ASPHALT SURFACE HAS CURED FOR APPROXIMATELY
72 HOURS THISTHI TIME WILL HELP PROVIDE THE CURING NECESSARY FOR THE

MATERIAL TO BECOME STABLE ENOUGH TO PREVENT CLOSING OF THE GROOVESGROOVE
UNDER NORMAL USE

GROOVESGROOVE SHALL BE CONTINUOUSCONTINUOU FOR THE COMPLETE LENGTH OF THE RUNWAY
AND NORMAL TO ITS CENTERLINE THE GROOVESGROOVE SHALL BE TERMINATED AT

THE GROOVING LIMITS THE GROOVE PATTERN SHALL BE 14 IN 635 MM
WIDE 14 IN 635 MM DEEP WITH CENTERTOCENTER SPACING OF

112 IN THE GROOVE SPACING TOLERANCE SHALL BE 18 IN 3175 MM
THE DEPTH AND WIDTH OF GROOVE SHALL HAVE TOLERANCE OF 116 IN
1587 MM

THESE TOLERANCESTOLERANCE ARE OUTLINED BELOW

1 THE WIDTH OF THE GROOVE SHALL NOT BE MORE THAN 516 IN
7937 MM OR BE LESSLES THAN 316 IN 4762 MM
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2 THE DEPTH OF THE GROOVE SHALL NOT BE MORE THAN 516 IN

7937 MM OR BE LESSLES THAN 316 IN 4762 MM

3 THE GROOVESGROOVE SHALL BE PARALLEL TO EACH OTHER AND PERPENDICULAR

TO THE CENTERLINE OF THE RUNWAY WITH ALLOWABLE VARIATION FROM

THE PERPENDICULAR LIMITED TO IN IN ALIGNMENT FOR 65 FT

4 THE SPACING OF THE GROOVESGROOVE SHALL NOT EXCEED 158 IN 41275 MM
OR BE LESSLES THAN 138 IN 34925 MM FOR 112 IN 381 MM
CENTERTOCENTER DIMENSION

1124 CLEANUP DIAMOND BLADESBLADE

THE REMOVAL OF ALL SLURRY RESULTING FROM THE GROOVING OPERATION

SHALL BE CONTINUOUS PAVEMENT MUST BE IMMEDIATELY LEFT IN WASHED

CLEAN CONDITION FREE OF ALL SLIPPERINESSSLIPPERINES FROM THE SLURRY ETC

L ALL DEBRISDEBRI AND SURPLUSSURPLU MATERIAL REMOVED FROM THE GROOVING OPERATIONSOPERATION
SHALL BE DISPOSED OF IN AN AREA OFF THE EDGE OF THE PAVED SURFACE

THISTHI DISPOSAL AREA MAY BE ON EITHER SIDE OF THE RUNWAY GRASSED

AREA WITH BUILDUP OF IN 254 MM OR OVER OF SLURRY SHALL BE

RAKED AND SPREAD OUT SO THAT BUILDUP DOESDOE NOT EXCEED IN 254 MM
SLURRY REMOVED FROM THE RUNWAY AND SHOULDERSSHOULDER SHALL NOT BE ALLOWED

TO ENTER THE STORM SEWER INLETS

1125 CLEANUP ABRASIVE BLADESBLADE

THE VACUUM REMOVAL OF DRY RESIDUE FROM GROOVING OPERATION SHALL BE

CONTINUOUS THE PAVEMENT SHALL BE LEFT IN CLEAN CONDITION ALL

RESIDUE FROM THE GROOVING OPERATION SHALL BE REMOVED FROM THE PAVED

SURFACE AND DISPOSED OF IN AN APPROVED AREA

1126 WATER

WATER SHALL BE PROVIDED BY THE CONTRACTOR WATER IS AVAILABLE NEAR

THE PROJECT SITE FOR PURCHASE FROM THE OWNER

113 METHOD OF MEASUREMENT

PAVEMENT GROOVING WILL BE MEASURED BY AREA TO THE NEAREST SQUARE

YARD OF RUNWAY GROOVED AND ACCEPTED THE QUANTITY WILL BE DETER

MINED BY MULTIPLYING THE WIDTH AND LENGTH OF THE GROOVED AREA NO

DEDUCTION IS TO BE MADE FOR GROOVING OMITTED AT TRANSVERSE JOINTS

114 BASISBASI OF PAYMENT

PAYMENT WILL BE MADE UNDER ITEM ISA PAVEMENT GROOVING PER SQUARE

YARD

THE ACCEPTED QUANTITIESQUANTITIE OF PAVEMENT GROOVING WILL BE PAID FOR AT

THE CONTRACT UNIT PRICE PER SQUARE FOOT THE CONTRACT UNIT PRICE

PAID SHALL INCLUDE FULL COMPENSATION FOR FURNISHING ALL LABOR

MATERIALSMATERIAL SUPPLIESSUPPLIE TOOLSTOOL EQUIPMENT AND INCIDENTALSINCIDENTAL AND FOR DOING

ALL WORK INVOLVED IN GROOVING THE RUNWAY PAVEMENT INCLUDING CLEANUP
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120 POROUSPOROU FRICTION COURSE

121 DESCRIPTION

THISTHI ITEM SHALL CONSIST OF AN OPENGRADED BITUMINOUSBITUMINOU SURFACE

COURSE COMPOSED OF MINERAL AGGREGATE AND BITUMINOUSBITUMINOU MATERIAL MIXED

IN CENTRAL MIXING PLANT AND PLACED ON PREPARED SURFACE IN

ACCORDANCE WITH THESE SPECIFICATIONSSPECIFICATION AND SHALL CONFORM TO THE

DIMENSIONSDIMENSION SHOWN ON THE PLANS

122 MATERIALSMATERIAL

1221 AGGREGATE

THE AGGREGATE SHALL CONSIST OF CRUSHED STONE CRUSHED GRAVEL OR

CRUSHED SLAG WITH OR WITHOUT OTHER INERT FINELY DIVIDED MINERAL

AGGREGATE THE AGGREGATE SHALL BE COMPOSED OF CLEAN SOUND TOUGH
DURABLE PARTICLESPARTICLE FREE FROM CLAY BALLSBALL ORGANIC MATTER AND OTHER

DELETERIOUSDELETERIOU SUBSTANCES THE CRUSHED AGGREGATE PORTION WHICH IS

RETAINED ON THE 38IN 95MM SIEVE SHALL NOT CONTAIN MORE THAN

15 BY WEIGHT OF FLAT OR ELONGATED PARTICLESPARTICLE AS DEFINED IN ASTM

693

THE CRUSHED AGGREGATE PORTION WHICH IS RETAINED ON THE NO 475MM
SIEVE SHALL NOT SHOW PERCENTAGE OF WEAR GREATER THAN 30 WHEN

TESTED IN ACCORDANCE WITH ASTM 131

THE CRUSHED AGGREGATE PORTION WHICH PASSESPASSE THE 34IN 190MM
SIEVE AND IS RETAINED ON THE NO 475MM SIEVE SHALL NOT SHOW

TOTAL WEIGHTED AVERAGE LOSSLOS GREATER THAN 9 IN SODIUM SULFATE

SOLUTION OR MAGNESIUM SOUNDNESSSOUNDNES LOSSLOS EXCEEDING 12 AFTER FIVE

CYCLESCYCLE WHEN TESTED IN ACCORDANCE WITH ASTM 88 THE SOUNDNESSSOUNDNES

TEST ASTM 88 MAY BE WAIVED BY THE ENGINEER WHERE POROUSPOROU FRIC
TION COURSE WILL NOT BE SUBJECTED TO FREEZING AND THAWING

THE CRUSHED AGGREGATE PORTION PASSING THE 34IN 190MM SIEVE

AND RETAINED ON THE 14IN 63MM SIEVE SHALL HAVE AN ESTIMATED

COATED AREA ABOVE 95 WHEN TESTED IN ACCORDANCE WITH ASTM 1664
IF COATED AREA IS BELOW 95 THE ASPHALT SHALL BE TREATED WITH AN

ANTISTRIPPING AGENT THE AMOUNT OF ANTISTRIPPING AGENT USED SHALL

BE SUFFICIENT TO PRODUCE COATED AREA ABOVE 95
IF CRUSHED GRAVEL AGGREGATE IS USED THAT PORTION RETAINED ON THE

NO 236MM SIEVE AND EACH SUCCEEDING COARSER SIEVE SHALL

CONTAIN AT LEAST 75 BY WEIGHT OF CRUSHED PIECESPIECE HAVING TWO OR MORE

FRACTURED FACESFACE AND AT LEAST 90 BY WEIGHT OF PARTICLESPARTICLE CONTAINING

ONE OR MORE FRACTURED FACES TO COUNT AS FRACTURED FACE THE

AREA OF THE FRACTURED SURFACE MUST BE AT LEAST 75 OF THE SMALLEST

MIDSECTIONAL AREA OF THE PARTICLE BEING EXAMINED TO COUNT AS TWO

FRACTURED FACESFACE THE ANGLE BETWEEN TWO CONTIGUOUSCONTIGUOU PLANESPLANE OF FRACTURE

SHOULD BE 30 DEGREESDEGREE OR MORE
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IF CRUSHED SLAG AGGREGATESAGGREGATE ARE USED THE SLAG SHALL BE AIRCOOLED

FROM THE BLAST FURNACE PROCESSPROCES AND SHALL HAVE COMPACTED UNIT

WEIGHT OF NOT LESSLES THAN 70 LBFT3 112 MGRN3 WHEN TESTED IN

ACCORDANCE WITH ASTM 29

1222 FILLER

IF FILLER IN ADDITION TO THAT NATURALLY PRESENT IN THE AGGREGATE
IS NECESSARY IT SHALL MEET THE REQUIREMENTSREQUIREMENT OF ASTM 242 WHEN

MINERAL FILLER IS REQUIRED TO BE BATCHED SEPARATELY HYDRATED LINE

IN THE AMOUNT OF 15 MAXIMUM BY WEIGHT OF THE TOTAL AGGREGATE
SHALL BE BATCHED AS PART OF THE ADDED MINERAL FILLER NO ADDITIOIAL

COMPENSATION WILL BE ALLOWED THE CONTRACTOR FOR FURNISHING AND

USING HYDRATED LIME OR OTHER APPROVED MINERAL FILLER THAT MAY BE

REQUIRED BY THISTHI SPECIFICATION

1223 BITUMINOUSBITUMINOU MATERIAL

THE BITUMINOUSBITUMINOU MATERIAL SHALL CONFORM TO THE FOLLOWING REQUIREMENTSREQUIREMENT
ASTM 3381 VISCOSITY GRADE AR4000 WITH NO MORE THAN 112
NEOPRENE ADDED MAXIMUM MIXING TEMPERATURE SHALL BE 325F

123 COMPOSITION

1231 COMPOSITION OF MIXTURESMIXTURE

THE POROUSPOROU FRICTION COURSE SHALL BE COMPOSED OF MIXTURE OF AGGRE
GATE FILLER BITUMINOUSBITUMINOU MATERIAL AND ANTISTRIPPING AGENT IF
REQUIRED THE SEVERAL AGGREGATE FRACTIONSFRACTION SHALL BE SIZED GRADED
AND COMBINED IN THE PROPORTIONSPROPORTION THAT MEET THE REQUIREMENTSREQUIREMENT OF THE

JOB MIX FORMULA

1232 JOB MIX FORMULA

NO BITUMINOUSBITUMINOU MIXTURE SHALL BE PRODUCED FOR PAYMENT UNTIL THE

CONTRACTOR HAS SUBMITTED SAMPLESSAMPLE OF THE MATERIALSMATERIAL AND THE ENGINEER

HAS ESTABLISHED SATISFACTORY JOB MIX FORMULA FOR EACH MIXTURE TO

BE USED THE JOB MIX FORMULA FOR EACH MIXTURE SHALL BE IN EFFECT

UNTIL MODIFIED IN WRITING BY THE ENGINEER THE JOB MIX FORMULA FOR

EACH MIXTURE SHALL ESTABLISH SINGLE PERCENTAGE PASSING EACH

REQUIRED SIEVE SIZE SINGLE PERCENTAGE OF BITUMINOUSBITUMINOU MATERIAL TO

BE ADDED TO THE AGGREGATE AND SINGLE TEMPERATURE FOR THE MIXTURE

AS IT IS DISCHARGED INTO THE HAULING UNITS

THE COMBINED AGGREGATE SHALL BE OF SUCH SIZE THAT THE PERCENTAGE

COMPOSITION BY WEIGHT AS DETERMINED BY LABORATORY SIEVESSIEVE WILL

CONFORM TO THE GRADATION SHOWN IN TABLE 12321 WHEN TESTED IN

ACCORDANCE WITH ASTM 136 THE RANGE OF BITUMINOUSBITUMINOU CONTENTSCONTENT SHOWN

IN TABLE 12321 IS REPRESENTATIVE OF MOST CRUSHED STONE AND

CRUSHED GRAVEL AGGREGATESAGGREGATE AND IS NOT INTENDED TO LIMIT THE BITUMI
NOUSNOU CONTENT ESTABLISHED IN THE JOB MIX FORMULA
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THE GRADATIONSGRADATION IN TABLE 12321 REPRESENT THE LIMITSLIMIT WHICH

SHALL DETERMINE THE SUITABILITY OF THE AGGREGATE FOR USE FROM

THE SOURCESSOURCE OF SUPPLY THE AGGREGATE AS FINALLY SELECTED
SHALL HAVE GRADATION WITHIN THE LIMITSLIMIT DESIGNATED IN

TABLE 12321 AND SHALL NOT VARY FROM THE LOW LIMIT ON ONE

SIEVE TO THE HIGH LIMIT ON THE ADJACENT SIEVE OR VICE VERSA
BUT SHALL BE UNIFORMLY GRADED FROM COARSE TO FINE

TABLE 12321 AGGREGATE POROUSPOROU FRICTION COURSE

SIEVE SIZE
PERCENTAGE BY WEIGHT PASSING SIEVE

34 IN MAXIMUM

THE JOB MIX TOLERANCESTOLERANCE SHOWN IN TABLE 12322 SHALL BE APPLIED
TO THE JOB MIX FORMULA TO ESTABLISH JOB CONTROL GRADING BAND THE

FULL TOLERANCESTOLERANCE WILL STILL APPLY IF APPLICATION OF THE JOB NIX

TOLERANCESTOLERANCE RESULTSRESULT IN JOB CONTROL GRADING BAND OUTSIDE THE

MASTER GRADING BAND

TABLE 12322 JOB MIX FORMULA TOLERANCESTOLERANCE

BASED ON SINGLE TEST

MATERIAL TOLERANCE

AGGREGATE PASSING NO SIEVE OR LARGER 7
AGGREGATE PASSING NOS AND 30 SIEVESSIEVE 4
AGGREGATE PASSING NO 20 SIEVE 2
BITUMEN 040
TEMPERATURE OF MIX 26F 14C
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IF CHANGE IS MADE IN ANY COMPONENT OF THE BITUMINOUSBITUMINOU MIX NEW

JOB MIX FORMULA SHALL BE ESTABLISHED AND APPROVED BY THE ENGINEER

BEFORE ANY ADDITIONAL MATERIAL ON THE PROJECT IS PRODUCED AND

PLACED WHEN UNSATISFACTORY RESULTSRESULT OR OTHER CONDITIONSCONDITION MAKE IT

NECESSARY THE ENGINEER MAY ESTABLISH NEW JOB MIX FORMULA

1233 TEST SECTIONSSECTION

PRIOR TO FULL PLANT PRODUCTION THE CONTRACTOR SHALL PREPARE

QUANTITY OF POROUSPOROU FRICTION COURSE PFC MIXTURE ACCORDING TO THE

JOB MIX FORMULA THE AMOUNT OF MIXTURE SHOULD BE SUFFICIENT TO

CONSTRUCT TEST SECTION 60 FT LONG AND 24 FT WIDE THE TEST AREA

WILL BE DESIGNATED BY THE ENGINEER THE MIXTURE SHALL BE PLACED IN

TWO SECTIONSSECTION AND SHALL BE OF THE SAME DEPTH SPECIFIED ON THE PLANS
THE UNDERLYING PAVEMENT ON WHICH THE TEST SECTION IS TO BE

CONSTRUCTED SHALL BE THE SAME AS THE REMAINDER OF THE COURSE REPRE
SENTED BY THE TEST SECTION THE EQUIPMENT TO BE USED IN CONSTRUCTION

OF THE TEST SECTION SHALL BE THE SAME TYPE AND WEIGHT TO BE USED ON

THE REMAINDER OF THE COURSE REPRESENTED BY THE TEST SECTION

IF THE TEST SECTION SHOULD PROVE TO BE UNSATISFACTORY THE NECESSARY

ADJUSTMENTSADJUSTMENT TO THE MIX DESIGN PLANT OPERATION ANDOR ROLLING

PROCEDURESPROCEDURE SHALL BE MADE ADDITIONAL TEST SECTIONSSECTION AS REQUIRED
SHALL BE CONSTRUCTED AND EVALUATED FOR CONFORMANCE TO THE SPECIFI
CATIONS WHEN TEST SECTIONSSECTION DO NOT CONFORM TO SPECIFICATION

REQUIREMENTSREQUIREMENT THE PAVEMENT SHALL BE REMOVED AND REPLACED AT THE

CONTRACTORSCONTRACTOR EXPENSE FULL PRODUCTION SHALL NOT BEGIN WITHOUT

APPROVAL OF THE ENGINEER TEST SECTIONSSECTION WILL BE PAID FOR IN ACCOR
DANCE WITH SUBARTICLE 126 OF THISTHI SECTION OF THE SPECIFICATION

124 CONSTRUCTION METHODSMETHOD

1241 WEATHER AND SEASONAL LIMITATIONSLIMITATION

THE POROUSPOROU FRICTION COURSE SHALL BE CONSTRUCTED ONLY ON DRY

SURFACE WHEN THE ATMOSPHERIC TEMPERATURE IS 50F 10C AND RISING

AT CALM WIND CONDITIONSCONDITION AND WHEN THE WEATHER IS NOT FOGGY OR

RAINY

1242 BITUMINOUSBITUMINOU MIXING PLANT

THE BITUMINOUSBITUMINOU MIXING PLANT SHALL INCLUDE ALL FACILITIESFACILITIE OR EQUIPMENT

NECESSARY TO PRODUCE THE BITUMINOUSBITUMINOU MIX THE FACILITY SHALL INCLUDE

AUXILIARY ITEMSITEM SUCH AS STOCKPILE STORAGE AREASAREA EQUIPMENT TO

CONSTRUCT AND MAINTAIN THE STOCKPILESSTOCKPILE COLD BIN OR SILO STORAGE
AND THE FEEDER SYSTEM FROM THE COLD BIN OR SILO STORAGE TO THE

DRIERS

PLANTSPLANT USED FOR THE PREPARATION OF BITUMINOUSBITUMINOU MIXTURESMIXTURE SHALL CONFORM

TO ALL REQUIREMENTSREQUIREMENT UNDER ITEM BELOW EXCEPT THAT SCALE REQUIRE
MENTSMENT SHALL APPLY ONLY WHERE WEIGHT PROPORTIONING IS USED IN

ADDITION BATCH MIXING PLANTSPLANT SHALL CONFORM TO THE REQUIREMENTSREQUIREMENT
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UNDER ITEM BELOW AND CONTINUOUSCONTINUOU MIXING PLANTSPLANT SHALL CONFORM TO

THE REQUIREMENTSREQUIREMENT UNDER ITEM BELOW

1 REQUIREMENTSREQUIREMENT FOR ALL PLANTSPLANT MIXING PLANTSPLANT SHALL BE OF SUFFI
CIENT CAPACITY TO ADEQUATELY PRODUCE THE QUANTITY OF BITUMINOUSBITUMINOU
MIXTURE FOR THE PROPOSED CONSTRUCTION

A AGGREGATE STOCKPILESSTOCKPILE SUFFICIENT STORAGE SPACE SHALL BE

PROVIDED SO THAT EACH AGGREGATE SIZE CAN BE KEPT IN

SEPARATE STOCKPILES THE STOCKPILE WILL BE CONSTRUCTED

IN UNIFORM LAYERSLAYER BY USING CLAMSHELL OR OTHER APPROVED
METHOD TO PREVENT SEGREGATION THE USE OF BULLDOZERSBULLDOZER IN

STOCKPILING AGGREGATESAGGREGATE WILL NOT BE PERMITTED THE STORAGE

YARD SHALL BE NEAT AND ORDERLY AND THE SEPARATE STOCK

PILESPILE SHALL BE READILY ACCESSIBLE FOR SAMPLING

B COLD BINSBIN THE PLANT SHALL HAVE AN ADEQUATE NUMBER OF

COLD BINSBIN OR SILOSSILO FOR EACH AGGREGATE SIZE THESE COLD

BINSBIN OR SILOSSILO SHALL BE CONSTRUCTED SO THAT NO OVERFLOW
FROM ONE BIN TO THE OTHER OCCURS THEY SHALL ALSO HAVE

INDIVIDUAL ADJUSTABLE OUTLET DEVICESDEVICE TO PROVIDE UNIFORM

AND CONTINUOUSCONTINUOU FLOW OF MATERIALSMATERIAL IN THE DESIRED PROPOR
TIONS PRIOR TO PRODUCING ANY MIXTURE THE CONTRACTOR

SHALL FURNISH THE ENGINEER WITH CALIBRATIONSCALIBRATION SHOWING THE

RATE OF FEED OF EACH AGGREGATE FOR THE COLD BIN OR SILO

IN WHICH IT IS TO BE USED CHANGE OF MATERIAL OR CHANGE
OF COLD BIN OR SILO WILL REQUIRE NEW CALIBRATIONS THE

CALIBRATION SHALL SHOW THE RATE OF FEED PER MINUTE PER
UNIT OF OPENING OR SETTING OF FEED

C FEEDER FOR DRIER THE PLANT SHALL BE PROVIDED WITH

ACCURATE MECHANICAL MEANSMEAN FOR UNIFORMLY FEEDING THE

AGGREGATE INTO THE DRIER TO OBTAIN UNIFORM PRODUCTION AND
L TEMPERATURE

D DRIER THE PLANT SHALL INCLUDE DRIERSDRIER WHICH CONTINU

OUSLY AGITATESAGITATE THE AGGREGATE DURING THE HEATING AND

DRYING PROCESS

E SCREENSSCREEN PLANT SCREENSSCREEN CAPABLE OF SCREENING ALL AGGRE
GATESGATE TO THE SPECIFIED SIZE AND PROPORTIONSPROPORTION AND HAVING
NORMAL CAPACITIESCAPACITIE IN EXCESSEXCES OF THE FULL CAPACITY OF THE

MIXER SHALL BE PROVIDED

F DUST COLLECTOR THE PLANT SHALL BE EQUIPPED WITH DUST

COLLECTOR TO WASTE ANY MATERIAL OR TO RETURN ALL OR ANY
PART OF THE MATERIAL UNIFORMLY TO THE MIXTURE AS DIRECTED

G HOT BINSBIN THE PLANT SHALL INCLUDE HOT BINSBIN OF SUFFICIENT

CAPACITY TO SUPPLY MIXER OPERATING AT FULL CAPACITY
HOT BINSBIN SHALL BE ARRANGED TO ASSURE SEPARATE AND ADEQUATE
STORAGE OF APPROPRIATE FRACTIONSFRACTION OF THE AGGREGATES WHEN

USED SEPARATE DRY STORAGE SHALL BE PROVIDED FOR BATCHING
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MINERAL FILLER AND HYDRATED LIME THE PLANT SHALL BE

EQUIPPED TO PROPORTION AND FEED THE MATERIAL INTO THE

MIXER EACH BIN SHALL BE PROVIDED WITH OVERFLOW PIPESPIPE
LOCATED TO PREVENT BACKUP OF MATERIAL IN OTHER COMPART

MENTSMENT OR BINS EACH COMPARTMENT SHALL BE PROVIDED WITH

ITS INDIVIDUAL OUTLET GATE TO PREVENT LEAKAGE THE GATESGATE
SHALL CUT OFF QUICKLY AND COMPLETELY HOT BINSBIN SHALL BE

CONSTRUCTED SO THAT SAMPLESSAMPLE MAY BE OBTAINED READILY HOT

BINSBIN SHALL BE EQUIPPED WITH ADEQUATE TELLTALE DEVICESDEVICE

WHICH INDICATE THE POSITION OF THE AGGREGATESAGGREGATE IN THE BINSBIN
AT THE LOWER QUARTER POINTS

H PLANT SCALESSCALE SCALESSCALE SHALL BE ACCURATE TO 05 OF THE

REQUIRED LOAD POISESPOISE SHALL BE DESIGNED TO BE LOCKED IN

ANY POSITION TO PREVENT UNAUTHORIZED CHANGE OF POSITION
IN LIEU OF PLANT SCALESSCALE THE CONTRACTOR MAY PROVIDE AN

APPROVED AUTOMATIC PRINTER SYSTEM TO PRINT THE WEIGHTSWEIGHT OF

THE MATERIAL DELIVERED PROVIDED THE SYSTEM IS USED IN

CONJUNCTION WITH AN APPROVED AUTOMATIC BATCHING AND

MIXING CONTROL SYSTEM SUCH WEIGHTSWEIGHT SHALL BE EVIDENCED

BY WEIGH TICKET FOR EACH LOAD SCALESSCALE SHALL BE

INSPECTED FOR ACCURACY AND SEALED AS OFTEN AS THE ENGINEER

MAY DEEM NECESSARY THE CONTRACTOR SHALL HAVE ON HAND

NOT LESSLES THAN TEN 50LB 23KG WEIGHTSWEIGHT FOR TESTING THE

SCALES

I EQUIPMENT FOR PREPARATION OF BITUMINOUSBITUMINOU MATERIAL TANKSTANK
FOR THE STORAGE OF BITUMINOUSBITUMINOU MATERIAL SHALL BE EQUIPPED

TO HEAT AND HOLD THE MATERIAL AT THE REQUIRED TEMPERATURES

HEATING SHALL BE ACCOMPLISHED BY APPROVED MEANSMEAN SO THAT

FLAMESFLAME WILL NOT CONTACT THE TANK THE CIRCULATING SYSTEM

FOR THE BITUMINOUSBITUMINOU MATERIAL SHALL BE DESIGNED TO ASSURE

PROPER AND CONTINUOUSCONTINUOU CIRCULATION DURING THE OPERATING

PERIOD PROVISION SHALL BE MADE FOR MEASURING QUANTITIESQUANTITIE
AND FOR SAMPLING THE MATERIAL IN THE STORAGE TANKS

J BITUMINOUSBITUMINOU CONTROL UNIT SATISFACTORY MEANSMEAN EITHER BY

WEIGHING OR BY METERING SHALL BE PROVIDED TO OBTAIN THE

SPECIFIED AMOUNT OF BITUMINOUSBITUMINOU MATERIAL IN THE MIX
MEANSMEAN SHALL BE PROVIDED FOR CHECKING THE QUANTITY OR RATE

OF FLOW OF BITUMINOUSBITUMINOU MATERIAL INTO THE MIXER

K THERMOMETRIC EQUIPMENT AN APPROVED THERMOMETER OF

ADEQUATE RANGE SHALL BE PLACED IN THE BITUMINOUSBITUMINOU FEED

LINE AT SUITABLE LOCATION NEAR THE DISCHARGE VALVE OF

THE MIXER UNIT THE PLANT SHALL ALSO BE EQUIPPED WITH AN

APPROVED THERMOMETRIC INSTRUMENT PLACED AT THE DISCHARGE

CHUTE OF THE DRYER TO INDICATE THE TEMPERATURE OF THE

HEATED AGGREGATES

1 SAFETY REQUIREMENTSREQUIREMENT ADEQUATE AND SAFE STAIRWAYSSTAIRWAY TO THE

MIXER PLATFORM AND SAMPLING POINTSPOINT SHALL BE PROVIDED
GUARDED LADDERSLADDER TO OTHER PLANT UNITSUNIT SHALL BE PLACED AT
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ALL POINTSPOINT WHERE ACCESSIBILITY TO PLANT OPERATIONSOPERATION IS

REQUIRED ACCESSIBILITY TO THE TOP OF TRUCK BODIESBODIE SHALL

BE PROVIDED BY SUITABLE DEVICE TO ENABLE THE ENGINEER

TO OBTAIN MIXTURE SAMPLESSAMPLE AND TEMPERATURE DATA MEANSMEAN
SHALL BE PROVIDED TO RAISE AND LOWER SCALE CALIBRATION

EQUIPMENT SAMPLING EQUIPMENT AND OTHER SIMILAR EQUIPMENT

BETWEEN THE GROUND AND THE MIXER PLATFORM ALL BELTSBELT
GEARSGEAR PULLEYSPULLEY CHAINSCHAIN SPROCKETSSPROCKET PROJECTING SETSCREWSSETSCREW
KEYSKEY AND OTHER DANGEROUSDANGEROU MOVING PARTSPART SHALL BE GUARDED

TO PREVENT INADVERTENT CONTACT BY WORKMEN OR OTHER MOVING

EQUIPMENT AMPLE AND UNOBSTRUCTED PASSAGE SHALL BE

MAINTAINED AT ALL TIMESTIME IN AND AROUND THE TRUCK LOADING

AREA THISTHI AREA SHALL BE KEPT FREE OF DRIPPINGSDRIPPING FROM THE

MIXING PLATFORM

M TRUCK SCALESSCALE THE BITUMINOUSBITUMINOU MIXTURE SHALL BE WEIGHED
ON APPROVED SCALESSCALE FURNISHED BY THE CONTRACTOR OR ON

PUBLIC SCALESSCALE AT THE CONTRACTORSCONTRACTOR EXPENSE SCALESSCALE SHALL

BE INSPECTED FOR ACCURACY AND SEALED AS OFTEN AS THE

ENGINEER DEEMSDEEM NECESSARY

2 REQUIREMENTSREQUIREMENT FOR BATCHING PLANTSPLANT

A WEIGH BOX OR HOPPER THE EQUIPMENT SHALL INCLUDE MEANSMEAN
FOR ACCURATELY WEIGHING EACH SIZE OF AGGREGATE IN WEIGH
BOX OR HOPPER OF AMPLE SIZE TO HOLD FULL BATCH WITHOUT

HAND RAKING OR RUNNING OVER THE GATE SHALL CLOSE TIGHTLY

SO THAT NO MATERIAL IS ALLOWED TO LEAK INTO THE MIXER

WHILE BATCH IS BEING WEIGHED

B BITUMINOUSBITUMINOU CONTROL THE EQUIPMENT USED TO MEASURE THE

BITUMINOUSBITUMINOU MATERIAL SHALL BE ACCURATE TO WITHIN 05
THE BITUMINOUSBITUMINOU MATERIAL BUCKET SHALL BE OF NORITILTING

TYPE WITH LOOSE SHEET METAL COVER THE LENGTH OF THE

DISCHARGE OPENING OF THE SPRAY BAR SHALL NOT BE LESSLES THAN

THREE FOURTHSFOURTH THE LENGTH OF THE MIXER AND IT SHALL

DISCHARGE DIRECTLY INTO THE MIXER THE BITUMINOUSBITUMINOU MATERIAL

BUCKET ITS DISCHARGE VALVESVALVE AND THE SPRAY BAR SHALL

BE ADEQUATELY HEATED STEAM JACKETSJACKET IF USED SHALL BE

EFFICIENTLY DRAINED AND ALL CONNECTIONSCONNECTION SHALL BE CON
STRUCTED SO THAT THEY WILL NOT INTERFERE WITH THE EFFICIENT

OPERATION OF THE BITUMINOUSBITUMINOU SCALES THE CAPACITY OF THE

BITUMINOUSBITUMINOU MATERIAL BUCKET SHALL BE AT LEAST 15 OF THE

WEIGHT OF BITUMINOUSBITUMINOU MATERIAL REQUIRED IN ANY BATCH THE

PLANT SHALL HAVE AN ADEQUATELY HEATED QUICKACTING
NONDRIP CHARGING VALVE LOCATED DIRECTLY OVER THE BITUMINOUSBITUMINOU
MATERIAL BUCKET

THE INDICATOR DIAL SHALL HAVE CAPACITY OF AT LEAST 15
IN EXCESSEXCES OF THE QUANTITY OF BITUMINOUSBITUMINOU MATERIAL USED PER
BATCH THE CONTROLSCONTROL SHALL BE CONSTRUCTED TO LOCK AT ANY
DIAL SETTING AND AUTOMATICALLY RESET TO THAT READING
AFTER EACH ADDITIONAL BATCH OF BITUMINOUSBITUMINOU MATERIAL THE
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DIAL SHALL BE IN FULL VIEW OF THE MIXER OPERATOR THE

FLOW OF BITUMINOUSBITUMINOU MATERIAL SHALL BE AUTOMATICALLY CON
TROLLED TO BEGIN WHEN THE DRY MIXING PERIOD IS OVER ALL

OF THE BITUMINOUSBITUMINOU MATERIAL REQUIRED FOR ONE BATCH SHALL

BE DISCHARGED IN NOT MORE THAN 15 SECONDSSECOND AFTER THE FLOW

HAS BEGUN THE SIZE AND SPACING OF THE SPRAYBAR OPENINGSOPENING
SHALL PROVIDE UNIFORM APPLICATION OF BITUMINOUSBITUMINOU MATERIAL

THE FULL LENGTH OF THE MIXER THE SECTION OF THE BITUMI

NOUSNOU LINE BETWEEN THE CHARGING VALVE AND THE SPRAY BAR

SHALL HAVE VALVE AND AN OUTLET FOR CHECKING THE METER

WHEN METERING DEVICE IS SUBSTITUTED FOR BITUMINOUSBITUMINOU

MATERIAL BUCKET

C MIXER THE BATCH MIXER SHALL BE AN APPROVED TYPE CAPABLE

OF PRODUCING UNIFORM MIXTURE WITH WELLCOATED AGGREGATE

IN THE PRESCRIBED MIXING TIME WITHIN THE JOB MIX TOLERANCE

SPECIFIED IF NOT ENCLOSED THE MIXER BOX SHALL BE

EQUIPPED WITH HOOD TO PREVENT LOSSLOS OF DUST

D CONTROL OF MIXING TIME THE MIXER SHALL BE EQUIPPED WITH

AN ACCURATE TIME LOCK TO CONTROL THE OPERATIONSOPERATION OF

COMPLETE MIXING CYCLE IT SHALL LOCK THE WEIGHBOX GATE

AFTER THE CHARGING OF THE MIXER AND KEEP IT LOCKED UNTIL

THE CLOSING OF THE MIXER GATE AT THE COMPLETION OF THE

CYCLE IT SHALL LOCK THE BUCKET THROUGHOUT THE DRY

MIXING PERIOD AND SHALL LOCK THE MIXER GATE THROUGHOUT

THE DRY AND WET MIXING PERIODS THE DRY MIXING PERIOD IS

THE TIME INTERVAL BETWEEN THE OPENING OF THE WEIGHBOX
GATE AND THE INTRODUCTION OF BITUMINOUSBITUMINOU MATERIAL THE

WET MIXING PERIOD IS THE TIME INTERVAL BETWEEN THE INTRO
DUCTION OF THE BITUMINOUSBITUMINOU MATERIAL AND THE OPENING OF THE

MIXER GATE

THE TIMING CONTROL SHALL BE FLEXIBLE AND SHALL BE CAPABLE
OF SETTINGSSETTING AT 5SECOND INTERVALSINTERVAL OR LESSLES THROUGHOUT
3MINUTE CYCLE MECHANICAL BATCH COUNTER SHALL BE

INSTALLED AS PART OF THE TIMING DEVICE AND SHALL BE

DESIGNED TO REGISTER ONLY COMPLETELY MIXED BATCHES

THE SETTING OF TIME INTERVALSINTERVAL SHALL BE AT THE DIRECTION

OF THE ENGINEER WHO SHALL THEN LOCK THE CASE COVERING THE

TIMING DEVICE IT SHALL REMAIN LOCKED UNTIL CHANGE IS

MADE IN THE TIMING PERIODS

3 REQUIREMENTSREQUIREMENT FOR CONTINUOUSCONTINUOU PLANTSPLANT

A AGGREGATE PROPORTIONING THE PLANT SHALL INCLUDE MEANSMEAN
FOR ACCURATELY PROPORTIONING EACH SIZE OF AGGREGATE

THE PLANT SHALL HAVE FEEDER MOUNTED UNDER EACH COMPART
MENT BIN EACH COMPARTMENT BIN SHALL HAVE AN ACCURATELY
CONTROLLED INDIVIDUAL GATE TO FORM AN ORIFICE FOR THE
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VOLUMETRIC MEASURING OF MATERIAL DRAWN FROM EACH COMPART
MENT THE FEEDING ORIFICE SHALL BE RECTANGULAR WITH ONE

DIMENSION ADJUSTABLE BY POSITIVE MECHANICAL MEANSMEAN AND

PROVIDED WITH LOCK

INDICATORSINDICATOR SHALL BE PROVIDED FOR EACH GATE TO SHOW THE

RESPECTIVE GATE OPENING IN INCHES

B WEIGHT CALIBRATION OF AGGREGATE FEED THE PLANT SHALL

INCLUDE MEANSMEAN TO CALIBRATE GATE OPENINGSOPENING BY WEIGHING

TEST SAMPLES PROVISION SHALL ALSO BE MADE SO THAT

MATERIALSMATERIAL FED OUT OF INDIVIDUAL ORIFICESORIFICE MAY BE BYPASSED

TO INDIVIDUAL TEST BOXES THE PLANT SHALL BE EQUIPPED TO

CONVENIENTLY HANDLE INDIVIDUAL TEST SAMPLESSAMPLE OF NOT LESSLES
THAN 200 LB 92 KG ACCURATE SCALESSCALE SHALL BE PROVIDED

BY THE CONTRACTOR TO WEIGH SUCH SAMPLES CHARTSCHART SHOWING

THE RATE OF FEED PER MINUTE FOR EACH HOT BIN SHALL BE

PROVIDED

C SYNCHRONIZATION OF AGGREGATE FEED AND BITUMINOUSBITUMINOU MATERIALSMATERIAL
FEED SATISFACTORY INTERLOCKING MECHANICAL MEANSMEAN OR

ANY OTHER POSITIVE METHOD APPROVED BY THE ENGINEER SHALL

BE PROVIDED TO AFFORD POSITIVE INTERLOCKING CONTROL

BETWEEN THE FLOW OF AGGREGATE FROM THE BINSBIN AND THE FLOW

OF BITUMINOUSBITUMINOU MATERIAL FROM THE METER OR OTHER PROPORTION
ING DEVICE

D MIXER THE PLANT SHALL INCLUDE AN APPROVED CONTINUOUSCONTINUOU

MIXER ADEQUATELY HEATED AND CAPABLE OF PRODUCING UNI
FDRM MIXTURE WITHIN THE JOB MIX TOLERANCES IT SHALL BE

EQUIPPED WITH DISCHARGE HOPPER WITH DUMP GATESGATE TO

PERMIT RAPID AND COMPLETE DISCHARGE OF THE MIXTURE THE

PADDLESPADDLE SHALL BE ADJUSTABLE FOR AN ANGULAR POSITION MIX
THE MIXER SHALL HAVE MANUFACTURERSMANUFACTURER PLATE GIVING THE

NET VOLUMETRIC CONTENTSCONTENT OF THE MIXER AT THE SEVERAL

HEIGHTSHEIGHT INSCRIBED ON PERMANENT GAGE AND THE RATE OF

FEED OF AGGREGATE PER MINUTE AT PLANT OPERATING SPEED
UNLESSUNLES OTHERWISE REQUIRED THE MINIMUM MIXING TIME SHALL

BE DETERMINED BY DIVIDING THE WEIGHT OF ITS CONTENTSCONTENT AT

OPERATING LEVEL BY THE WEIGHT OF THE MIXTURE DELIVERED

PER SECOND BY THE MIXER

THE WEIGHTSWEIGHT FOR THE JOB WILL BE DETERMINED BY TESTSTEST MADE

BY THE ENGINEER THE PUGMILL SHALL BE EQUIPPED WITH

DISCHARGE HOPPER HAVING CAPACITY OF APPROXIMATELY TON

90 KG THE HOPPER WILL BE EQUIPPED WITH DUMP GATESGATE
THAT WILL PERMIT RAPID AND COMPLETE DISCHARGE OF THE

BITUMINOUSBITUMINOU MIXTURE WITHOUT SEGREGATION

1243 HAULING EQUIPMENT

TRUCKSTRUCK USED FOR HAULING THE BITUMINOUSBITUMINOU MIXTURE SHALL HAVE TIGHT
CLEAN SMOOTH BEDS TO PREVENT THE MIXTURE FROM ADHERING TO THEM
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THE TRUCK BEDSBED SHALL BE LIGHTLY COATED WITH MINIMUM AMOUNT OF

CONCENTRATED HYDRATED LIME AND WATER SOLUTION THE TRUCK BEDSBED
SHALL BE RAISED TO DRAIN ANY EXCESSEXCES SOLUTION BEFORE LOADING THE

MIXTURE IN THE TRUCKS EACH TRUCK SHALL HAVE SUITABLE COVER TO

PROTECT THE MIXTURE FROM ADVERSE WEATHER OR LONG HAULS AN INSU
LATED BED MAY BE REQUIRED TO MAINTAIN THE MIXTURE AT THE SPECIFIED

TEMPERATURE DURING HAULING

1244 BITUMINOUSBITUMINOU PAYERSPAYER

BITUMINOUSBITUMINOU PAYERSPAYER SHALL BE SELFCONTAINED POWERPROPELLED UNITSUNIT
WITH AN ACTIVATED SCREED OR STRIKEOFF ASSEMBLY HEATED IF NECESNECE
SARY AND SHALL BE CAPABLE OF SPREADING AND FINISHING COURSESCOURSE OF

BITUMINOUSBITUMINOU PLANT MIX MATERIAL WHICH WILL MEET THE SPECIFIED THICK

NESSNES SMOOTHNESSSMOOTHNES AND GRADE

THE PAVER SHALL HAVE RECEIVING HOPPER OF SUFFICIENT CAPACITY TO

PERMIT UNIFORM SPREADING OPERATION THE HOPPER SHALL BE EQUIPPED

WITH DISTRIBUTION SYSTEM TO PLACE THE MIXTURE UNIFORMLY IN FRONT

OF THE SCREED THE SCREED OR STRIKEOFF ASSEMBLY SHALL PRODUCE

FINISHED SURFACE OF THE REQUIRED EVENNESSEVENNES AND TEXTURE WITHOUT

TEARING SHOVING OR GOUGING THE MIXTURE

THE PAVER SHALL BE CAPABLE OF OPERATING AT FORWARD SPEEDSSPEED CONSISTENT

WITH SATISFACTORY LAYING OF THE MIXTURE

IF AN AUTOMATIC GRADE CONTROL DEVICE IS USED THE PAVER SHALL BE

EQUIPPED WITH CONTROL SYSTEM CAPABLE OF AUTOMATICALLY MAINTAINING

THE SCREED ELEVATION AS SPECIFIED HEREIN THE CONTROL SYSTEM SHALL

BE AUTOMATICALLY ACTUATED FROM EITHER REFERENCE LINE OR SURFACE

THROUGH SYSTEM OF MECHANICAL SENSORSSENSOR OR SENSORDIRECTED MECHANISMSMECHANISM

OR DEVICESDEVICE WHICH WILL MAINTAIN THE PAVER SCREED AT PREDETERMINED

TRANSVERSE SLOPE AND AT THE PROPER ELEVATION TO OBTAIN THE REQUIRED

SURFACE

1245 ROLLERSROLLER

MINIMUM OF TWO SELFPROPELLED STEELWHEEL ROLLERSROLLER SHALL BE

FURNISHED THEY SHALL BE IN GOOD CONDITION CAPABLE OF REVERSING
WITHOUT BACKLASH AND CAPABLE OF OPERATING AT SLOW SPEEDSSPEED TO AVOID

DISPLACEMENT OF THE BITUMINOUSBITUMINOU MIXTURE THE WHEELSWHEEL SHALL BE

EQUIPPED WITH ADJUSTABLE SCRAPERSSCRAPER WATER TANKSTANK AND SPRINKLING

APPARATUSAPPARATU TO PREVENT THE BITUMINOUSBITUMINOU MIXTURE FROM STICKING TO THE

WHEELS THE WEIGHT OF EACH ROLLER SHALL BE TO 12 TONSTON 5400 TO

10800 KG THE USE OF EQUIPMENT WHICH RESULTSRESULT IN EXCESSIVE CRUSH
ING OF THE AGGREGATE WILL NOT BE PERMITTED

1246 PREPARATION OF MINERAL AGGREGATE

THE AGGREGATE FOR THE MIXTURE SHALL BE DRIED AND HEATED AT THE

CENTRAL MIXING PLANT BEFORE ENTERING THE MIXER WHEN INTRODUCED

INTO THE MIXER THE COMBINED AGGREGATE MOISTURE CONTENT WEIGHTED
ACCORDING TO THE COMPOSITION OF THE BLEND SHALL BE LESSLES THAN 025
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FOR AGGREGATE BLENDSBLEND WITH WATER ABSORPTION OF 25 OR LESSLES AND

LESSLES THAN 050 FOR AGGREGATE BLENDSBLEND WITH WATER ABSORPTION GREATER

THAN 25 WATER ABSORPTION OF AGGREGATESAGGREGATE SHALL BE DETERMINED BY

ASTM 127 AND ASTM 128 THE WATER ABSORPTION FOR THE AGGREGATE

BLEND SHALL BE THE WEIGHTED AVERAGE OF THE ABSORPTION VALUESVALUE FOR

THE COARSE AGGREGATE RETAINED ON THE NO SIEVE 475 MM AND THE

FINE AGGREGATE PASSING THE NO SIEVE 475 MM THE WATER CONTENT

TEST WILL BE CONDUCTED IN ACCORDANCE WITH ASTM 566 IN NO CASE

SHALL THE MOISTURE CONTENT BE SUCH THAT FOAMING OF THE MIXTURE

OCCURSOCCUR PRIOR TO PLACEMENT AT THE TIME OF MIXING THE TEMPERATURE

OF THE AGGREGATE SHALL BE WITHIN THE RANGE SPECIFIED IN THE JOB MIX

FORMULA THE MAXIMUM TEMPERATURE AND RATE OF HEATING SHALL BE SUCH

THAT NO DAMAGE OCCURSOCCUR TO THE AGGREGATES PARTICULAR CARE SHALL BE

TAKEN SO THAT AGGREGATESAGGREGATE HIGH IN CALCIUM OR MAGNESIUM CONTENT ARE

NOT DAMAGED BY OVERHEATING THE AGGREGATE SHALL BE SCREENED TO

SPECIFIED SIZESSIZE AND CONVEYED IN SEPARATE BINSBIN READY FOR MIXING WITH

BITUMINOUSBITUMINOU MATERIAL

1247 PREPARATION OF BITUMINOUSBITUMINOU MIXTURE

THE BITUMINOUSBITUMINOU MIXTURE SHALL BE PREPARED IN CENTRAL MIXING PLANT
THE MIXTURE SHALL BE PREPARED AT THE TEMPERATURE DESIGNATED BY THE

ENGINEER WITHIN THE RANGE SHOWN IN SUBARTICLE 1223 OF THISTHI SECTION

OF THE SPECIFICATION

THE DRY AGGREGATE SHALL BE COMBINED IN THE PLANT IN THE PROPORTIONATE

AMOUNTSAMOUNT OF EACH AGGREGATE SIZE REQUIRED TO MEET THE SPECIFIED

GRADATION THE QUANTITY OF AGGREGATE FOR EACH BATCH SHALL BE

DETERMINED MEASURED AND CONVEYED INTO THE MIXER IN CASE OF

VOLUMETRIC PROPORTIONING THE SIZE OF THE OPENINGSOPENING SHALL BE DETER

MINED AND THE GATESGATE SHALL BE LOCKED IN POSITION

THE QUANTITY OF BITUMINOUSBITUMINOU MATERIAL FOR EACH BATCH OR THE CALIBRATED

AMOUNT FOR CONTINUOUSCONTINUOU MIXERSMIXER SHALL BE DETERMINED BY THE ENGINEER
IT SHALL BE MEASURED BY WEIGHT AND INTRODUCED INTO THE MIXER WITHIN

THE TEMPERATURE RANGE SPECIFIED IN THE JOB MIX FORMULA FOR BATCH

MIXERSMIXER ALL AGGREGATESAGGREGATE SHALL BE IN THE MIXER BEFORE THE BITUMINOUSBITUMINOU
MATERIAL IS ADDED IN NO CASE SHALL THE TEMPERATURE OF THE AGGRE
GATE BE MORE THAN 25F 4C ABOVE THE TEMPERATURE OF THE BITUMINOUSBITUMINOU
MATERIAL WHEN ADDING THE BITUMINOUSBITUMINOU MATERIAL AS DETERMINED BY THE

ENGINEER THE MIXING SHALL CONTINUE UNTIL ALL PARTICLESPARTICLE ARE COATED

UNIFORMLY IN NO CASE SHALL THE BITUMINOUSBITUMINOU MIXTURE BE STORED IN

STORAGE SILOSSILO OR SURGE BINS

1248 TRANSPORTATION AND DELIVERY OF THE MIXTURE

THE MIXTURE SHALL BE TRANSPORTED FROM THE CENTRAL MIXING PLANT TO

THE PAVING JOB IN TRUCKSTRUCK DESCRIBED IN SUBARTICLE 1243 OF THISTHI
SECTION OF THE SPECIFICATION THE MIXTURE SHALL BE PLACED AT

TEMPERATURE BETWEEN 200F 94C AND 295F 146C DELIVERY OF

THE MIXTURE SHALL BE SCHEDULED SO THAT SPREADING AND ROLLING OF

DAY1SDAY1 PRODUCTION CAN BE COMPLETED DURING DAYLIGHT HOURSHOUR THE SAME

DAY
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1249 SPREADING AND LAYING

1 PREPARATION OF EXISTING SURFACESSURFACE ALL POROUSPOROU FRICTION COURSESCOURSE
SHALL BE CONSTRUCTED ON AN EXISTING PAVEMENT SURFACE THAT IS

STRUCTURALLY SOUND IN GOOD CONDITION CONSTRUCTED TO NEW

PAVEMENT SURFACE COURSE SMOOTHNESSSMOOTHNES CRITERIA AND HAS MARSHALL

STABILITY AND FLOW VALUESVALUE COMPARABLE TO THOSE SPECIFIED IN

SECTION 90 OF THESE SPECIFICATIONS

IMMEDIATELY BEFORE PLACING THE POROUSPOROU FRICTION COURSE THE

UNDERLYING COURSE SHALL BE CLEARED OF ALL LOOSE OR DELETERICUSDELETERICU

MATERIAL WITH POWER BLOWERSBLOWER POWER BROOMSBROOM OR HAND BROOMSBROOM AS

DIRECTED TACK COAT CONFORMING TO SECTION 80 OF THESE

SPECIFICATIONSSPECIFICATION SHALL BE PLACED AS DIRECTED BY THE ENGINEER
ON THOSE EXISTING SURFACESSURFACE WHERE TACK COAT IS NECESSARY FOR

BONDING THE PFC TO THE EXISTING SURFACE IF EMULSIFIED ASPHALT

IS USED PLACEMENT OF THE PFC CAN BE APPLIED IMMEDIATELY
HOWEVER IF CUTBACK ASPHALT IS USED PLACEMENT OF THE PFC MUST

BE DELAYED UNTIL THE TACK COAT HAS PROPERLY AIRED

2 PLACING HAULING OVER MATERIAL ALREADY PLACED SHALL NOT BE

PERMITTED UNTIL THE MATERIAL HAS BEEN THOROUGHLY COMPACTED AS

SPECIFIED AND ALLOWED TO DEVELOP ITS STABILITY FOR PERIOD OF

AT LEAST 12 HOURS IN AREASAREA WHERE EXTREMELY HOT TEMPERATURESTEMPERATURE

OCCUR IT IS SUGGESTED THAT NO TRAFFIC BE ALLOWED ON THE PFC

UNTIL IT HAS COOLED OVERNIGHT TRAFFIC SHOULD BE DISCONTINUED

IF ANY CLOSING OF THE PFC IS OBSERVED THE BITUMINOUSBITUMINOU MIXTURE

SHALL BE PLACED AT THE REQUIRED MINIMUM LANE WIDTH WITH AN

APPROVED BITUMINOUSBITUMINOU PAVER AS SPECIFIED IN SUBARTICLE 1244

12410 COMPACTION OF MIXTURE

AFTER SPREADING THE MIXTURE SHALL BE THOROUGHLY ARID UNIFORMLY

COMPACTED WITH POWER ROLLERS ROLLING OF THE MIXTURE SHALL BEGIN

AS SOON AFTER SPREADING AS IT WILL BEAR THE ROLLER WITHOUT UNDUE

DISPLACEMENT OR HAIRCHECKING ROLLING SHALL BE INITIATED WITH THE

DRIVE WHEEL TOWARD THE PAVING MACHINE THE SEQUENCE OF ROLLING THE

FIRST PAVING LANE SHOULD BE TO FIRST ROLL THE LOWER EDGE WITH
REFERENCE TO THE TRANSVERSE SLOPE OF THE LANE AND THEN TO ROLL THE

UPPER EDGE THE INTERIOR OF THE LANE SHOULD THEN BE ROLLED FROM

THE LOWER SIDE TOWARD THE UPPER EDGE WITH OVERLAPPING ROLLER PATHS
ON ADJOINING PAVING LANESLANE ROLLING SHALL BEGIN BY OVERLAPPING THE

JOINT WITH THE PREVIOUSPREVIOU LANE BY TO IN 15 TO 23 CM AND THEN

ROLLING THE OUTSIDE EDGE OF THE NEW LANE THE INTERIOR SHOULD BE

ROLLED FROM THE OUTSIDE EDGE TOWARD THE COMPACTED JOINT WITH OVER
LAPPING WHEEL PATHS ALTERNATE TRIPSTRIP OF THE ROLLER SHALL BE OF

SLIGHTLY DIFFERENT LENGTHSLENGTH THE NUMBER OF PASSESPASSE WITH STEELWHEEL
ROLLER SHALL BE AS DETERMINED BY THE TEST SECTION THE OPTIMUM

WEIGHT OF THE ROLLER SHALL ALSO BE DETERMINED DURING TEST SECTION

CONSTRUCTI ON

THE SPEED OF THE ROLLER SHALL BE SLOW ENOUGH TO AVOID DISPLACEMENT

OF THE HOT MIXTURE ANY DISPLACEMENT OCCURRING AS RESULT OF
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REVERSING THE DIRECTION OF THE ROLLER OR FROM ANY OTHER CAUSE
SHALL BE CORRECTED AT ONCE BY RAKING AND APPLYING FRESH MIXTURE

SUFFICIENT ROLLERSROLLER SHALL BE FURNISHED TO HANDLE THE OUTPUT OF THE

PLANT ROLLING SHALL CONTINUE UNTIL ALL ROLLER MARKSMARK ARE ELIMINATED

AND THE SURFACE IS OF UNIFORM TEXTURE AND CONFORMSCONFORM TO THE REQUIRED

CROSSCROS SECTION

TO PREVENT ADHESION OF THE MIXTURE TO THE ROLLER THE WHEELSWHEEL SHALL

BE KEPT PROPERLY MOISTENED BUT EXCESSIVE WATER WILL NOT BE PERMITTED

IN AREASAREA NOT ACCESSIBLE TO THE ROLLER THE MIXTURE SHALL BE THOROIGHLY

COMPACTED WITH HOT HAND TAMPERS

ANY MIXTURE WHICH BECOMESBECOME LOOSE AND BROKEN MIXED WITH DIRT OR IN

ANY WAY DEFECTIVE SHALL BE REMOVED AND REPLACED WITH FRESH HOT

MIXTURE AND IMMEDIATELY COMPACTED TO CONFORM TO THE SURROUNDING

AREA THISTHI WORK SHALL BE DONE AT THE CONTRACTORSCONTRACTOR EXPENSE SKIN

PATCHING AND HANDWORKING OF THE PFC MIXTURE WILL NOT BE ALLOWED

12411 JOINTSJOINT

THE FORMATION OF ALL JOINTSJOINT SHALL BE MADE IN SUCH MANNER AS TO

ENSURE CONTINUOUSCONTINUOU BOND BETWEEN OLD AND NEW SECTIONSSECTION OF THE COURSE
ALL JOINTSJOINT SHALL PRESENT THE SAME TEXTURE DENSITY AND SMOOTHNESSSMOOTHNES

AS OTHER SECTIONSSECTION OF THE COURSE

THE ROLLER SHALL NOT PASSPAS OVER THE UNPROTECTED END OF THE FRESHLY

LAID MIXTURE EXCEPT WHEN NECESSARY TO FORM TRANSVERSE JOINT
WHEN NECESSARY TO FORM TRANSVERSE JOINT IT SHALL BE MADE BY

MEANSMEAN OF PLACING BULKHEAD OR BY TAPERING THE COURSE IN WHICH

CASE THE EDGE SHALL BE CUT BACK TO ITS FULL DEPTH AND WIDTH ON

STRAIGHT LINE TO EXPOSE VERTICAL FACE IN BOTH METHODSMETHOD ALL CONTACT

SURFACESSURFACE SHALL BE GIVEN TACK COAT OF BITUMINOUSBITUMINOU MATERIAL BEFORE

PLACING ANY FRESH MIXTURE AGAINST THE JOINT

LONGITUDINAL JOINTSJOINT WHICH ARE IRREGULAR DAMAGED OR OTHERWISE

DEFECTIVE SHALL BE CUT BACK TO EXPOSE CLEAN SOUND SURFACE FOR

THE FULL DEPTH OF THE COURSE ALL CONTACT SURFACESSURFACE SHALL BE GIVEN

TACK COAT OF BITUMINOUSBITUMINOU MATERIAL PRIOR TO PLACING ANY FRESH

MIXTURE AGAINST THE JOINT THE LONGITUDINAL JOINT SHALL OFFSET

THAT IN THE EXISTING COURSE BY AT LEAST FT 30 CM

12412 SHAPING EDGESEDGE

WHILE THE SURFACE IS BEING COMPACTED AND FINISHED THE CONTRACTOR

SHALL CAREFULLY SHAPE THE LONGITUDINAL OUTSIDE EDGESEDGE OF THE PFC TO

VERTICAL FACE AT THE ESTABLISHED EDGE WHEN TRANSITIONING FROM

PFC TO EXISTING PAVEMENT TRANSVERSE EDGESEDGE SHALL BE CONSTRUCTED

WITH FINER GRADED BITUMINOUSBITUMINOU MIXTURE
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12413 SURFACE TESTSTEST

AFTER COMPLETION OF THE FINAL ROLLING THE FINISHED SURFACE SHALL

BE TESTED WITH 16FT 5RN STRAIGHTEDGE AND SHALL NOT VARY MORE

THAN 14 IN MM THE 16FT 5RN STRAIGHTEDGE SHALL BE APPLIED

PARALLEL WITH AND AT RIGHT ANGLESANGLE TO THE RUNWAY CENTERLINE IN

PATTERN THAT INCLUDESINCLUDE LONGITUDINAL AND TRANSVERSE JOINTS THE

16FT 5RN STRAIGHTEDGE SHALL BE ADVANCED APPROXIMATELY ONE HALF

ITS LENGTH IN THE LINE OF MEASUREMENT

AREASAREA OF THE POROUSPOROU FRICTION COURSE EXCEEDING THE SPECIFIED TOLE
ANCESANCE SHALL BE CORRECTED AT THE CONTRACTORSCONTRACTOR EXPENSE BY REMOVIN
THE DEFECTIVE WORK AND REPLACING IT WITH NEW MATERIAL SKIN PATCH
ING OR HANDWORKING WILL NOT BE PERMITTED

12414 SAMPLING PFC MIXTURE AND HOT BINSBIN

SAMPLESSAMPLE OF THE PFC MIXTURE SHALL BE TAKEN AT THE POINT OF DISCHARGE

IN HAULING UNITSUNIT AND TESTED TO CONTROL UNIFORMITY IN THE BITUMINOUSBITUMINOU
CONTENT AND GRADATION SAMPLE SHALL BE TAKEN IN ACCORDANCE WITH

ASTM 979 ENOUGH MIXTURE SHALL BE TAKEN TO PREPARE DUPLICATE

TESTSTEST ON EACH SAMPLE OF MIXTURE IN ACCORDANCE WITH ASTM 2172

SAMPLESSAMPLE SHALL BE TAKEN AT LEAST ONCE FOR ANY CENTRAL PLANT RUN OF

MORE THAN 30 MINUTESMINUTE AND AT LEAST TWICE FOR ANY CENTRAL PLANT RUN

OF MORE THAN HOURS

SHOULDTHE BITUMINOUSBITUMINOU CONTENT OF THE DUPLICATE TESTSTEST AGREE WITHIN

050 THE AVERAGE RESULTSRESULT SHALL BE RECORDED VARIATIONSVARIATION GREATER

THAN 050 BETWEEN DUPLICATE TESTSTEST OF THE SAME SAMPLE SHALL ALSO BE

RECORDED AND DUPLICATE TESTSTEST ON AN ADDITIONAL SAMPLE SHALL BE RUN
THE AVERAGE VALUE OF THE BITUMINOUSBITUMINOU CONTENT SHOULD FALL WITHIN THE

TOLERANCE OF THE JOB MIX FORMULA AS SPECIFIED IN SUBARTICLE 1232
OF THISTHI SECTION OF THE SPECIFICATION SHOULD THE AVERAGE BITUMINOUSBITUMINOU

CONTENT FOR FOUR SAMPLESSAMPLE NOT FALL WITHIN THE JOB MIX TOLERANCESTOLERANCE
THE ENGINEER MAY ORDER THE CONTRACTOR TO CEASE PRODUCTION UNTIL

SUCH OUTOFTOLERANCE CONDITIONSCONDITION HAVE BEEN REMEDIED BY THE CONTRACTOR
THE GRADATION OF THE RESIDUAL AGGREGATE SHOULD BE DETERMINED BY

USING AASHTO T30 AND COMPARED TO THE APPROVED JOB MIX FORMULA

THE SAMPLESSAMPLE OF PFC MIXTURE SHALL BE USED TO CONTROL THE UNIFORMITY
OF THE CONTRACTORSCONTRACTOR PLANT PRODUCTION IN ADDITION THE CONTRACTOR

SHALL CLEARLY MARK EACH HAULING UNIT FROM WHICH THE REPRESENTATIVE

SAMPLESSAMPLE HAVE BEEN TAKEN SO THAT THE SAME MIXTURE SAMPLE MAY BE

LOCATED IN THE COMPLETED PAVEMENT

COMPLETED PFC WILL BE DETERMINED ACCEPTABLE OR UNACCEPTABLE ON

THE BASISBASI OF VISUAL INSPECTION BY THE ENGINEER THE ENGINEER WILL

IMMEDIATELY NOTIFY THE CONTRACTOR OF VISUAL DEFECTSDEFECT SUCH AS NON
UNIFORM TEXTURE ROLLER MARKSMARK BLEEDING OF BITUMINOUSBITUMINOU MATERIAL
CRACKING AND SHOVING OF THE MIXTURE AND EVIDENCE OF AGGREGATE

CRUSHING DURING THE ROLLER OPERATIONSOPERATION OR NONCONFORMANCE TO THE
SURFACE SMOOTHNESSSMOOTHNES CRITERIA AS SPECIFIED IN SUBARTICLE 12413 OF

THISTHI SECTION OF THE SPECIFICATION
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UNACCEPTABLE PFC SHALL BE REMOVED LEAVING VERTICAL FACE AT THE

REMAINING PFC THE UNDERLYING SURFACE SHALL BE CLEANED AND TACK

COAT APPLIED PRIOR TO REPLACING THE PFC ALL WORK SHALL BE AT THE

CONTRACTORSCONTRACTOR EXPENSE UNACCEPTABLE PFC WILL NOT BE MEASURED FOR

PAYMENT

IN ADDITION TO SAMPLING AND TESTING THE PFC MIXTURE THE ENGINEER

WILL SAMPLE EACH HOT BIN TWICE DAILY AND FURNISH GRADATION

ANALYSISANALYSI OF EACH HOT BIN ACCORDING TO ASTM 136 THE COMBINED

GRADATION ANALYSISANALYSI OF THE HOT BINSBIN SHALL FALL WITHIN THE JOB MIX

FORMULA TOLERANCES SHOULD THE HOT BIN GRADATION ANALYSISANALYSI FAIL

MEET THE TOLERANCESTOLERANCE OF THE JOB MIX FORMULA ON THE SAME SIEVE

SIZE THE ENGINEER MAY ORDER ANOTHER ANALYSISANALYSI IN ADDITION TO THE

TWO ANALYSESANALYSE REQUIRED EACH DAY TO CONFIRM THE RESULTSRESULT OF THE PREVI
OUS TESTSTEST OR TELL THE CONTRACTOR TO CEASE PLANT PRODUCTION UNTIL

SUCH OUTOFTOLERANCE CONDITIONSCONDITION HAVE BEEN CORRECTED

12415 BITUMINOUSBITUMINOU AND AGGREGATE MATERIAL

CONTRACTOR RESPONSIBILITY

SAMPLESSAMPLE OF THE BITUMINOUSBITUMINOU AND AGGREGATE MATERIALSMATERIAL THAT THE CONTRAC

TOR PROPOSESPROPOSE TO USE TOGETHER WITH STATEMENT OF THEIR SOURCE AND

CHARACTER SHALL BE SUBMITTED FOR APPROVAL PRIOR TO USE THE

CONTRACTOR SHALL REQUIRE THE MANUFACTURER OR PRODUCER OF THE BITUMI
NOUSNOU AND AGGREGATE MATERIALSMATERIAL TO FURNISH MATERIAL SUBJECT TO THISTHI
AND ALL OTHER PERTINENT REQUIREMENTSREQUIREMENT OF THE CONTRACT ONLY THOSE

MATERIALSMATERIAL WHICH HAVE BEEN TESTED AND APPROVED FOR THE INTENDED USE

WILL BE ACCEPTABLE

THE ENGINEER OR THE ENGINEERSENGINEER AUTHORIZED REPRESENTATIVE SHALL

HAVE ACCESSACCES AT ALL TIMESTIME TO ALL PARTSPART OF THE PAVING PLANT TO

INSPECT THE EQUIPMENT CONDITIONSCONDITION AND OPERATION OF THE PLANT TO

VERIFY THE WEIGHTSWEIGHT OR PROPORTIONSPROPORTION AND CHARACTER OF MATERIALSMATERIAL AND

TO DETERMINE THE TEMPERATURESTEMPERATURE MAINTAINED IN THE STORAGE OF THE

BITUMINOUSBITUMINOU MATERIAL AND PREPARATION OF THE MIXTURES

THE CONTRACTOR SHALL FURNISH THE VENDORSVENDOR CERTIFIED TEST REPORTSREPORT
FOR EACH CARLOAD OR EQUIVALENT OF BITUMINOUSBITUMINOU MATERIAL SHIPPED TO

THE PROJECT THE REPORT SHALL BE DELIVERED TO THE ENGINEER BEFORE

PERMISSION IS GRANTED TO USE THE MATERIAL THE VENDORSVENDOR CERTIFIED

TEST REPORT FOR THE BITUMINOUSBITUMINOU MATERIAL SHALL NOT BE INTERPRETED AS

BASISBASI FOR FINAL ACCEPTANCE ALL TEST REPORTSREPORT SHALL BE SUBJECT TO

VERIFICATION BY TESTING SAMPLE MATERIALSMATERIAL RECEIVED FOR USE ON THE

PROJECT

12416 PROTECTION OF PAVEMENT

AFTER FINAL ROLLING NO VEHICULAR TRAFFIC OF ANY KIND SHALL BE

PERMITTED ON THE PAVEMENT UNTIL IT HAS CURED AT LEAST 12 HOURS

NEWLY CONSTRUCTED PAVEMENT AREASAREA SHALL NOT BE OPENED TO AIRCRAFT

TRAFFIC UNTIL 24 HOURSHOUR AFTER COMPLETION OR UNLESSUNLES OTHERWISE AUTHO
RIZED BY THE ENGINEER
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125 METHOD OF MEASUREMENT

POROUSPOROU FRICTION COURSE SHALL BE MEASURED BY THE NUMBER OF SQUARE

YARDSYARD OF MIXTURE USED IN THE ACCEPTED WORK

ONLY THE AREASAREA OF THE POROUSPOROU FRICTION COURSE MEETING THE FOLLOWING

THICKNESSTHICKNES REQUIREMENTSREQUIREMENT SHALL BE MEASURED FOR PAYMENT

TO DETERMINE THE THICKNESSTHICKNES OF THE FINISHED PFC THE ENGINEER

WILL TAKE ONE CORE SAMPLE NOT LESSLES THAN IN CM IN

DIAMETER AT RANDOM FROM EACH UNIT OF THE COMPLETED PFC AREA
UNIT OF THE COMPLETED AREA SHALL BE ONE PAVING LANE WIDE LY

1000 FT 304 LONG THE LAST UNIT IN ANY ONE PAVING LANE

SHALL INCLUDE ANY REMAINING LENGTH IN ADDITION TO THE 1000 FT

WHEN THE MEASUREMENT OF ANY CORE IS MORE THAN THE MAXIMUM OR LESSLES
THAN THE MINIMUM ALLOWABLE THICKNESSTHICKNES AS SHOWN IN TABLE 1251
ADDITIONAL CORESCORE SHALL BE TAKEN AT 20FT INTERVALSINTERVAL PARALLEL TO AND

AT RIGHT ANGLESANGLE TO THE RUNWAY CENTERLINE UNTIL THE COMPLETED PFC

IS WITHIN SUCH MAXIMUM OR MINIMUM THICKNESSTHICKNES FOR THE SUBUNIT BEING

TESTED OUTOFTOLERANCE AREASAREA SHALL BE DEDUCTED FROM THE TOTAL

SQUARE YARDSYARD OF PFC FOR PAYMENT IF IN THE ENGINEERSENGINEER JUDGMENT
SUCH OUTOFTOLERANCE AREASAREA WARRANT REMOVAL THE PFC SHALL BE

REMOVED AND THE UNDERLYING COURSE SHALL BE CLEANED READY FOR

RECONSTRUCTION ALL AT THE CONTRACTORSCONTRACTOR EXPENSE

TABLE 1251 ALLOWABLE FINISHED PFC THICKNESSTHICKNES

NOMINAL MAXIMUM MINIMUM

IN IN IN

34IN AGGREGATE 125 175 10

126 BASISBASI OF PAYMENT

PAYMENT WILL BE MADE UNDER ITEM ISA POROUSPOROU FRICTION COURSE PER

SQUARE YARD

PAYMENT SHALL BE MADE AT THE RESPECTIVE CONTRACT PRICESPRICE PER SQUARE

YARD FOR POROUSPOROU FRICTION COURSE THE PRICE SHALL BE FULL COMPENSA
TION FOR FURNISHING ALL MATERIALSMATERIAL FOR ALL PREPARATION AND STORAGE
OF MATERIALSMATERIAL FOR CLEANING THE EXISTING SURFACE FOR MIXING TACK

COAT HAULING PLACING AND COMPACTING THE MIXTURE INCLUDING
INITIAL TEST SECTION AND FOR ALL TOOLSTOOL EQUIPMENT AND INCIDENTALSINCIDENTAL

NECESSARY TO COMPLETE EACH ITEM NO SEPARATE PAYMENT IS INCLUDED

IN THE CONTRACT FOR FURNISHING AND BATCHING MINERAL FILLER OR

ANTISTRIPPING AGENTSAGENT SHOULD SUCH ITEMSITEM BE REQUIRED
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REHABILITATION OF THE EXISTING PAVEMENT SURFACE AND THE TACK COAT

SHALL BE MEASURED AND PAID FOR AT THEIR RESPECTIVE CONTRACT PRICES

127 TESTING REQUIREMENTSREQUIREMENT

UNIT WEIGHT OF AGGREGATE

SOUNDNESSSOUNDNES OF AGGREGATESAGGREGATE BY USE OF SODIUM SULFATE OR

MAGNESIUM SULFATE

SPECIFIC GRAVITY AND ABSORPTION OF COARSE AGGREGATE

SPECIFIC GRAVITY AND ABSORPTION OF FINE AGGREGATE

RESISTANCE TO ABRASION OF SMALL SIZE COARSE AGGRE

GATE BY USE OF THE LOS ANGELESANGELE MACHINE

SIEVE OR SCREEN ANALYSISANALYSI OF FINE AND COARSE

AGGREGATESAGGREGATE

TOTAL MOISTURE CONTENT OF AGGREGATE BY DRYING

CRUSHED STONE CRUSHED SLAG AND CRUSHED GRAVEL FOR

BITUMINOUSBITUMINOU MACADAM BASE AND SURFACE COURSESCOURSE OF

PAVEMENTSPAVEMENT

SAMPLING BITUMINOUSBITUMINOU PAVING MIXTURESMIXTURE

COATING AND STRIPPING OF BITUMEN AGGREGATE

MIXTURESMIXTURE

QUANTITATIVE EXTRACTION OF BITUMEN FROM BITUMINOUSBITUMINOU

PAVING MIXTURESMIXTURE

MECHANICAL ANALYSISANALYSI OF EXTRACTED AGGREGATE

REMENTSREMENT

MINERAL FILLER FOR BITUMINOUSBITUMINOU PAVING MIXTURESMIXTURE

ASPHALT CEMENT FOR USE IN PAVEMENT CONSTRUCTION

VISCOSITYGRADED ASPHALT CEMENT FOR USE IN PAVEMENT

CONSTRUCTION

VISCOSITY GRADED ASPHALT CONTENT
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ASTM 29

ASTM 88

ASTM

ASTM

ASTM

127

128

131

ASTM 136

ASTM 566

ASTM 693

4

ASTM

ASTM

979

1664

ASTM 2172

AASHTO 130

128 MATERIAL REQUI

ASTT4 242

ASTM 946

ASTM 3381

AASHTO M226
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